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PEEFACE. 



The scope of these notes does not admit of an historical 
essay nor a chemical treatise on the varied materials and 
combinations used in Ceramics ; and to those who wish to 
have a thorough knowledge of these subjects, no works can 
be more highly recommended than M. Alex. Brogniart's 
" Traite des Arts ceramiques ou des Potteries/' and M. M, A. 
Sdlvetat's "Le9ons de c6ramique." There are many other 
works from which much useful information can be obtained, 
such as Shaw's " Chemistry of Pottery " ; Musprat's 
" Chemistry as applied to Arts iand Manufactures " ; Spon's 
" Encyclopaedia of Industrial Arts "; " Pottery," L. Arnoux ; 
" La Porcelaine," Dubreuil ; " History of Pottery," Marryat ; 
Die Thonindustrie Zeitung — The Pottery Gazette, &c., &c., to 
many of which the early chapters of these notes are in- 
debted—and my thanks must also be expressed to Mr. 
Saml. Sant for some additional notes and for the trouble 
taken in revising the first proofs, as also to Messrs. Wm. 
Boulton, Ltd., the eminent pottery machinery engineers, for 
their courtesy in permitting the use of many of their designs 
of machinery. I can do no better than quote M. Brog- 
niart's opening remarks in his preface to the first edition : 
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** I know no industry/' he says, " that affords in its practice, 
in its theory, or in its history, so many interesting considera- 
tions in the wealth of its scientific and economic application, 
aM the ceramic art or the manufacture of vessels and utensils 
out of baked earth. Nor do I know one that offers pro- 
fhictions more simple, more varied, more easy to make, or 
more durable in spite of their fragile construction. In no 
other human product are so many qualities united." It is 
not proposed to attempt to teach a trade ; that is not learnt 
from })Ooks, but only by constant application to the details 
of the manufacture in actual practice. The potter, 
unfortunately, unlike the poet, is made, not bom. It is 
hoped, however, that these notes may be of some use to 
a])prontices, students, and to those who are about to take 
up earthen ware- potting as a trade, and to induce them to 
study the great works that have from time to time appeared 
on this and kindred subjects ; and the apology for many 
trivial matters mentioned in the course of these notes must 
bo that details which are scarcely noticed by those who are 
constantly in contact with them, and which form part of 
their daily life, though quite simple and uninteresting to 
then), are full of interest and significance to the inquiring 
nutul of the novice. Should anything be found that is of 
interest or service to those already proficient in their trade 
then my object is indeed more than attained. 
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NOTES ON THE 

MANUFACTUEE OF EAETHENWAEE. 



INTRODUCTORY NOTE, 

Earthenware is one of the many divisions of ceramic art 
under which generic title may be classed all the gradations, 
from the coarsest brick to the finest porcelain, including 
bricks, tiles, terra-cotta, delft, earthenware, stoneware, 
china, and porcelain. Though the two words ceramics and 
pottery are derived from a somewhat similar idea, the 
former seems to have obtained a wider signification, em- 
bracing the latter as a sub-division. The word ceramic is 
derived from the Greek Kepafxo's which meant the horn of 
an animal, and then acquired the meaning of a drinking 
cup, and as doubtless the first earthen cups were made in 
the shape of horns the same name was applied to them, 
and afterwards spread to all the products of the potter's art. 
In like manner pottery is derived from the Latin poterium, 
a drinking vessel, and therefore conveys no idea of the shape 
or substance of which it was made, but only of the use to 
which it was put. This is therefore the derivation of the 
French potier and the English potter, the ancient Greek 
name being also Kipafio^, 

The origin of pottery is lost in the mist of ages, partially 

B 
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baked utensils having been found together with the sto ^^^ 
implements of pre-historic times, and it is exceedingly i^^ 
probable that its invention sprang from any one particul ^^ 
part of the globe or from any one particular race, as it -^ 
evident that it would fill a specisd want common to tlr^^ 
whole human race. Pre-historic man must have observok/ 
the property of plastic clay to retain the water in the holes 
made by his own feet or by those of animals, and must 
have conceived the idea that articles might be shaped from 
it more suited to his wants than animals' skins or roughly 
hollowed wood or stone, nuts or gourds. It is universally 
admitted that it is one of the most ancient of inventions, 
and probably was only preceded by that of the manufacture 
of arms, which would have been the first requirement of 
man for purposes of self-defence. It is more than probable 
that it was anterior to the discovery of fire, as sufficiently 
useful vessels can be made sun-baked, and are so made to 
this day in Egypt and India. Plato also points out that, 
as there is no necessity for the use of metals in the working 
of clay, its origin was of the very early ages. The two 
things from which we are able to prove the history of past 
ages are fossils and pottery, and in the latter are written 
the history of peoples and the progress and development of 
civilisation, and it is for this reason that men, whatever 
may be their studies or occupations, all take more or less 
interest in this art. No branch of manufacture presents so 
ancient and intimate a connection between the useful and the 
beautiful as that of the potter, and both in its theory and 
practice it unites a combination of qualities unknown in 
any other expression of human skill. The shapes are end- 
less in variety, and the beauty of the most successful pieces 
is matchless. Though difficult to discover its absolute 
origin, it is easier to decide to whom the honour of pro- 
ducing good qualities of articles is due, and in this we must 
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assign to the Chinese and Egyptians equal place, as they 
both gave evidence of their skill at least 2,000 years B.C. 
With the Greeks and Komans pottery was in high esteem, 
and often in the shape of vases formed part of the offerings 
to victorious generals. It seems to have been used rather 
for religious and decorative purposes than for the domestic 
uses to which we are accustomed to see it applied in daily 
life ; and one of the most interesting purposes to which it 
was put was in connection with the dead, either in cinerary 
urns or to contain various articles placed in the tomb. It 
is probably to this more than to any other reason that we 
are indebted for so many specimens of the antique pro- 
ductions of different periods in existence to-day. Attention 
should here be drawn to the wonderful action of heat on 
clay, which has enabled vessels, of so fragile a substance 
that it can easily be broken to pieces in the hands, to 
endure for thousands of years and to be hardly affected by 
atmospheric changes and direct contact with the damp soil ; 
while coins and arms under similar conditions have deterio- 
rated considerably from their original state. ** Thus a piece 
of common pottery is more enduring than epitaphs in brass 
and effigies in bronze. Stone crumbles away, ink fades, 
and paper decays, but the earthen vase survives the changes 
of time and conveys its message from long past ages." 
Although, as stated above, the chief uses for pottery in the 
Grseco-Roman period were for decorative and religious 
purposes, it is indisputable that large quantities of pottery 
were also used in domestic life. Lamps, drinking cups, &c., 
exist in considerable quantities ; but the chief reason for 
believing that the use was not generally domestic is that 
the vessels were not sufficiently fired, and were therefore 
too porous to heat liquids in or to be brought in contact with 
the greasy substances used in food. It is only in compara- 
tively modern times that ware has been made to cook in 
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and on the old vases, &c., there are designs of dishes T^y 
fruits, plates and drinking horns, but no pieces of shapes 
suitable for culinary purposes. 

There is no European pottery known of a body sufficiently 
close and firm to cease to be porous, or of lead glazed ware 
before the eleventh century. 

The great advance in pottery was the invention and 
application of glaze to make it impermeable to liquids and 
foreign substances. It may be briefly stated that in the 
thirty or thirty-six centuries which we may say history 
acknowledges, twenty centuries passed in which, neither 
in Africa nor in Europe, was any glazed ware or any 
hard impermeable pottery made. On the contrary in Asia, 
especially in China and Japan, from the earliest times a 
glazed and vitrified body like porcelain has been known. 

More skill is required in the production of pottery than 
in the manufactuie of articles from such materials as 
horn, wood or stone, which require no after processes to 
render them serviceable, and though clay is more easily mani- 
pulated during the early stages of its manufacture it is more 
difficult to bring it to a satisfactory conclusion owing to the 
firing processes which it has to undergo. It is only in 
the last four hundred years at most that pottery has 
risen in Europe from its state of birth — coarsely and badly 
made — to the perfection of form and design and excellent 
workmanship that we see before us to-day, and year by year 
as it has improved in manufacture, apart from its application 
to all the daily wants of life, it becomes more intimately 
connected with industry, science, and art, supplying the 
manufacturer, chemist, electrician, agriculturist, and archi- 
tect with new means, suitable to their varied wants— retorts, 
crucibles, insulators, drain-pipes, terra cotta friezes, and an 
innumerable number of requirements daily increasing, and 
while giving on one hand, receiving on the other in exchange. 



INTRODUCTOBY NOTE. 5 

new materials, chemicals and processes, new applications 
of machinery, beautiful shapes and designs. It is thus in 
constant contact with all the different interests of daily life. 
The ancient Britons manufactured baked clay ware, and 
Tylor remarks in his history of mankind that much of the 
early British ware was made in willow baskets which were 
destroyed during the firing, thus leaving a basket pattern 
on the surface. During the Roman period considerable 
quantities of articles both useful and ornamental were made 
on the banks of the Severn, Nen, and Medway; and 
England may be said to have eventually become the home 
of fine earthenware, though it cannot lay claim to the first 
production, as the faieiice (Toiron made in France at the end 
of Francis the First's and beginning of Henry the Second's 
reign, from 1520 to 1550, is true earthenware, most beauti- 
ful in design and execution, bearing upon it the impress of 
the genius of those who originated it, viz. : H6lene de 
Hangest, her librarian Jean Bernard, and her potter 
Fran9ois Charpentier. Up till about the year 1850 England 
held the markets of the world, owing to the great supe- 
riority of the quality of her products over those of her 
competitors, due to the genius and untiring zeal of such 
men as Cookworthy, Toft, Astbury, Elers, Dwight, Josiah 
Wedgwood, John Wall, Josiah Spode, Mason, the Daven- 
ports, and many others too numerous to mention ; and the 
work they so ably began is being carried on and improved 
by the English potters of to-day in a manner worthy of 
their predecessors, and their best productions are still 
unrivalled in beauty and quality. But since that date the 
manufacturers on the Continent have advanced with 
enormous strides, and by the application of the science of 
the chemist and the mechanical engineer, coupled with the 
establishment of enormous factories managed on the most j 
modern and economical principles (let us take as a type the 
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group of potteries in the Rhenish provinces), a competitioi? 
has arisen which can only be combated by the greatest 
activity on the part of the English potter. The general 
standard of quality required at the present day by modern 
markets is far higher than formerly and yet it must be 
produced and sold at a lower price. Owing to the opening 
up of new countries, and to a general higher standard of 
living, the demand continues to increase in spite of its 
modem competitors, tin and enamelled iron, which have so 
rapidly come to the front ; but the increasing production of 
cheap china on the Continent cannot fail to exercise an 
adverse influence on the sales of earthenware, as for many 
purposes it is the more desirable production. Mons. Tanjas 
de St. Fond, the eminent French geologist, writing at the 
end of the eighteenth century on the subject of English 
earthenware, says: — " Its excellent workmanship, its solidity, 
the advantage it possesses of sustaining the action of fire, 
its fine glaze impenetrable to acids, the beauty and con^ 
venience of its form and the cheapness of its price, have 
given rise to a commerce so active and so- universal that, 
in travelling from Paris to Petersburg, from Amsterdam to 
the furthest part of Sweden, and from Dunkirk to the 
extremity of the South of France, one is served at every 
inn with English ware. Spain, Portugal, and Italy are 
supplied with it, and vessels are loaded with it for the East 
Indies, the West Indies and the continent of America." 
What a different tale must be told at the end of the nine- 
teenth century. Not only are most of these countries 
supplying their own wants by their own productions, but 
they are wresting many markets from the British manu- 
facturer ; nay, even successfully competing with him in his 
own home markets, and this not only by lower price but by 
superior quality in the general effect of their decoration 
and finish of their wares. 



CHAPTER I. 

DEFINITION OF EARTHENWARE AND GENERAL PRINCIPLES 
OF ITS MANUFACTURE. — FRENCH FAIENCE, GERMAN 
STEINGUT, ITALIAN TERRAGLLA., SPANISH LOZA. 

Every ware made of clay, or of a mixture in which clay 
is the chief ingredient, and hardened by heat, may be 
regarded as a species of pottery, so that within this term 
anything from bricks to porcelain may be included, and of 
these various products the one selected for our special study 
is Earthenware. The characteristics of fine earthenware 
are as follows : In biscuit (this is really a misnomer, as 
applied to fine earthenware, as the word signifies twice hoiked^ 
whereas the term is applied to the firing of ware in its 
clay state, which is the first fire) it is fine but opaque ; in 
texture and grain coarser than porcelain, the fracture 
porous but closer and more refractory than delft, neither 
vitreous nor translucent, moderately dense, sonorous when 
struck, hard, firm and durable; it is covered with rich, 
rather soft fritted glaze, easily fusible, and containing lead 
jor borax or both ; it should be fine, clear and vitreous, free 
from specks, transparent, to show the embellishment of the 
biscuit, and scarcely afiected by acids, alkalis or suddeu 
alterations of temperature. Fine earthenware always re- 
quires two fires, the first to bake the clay into the shape 
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required — called the biscuit fire — the second to melt the 
coating of glaze over the piece and called the glost fire. 
The first fire is also necessary for two other reasons. (1.) 
If a piece of moist clay were glazed, the contraction 
between the vitreous glaze and the green or raw clay 
would be so difibrent that the glaze would probably crack 
or craze, even if the piece did not warp, by the action of 
the glaze permeating it, before the contraction had taken 
place, thus acting as a flux on the body. (2.) As the glaze 
materials are ground fine and held in suspension in water, 
the usual method for glazing is to immerse the piece in 
the liquid, and earthenware, when once fired, becomes 
sufficiently porous to suck up the glaze into which it is 
dipped, and thus an even coating is formed over it. Clay 
ware, unfired, would have no suction, and, in fact, dipping 
a raw clay piece into the liquid would, unless the greatest 
care were exercised, probably be sufficient to again reduce 
it to a simple mass of clay ; added to this, pieces in this 
state would be very difficult to isolate from each other 
during firing owing to their softness. 

The materials used in its manufacture may be divided 
into four classes : — 

1 . Plastic clays. 

2. Glass-forming materials, used in the body or in the glaze. 

3. Indifferent substances. 

4. Colouring agents. 

It is not intended to discuss every material that ever 
has or is likely to enter into the composition of the body or 
glaze, but only those which are generally considered most 
adapted for the purpose : 

Class /.—China clay (kaolin), "ball," or "blue" clay. 

Class IL — Cornish-stone, carbonate or oxide of lead, 
tincal, borax, and boracic acid, felspar, whiting, carbonate 
of soda and pearl ash. 
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Class ///.—Flint, quartz. 

Class IV. — Colouring agents which are generally metallic 
oxides and metals. 

From these four classes of materials it is desired to form 
a finished production whose characteristics have already 
been stated, but there are some other requirements for the 
purposes of manufacture which must also be taken into 
consideration. 

A body mixture, in the moist state, must be sufficiently 
plastic to be easily workable into all the varied shapes 
required. It must be sufficiently infusible to prevent 
collapse in the ovens when fired at the heat necessary to 
produce hardness, yet must be sufficiently fusible to become 
dense and sonorous. It must have sufficient stability to 
resist excessive contraction, and should not be liable to 
become crooked ; and it must be sufficiently clean and free 
from iron and other colouring matters to be white, or 
nearly so, after firing. These qualities can only be obtained 
by a mixture ; few, if any, clays combine all these require- 
ments, therefore those they lack have to be artificially intro- 
duced, and the body becomes a mechanical mixture, and 
cannot be regarded or described as a chemical combination. 
It should also be remembered that the nature of the body 
will depend much on the heat to which it is submitted, and 
the same material may go through all the gradations from 
porous ware to glass at a continually increasing heat. The 
proportion of glass-forming ingredients in the mixture for 
earthenware bodies is purposely kept so low that the sur- 
face of the ware, after being exposed to the full heat of the 
biscuit oven, remains roughish and absorbent. For most 
decorative and nearly all domestic and sanitary purposes it 
is necessary to cover this surface with a smooth non- 
absorbent film ; this result is practically gained by covering 
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the surface of the ware with an extremely thin layer of 
glass, which is the glaze. 

Glaze Mixture. — A perfect mixture must therefore form a 
vitrifiable compound which, when fired, shall be transparent 
and shall neither injure nor be injured by any colours with 
which it may come in contact ; in fact it should show up 
the embellishments of the biscuit and increase the brilliancy 
of the colours. It must be sufficiently hard to resist abra- 
sion and have the property of expanding and contracting 
in nearly the same ratio as that of the body of the ware. 
This is of the utmost importance, as most substances expand 
with heat and when they cool contract, and if the contrac- 
tion is different, the weaker substance will yield to the 
stronger. This is the great cause of crazing or cracking of 
the glaze. It must not be too fusible nor too hard, either 
of which is productive of crazing ; but it must fuse at a 
temperature lower than that at which the ware has already 
been fired, and must, in fusing, spread equally over the 
ware without leaving any part uncovered. 

Generally the less alumina there is in the biscuit the 
easier the adaptation of a satisfactory glaze. 

The potter's object in regard to body and glaze is then 
threefold : 

1. To increase fusibility as he may desire (to make 
glazes). 

2. To diminish fusibility on the contrary, to make a 
body that can resist getting out of shape and to make it 
stable. 

3. To make glaze and body agree in order to avoid 
crazing, peeling, or blistering. 



CHAPTER IL 

THE MATERIALS USED IN THE COMPOSITION OF THE BODY. 

The greater portion of the materials that enter into the 
composition of earthenware are natural products and are 
not artificially-produced chemicals, and it cannot be too 
much insisted upon that every material should be analysed 
and practically tested by putting it through all the processes 
it is intended to undergo before employing it in any 
quantity in the general manufacture of the ware. The old 
Greek philosopher said " Know thyself," no doubt a very 
desirable knowledge ; but to this the potter may with ad- 
vantage add " Know your materials." China clays from 
the same mines vary in plasticity, and in the amount of 
colouring matter they contain. Ball clays develop iron 
which, before firing, was quite invisible. China stones are 
of different density, and vary much in their vitrifying 
qualities. Flint may be insufficiently ground, or of an 
inferior quality. 

Any one of these variations might cause enormous loss 
which, with a little foresight and a few trials, would have 
been absolutely avoided. Even in colours and chemicals 
there may be some foreign matter used in their preparation 
which, though innocuous as regards the manufacture of the 
material produced under ordinary circumstances, may com- 
bine with some special substance which is being used in the 
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various mixtures of bodies and glazes and produce the 
most disastrous results. There are two grand rules for the 
potter to observe : (1) Test every material, no matter Jc 
whether clay, flint, stone, colour, glaze, oil, or what not, W 
whether they have come from new sources or old ones — ■ ' 
always test. (2) Always be making some experiment, either 
in colours, bodies, glaze, moulds, or methods of manu- 
facture ; others have found out before you methods of 
improving or cheapening their productions. Why should 
not you also do something which, even if the result is 
neither what you required or expected, may lead you to 
some discovery that may be of use ? Very many of the 
greatest improvements in manufactures have arisen from 
experiments made for totally different objects. That the 
Egyptians or Romans were satisfied with certain methods of- 
manufacture is no argument that these should hold good at* 
the end of the nineteenth century The important point 
in any alteration is to see that some definite improvement 
is made, or advantage gained by it. Mere change is not 
improvement, though nowadays it often passes for it. It is* 
not intended here to suggest reckless and expensive experi- 
ments, which take up both considerable time and money, 
but there are a hundred little things on a works which 
might be improved with a little thought, and a few simple 
experiments which may result in considerable saving. It 
should also be remembered that it is never safe to base 
opinions on the result of a^ single experiment, as there may,'; j 
by chance, be a combination of circumstances, over which ■ 
the experimenter has no control, which together cause th**- 
success of an experiment which otherwise would have failed.* 
The heat in the oven, for example, may have gone to the 
exact degree required, and then have cooled, and this parti- ' 
cular point of heat may never be exactly hit oflf again. A 
<yas may be given off from some colour or material it 
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proximity to the experiment, and form a combination with 
the mateiial that is being tested, and chance will thus give 
fa result which may never be obtained again. A hundred 
causes may aflfect a single experiment, therefore when the 
result required has been obtained, before employing it in 
any large scale in the production, repeat the experiment 
and test it under the varying circumstances it will have to 
undergo in the manufacture in order to make sure that the 
result is reliable and can always be reproduced when 
required and is not merely a chance success due to some 
cause which cannot be accounted for. 

Class I. — Plastic Clays. 

The chemical formula, according to Brogniart, may be 
expressed 2AI2 O3 3Si O2 4H 0. 

Clay consists of a hydrated silicate of alumina in com- 
bination more or less with other substances, such as potash, 
soda, lime or iron acting as fluxes on the silicate wliich 
otherwise would give no signs of vitrification. It is derived 
from the felspathic rocks which by their disintegration and 
decomposition have formed the clay. The reason why clay 
deposits are richer in alumina than the rocks from which 
they are formed is explained by the lightness of this sub- 
stance which, being held in suspension in water a long time, 
was consequently carried farther, leaving the silicious refuse, 
which is a heavy material, to settle on its way. The foreign 
substances which are contained in the clays in their natural 
state modify their character according as one or more of 
these ingredients predominate. Iron, which exists in 
different states, is one of the most injurious substances 
contained in it, owing to its colouring properties, and clay 
to be used in fine earthenware must be almost entirely free 
from it. Lime may also cause difficulty, as although in its 
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pure state it is infusible, when combined with ali 
silica or alkaline silicates it is very fusible. 

Its two chief ingredients are then silica or alnmi 
The former can be easily obtained in the form of sand, flin^j 
or quartz ; but alumina is not found in a pure state^ 
only exists as a component part of clay. 

Pure silica is refractory, but has a great affinity for 
alkaline matter with which it forms vitreous compounds 
Too much silica in ware makes it brittle, and unable to 
stand sudden changes of temperature, the very qualitifli 
that alumina gives, and from it clays also derive their 
power of absorbing water and their plasticity ; and yet^ in 
its pure state, these are qualities that alumina does not 
possess, although it be finely ground and mixed with water. 
Nor can plasticity be obtained by mixing silica and alumini 
in the same proportions as they exist in clay. The meani 
of obtaining plasticity has yet to be discovered, and plastic 
materials are relatively few. Pure clay is soft and more 
or less unctuous to the touch, and it may be converted into 
a doughy, tenacious, plastic paste, insoluble in water. The 
most prominent physical properties of clay are its plasticity 
and its behaviour when exposed to heat. When slowly 
dried and exposed to a high temperature it shrinks cond- 
derably and splits into extremely hard masses, and will not 
fuse in the most powerful blast furnace in use in commerce. 
The stronger the heat, the more dense, hard and sonorou 
the clay becomes, although generally remaining slightly 
porous. It dissolves with difficulty in borax, and forms s 
transparent glass at a high tempei-ature. The ingredients 
which most affect the character of clay are sand, iron, limo 
and magnesia, and its plasticity diminishes in the proportion, 
to the amount of any of these non-plastic substances that it 
contains. The piesence of sand affects it to the largest 
extent, magnesia less, and iron hardly at alL 
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By firing, the nature of clay is changed, and it becomes 
a firm, compact mass; and once rendered anhydrous by 
artificial heat, and the water previously held in chemical 
combination removed, it can never regain plasticity by 
mechanical mixture with water. It is upon this property 
that its employment in the preparation of various classes of 
articles depends. 

All clays contract in drying, and the shrinkage sometimes 
reaches 25 to 30 per cent, in weight. The purest clays are 
the most infusible, and at the same time the most liable to 
fracture under the influence of heat. The iron in clays is 
often imperceptible before firing, owing to the presence of 
organic colouring matter; but heat destroys the organic 
matter, leaving revealed the pinkish or reddish iron stains. 
Most clays after extraction from the mines are " weathered," 
that is, exposed in the open for a considerable period ; the 
sun disintegrates the mass of clay and the rain consolidates 
it again, which seems to some extent to diminish the con- 
traction of the clay when it is afterwards mixed in the 
body, and also to facilitate manipulation. The longer it is 
weathered the better it is. 

" Blue," or " Ball " clays are found in the lower tertiary 
clays of Devon and Dorsetshire, and are dug in the neigh- 
bourhood of Wareham and Teigngrace, and various other 
places. They are wonderfully plastic, and very free from 
iron. The former is shipped from Poole, and the latter 
from Teignmouth. The Poole clay is rather richer in 
alumina than that from Teignmouth, and should on that 
account be rather the superior; but in practical results the 
difference is not very apparent. The upper beds of the clay 
frequently contain a considerable amount of sand, and the 
best quality is not found till some depth has been reached. 
It ifl of a greyish blue colour, due to organic matter, and 
is unctuous and without grit. With a moderate heat it 
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becomes white and remains absorbent, but when subjeelad 
to intense heat it is rendered so hard that it can hardly ha 
scratched with a knife, and it turns yellowish in coloor, 
becoming non-absorbent. The free silica in the clay is in a 
state of very fine division. 

Analysis of Blub Ball Clat at a TEicPEaATUBB of 212", 

ACOOBDINO TO HlOOBNBOTHAX (MUSPBAT, P. 790). 

SiUoa 46-38 

Alumina 38*04 

Protoxide of Iron 1*04 

Lime 1*20 

Magfnesia (trace) 

Water 1344 

100*00 
Another Analysis. 

Silica 50*63 

Alumina . . . . . 39*74 

Lime '42 

Magnesia *23 

AlkaU 2*80 

Iron 2*35 

Water 12 20 

The mines from which it is obtained are extensive, and 
the first operation is to remove the soil which lies on the 
top of the clay. The depth of this soil varies according to 
the locality, from 60 to 80 feet, and the clay itself is covered 
by a fine bed of sand. The clay is cut out in blocks, and 
cai'efully selected for shipment. The beds of clay vary 
from 3 to 6 feet in depth, and with the increased demand, 
both home and foreign, the industry has obtained consider- 
able proportions. 

One pint of ball clay slip at 24 oz. per pint, contains 
about 6 J oz. dry material. This weight is merely given as 
a. guide, and would vary considerably with difl'erent ball 
clays. 
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Ball clay loses in drying before an ordinary open fire 
about 18 per cent, in weight, and after firing in biscuit oven 
a further 12 per cent. Total 30 per cent, between the 
commercial article received and the clay when fired. This 
clay being almost always stored in the open, the quantity 
of water will vary much, the same clay in summer and 
winter varying much in the moisture it contains. 

Its function in the mixture for the body is to give 
plasticity and facility in working. It is really the founda- 
tion of the body. 

China Clay, or Kaolin, as it is called by the Chinese, is 
a white, or nearly white, earthy substance, though some- 
times with a yellowish or pink tinge, easily pulverised. It 
is found in granite soils rich in felspar and contains a small 
amount of mica and porphyry. The felspar, its most im- 
portant element, has lost by external influence the larger 
part of its alkali, and has become a kind of earth. It is 
found in China and Japan, and in France and Germany, 
and several other countries on the Continent, as also in 
America. The English supplies are chiefly drawn from 
St. Stephen's and St. Austell, in Cornwall, some also coming 
from Lee Moor, near Dartmouth, and a few other places. 

China clays are prepared in different ways in different 
localities, according to the formation of the ground, but the 
fundamental principle is the same in all : that they must be 
thoroughly washed. To obtain this object the clay must be 
dissolved in large quantities of water, which it readily does. 
This result may be obtained naturally by running the water 
through the clay deposit itself, or artificially, by taking the 
clay from the deposit to the supply of water. The liquid 
is then run through trenches, or flumes, over settling pits, 
into which the heavy refuse, composed of mica and unde- 
composed felspar, sinks by its own weight to the bottom ; 
the finer part, which is the china clay, overflow 

c 
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carriod on through sieves into large central tanks, where it 
accumulates. When the tanks are filled the washing process 
stops, and the fine clay is allowed to settle, and is removed 
in the slip or sludge state to wide shallow drying tanks, or 
it is dried artificially on kilns, or hy steam pipes passing 
through the tanks, and in some places it is enclosed in 
perforated cylinders, which, revolving with great rapidity, 
extract the moisture. It remains drying till it is sufficiently 
stiff to he cut in squares and removed. It is sometimes 
considered necessary to sift sand over it to prevent any 
foreign suhstances coming in contact with it ; hut this has 
to be scraped off' again when sufficiently dry to prepare it 
for shipment. In this state it becomes quite white, and, 
though nob so plastic as ball clay, contains rather more 
alumina and less iron, which makes it more refractory. 

Analtsis of China Clat — Lobd Playfaib (Muspiiat, p. 789). 

Silica 45-62 

Alumina, with trao« of oxide of iron . . . 40*76 

Lime 217 

Potassia, with trace of Soda . . . 1*90 

Magnesia, Phosphoric traces, and Sulphuric Acid (traces) 

Water, with small quantity of organic matter . 9*61 

The commoner the clay the more plastic is it, and the 
better the quality the more careful must be its use, as an 
excess of it is liable to cause craziug. 

One pint of china clay slip, at 26 ozs. to the pint, contains 
about 9 ozs. dry material. 

The remarks on this subject in connection with ball clay 
apply with equal force to china clay. 

China clay loses in drying before an ordinary open fir« 
about Hi per cent, in weight, and after firing in biscuit 
oven a further loss of 11 per cent, on original weighty or a 
total loss of 22 J per cent. 

Its function in the mixture for the body is to make the 
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body white and less liable to break under a heavy weight 
or sudden changes of temperature. It also counteracts the 
want of plasticity in flinty the other whitening material. 

Class II. — Glass-forming Materials. 

China, or Cornish stone, is a granite in which the con- 
stituent felspar has been only partially decomposed, and 
retains sufficient alkaline silicate to render it fusible. 
Deposits of this stone intersect the granite hills in Corn- 
wall beneath the mines from which china clay is obtained. 
Pegmatite, from which is obtained the chief source of china 
clay, is a form of the same rock, but in a more advanced 
stage of decomposition. It is quarried and shipped direct 
from the mines without further preparation there. 

Analyses of Ck)BNi8H Stonb. 

Silica 72-78 74-34 

Alumina 17-22 18-46 

Lime 140 — 

Magnesia .... 0-31 0-24 

AlkaU 6-49 6- 

Iron traces traces 

Water 1-64 0-96 

These would be average samples, but Cornish stone 
varies very much, especially in the amount of lime and 
alkali it contains. 

As it can be easily fused it is found to be a useful and 
cheap flux and can be ground with greater facility than 
felspar. 

It is ground very fine in mills with block stone runners, 
and it is of importance that the mill-stones should not 
contain iron, Or, as they wear down, minute particles of the 
iron will be mixed with the ground china stone. Fuller 
particulars as to grinding are given in the Note on Flint, 
p. 21. No material requires more careful study than china 



20 THE MANUFACTURE OF EARTHENWARE. 

stone, as it varies so much in the proportions of the fusible 
material it contains, and therefore one sample will melt 
much more easily than another, or* in technical language, is 
"softer." It varies in appearance greatly after grinding, 
and when mixed with water at the same weight per pint 
one sample will be quite thick and almost sludge, while the 
other will be comparatively speaking thin. When fired at 
ordinary biscuit heat by itself the surface becomes smeared 
and the interior slightly vitrified; at intense heat the 
whole mass would melt. A certain amount of a similar 
stone comes from Jersey, but it is ** soft ** and has a slightly 
pinkish tinge which betrays the presence of rather more 
iron than is desirable. 

One pint of china stone slip at 32 ozs. per pint contains 
about 19 ozs. dry material, 

Cornish stone, that is to say, ground stone that has been 
dried for shipment, loses in drying before an ordinary open 
fire about 6 per cent., and after firing in the biscuit oven 
about 2 per cent, of the original weight, or a total loss of 
8 per cent. 

Its function in the mixture for the body is to render the 
ware more compact and of a closer texture ; in fact being a 
flux to bind it together and to give it a good ring. 

Class III. — "Indifferent Substances." 

Flint contains moisture, an organic substance, and 
occasionally iron. Its chemical Formula is SiOj. It is found 
in the upper strata of the chalk, and the best quality seems 
to come from Saint Valery en-Caux, near Dieppe, in 
France. Those nodules are preferred which are blueish 
black and which are free from iron and incrustation, as the 
lighter coloured ones do not calcine perfectly white, which 
iacjfeatei the i «»• 
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Silica is, after oxygen, the most widely distributed 
material on the earth's crust In this particular form it is 
found in irregular shaped nodules weighing from a few 
ounces to several pounds. To facilitate the grinding of 
these masses they are first calcined in upright furnaces like 
ordinary lime-kilns, and during this process it is better that 
the material to be calcined should be kept apart from the 
combustible ; this is easily accomplished by having across 
the kiln a series of small fire-brick arches just sufficiently 
close to each other to prevent the nodules of flint slipping 
down into the fire hole. Though many manufacturers 
mix clean slack with the flints to insure complete 
calcination — the flint is thus rendered white and dis- 
integrated and splits in all directions. It is then passed 
through an ordinary stamp mill or a stone crusher, by 
which means it is crushed sufficiently fine to be put on 
the mill to be ground. As was pointed out in connection 
with Cornish stone, great care must be obsened in the 
selection of mill-stones which have neither colouring matter 
nor an excess of lime in them. The flint is ground in 
various sorts of mills, but the most usual is that with water 
and stone block runners. Attempts have been made to 
grind it dry and also to disintegrate it by means of steam 
jets, but the wet process is still the one in general use. It 
should be ground until it is of an impalpable fineness, 
and until it becomes a greyish white liquid, and should 
then be tested for fineness by passing through a fine silk 
lawn. 

Many potters prefer doing their own grinding, as they 
are then sure of the materials they are using. The grinding 
of pottery materials has in England become a trade by 
itself, and in the Potteries district both flint and stone are 
sold by the millers in slop state at a weight of abo* 
32 0Z8. to the pint. But they are to be obtained 
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Flinty when submitted to the heat of the oven, always 
barns white ; it has a very small amount of contraction and 
its whiteness helps largely to correct yellowness in the 
ball days. 

One pint of flint at 33 oas. to the pint contains about 
20| oxs. dry material. 

Flinty when sold ground in the dry state, loses by drying 
before an ordinary fire about 3 J per cent, and after firing 
in biscuit oven the loss is hardly appreciable, therefore the 
total loss may be taken as 3^ per cent 

Its function in the mixture for the body is to give white- 
ness and prevent excessive and unequal contraction. 

Class IV.— «*CoLOURiNa Agents." 

Cobali stain, for improving the colour of the body. In 
whatever proportion the materials for the body may be 
mixed, the body, after firing, will have a yellowish tinge 
caused by the presence of oxide of iron in the clays which, 
however pure they may be, almost always contain traces of 
it combined in such a manner that it is impossible to free 
the body completely from it, even after taking all possible 
precautions by passing it over magnets, etc. 

To remedy this a small quantity of oxide of cobalt, 
technically called "stain," is added to the body when 
mixed. It is difficult to state the precise date at which 
oxide of cobalt first entered into the manufacture of glaze 
or ceramics. It was employed in the infancy of the art by 
the Chinese, Persians, Arabs, and Egyptians. Cobalt, being 
of a beautiful deep blue colour and being one of the few 
colours which retain their beauty at the highest temi)erature 
of ceramic ovens, acts by neutralising the yellow tinge of 
the oxide of iron, much in the same manner as the blue* 
bag used in laundries for whitening linen, and gives thf 
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ware a pore white appearance; it is a grey metal, like aher 
when it is polished, and melta at ahont the same temperature 
as iron. It is not affected by air or water at ordinary 
temperatures, and is found chiefly in Hungary. It is not 
used commercially as a metal, and it is obtained in its 
purest form as a by-product of nickel 

Oxide of cobalt is generally obtained in two forms : the 
black oxide, and the prepared oxide of cobalt, which has 
already been calcined. It must be very pure, as the least 
trace of nickel in it would cause discolouration. The black 
oxide has about 10 per cent, more colouring power than 
the prepared. It is usual to reduce the colouring power of 
cobalt by fluxing it in the following manner : — 

6 Ibe. black oxide, ^ / 10 Ibe. cobalt i \ ^^. 

6 „ vrewred oxide, } ^ ) 6 »> flint. 



prepared oxide, J j 

6 „ ilint, / ^ „ stone. 

This mixture should be calcined in a sagger in the hardest 
part of the biscuit oven. It is of blackish grey tint on 
entering the oven and becomes when fired to the required 
heat of a dark purplish tint. It must then be carefully 
ground in water and passed through a very fine lawn. It 
is of the utmost importance that the stain be properly 
ground to an impalpable fineness ; should any insufficiently 
ground stain pass into the body, after firing, the ware will 
be seen to contain little blue specks. 

It is generally used at about 14 ozs. to the liquid half 
pint. The quantity of etain to be used varies, of course, 
with the colour and quality of the ware that is to be 
produced. Ivory coloured or cream require little or none ; 
white a considerable quantity. As it depends on the colour 
of the clays, the only means of determining the quantity 
necessary is to make trials with varying quantities of stain 
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in the body till, after firing, the tone of colour required has 
been obtained. 

One pint of stain at 28 ozs. to the pint contains about 
1 1 ozs. dry material. 

Its function in the mixture of the body is to counteract 
the oxide of iron and make the ware white. 



CHAPTER m. 

THE MIXTURE OF THE MATERIALS FOR THE BODY. 

It will be as well to restate our requirements in the 
body. 

It must be sufficiently plastic to be easily workable. It 
must be sufficiently infusible to prevent collapse in the 
ovens, but sufficiently fusible to become dense and sonorous. 
It must have sufficient stability to resist excessive con- 
traction and must not become crooked. It must be suffi- 
ciently free from colouring matters to become clean and 
white after firing. 

To obtain these results the already mentioned materials 
have been selected for their various characteristics, which it 
will be as well to restate also. 

BaU Clay, As the foundation and to give plasticity. 

FlifU. To give whiteness and prevent excessive con- 
traction. 

China Clay, Also to give whiteness and make the body 
less likely to break under a heavy weight or sudden changes 
of temperature. To counteract the want of plasticity in 
flint. 

Cornish Stone. To render the ware more compact, closer 
in texture, to bind it together and to give it a good ring. 

Oadde of Cobalt. To improve the colour of the finished 
article. 
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WoUer must here be mentioned as although it only forms 
part of the composition of the ware in some insufficiently 
fired piece, and must therefore be considered non-existent 
in a finished piece of fine earthenware, yet it must be used 
to mix the materials to give them the necessary softness 
for obtaining the plasticity required in the manufacture. 
A knowledge of the analysis of the water used is also 
necessary, as it may contain substances which would com- 
bine with clays in an unexpected manner, such as magnesia, 
soda, lime, &c. 

These materials have then to be mixed in such a manner 
as to combine artificially the alumina and silica in other and 
different proportions to that in which they already exist in 
order to form other and better wares than would result 
from these materials in their present state, even if ware 
could be made from them without a mixture, and to remove 
any existing matters from them that could be detrimental 
to that object. 

The quantities of each material used in the mixture vaiy 
considerably in different manufactories, and it is evident 
they must so vary according as the physical or chemical 
natures of raw materials vary, and therefore recipes and 
even analysis of wares are of very little practical use, and 
the only object for which they can serve is to put the ex- 
perienced and educated manufacturer in the way of making 
experiments and trials which may lead him to obtain the 
object he has in view. The annexed formulae are given 
merely to explain the system of manufacture ; and because 
they have given satisfactory results in these proportions it 
does not follow that the result would be equally satisfactory 
with another set of materials and under other and different 
conditions. 

The only possible way of obtaining a mixture suitable 
to one's requirements is to experiment with the materials 
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under the same conditions they will have to undei^o in thi 
commercial manufacture. 

BODT FOBXULJB IN WbT IkCHES. 

Ball Clay, at 24 ozs. per pint . 
China CIaJ) ,, 26 ozs. ,, 
Flint, yf 32 ozs. „ 

Stone, ,, 32 ozs. ,, . 

Stain, „ 2o or 28 ozs. per pint ' ' None 

(In varying proportions witii 
the colour that is required.) 

There are two modes of mixing: the "dry" and the 
" wet." In the former the materials are weighed out in 
their proper proportions dry, and the advantage of this 
method is that all the materials can he blunged or mixed up 
in one " blunger," as the tanks in which the water is mixed 
with the materials are called ; and therefore less room and 
less motive power are required, and it may be looked upon 
as the cheaper method. But it has this great disadvantage. 
The materials absorb water in a different degree. Flints 
vary little ; stone rather more ; and clays a very great deal ; 
and if some of the clays are weathering in the open air, 
which is almost always the case with ball clays, the quantity 
of moisture contained in them would be different from day 
to day and the real quantity of dr}^ clay in each pound 
would be a continually varying amount. Apart from this, 
in weighing out large quantities, which is done in baskets or 
boxes, it is exceedingly easy to make a mistake in counting 
the number of boxes or baskets as they are being weighed ; 
and a mistake in any material of one measure would upset 
the whole balance of the mixture. In the wet system each 
material is blunged up till the "slip,'' as the mixture of 
material with water is called, is of a specified weight per 
pint, that is to say, either water or material has to be added 
till the required weight is obtained. For this purpose it is 
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necessary to keep in the " slip house," scales and a pint pot, 
and before making a mixture every material must be 
weighed to see that its weight is exactly right. The usual 
weights for the materials per pint are, for ball clay 24 ozs., 
china clay 26 ozs., flint 32 ozs., and stone 32 ozs. Stain 
varies ; but anything from 25 ozs. to 28 ozs. would be a 
suitable weight. As these are the net weights, a counter- 
weight the exact equivalent of the pint pot is required in 
the other side of the scale. After each material is weighed 
the pint pot must be washed before proceeding to weigh the 
next material. The weights of the various materials are so 
different that, were this not done, a small quantity of the 
previous material weighed would be left in the bottom or 
stick to the side of the pot, and thus the true weight of the 
later material would not be ascertained. It is therefore 
necessary to see that the materials are weighed exactly, as 
it will at once be perceived that a difference, though small 
in a pint pot, would be very large when run into the mixing 
ark or tank. In former days, and in some manufactories 
to-day, where the newest appliances have not yet been in- 
troduced, the materials are mixed with the water in open 
tanks and blunged up by hand with hmg wooden imple- 
ments like hoes or rakes ; but in factories where machinery 
has been introduced the materials are mixed in octagonal 
iron blungers, covered at the top with wooden covers in 
which there are doors for the admission of the material, 
while a pipe or trough is connected with them for intro- 
ducing the water. 

In the Staffordshire Potteries, flint and stone are sold by 
the various millers in the slip state at about 32 ozs. to the 
pint, so that the materials to be blunged up are the ball 
clay and the china clay ; but to the two blungei*s necessary 
for these must be added a third for the " scraps," as the 
broken pieces of clay ware, clay shavings from the turner's. 
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and bits of clay cut off in the yarious processes of mann- 
facture are called, of which there is alwajrs a proportion 
added to each mixing, as, having already once been worked 
up, it seems to give more consistency and facility in work- 
ing, to the body. These remarks apply only to scraps in 
their moist state, as should they be allowed to dry hard the 
reverse will be the case, and a body remade from dry 
scraps only will work " short," that is, would be wanting 
in plasticity. Being of the same component parts as the 
mixture, scraps do not much affect the composition of 
the body, whether they enter in a large or small quantity, 
and though not a matter of great importance, they are 
blunged up to about 26 ozs. per pint. In manufactories 
whore the flint and stone are bought in the dry state, these 
would also require blunging, which would necessitate in all 
five blungers : ball clay, china clay, flint, stone, and scraps, 
unless a dry mixing were used, which would necessitate the 
weighing out of each material separately, though they could 
afterwards be mixed in one blunger. The weights per jrint 
of the different materials which are here mentioned have 
not boon assigned merely arbitrarily ; but from long experi- 
ence it has been found that at these weights the materials are 
gonorally best held in suspension in the water and mix 
togother easily. If too much water were added, the 
nialorials being in themselves of different specific gravities 
woultl bo inclined to keep apart and not so readily mix. 
It would also take longer to pass through the presses, and 
thus cause greater destruction to the press cloths. The 
niodorn blungers, as we have said, are octagonal iron tanks, 
which with advantage may be paved, and are arranged with 
Hliafting undornoath them, connected with the motor power. 
To this shafting aro attiichod by cog-wheels the shafts or 
spindles which pass through the bottom of the blungers and 
rise a little above the top of them. On these shafts the 
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nollow cylindrical tubes which carry the blades oeceasary to 
churn up the material are keyed and secured from slippiog 




Blunosb. 

with a set pin. The blades are set at an angle, on the 
principle of the Arcln'medean screw, and the material is, 
therefore, being continually raised to the top of the blunger» 



32 THE MANUFACTUBE OF EABTHENWABK 

where iron splash-boards with holes in them are bolted to 
the sides, and the slip is dashed down again to the bottom; 
and this process is continued till the material is thoroughly 
mixed with the water. It is of importance to see that the 
set pin is well screwed up, or the cylinder may in working slip 
down the shaft, which at least would result in the breaking of 
the blades or the cylinder, and might cause a serious break- 
down. 

If the flint is blunged, it is as well to chum up only the 
quantity required for the mixing, so that when the flint is 
run off only a small quantity is left in the blunger. Flint 
has a nasty way of setting at the bottom very hard, and if 
there is much flint in the blunger, and the mixing blades 
get buried in it, it is almost impossible to move them, and if 
the engine or motor power were started suddenly something 
must give, and if it is not the blades it will be some of the 
cogs out of the wheels, or it may cause damage to the shaft- 
ing itself. Therefore the blungers should always be started 
with care, and should not be overloaded with materials be- 
fore starting. It is as well to have the blungers erected so 
that some of them will run one way and some the other ; 
this is of no importance as long as the cylinders carrying 
the blades have been cast to run the way required, and 
it certainly takes considerable strain off the shafting. 
Blungers are sometimes on a floor above the mixing ark, 
but the general arrangement, on account of the quantity of 
material required to load them, is to place them on the 
ground floor, though about one foot above the flooring, the 
mixing arks being excavated and built below the floor. 
The simplest method for running the materials into the 
mixing ark is to have a trough carried along the front of 
the blungers, having their valves for drawing off the 
material fitted in it. The:] trough should slope slightly 
towards the point where the exit to the mixing ark is 
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made, and there should be boards fitted in the trough in 
grooves between each blunger, which can be put in and out 
as may be required for the running off of the different 
mateiials. The exit should be in the bottom of the trough, 
and should be covered with a coarse lawn, or rather sieve, 
to catch any improperly blunged lumps or foreign matters 
which afterwards might get into the valves or clacks of the 
pumps. 

We may now suppose that all the different materials are 
blunged up, and have been w^eighed and found correct. 
They have now to be run into the mixing ark, which is 
below the floor-level. These arks are made either bricked 
and cemented over, or built with nicely faced bricks and 
cement ; and they have fixed in the centre large iron fans 
attached to a spindle, and to a shafting running overhead, 
and can be thrown in or out of gear as required. Arks 
built of an octagonal shape are the best, as it aids the 
mixing of the materials ; whereas, if round, the fans are 
likely to carry the materials round and round, and they do 
not get such a good mixing up. There are many ways of 
measuring the proportions of the materials into the ark ; in 
some cases the number of inches required of each material 
is marked on the side of the ark itself; in others it is 
registered on the wall of the slip-house by a weight attached 
to a float in the ark. But, perhaps, the simplest and most 
accurate is an ordinary deal lath about an inch square, 
planed smooth, and with nails driven in at right-angles at 
exactly the height in inches required for each material. 
The lath is placed upright in the aik, and the materials are 
run in one by one, and each up to its nail driven into the 
lath or " mixing stafl"." If the light is not good, a small 
lamp or lantern can be lowered into the ark, so that the 
nails can be easily seen, and the flow of material cut off as 
soon as the liquid rises to the nail. It really should be cut off 

D 
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jii8t lieforo it reaches the nail, as a little material will be left 
in t lie tn)U{j;h, which must be carefully scraped down into the 
iiiixiii^ uik l)cfore the next material is drawn off This 
applies especially to ilint and stone ; and with reasonable 
care mistakes are im|K)S8ible. We therefore consider wet 
mixing is the most accurate, and by far the safer of the 
two methods. It is usual to run in ball clay first, then 
china clay, ilint, and, lastly, stone. This order rather assists 
tho mixing, as the two heavier materials are put in last, 
an<l would, therefore, be inclined rather to fall through the 
othors. Our mixing is not yet quite finished, as we hare 
to add the stain, which is the last operation. After Uie 
stain has been carefully ground and lawned, the quantity 
docidod on for the mixing is carefully weighed and passed 
tIuou<;h another lawn into the mixing ark, and the vessel 
containing the stain is washed with more water, and that 
Wat or passoil also through the lawn into the mixing, so that 
none of the stain is left behind. Care should be taken 
that the stain does not dry or cake on the side of the vessel, 
as, if any little grains of dry stain go into the mixing, it is 
sure to show up afterwards in little blue specks on the 
ware ; in fact, causing the same imperfection as if the stain 
hiid been insuHiciently ground. The mixing being finished, 
the fans are started, and the clay slip from the scrap 
l)hniger run in. Should a larger amount of scraps than 
usual bo used, the mixing may require a slight additional 
(piantity of stain, as if a mixing of scraps alone were made, 
it would probably be found that, after firing, it would not 
be (]uite such a good colour as fresh made body, owing, no 
doubt, to the scraps getting dirty in working. When all 
the materials have been sulHciently mixed, the slip is 
pumped by an ordinary pump, driven from a shafting into 
the lawns. These lawns are either silk or wire, and are 
fixed on ash lawn rims. They are now usually arranged in 
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a lawn box, one above the other, in two or three tiers, two 
lawns in each tier. A hook attached to an eccentric is fixed 
to each lawn, which pulls them 
backwards and forwards over 
glass slides, which offer little 
resistance to their movements, 
the motive power being obtained 
by belts from a shafting. The 
stream of slip is regulated by 
two valves at the top, and the 
quantity of slip that passes must 
be arranged according to the 
class of body and the fineness of 
the lawns. The numbers of the 
silk lawns used are 14's and 
16's, the coarsest being above, 
and the finest below. 18's are 
sometimes used, but it would 
take considerably longer to pass 
a body through so fine a lawn. 
There are gauges made for test- 
ing lawns in the form of a 
square aperture with a magni- 
fy^^g g^^*^ fixed above it, and 
by placing this on a lawn the 
number of threads can be counted 
in this given space, and com- 
pared with other lawns. It may 
be taken as a general rule that 
wire lawn of a given number of 
threads will sieve finer than a 
silk lawn of the same number, 

probably because the silk gives a little, and allows 
particles to go through, which the wire lawns, \i^m% \snssv^ 




Slip Pump. 
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rigkl, would not allow to pass. Wire lawns last longei^ 
arifl should be more economical, though their fij-at cos 
h rather higher. The lawns have to be washed froni-' 




Two -TIKE Lawn iiux uii hu-iJiH. 



time to time, as the sieving k progrtssing, to gtit nd 
of tlie dirt which they extract from the clay, and, of course,^ 
the finer the lavv^us the more dirt will be extracted fromfl 
the slip, and, therefore, the finer lawns that can be used, 
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takiug into due regard the time it requires to pass through, 
the better for the botly, and apart from obtaining a cleaner 
body, there is no better method of mixing than by passing 
through lawns, and by the method here described the slip 
passes through two or three of them. It is well to bear in 
mind that lawns, though showing the maximum size of the 
particles passed through, do not show the minimum. From 
these lawns it passes down to the " finished " ark, which is 
of similar construction to the mixing pot, or ark, also with 
revolving fans in it. In passing down, the slip is carried 
through a box in which are placed a quantity of electric or 
ordinary horse-shoe magnets, the more the better, and as the 
slip passes through it must at some period of its course come 
in contact with the poles of one of the magnets, and any little 
particles of inm that are free in the slip, either originating 
in the materials themselves or picked up in passing through 
the machinery, will stick to the magnets, and on carefully 
washing the latter in water and hohling them up to the 
light the iron can be seen sticking to them. Magnets may 
also be attached to the fans in the finished ark if considered 
necessary. It is of great importance that all the iron pos- 
sible should be extracted from the slip as, even should the 
iron not cause little brown spots or specks in the ware, it is 
sure to make it of a yellowish tinge. It is, therefore, 
necessary to keep the magnets well cleaned and up to 
strength. If horseshoe magnets, they will want constantly 
strengthening by a king magnet, and, as by continual 
cleaning the marks of the different poles are obliterated, it 
is as well to have the mark of the north-pole deeply filed 
in, so as to avoid making mistakes as to the poles when 
remagnetising with the king. If magnets have to bo 
remagnetised, which they will require about once a week 
or so to keep them up to the mark, place two magnets flat 
on a board or in a frame with their contrary poles touch 
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each other. Then place the noiih pole of the king magnet 
next to what is the south-pole of one of the magnets to be 
strengthened, and move the king round and round oyer 
the magnets, always in the same direction, till they have 
recovered sufficient force. In the majority of potteries iron 
pipes and pumps are in use, but iron is such a fruitful 
source of discoloration in ware that it is better, although 
the first cost is much heavier to have enamelled or copper 
pipes and gimmetal pumps and connections, &c. The 
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manufacture of the body in the slip state is now complete, 
but it is in far too liquid a form to be of any use in making 
ware, and so sufficient water must be extracted to leave 
the clay in the doughy, plastic mass necessary for working. 
There are three ordinary ways of doing this. The first is 
by pouring the slip into large plaster moulds, which gradu- 
ally absorb the moisture from the clay. This is costlyi 
on account of the quantity of moulds required, and slow, 
in fact quite unsuited to the production of clay on a large 
scale. The second method is by heat : a large shallow 
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tank is made, sometimes 80 to 100 feet long, the bottom 
being made of fire-clay quarries or tiles, and having Hues 
running underneath it. The chimney is at one end, and 
the firehole at the other; and as the heat increases the 
humidity in the clay is driven off. This method is still 
practised in some works, but the disadvantage of it is the 
expense for fuel, and the fact that the kiln can only be 
filled once, and, therefore, the clay made once in a day. It 
is then also rather a slow method of production, and, no 
doubt, will gradually die out before the modern system of 
the filter press. This is the invention of Messrs. Needham 
and Kyte. The press is formed of a series of wooden 
trays. The frame consists of a frame of teak, oak, or other 
hard wood, and a body of deal grooved and sunk half an 
inch below the frame on each side, so that when one tray 
is placed on edge against another, though the frames, which 
are about 2i in. wide, fit closely together, there is a 
space left between the bodies of the two trays, which forms 
a chamber about 1 inch deep. The grooved blocks should 
have a space of i inch left between them in every 6 in., 
to allow for the swelling of the wood when wet, and also 
to allow the water exuding from the cloths to escape. 
Each tray measures about 2 ft. 1 in. by 6 ft. 5 in. by 3i in. 
The framework of the two end trays is much stronger than 
the others, and on the outside of them thick pieces of hard 
wood called knees are bolted on ; these extend a little 
above and below the trays, and have a deep notch cut in 
them both above and below ; these notches are usually 
faced with iron, and the iron rods which pass from back to 
front of the press for screwing it tightly together, fit into 
them. The usual number of chambers in the presses is 
twenty-four, though smaller ones are used if only small 
quantities of clay are required. A twenty-four chamber 
press, when screwed up together, measures about 7 ft. 6 in. 
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hy 6 ft. 6 in. by 2 ft., and has six iron rods above and six 
l)elow to screw it up. For convenience this rectangular 
block of trays is placed on a stand formed by two beams 
held together by cross pieces, raising the press about 15 in. 
from the floor. When the press is nearly "up" the 
pressure sometimes is so great that the nuts have been 
known to strip the screw off the rods, and fly off. The 
worms should, therefore, be cut very deep, and it is as well 
to have a sheet-iron shield to hang over the front of the 
press if the workmen have to be continually passing in 
front of it. 

Before the trays forming the press are put up and screwed 
together, the press cloths, which are the means by which 
the clay is to be obtained, are carefully arranged in them. 
These cloths are made of the best cotton material, strongly 
and evenly wovou to resist pressure, and are often pre- 
pared with chemicals before using, to prevent rotting, as 
they are specially liable to a sort of vegetable mouldy 
growth which soon destroys them. The cloths thus dressed 
certainly last longer than undressed ones, and a dressing 
properly applied, which does not stop up the interstices of 
the cloth, ai)pears to have no undesirable effect. Cloths 
should be numbered and dated and a book should be kept 
in which the dates on which they are put into use is noted 
as well as the dates on which cloths are repaired. By this 
means the quality and their duration in use can be ascer- 
tained and carelessness and waste can be checked. Unless 
carefully looked after, cloths will form a very heavy item in 
slip house accounts. A press cloth with proper treatment 
should last about four months or more. The cloths are 
placed on the trays and doubled over evenly; when 
doubled they should overlap the bottom of the trays 
about 9 in., and the side about 6 or 8 in. These over- 
lapping edges are carefully folded up till they lie perfectly 
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flat iD the chamber inside the frame of the tray, thus 
really forming a bag. Care must be taken that the cloth 
does not get between the frames, as, when the pressure is 
applied, it will be cut and the clay will escape. It is by 
far the best to have two cloths, the outer one next the 
wood-work being much coarser, generally of Hessian, and 
merely to protect the inner cotton cloth. They are put in 
the tray together and folded at the same time. Near the 
centre, but a little to the right or left of it, in alternate 
trays, and at the point where the cloth is Brst doubled, a 
gun-metal tube is attached to the cloth, and passes through 
the frame of the trays, and it is by this tube tfant the clay 
is introduced into the bags which the cloths folde<l as 
described, now form. The metal tube really passes 
between the frames of two trays, a sufficient quantity of 
wood being cut away to admit of its passage between them. 
The tube is attached to the cloth by a nut and it is as well 
to have a couple of flannel washers each side of the cloth 
to prevent the tube nut fraying it. A gun-metal or some- 
times galvanised iron stand-pipe is placed across the press 
from back to front communicating with the supply pipe 
from the press pumps. To the stand-pipe are attached 
gun-metal nozzles which are at the requisite distance on 
each side of it to be connected to the metal tubes rising 
through the tray frames from the bags or cloths. Each 
nozzle has a tap to it, so that any one chamber can be shut 
off without interfering with the charging of the others. 
This is necessary in the case of a cloth bursting. There 
are several forms of nozzles, but the best one is made in 
the foim of an ordinary tap and is far stronger and less 
likely to get out of order than the zig-zag shaped one that 
has been generally used. The nozzle is joined to the 
metal tube by a grooved attachment requiring only half a 
turn with the spanner to connect it. The nozzles have a 
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certain amount of play where they join the stand-pipe, so 
that they may come exactly over the metal tubes in the 
trays. When a press is being taken down, after the 
nozzles have been detached, it is necessary to lift up the 
stand-pipe in order to take out the trays, it is therefore 
as well to have an iron hook from the roof at the front of 
the press and about two feet above it; the end of the 
stand-pipe can then be raised and the hook attached to it. 
For this reason the stand-pipe must have a slight amount 
of play where it joins the supply-pipe. The height it has 
to be raised is only what is necessary just to clear the tube 
in the back tray, so the movement is really very small 
The principle of the press is filtration by pressure ; that ii 
to say, the clay slip is pumped by force pumps through the 
stand-pipe into the cloths formed like bags in the chambers 
of the press. The bags retain the clay, as the cloth is too 
fine to allow it to pass; but the water filters through, 
coming out perfectly limpid, and leaving all the material 
it before held in suspension in the cloths. In some other 
manufactures the presses are used in exactly the opposite 
manner for filtering moist substances ; the refuse remaining 
in the cloths and the transparent liquid flowing from the 
press is collected. When no more water will trickle 
through, and it is clear no further material can be driven 
in, the pumps are stopped, the press is disconnected, taken 
down, the cloths unfolded, and the clay taken out 

The clay is formed in the cloths like a corrugated 
mat about f of an inch thick, 5 ft. 3 in. long and 1 ft. 
7 in. wide. The cloth comes easilj^ away from the clay, 
but it is as well to have a couple of thickish copper 
scrapers in case there is any wet clay which sticks to the 
cloth. The clay mat is rolled up and carried away, and the 
cloths are at once refolded to commence the operation 
again. Cloths must be washed regularly, as the pores in 
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the cloth after a time get stopped up, and the water not 
passing freely causes them to burst with the pressure; 
and presses should be kept in thorough order. Care is 
necessary in folding the cloths that they fit right up to the 
edges of the trays, if folded too short or too narrow the 
cloth has to take the pressure instead of the press, and the 
cloth is sure to burst. Cloths should be folded in the press 
tvety as they contract when wet and if folded in the press 
dry, though they apparently fit exactly, yet when the wet 
slip is introduced they contract and a burst is probable. 
Bursting cloths are a source of much annoyance, and 
though it may not mean an absolute loss of clay, it is at any 
rate a loss of time, and it also means that the tap of the 
nozzle, from which the chamber containing the burst cloth 
is fed, must be turned off : and, as the other chambers get 
filled, there is not the same amount of material in the 
chamber with the burst cloth, and the pressure is not 
divided equally over the whole press, and this is a fruitful 
source of strained and warped presses. To avoid the 
inconvenience of warped trays iron presses have been intro- 
duced, but they have not met with general favour, no 
doubt owing to the fear of discoloration from rust The 
clay then has to be pumped from the finished ark into the 
presses, through the stand-pipe and nozzles, by specially 
constructed force pumps working up to a high pressure, 
driven from the shafting ; and, as much force is required, 
the eccentric on the shafting by which the pump is worked 
should be placed as near one of the supports carrying the 
shafting as possible, and it is an additional security to have 
an inch iron rod bolted to the support and also to the 
casting to which the pump is fixed, as it counteracts any 
tendency the pump may have to force up the shafting, 
and is conducive to smooth working by giving more rigidity 
and strength. Each pump is provided with a safety pres- 
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sure valve which only opens when the press is full and 
cannot contain any more solid clay. Without this valve, 
which opens and lets the clay back to the ark, either the 
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pipes or the connections would burst The supply pipe 
should have a short piece of pipe about 3 ft. high, closed 
at the end, fitted uprightly to a 
T-joint, near each press to act as an 
.air cushion and relieve pressure. 
The valves, washers, and rings of 
press pumps require careful atten- 
tion from time to time, as the slip, 
continually working through at 

high pressure, cuts them up considerably, and unless the 
pumps are in good condition and well fettled the presses 
take much longer to fill. Each press takes about an hour 
and a quarter to fill, though the time will vary with the 
composition of the body ; those containing more flint will 
come up quicker than those containing a large proportion 
of ball clay, as, in the former case there is more dry 
mateiial per pint of liquid slip pumped into the press. 
A twenty-four chamber press will produce each time it is 
charged about 18 cwt. of clay ready for the pug mill, 
though the weight will vary according to the class of body 
manufactured. The depth of the trays of presses also 
varies slightly and this would of course greatly affect the 
quantity produced. The floor on which the presses stand 
should be sloped slightly back towards a drain leading to a 
tank, so that the water dripping from the presses can bo 
collected for use again if required. A pail or two should 
always be kept handy in case of a burst cloth to catch the 
escaping slip which can at once be returned to the finished 
ark to be pumped through again. The last operation to be 
carried out in preparing the clay for the workmen is now to 
be described. The clay coming from the presses (or sHp- 
kiln) may not all be exactly equally moist, and in order to 
give it consistency and homogeneity, the old system was 
to cut oif a piece of clay with a wire and dash it down on 
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another piece placed on a specially prepared blocks fac^d] 
with p1aat<?r, and this o|>€ration, called ** wedging," yi 
repeated till the clay was thoroughly incorporated and of ^ 
the eame density and moisture. This operation is now 
carried out at a gi^at ^a^'ing of labour, by the pug-mill, 
which is not unlike in action a large sausage machine. It 
is cylindrical in form arid made of several castings, so tkat 
this top part can l>e urdiolted in case it should be neceasary 
to clean it out. An axle runs through it from end to end* 
and to it are attached blades of iron set at such an angle 




TvQ Mnx. 

that, while cutting the clay, they are continually pressing 
it forward. Thus the pug is fed from the top to one end*" 
and the clay is cut up and squeezed out in a solid block 
like a eaueage about 6 in. x 4 in,, at the other, and it is 
far better prepared and more eipial than ever it could be if 
^' wedged *' by hand. It is as well to have at the exit of 
the pug a small wooden stand made with four or five little 
wooden rollers on it on which the clay block can rest in 
coming out. The clay is then cut off wif.li a piece of brass 
wire in lengths a« required, and is ready for the workman. 
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Ckanfiness usd ofdicwiss &rf &.'h!«<Sh2:<e:T ««wviiT.i&I is &1I 
picts of a potter T. ^a: is 2>o pl&ce sboiijd ^/rit x t^ morf 
inristed apMi ckus el ih^ a[i:p-bc»'3<*K No onf fjtr^ifi liiLwe 
employed in it sbc'^a^i ztt- AiUx^irfC ibrre. as :.bc- id\.(Tv Ok'viaizu: 
and going the nsvi* ^iir: '■il] rir r'rouifci in Tbf t^at 
■hoald be cat off frcz:: liir pu^ knd vb<^it>i oui :o ;L« 
whops by one man. Mii d5s:fffbu:^i t^r him. or ftb».^uji W 
pnt in a place where ehch mkn cajx h^l-p Lizur^ii. Bl:? 
potten should not be aUow^id zo fei^ch ilicir cl^v from rht 
dip-hoose. The slipmaiker sboiili never be wiiboul % 
sponge in his hand. In the manT o^vnuons Le has \o 
carry oat there most be slip^plasshes on his blun±^T doors, 
troaghs, atensik. A'c WhDe vei liev can W rvmoved 
with the greatest ease : bat if allowed to dry. it woiild take 
a considerable amount of work, and would then hanily he 
done in so satisfactory a manner. It is better that all ma- 
chinery, utensils, &c^ should be kept well paint o<). to avoid 
the danger of iron in the body, and if {^laimed in bright nni 
and green any white splash of clay is at once seen, and can 
be cleaned off. Blungers want cleaning out every now and 
then; but the scrap blunger requires more attention than 
the others, as all sorts of odds and ends get into it, picked 
up by the clay brought back to be re-blunginl from the 
various shops. The scraps from the pre&sers may be put 
through the pug without going through any other process, 
but this should not be allowed in the case of the scraps 
from the plate-makers and jolliers, which should be all re- 
blunged, and go through the whole process again, as they are 
more likely to have picked up dirt and extraneous matter. 
Exception might be made in the case of the makers of large 
pieces, such as chambers or basins, if they are known to be 
cleanly careful men. The fans in the mixing and finished 
arks also want attention, and the socket in which the 
q>indle works should be oiled, and the clay sticking round 
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i: shoul i he removed from time to time, as it cakes just 
roun i t*:.e centre. an<i is often full of iron from the working 
of the h-.'irin^. The fans and blailes, both in arks and 
hlungers. 5*::.«ir:<l l*e kept painted. It is evident that great 
aocuncv is nece<5:try in making the mixings, and a carofal, 
I'le^in. v^MTv.tr.t niaii must be chosen as slipmaker, and it 
is Dtxws.iry. iK'.-'iK's tht-se <]ua lilies, that he should have suffi- 
cit-n; iii<>!al o»iir.iL:o at ••ncc to admit and point out a mis- 
take w]u:i ma :e. a:iil not try to conceal it A mistake 
nia«lo in iho ipuntitios may Ite corrected if attention is 
i-dlod ti> it a: ince : but if nothing is said about it, it will 
not W iMticod till after the ware made from that particular 
laixiiii: h.is l),e!i tiretl in )»iscuit, anil perhaps also in glost^ 
and the ilrfeois then apparent are 4 uite unaccountable from 
ordinary oauses. And ajart from the loss incurred, much 
time has to )>e s]KMit in trying to ascertain the true reasons 
of defects which, but for negligence, would never have 
occurred. The manager, or some one in whom he has im- 
plicit contldence, should check the mixings ; that is to say, 
tlie slip maker, when he has all his materials ready, should 
call him to see that the weights of each material are cor- 
rect, and to see tlie materials run into the mixing ark in 
their proper i)roportions. This does not take much time, 
and the time thus occupied is amply compensated for by 
the additional security ol)tained. There are many causes 
from which defects in the body may arise, but inaccuracy 
in mixing certainly ought not to be one of them. ** More 
or less " is a phrase inadmissible in the slip-house ; the work 
must be done with absolute accuracy ; and a place for 
everything and everything in its place applies with equal 
force to this department as to every other on the works. 
Neatness, onlci*, and cleanliness, apart from the advantages 
they themselves confer on the manufacture, enable one at 
once, on entering a shop, to see if anything out of the ordi- 
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nary is going on, by calling attention to utensils, &c, out 
-^ their proper places or applied to unusual purposes. 

It is a useful test, every now and then, to take a small 
•Maple of the clay out of the mixing ark and another out 
of the finished ark ; then carefully sieve and magnet the 
former ; dry both the samples in moulds and send the clay 
tfirough the ovens ; if the samples come out the same, the 
irork is being done well ; if the sample prepared from the 
mixing ark is cleaner than the sample from the finished 
. ark, then it is evident that more care is required in the 
dip-house, either in cleanliness, lawning, or magnets. 

A good test for plasticity and strength of a body is to 
pass the clay through a dod or wadbox, and note how long 
the wad becomes before breaking ofi' — in this manner one 
body can be compared with another. The fracture must 
be noticed carefully, as an air bubble or grain of material is 
sufficient sometimes to cause a break which otherwise would 
not have occurred, and the deduction from the experiment 
would be misleading. Equality in moisture and fineness is 
also necessary for obtaining reliable results. When new 
materials are used, or an alteration in the mixing is made, 
it is as well to have all the ware produced from that par- 
ticular mixture especially marked, and a note should be 
taken of it for future reference ; so that should there be 
any defect its origin may be traced. 

The water from the presses should not be allowed to run 
away, as, apart from its cost, there is always a certain 
amount of clay from burst cloths, leakages, &c., mixed 
with it ; it should therefore be pumped back to make other 
mixings, especially in the scrap blunger. If, however, 
space admits, it is far better to have one or two settling 
tanks, into which it may be run, and as the clay settles 
down the water may be drawn ofi* and used again, or else 
it may be run into the drains without fear of gradually 

£ 
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ehoking them up. It 18 extraordinary the amount of clay 
that may be saved in this way in the course of 'a year, and 
should this clay not be considered sufficiently good to be 
remixetl with the best body, it will always serve for com- 
mon boily or for stilt clay. It is such small economies as 
these that require attention, as, though the daily loss of 
clay may seem small, at the end of the year it will mount 
up to many tons. 

Ho^ly slip is about 26 oes. to the pint, which, if tho- 
MMtghly diied, would give about 9^ oss. per pint of dry 
material. 



CHAPTER IV. 

THE MATERIALS AND THEIR PREPARATION FOR THE 
GLAZE. 

Although there are many processes to be gone through 
before the glaze is required, it will perhaps be better to 
discuss it before proceeding to the manufacture of pieces, 
as many of the materials used in the preparation of the 
body also form part of the glaze. 

Let us again briefly define the requirements in glaze. 

It must be a vitrifiable substance which, when fired, shall 
be transparent, and neither injure nor be injured by any 
colours with which it may come in contact, and must unite 
thoroughly with the body. It must be sufficiently hard to 
resist abrasion, and should not be easily afiected by acids, 
and have the property of expanding in nearly the same 
ratio as the body ; it must fuse at a lower temperature 
than that at which the biscuit has already been fired, and 
must in fusing spread equally all over the article to be 
glazed. The glaze, besides adding cleanliness, gives an 
appearance which pottery without it could never obtain, 
and it makes many classes of decoration possible, which 
otherwise could not be attempted. Ko mention is made 
of raw glazes, as they are both unsuited to a high-class 
article, and unwholesome both in their use and manu- 
facture. There are, broadly speaking, three classes '^' 
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glazes : transparent, opaque, and coloured. The two latter 
are generally used either to cover a body that is dis- 
agreeable in colour or to give decorative effects, and the 
transparent glaze is the only one that need be discussed 
in connection with fine earthenware. The foundations of 
the glaze are in principle similar to those of the body. 

Silica in the form of sand, flint and china clay, which 
are the hard materials, and which are fused into glass by 
the aid of tincal, boracic acid, borax, lead, soda, china 
stone, and whiting, &c. 

Vitreous matters, to have a glassy appearance, must be 
raised to at least a red heat. Pure lead glazes fuse at 
about this temperature, but they are soft, can be scratched 
with a knife, and are easily attacked by acids. Other 
glazes require a much higher temperature to fuse them, 
and are much less influenced by acids, and are far harder. 

When substances, either simple or complex, are sub- 
mitted to heat, there becomes at once apparent a wide 
difference in their fusing properties; some become liquid 
with facility; others must be submitted to white heat; 
others, again, only fuse at the very highest temperatures 
used in commerce, and there are some that even, in 
these circumstances, do not appear to undergo any altera- 
tion. The contraction, as has already been pointed out, 
must be in the same ratio as the body of the ware, in 
order to avoid crazing, peeling, and other defects. As it 
will be necessary to refer to the properties of the various 
materials employed, it will be as well to state what is 
meant hy infusibility. It is probable that any material 
would fuse or volatilise if sufficiently intense heat could be 
obtained. But for ordinary purposes any material which 
resists unchanged a heat of 1800 C, or about 3270° F., 
may be considered infusible. A glaze must not be too 
thin, or the ware will have a rough and poor appearance. 
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and it must also receive a suitable fire, as defects in glaze 
are as often due to the firing as to the combination of the 
materials. If the glaze is too hard, it will not flow well 
over the whole piece, and- will leave little bare points 
uncovered, and unless subjected to very great heat, the 
ware will have a dull appearance, and is not " up," as it is 
called. 

If the glaze is too soft, it will run down the piece and 
collect in drops on the edges, and it will flow the colours, 
and give the patterns an indefinite smudgy appearance ; 
but too much fire, or too heavy dipping, might cause similar 
results. 

Crazing, which is the most grave defect earthenware can 
have, is generally caused by the glaze occupying less 
volume in its fired state, and its consequent inability to 
envelope and completely cover the body of the ware under- 
neath, and, being unable to stretch, it cracks in all direc- 
tions. Pieces with this defect admit through the cracks 
any moist or greasy substance which, gradually decaying in 
the porous body, turns it yellowish brown, and gives the 
piece an unpleasant smell, and makes it thoroughly un- 
wholesome. Gradually the piece loses all ring and, when 
struck, sounds like a piece of board. If continued in use, 
it will eventually fall to pieces. 

This defect, among the Chinese, was in certain orna- 
mental pieces looked upon as a beauty, but it is probable 
that they arranged their body and glaze to obtain this 
effect, and that it was not a mere matter of chance. 

But, much as this "crackle" ware is appreciated in 
ornamental pieces by the collector, for every-day use- 
pieces with this defect would be rightly looked upon, both 
by dealer and consumer, with anything but approval. 
Glazes that have a thin appearance after firing, are less 
liable to craze than thicker-looking onefi, as t»l\fty Q,a\v^mtV!A 
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process of firing, should they not be properly balanced, 
absorb sufficient silex or alumina &x>m Uie ware, and thus 
correct to some extent the balance by annexing some of the 
material lacking in their own composition. This is no 
argument in favour of thin glazes ; the potter's object is to 
obtain either thin or thick glazes as he may require them, 
and to make them agree with the bodies he is employing. 

The materials used most generally in earthenware glazes 
are : flint and china clay, which may be called the dry 
materials ; Cornish stone, tincal, boracic acid, borax, car- 
bonate or oxide of lead, carbonate of soda (soda ash), 
carbonate of potash (pearl-ash), carbonate of lime (whiting), 
felspar, &c., which may be called the fluxing materials. 

Flint should be well calcined and ground, as for the body, 
and it is of special importance that all materials entering 
into the glaze should be finely ground. 

It gives hardness, quality, and transparency to the 
glaze, and loses in fritting about 3 per cent, of its weight 

China Clay, in the same state as used for the body. It 
gives an appearance of softness and depth of tone to the 
glaze. 

PThitingy or Carbonate of Lime, is chalk which, in its 
pure state, is infusible ; but will fuse at a high temperature 
when combined with silica, alumina, or alkaline silicates. 
It improves the colour of the glaze, and makes it harder, 

Cornish Stone in a glaze must be looked at from two 
points of view, as both containing some of the elements of 
the dry as well as those of the fusible materials. It will 
fuse by itself at a high temperature, but at a very much 
lower combined with borax, boracic acid, &c. It gives 
solidity to the glaze and affinity to the body. It loses about 
5 per cent, in fritting. 

Tincal is found in Thibet, China, Ceylon, Tartary, 
Saxony, Transylvania, Potosi, and other places. Its usual 
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appearance is that of brownish crystals. That from Thibet 
is obtained from a lake at a considerable elevation ; and 
the springs for the greater part of the year being frozen, 
both tincal and salt are deposited on the edges and 
shallows. It contains a considerable quantity of foreign, 
matter, and for this reason borax is often preferred to it 
It fuses easily. 

Boracic Acid is obtained in yellowish white thin hexago- 
nal scales, brittle and slightly greasy to the touch ; it is 
formed of one atom of boron and three of oxygen. It 
has been largely used in ceramics of late years, and since 
its introduction glazes have considerably improved. It is 
obtained chiefly from Tuscany, where it rises in vapour jets, 
and is collected by passing through tanks of water ; and 
when the water is sufficiently saturated it is drawn off and 
allowed to crystalise. It is eminently fusible. Boracic 
acid contains fifty-seven parts boracic acid and forty-three 
parts water. Carbonate of soda is generally used when 
fritting with boracic acid in the proportion of 44J per cent. 
to the acid. 

Fritt made with it is of a light yellowish white colour, 
loses 33 per cent, of its weight, and looks lighter and 
clearer than borax fritt. It is difficult to obtain always of 
the same purity, and has been largely superseded by borax, 
though by many it is still considered its superior. 

Borax is unrivalled in its properties of promoting fusi- 
bility of vitrifiable compounds, causing them to flow without 
bubbles or specks, and on account of its known purity is 
preferred by many to boracic acid. It contains fifty-three 
parts soda and boracic acid to forty-seven parts water. It 
used to be manufactured from tincal, but the process was 
slow and expensive. It is now made by treating boracic acid 
with carbonate of soda, and the price has fallen consider- 
ably. It is sometimes adulterated with alum and salt, and, 



tti\ THE MANUFACTURE OF EABTUEKWABE. 

likt) all Other materialB, should be carefully tested and 
I vuu\ iNsfore use. All these fusible materials should be care- 
fully tCMted for moisture, as some of them, especially red 
iifi(l white learl, absorb water with avidity, and, apart from 
t III) tiiiHtiikes that may arise from a given weight containing 
lurtri rnul material than it should, it makes a vast difference 
ill tlin riMil cost price, and 5 per cent, more water means a 

I ntiHidisrahlo reduction in material. 

I'Vitt niailo with borax is of a bluish-green colour. It 
InntiH lihout *M\ per cent, of its weight in fritting. It gives 
HK'hI. lii'illiiiiicy to a glaze. 

t 'iiiluntatf of Lead, or JFhite Lead, is obtained by oxidising 
titti luotal. The two principal methods of obtaining it are 

I I Ml I'Voiich and Dutch; the former by decomposing the 
liuMJo arotatti of lead by carbonic acid; the latter by bring- 
ing ill ooiitiirt the metal steeped in vinegar with the products 
nf iliiiutyiii^ manure. Earthenware pots are half filled with 
viiioKitr» ttiid load shavings or rolls are introduced. The 
|int.ri iti'o then placed in tiers and buried in manure. After 
iitiiiuiniiif{ Momo time they are withdrawn, and the white 
I (M liniiiitM Horapod oil' from the metal. It then goes through 
vitrintiM purifying proccHHes. Many modifications have been 
iiitrnihuuul, Imt they arc mostly founded on the foregoing 
lunmtHHOM. It JM of a white colour, insoluble in water, 
Itt^ilijn lit a low tumporature. 

(hiih of hf(uL l\od Lead, minium. Lead as a metal is 
lurf^r^ly illMtrihutod, and is sometimes found in the form of 
nKJilo, though Konurally in the form of galena; that is, in 
lUHiihiiiutloii with Hiilphur, It often contains traces of 
iMipjuir, iriin and Hilvcr, and to obtain it pure it must be 

OHilllMOll. 

ProUixiilo of load is heated to a certain degree in fine 
|»nNvdor, and tho llanioa play upon it while it is constantly 
w;4ilut(Ml, Oxygen is adnnttcd, and the more oxygen it 
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wQl take up the redder it becomes. Two or three calcina- 
tions are sometimes necessary to procure a brilliant red. 
It fuses with a little more facility than white lead, but 
gives a slightly yellowish appearance to the glaze. 

Carbonaie of Soda is generally made by treating sulphate 
of soda at red heat with chalk and carbon in certain pro- 
portions. Common salt is converted by sulphuric acid 
into sulphate of soda, and is then fired with sawdust or 
coal slack, and it becomes sulphurate of sodium ; by the 
addition of lime, or by the dissipation of the sulphur by 
roasting, it becomes carbonate of soda. Soda ash is used 
when boracic acid takes the place of borax, and it affects its 
decomposition very quietly. Sodium with potash forms the 
fusible elements in most of the alkaline silicates. 

Potashy or pearl ash, is one of the most energetic of 
fluxes. It decomposes boracic acid at a high temperature. 
It exists in combination with silica in the felspathian rocks, 
but is difficult of extraction. It is largely obtained by 
burning vegetable matter in pits. The ashes are removed 
to tubs, and about 5 per cent, of lime is added ; water is 
then introduced, and when it is saturated, is drawn oflT and 
dried in shallow pans. When dry it is removed, the result 
being crude potash. It is then heated in a reverberatory 
funnel till most of the sulphur and the excessive water 
are driven off. The loss is about 10 to 15 per cent., and 
the bluish white residue which contains more carbonic 
acid than before is the pearl-ash. 

Felspar, — There are several different sorts of felspar, but 
the one with which we are chiefly concerned is known as 
Orthoclase, or potash variety. It decomposes when sub- 
jected to atmospheric influences, and its last stages of 
decomposition result in China clay. 

It is composed of silica, alumina, potash, and traces of 
lithia, lime, &c., the two former being in very regular 
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quantities, but the alkalis varying considerably. It varies 
much in colour, from green to yellow, but the fa^m- 
coloured is usually preferred. At a moderate heat it 
smears, and at a great heat it runs down to a transparent 
glass. It comes in decomposition between granite and china 
stone, and is very hard and difficult to grind. It is there- 
fore better to calcine it before grinding. It gives brilliancy 
and a waxy appearance to glaze. It is used more in china 
than in earthenware manufacture. 

As regards recipes and mixtures for glazes the same 
remarks apply as for bodies, and the examples given are 
merely to explain the process. 

As the most general system of applying the glaze is by 
immersion, it is necessary that all the materials should be 
capable of being held in suspension in water, both when 
being ground and afterwards. Besides, several of the 
materials used would dissolve in water, it is therefore 
necessary first to vitrify them, as in that state water has 
no effect on them. This is one of the chief objects of 
fritting. 

Fritting can be carried out in crucibles or even in saggers 
in the oven, where only a small quantity is required, but 
for commercial purposes a fritt kiln is a necessity. 

The Fritt Kiln is a fire-brick tank in direct contact with 
the flame. The flames pass from the fire-hole over the 
bridge, which is really one end of the tank and which 
separates the combustible from the material to be fritted. 
The flames are reverberated down on to the material, and 
then pass out at the opposite end into the flue or stack. 
The materials are introduced at the top of the kiln by 
holes covered with fire-clay quarries, and it is as well to 
sprinkle ground flint round them, to prevent loss of heat 
and the escape of any vapour from the interior into the 
fritt house. When ready, the molten material is run off 
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blirough a hole in the side of the kiln, the bottom being 
sloped towards it to facilitate the running off. The hole 
can be closed by an iron door or plate about 2 in. 
thick, fitted to a handle. This door fits closely into the 
aperture from which the mass runs, and when replaced the 
interstices should be filled with ground flint to prevent 
heat and vapour from escaping. Below the level of the 
bottom of the kiln, opposite the opening, is a tank of water, 
and the molten fritt is run by a short, thick iron spout 
fix 3 1 in the opening into the water ; there should be a 
constant current of cold water running through the tank 
while the fritt is being drawn oflf, so that the water may 
thoroughly break up the molten mass to facilitate its 
grinding afterwards. In fact the deeper the tank, the finer 
the fritt will be broken up. If it were drawn off without 
water, it would form a solid mass of glass which would be 
difficult to break up and grind. The water should run in low 
down in the tank on one side, and the overflow should be on 
the top on the opposite side, thus obtaining a circulation of 
cold water through the tank ; there should also be a plug in 
the bottom, to draw off the water when the operation is 
completed, to facilitate the collection of the fritt. 

Sometimes the fritt will not run out readily, and this is 
especially the case with the first charge fritted, and it has 
to be helped out with iron rods with hooks at the end ; 
this is always rather unsatisfactory as, unless great care be 
taken, the great heat of the kiln will fuse the iron, and 
bits may fall off into the fritt ; and also as the brickwork, 
on account of the continued heat in contact with the 
fusible materiafe, becomes soft, bits may easily be pulled 
away with the fritt to its detriment. When once the 
necessary heat is obtained, it is more economical to continue 
fritting charge after charge till a considerable stock is 
obtained, working both day and night as long aa hqcqss^vy. 
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Fritt kilns, owing to the continued and great heat to whkih 
they are subjected, require considerable repairs and they 
should always be done with the very best fire-bricks laid in 
ground flint. Sufficient water may be mixed with the flint 
to enable the bricks to be laid. This is far better than 
using fire-clay or other materials, all of which have more 
contraction than flint. In calculating the cost of fritt^ after 
deducting the known loss of weight in the different 
materials, it is advisable to take ofl* a further 3 or 4 pet 
cent, for loss in manipulation. 

Weighing-out for Frittivg, — When the composition has 
been decided upon, the first operation is to weigh out the 
materials. This is usually done with an ordinary steel 
yard and a weighing box, the latter of a size suitable 
to the quantities to be weighed. A box some 18 in. each 
way would be a convenient size, and it should have an iron 
band passing under the bottom and round the sides, 
forming a handle over the top, something similar to a 
bucket, so that a man on each side can easily lift it on and 
off the steel yard and carry it away between them to empty 
it. It is better to weigh sufficient material for each charge 
separately ; but if many charges ai e weighed together they 
can be heaped up aud dug over from side to side on a 
wooden flooring till thoroughly mixed; but there is an 
element of doubt in this latter method as to the exact 
composition of each separate charge of fritt, though in the 
charges taken together as a whole the proportion of quan- 
tities is correct. Great accuracy is necessary in weighing 
the materials, and there is nothing easier than to make a 
mistake ; so it is as well every now and then to ask the 
man in charge of the fritting, who is lifting the box from 
the steel yard, how many boxes have been weighed of any 
one material 1 to see if he is paying attention. No one 
except those employed should be allowed in the fritt-house 
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hard and that contain little or no iron in their oompositUBi. 
A shaft, driven from underneath, passes through a cylindar 
in the centre of the pan, and to this shaft are attached the 
arms, and to the arms are fastened the blocks of chert 
which grind the materials. The stones are either pushed 
or pulled round by a chained attachment. The better 
mode is to have an iron band round the stone that pre- 
vents it moving out of its place, but allows the full weight 
of the stone to rest on the bottom. When pulled by chains, 
the stones are slightly lifted and do not grmd so well, and 
when pushed, the material does not seem to pass under so 
well, but is carried round in front of them. The stones 
should have one or two grooves cut underneath them from 
thu front, and curving slightly towards the centre where 
the groove should finish. By this means the material is 
aduuttod freely under the stones. The bottom and the 
stones require frequent attention and picking, or the time 
occupied in grinding will be considerably increased. Any- 
thing from twenty-four to forty-eight hours may be neces- 
sary, though time is no guide, as it depends on the mills 
and the hardness of the substance to be ground. 

The glaze must be thoroughly ground till it has assumed 
a creamy appearance, and care must be taken to add the 
necessary cpiantity of water, as some materials grind better 
with more water, others with less. The mills must not be 
overloaded at starting, and part of the charge can be put on 
after the mill has been working a little. Towards the end 
of the grim ling, when the material is getting very fine, the 
stones are liable to set or suck, and may cause a break 
down The introduction of a small quantity of vinegar, or 
quick lime, will correct this, but the efiect these mateiials 
may have on the mixture being ground must be taken into 
account. Latterly the Alsing Cylinder has come into use 
for glaze grinding, and it seems to give general satisfaction 
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when used. The glaze heing equally well ground, and in 
less time than with the old mills. It also occupies a smaller 
space. 

The glaze can be tested for fineuess between the nails, 
and when there is no appearance of grit in it, it should be 
tested with a fine lawn and if ready should be run oflT or 
carried into the lead-house. 

The Lead-house is the store for glaze materials and glaze, 




Alsino Cylinder. 



the latter being kept in large tubs, and is sent to the 
dipping shop as required. 

The glaze is first carefully lawned and run into blungers 
or tubs. In the former case the blunger, instead of having 
blades attached to the central shaft, has frames in which a 
(quantity of magnets are placed to extract any particles of 
iron that may be floating in the glaze. In the latter case 
the magnets are fixed in a dolly, which is a frame attached 
to a handle, and is agitated in the tub by hand. A very 
simple mode of magnetising glaze is to have the tub into 
which the glaze is firat sifted at a higher \eve\ XJaaxi >2k 
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rest^ and then let the glaze run along a trough filled with 
magnets into the storage tubs. All glaae should be well 
magneted and kept in stock at least fourteen days before 
being used. It seems with age to get more together, to 
glaze the ware better, to be more economical and to go 
further, and by always having a stock it gives plenty of 
time for the repair of mills. From all points of view it is 
of advantage to hold a stock of glaze. It is also a safeguard 
to dip a piece or two in every mixing when run off the mill, 
to number it and send it through the glost oven. Then 
each charge of glaze will be tested and proved before it 
goes to the dipping shop for general use. It is little trouble 
if done regularly, and its advantages are apparent. One of 
the great difficulties in potting is to be able to trace any 
defect to its true cause ; but by checking the various pro- 
cesses in different stages it is easier to say where a defect 
is likely and where it is not likely to occur. 

Mills should have their iron- work painted, and should be 
kept locked when grinding, so that no one has access to 
them except the man responsible for the work. When left 
open, extraneous matters get into them in the most unac- 
countable manner, and sometimes cause much trouble. For 
the lead-house and glaze-making a clean, observant, methodi- 
cal man is required, and no one without these qualities 
should be allowed in this department. He should keep in 
the lead-house a list of the dates on which a charge is put on 
the mill and on which it is run off. By this means can be 
seen the time taken in the grinding, which shows unerringly 
the condition of the stones. He should also keep a note of 
the dates on which the different stones are picked, as some 
stones are softer than others, and it is well to know before- 
hand when any particular stone is likely to require attention. 
It is even more necessary to insist on cleanliness in this 
department than in any other ; and all utensils should be 
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kept only for glaze, and no other material under any cir- 
cumstances should be allowed in them. And, apart from 
the necessities of the business, a dirty man is nearly sure to 
suffer from the effects of the lead, while one who is clean 
will avoid any ill-effects. It is also as well from time to 
time to send to the dipping shop for a jug of glaze, and 
this should be carefully lawned ; if there is dirt in it you 
may be pretty certain that the dippers are not sufficiently 
careful in lawning their glaze, which they should do at 
least two or three times a day. 

The chief defects in the glaze are : crazing, peeling, 
pinholes, blistering, dryness, unevenness, running, spitting 
out. 

Crazing may be due to the expansion and contraction of 
the body and glaze not being equal. By examining the 
quantity and sizes of the crazes some idea of the difference 
between body and glaze may be obtained. The more crazing 
apparent the less affinity there is. Improper use of china 
clays, especially the better class, is a frequent cause of 
crazing. It may also be due to too great fusibility or 
softness of the glaze. To too thick dipping, to short filing 
in biscuit, to short firing in glost. Should by accident the 
smallest amount of oxide of copper come in contact with 
the glaze it will cause crazing. 

Feeling may be due to want of affinity between body and 
glaze ; an excess of flint causing the body to have a greater 
expansion than the glaze, breaks the glaze off at the edges 
and corners. To short-firing in biscuit, to the use of dirty 
water in sponging the pieces in the clay state ; to insufficient 
brushing and cleaning in the biscuit warehouse. In these 
two latter cases the dust or dirt left on the edges really 
forms an independent body lying between the body and the 
glaze, and prevents them from properly uniting. 

Pinholes may be caused by hardness of glaze, or glaze 

F 
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with insufficient flowing qualities, or under glost-firing, or 
badly sponged clayware, or soft insufficiently pugged clay. 

Blistering may be due to unequal firing, or to the admis- 
sion of cold air when the glaze is at the melting stage. 

Dryness may be due to insufficient dipping, hardness of 
glaze, over biscuit-firing, over glost-firing, placing in insuffi- 
ciently glazed saggers. 

Unevenness may be due to insufficient glost-firing, or 
irregularity in dipping, or infusibility of glaze. 

Bunning may be due to too soft a glaze, over glost-firing, 
hard biscuit, or over dipping. 

Spitting Out, — This defect is generally noticed after enamel 
kiln firing. The glaze becomes rough and full of little black 
specks. The real cause is hardly known, but it is generally 
attributed to the ware being damp. Old ware, which has 
been some time in the warehouse, is far more liable to this 
defect than ware fresh from the ovens. It is therefore 
generally better to decorate over glaze new ware rather 
than ware that has been for some time in stock in the 
warehouse. It is often most difficult to tell to what cause 
a defect is due, and it is only by constant observation and 
experiment that the true reasons are discovered. 

It would no doubt be desirable to obtain a glaze into the 
composition of which no lead entered, but up to the present 
no leadless glaze which really meets all the requirements of 
the commercial potter, as to its adaptability to all classes of 
work and colour, facility in manipulation and lowness in 
price, has been proved successful. Leadless glazes have long 
been known, and there is little difficulty in producing them 
for certain classes of work, especially when cheapness is not 
a sine qud non. Many have cried Eureka, but, as far as 
we know, there is not yet on the market a leadless glaze, 
guaranteed by its manufacturer, that can compete com- 
mercially with lead glazes — but because a satisfactory 
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solution has not yet been arrived at, it is no reason for 
supposing that it cannot be attained, and, with many work- 
ing in the field, it is to be hoped that ere long the desired 
result will be gained. 

There are certain persons who are predisposed to the 
effects of lead, and these of course should not work in 
any department where lead is used, but by far the greater 
number of cases of disease from lead are directly caused by 
want of cleanliness, and by inattention to the most ordinary 
precautions when dealing with deleterious compounds. It 
is another case of familiarity breeding contempt. 



CHAPTER V. 

MODELS AND MOULDS : PROCESSES AND MATRRLALS USED IN 
THEIR MANUFACTURE. 

In olden times the chief method employed in the manu- 
facture of pieces, was by "throwing" on the potter's 
wheel, designs of which have come down to us on vases 
and on other materials, both from the Chinese and Egyptians, 
and this appears to be the only practical means by which 
truly circular pieces can be made by the hands without any 
further appliances. Though still in use, it may be said, 
from various causes which will be afterwards referred to, 
to be gradually falling into disuetude, and the majority of 
pieces are to-day made with the help of plaster moulds in 
one form or another. It will, perhaps, be better therefore 
to discuss the manufacture of moulds and the models from 
which they are made before referring to the manufacture 
of ware generally. 

Almost any shape can be fashioned by the ceramic art, 
but it is evident that some forms and designs lend them- 
selves better to the manufacture than others. Where cost 
is no object and artistic productions of the most varied 
form are required, the modeller can, of course, have full 
scope for his inspiration, but it must not be imagined in 
commercial manufacture that he can be allowed an abso- 
^*itely free hand. There are certain hard and fast lines from 
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which he must never depart, such as facility of manufacture 
both in moulds and actual making, subordination to the 
requirements of the painting afterwards to be applied, the 
taste of the market for which the goods are being produced, 
&c., and it therefore often happens that a man who is 
artistically an excellent modeller is of little use to the 
commercial potter. The modeller's object should then be 
to make models of beautiful design which at the same time 
can be produced with few defects, small loss, and at a 
reasonable price, that is to say, of sufficient facility in 
manufacture to enable the workmen to earn a fair wage 
with a large production. Far the greater quantity of 
earthenware is for useful and commercial rather tlian 
purely artistic and decorative purposes, though beauty and 
utility should always be combined whenever possible j but 
beauty must not be confounded with the curious and the 
elaborate, as many of the most simple forma are the most 
beautiful. It is therefore necessary that the modeller 
should understand the different processes of manufitcture 
in order that his models should not offer excessive difficulty 
to the mould-maker on account of " under-cutting " or orna- 
mentation that will not " deliver " easily, which necessi- 
tates many parts to a mould ; nor to the worker who has 
to introduce the clay and afterwards stick together the 
various parts ; nor in the ovens, where the pieces must have 
sufficient base to stand on, to prevent them going crookedi 
unless they are to be placed upside down. Pieces that 
have to be propped up with various supports must always 
be expensive on account of the time employed in arranging 
them. He must also bear in mind the contraction, so as to 
avoid different thicknesses — a fruitful cause of distortion. 
It must also be remembered that the clay piece while In^ 
the mould dries and therefore contracts — the model mii 
be made in such a manner that the contraction takes pla 
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" away " from the mould, otherwise the piece would either 
split or would not "deliver" from the mould when the 
time came to take it out. An important pointy too, is that 
the size of the piece will never be the same as the model ; 
the moulds are made in plaster, and before the working 
moulds are obtained from the model at least three casts 
have to be made ; as with each casting the plaster swells 
about one-hundredth, and therefore the piece when first 
made from it would be slightly larger than the model, and 
in the case of flat there are four swellings, though five 
castings, as the working case being hooped does not swell 
outwardly. In drying and firing the clay contracts con- 
siderably, the contraction in ordinary earthenware body 
being one-twelfth, or about 8 per cent., and consequently 
the piece when finished is considerably smaller than the 
original model. It must here be remarked that a differ- 
ence between hard and easy firing will cause great variation 
in the size of pieces from the same moulds ; and the modeller 
can only allow for the usual contraction, so that any pieces 
that are required exactly to size must be fired in that part 
of the oven where there is the least variation. 

He should avoid acute angles and comers and excessive 
thinness when sharp corners have to be made, as they are 
almost sure to crack during the manufacture. Any parts 
projecting from the body of the piece are undesirable, such 
as arms and legs in figures, as they would have to be 
propped and so the expense of production would be greatly 
increased. It is most essential with the introduction of 
machinery that the models for circular pieces should run 
exactly true, and therefore the modeller must be able to 
turn his models absolutely correctly to the centre. This is 
of the highest importance, as it is impossible to work with 
untrue moulds or machinery. 

One of the commonest tasks required of the modeller 
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is to make a model that will produce a piece of ware the 
exact shape and size of a sample given, or to make from 
one piece a scale of pieces either larger or smaller than the 
sample. In the first case, he has to add on the contraction 
of the clay to all the different measurements of the sample, 
and form his model to these dimensions. In ordinary work 
there is no occasion to take into consideration the swelling 
of the plaster, which would hardly affect the piece in prac- 
tice. In the second case he would have to make his model 
of the piece in the same way as above, and then work 
out each of the various dimensions by a simple proportion 
sum. 

It is of great importance that scales of articles should be 
made accurately, as, apart from the appearance, they must 
" nest well," that is, fit inside each other at equal distances 
to facilitate firing them in the ovens. A simple way of 
obtaining all the different sizes and proportions of a scale 
of articles is to take one measurement, say the length of a 
piece, and describe a circle with that measurement as 
radius, which afterwards may be produced outside the 
circle ; along the circumference of the circle from the point 
where the radius joins it, measure the different parts 
of the model, and through these points draw radii from the 
centre, producing them outside. Any other size can be 
obtained, either smaller or larger, by marking the length 
required on the radius first drawn, either inside or outside 
the circle, and then through this point with the same 
centre describe another circle, cutting the other radii. 
Measuring the distances along the circumference of this 
new circle will give all the measurements required for the 
piece of this new length. 

Let us take a dish as an example, but with only some of 
its measurements, so as to avoid confusion. The dish is 
then 8 inches long, 5 inches wide, and 2 inches deep, and 
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It 18 required to make two other dishes 10 inches and 
6 inches long, and in the same proportion. 

A to B is the length of dish 8 inches, and the line is 
produced outside the circle Z Y. B to C is the width 
5 inches along the circumference Z Y. B to D is the depth 
2 inches along circumference Z Y. Draw the radii A D 
and A C and produce them outside the circle Z Y. To 
make our 10-inch dish, measure 10 inches from A, past 




B outside the circle to E, and with radius A E describe 
another circle P Q, and the points where the new circle 
cuts the produced radii, measure to E along the circum- 
ference of the circle P Q, give the dimensions required. 
That is to say, the distance between E and F is the depth, 
and between E and G the width of the 10-inch dish. In 
like manner for the 6 -inch dish, measure 6 inches from 
A to H and describe circle T S. H to J is the depth 
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of the 6-iiich dish and H to K is its width. In this 
manner any number of different measurements may be 
made, such as height, breadth of edge, slope of edge, &c., 
and so any number of sizes can be scaled either greater 
or less than the sample. 

It is as well, when there are many measurements, to 
note down what they are to avoid making mistakes, thus : 

A to B = length. 

B to D = depth. 

B to C = width. 

Models may be made of any material ; in fact it is evident 
that any substance from which a plaster cast can be taken 
may be used as a model. Metal, wood, marble, papier mache 
may all serve their turn. But the substances generally em- 
ployed by the modeller are wet clay and plaster. 

Wax is probably the best of all materials for the modeller's 
use ; that is to say, if no after-processes had to be taken 
into account he would prefer it as a material to work in. 
But it is not in general use, except for fine work such as 
cameos, &c., as the plaster absorbs the oily surface of the 
wax and spoils the model. 

Clay is an admirable material to work in, and adapts 
itself with great facility to the modeller's requirements. 
It is therefore largely used. It is a little difficult to secure 
the necessary finish and perfection of detail in the models, 
and to cast good moulds from them the greatest care is 
necessary, as, once used, even if extracted without breakage, 
they are of no further use, consequently the block mould 
is always preserved and therefore becomes the model. 

Plaster is a largely used medium for making models. It 
is hard enough to procure perfect outline, and yet not too 
hard to work in, though, when the model is finished, it can 
be made still harder by the application of oil. Great care 
is always necessary in blocking a model, as plaster models 
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may also be easily broken. The handles, knobs, and 
ornamentation are made from clay, and a plaster cast is 
taken of them for future reproduction ; sometimes a clay 
model is made plain and then a plaster cast taken of it, 
and a plaster lump run and the various decorations are 
affixed to the plaster lump and the whole cast again. When 
taking casts from plaster, the model must be sized with a 
mixture of about half-a-pound of soft soap to a pint of 
water. For plain pieces, of which there is a very large and 
unfailing consumption, it is sometimes advisable to have 
brass or gun-metal models which are practically indestruc- 
tible, though very expensive in their first cost. For taking 
casts, they must be sized with linseed oil and cleaned with 
turpentine. 

The modeller's tools consist of compasses, files, gouges, 
and chisels of vaiious forms and shapes of steel or iron for 
plaster, and of wood for clay work, and he requires a 
whirler, and in some cases a lathe, in his shop. 

Models are multiplied to such an enormous extent, not 
only by the moulds produced from them but by the 
thousands of pieces made from these moulds, that the 
greatest attention should be paid to them ; otherwise the 
market is flooded with inferior designs which tend rather to 
debase than to elevate the standard of taste. 

Moulds are a very costly and, perhaps, the most cumber- 
some part of the potter's stock-in-trade. There must be 
moulds of every size of every piece that is required, from 
the most elaborate vase to the simplest saucer. They are 
made in one or more parts, as may be necessary for the 
manufacture of the piece. Plate and flat working moulds 
are generally in one piece which forms the front, the back 
being made by the tool or profile. Other shapes, such as 
ordinarily shaped cups and mugs are also made in one part 
moulds. In this case, the tool forms the piece inside the 
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mould. Moulds in many parts, for the manufacture of 
sugar boxes, ewers, &c., may be described as plaster boxes, 
which once held the model, and therefore the clay, being 
pressed into them, receives the same form and shape as the 
original model. They have to be made in such a way that 
after the clay has been applied to the various parts of tlie 
mould, and these parts have been placed together, room is 
left to work the joints of the clay together, either by hand 
or with a tool. 

Metal moulds of lead and tin used to be employed in 
pottery, but non-absorbent materials are unsuited for 
practical mould-making, and now-a-days the substances in 
use may be said to be reduced to two : fired clay or pitcher, 
and plaster. Moulds made from the former give very clean, 
clear impressions, and last considerably longer in good 
condition than plaster, but they labour under two dis- 
advantages. Firstly, they cost considerably more in the first 
instance ; and secondly, they are only slightly absorbent, and 
on this account a much larger quantity of them are required 
for quick production than if made of plaster, as they take 
a considerable time before the clay has dried sufficiently to 
admit of the clay piece being extracted. Pitcher is still, how- 
ever, considerably used for cup handles and small parts, and 
also for leaves, garlands and ornamentation which are after- 
wards applied to Jasper and Basalt ware vases, &c. In this 
case the clay is pressed into the mould, and the superfluous 
material is removed by scraping the surface with a knife ; 
and, were this class of mould to be made of plaster, the 
knife would destroy the surface in a very short time. 

Moulds are also made from brimstone or sulphur and are 
used more especially for leaves and raised flower work which 
are afterwards fastened to the ware ; they are also harder 
than plaster and are not worn down so much by the knife ; 
they should, however, be oiled before use. 
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All moulds of any size are made of plaster, on account 
of its facility in working, and its great absorption of water, 
and its only disadvantage is that by constant wetting it is 
liable to become rotten and perish. They last longer when 
thoroughly dried between the manufacture of each clay 
piece off them, and new moulds which are first thoroughly 
dried and then put in work for a short time, and then again 
thoroughly dried, when put into regular work become much 
harder and last much longer than those which, after being 
only once thoroughly dried, have been put into continuous 
work. They should be dried carefully at a moderate heat, 
and the longer they are drying the better. If the moulds 
are in more than one piece, the parts are held together by 
" natches," which are either of plaster or pitcher ; in the 
former case they are cast in the plaster itself, in the latter 
they are made of clay and fired before use. They are a 
most important item in mould making, as without them the 
different parts of the mould would not fit exactly together 
without movement. 

Moulds, when made in several parts, should be put to- 
gether and then dried and should not be dried separately. 
This applies specially to moulds that are to be used for 
casting. 

Natches are called hump and hollow, one half being the 
hump, the other the hollow. The hump is a sort of a round 
stud that fits exactly into the hollow without any lateral 
movement. The pitcher natches are stamped out of clay 
by a machine with dies of the necessary size. The hump 
and hollow should be fitted together, and be thus fired in a 
regular part of the oven, for if fired separately it is difficult 
to fit them afterwards, as the slightest variation in the con- 
traction would prevent them fitting with the necessary 
exactitude, and a certain amount of play would result, 
detrimental to the accurate fitting of the parts of the 
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moulds. The position of the natches in the moulds also 
requires study, and it must be left to the judgment of the 
mould-maker to decide ; for, if placed too near the edge they 
may break out in working, and unless placed with care the 
parts will not properly hold together. 

The models, when finished by the modeller, are sent to 
the mould-maker to make the necessary moulds from them. 
The mould-maker should have served two or three years in 
ihe pressor's shop, so as to have acquired a knowledge of 
the working of moulds and the difficulties in making pieces 
which arise from insufficient care in the construction of 
moulds, and he can thus learn to make them in such a 
manner that the clay pieces will " draw " easily from them 
and will not split in certain parts from inequality in thick- 
ness, &c., and he will also have learnt the most convenient 
point for dividing them, both for facility in working and to 
hide the seams or joins in the clay. This is very important, 
as by putting them at the comers or at some point where 
the embossing or fluting lends itself to it, they may some- 
times almost be hidden. Moulds must dislocate easily 
without pulling away any part of the piece inside, and, if in 
several parts, they must join very closely or the seam will 
be too visible, owing to the clay being pressed into the 
joints, and however carefully this seam may be cleaned off", 
and though before entering the oven it may be quite invisible, 
after firing in biscuit it will be plainly seen, especially if it 
gets an extra hard fire, and after the glost fire it will be 
even more apparent. It is therefore highly necessary that 
seams should be as small as possible, and therefore the closer 
the different parts of moulds fit together the better the result. 

On receiving the model, the mould-maker looks it over 
carefully to see that it is correct, and to decide into how 
many parts it must be made ; if a round piece to be made 
off a machine, he tries it carefully on the whirler, as the 
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revolving table of the mould-maker is called, to see that it 
is absolutely true. In the case of a plate model, it should 
always be centred from the shoulder or hall and not from 
the outer rim, as this may not be exactly true, especially if 
the edge be scallope^l or vandyked ; and it may be taken a 
a general rule that all embossed or fluted models are 
slightly untrue, however carefully they have been made. 

In making moulds for '' pressers," such as jugs, ewers, 
sugar-l>oxc8, &c., there are three operations to be gone 
through. 

The " block " mould (which is of the same form as the 
working mould) is maile from the modcL This mould is 
always kept in case of damage to the model, for as the 
" case moulds ** are made from it, it is of equal value with the 
mo^leL Let us take a jug model as an example. First of 
all the centre of the model, both at top and bottom, must 
be measured with the compasses and marked with a pencil 
on both sides from top to bottom, thus dividing the model 
into two equal halves. A piece of clay about half an inch 
thick is then pinned or nailed on to the top and bottom of 
the moilel, and bevelled off towards the centre, just leaving 
the edge of the bottom or top visible all round Then take 
two bats of clay about 2J in. thick, and sufficiently dry 
not to bend, and cut them out to fit closely against the sides 
of the model from top to bottom. These are called the side- 
sets. The model is then placed on the whirler on its side, 
hold in position exactly level by a piece of moist clay. 
This is easily seen by measuring from the centre line to the 
whirler with the compasses. The side-sets which have 
been cut to fit the model are then placed exactly level with 
the centre of the model along the pencil line, and are 
propped up with clay from underneath. The model then 
has the appearance of being buried exactly up to its centre 
in clay. Two plaster bats are then placed one at each end 



MODELS AND MOULDS. 79 

of the model and rounded off to the shape that may be 
deemed most convenient for the exterior of the mould, and 
a pencil line should be drawn across them horizontally, 
exactly at the same level as the side-bits. The model is 
now sized with a mixture of soft soap and water, heated 
together (about half a pound of soft soap to every pint of 
water), to prevent the plaster sticking to it when poured 
over. The hollow natches are then placed face downwards 
oh the side-sets and arranged in the most suitable place, 
care being taken that they are not too near the edge, as 
they may break out from the mould ; and yet in such a 
position that they will prevent any movement when the 
parts of the moulds have to be joined together. If the 
natches are to be of plaster, a little half globe of clay is 
placed on the side-sets, the plaster is then run on, and after 
it is set the piece of clay is picked out and thus leaves a 
little round hole or hollow natch ; when the other half of 
the mould is made this hollow natch is filled by the plaster 
and thus the hump natch is formed on the other half of the 
mould, and the natches thus fit absolutely true. Pitcher 
natches are stronger and wear better, but in many moulds 
both are required to hold the difierent parts securely 
together. Clay bats or " cotters " are then arranged round 
the model, held in position by string at sufficient distance 
from the model to give the requisite thickness to the mould 
and arched over the model, a hole being left at the top for 
the introduction of the plaster. The plaster is then poured 
in and, when set, the clay bats are removed and the outside 
of the plaster scraped off* with a steel scraper to the shape 
of the plaster bats at each end. We thus have half the 
block mould made. The half block mould with the model 
still in it is now turned over and again fixed level. There 
is no occasion for side-sets of clay this time, as the half of 
the model already made forms these. The hump natches, 
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It ol' pitohor, ai*o now placed in the hollow natchai; tb 
pltiHtor hatH at tho two ends are fixed at exactly then 
lu«if;ht iiM hofort\ tho j)oncil line drawn across it od tbft 
pio\ ioiiH oivuHion Horving as guide. The clay bats aieagdi 
I uh^od v\\\\\\\\ luul over it, and the plaster poured in. Wh« | > 
not, (ho ImtM iM\\ roiiiovod, the mould scraped off levdwith 
tlio pluittor hutA, and tho model then taken out. Tbe 
uutolum Imvo Hot tinnly in the plaster and hold the pirti 
tU'udy togothor, making tho joints close. 

Tho /«V«M'I aMouU is thus finished, and we now proceed to 
luuko (ho Ciijtft MoM^ which is like the original modd, 
oMopt (Imt it in divided into two or more parts as may be 
uoooh.>iai\Vt ouoh |mrt hoing iixod to a flat base of plaster. 
'Ihono uro nuulo moroly by sizing the block moulds and 
|touiiu^ in (ho plaator, and it is from these case moulds that 
(ho working u\ouKU are obtained by again repeating the 
|ii\u oHd of liiitfing and taking plaster casts. 

llKindlt' Moiddii, 1^0., arc made by introducing the model 
iuti» w th\l \u\i of oluy oxuctly up to its centre; it is then 
kii^oil uiul tlu) nutolioH arranged in their proper position. 
{%y hutti KM louthor bands are placed round it and the 
jihistor po\n'od in. Whon sot it is turned over, the hump 
uuti^hoti pUiood in i\\o hollow ones, and the same operation 
^ouo through again. Thus the block mould is made. 

Ivouuil tl\o actual mould of the handle the plaster is 
blight ly hullowoil away to enable the extra clay to escape 
from tho cavity of the mould; without this precaution, 
whon tho clay is introduced the two halves of the mould 
wouUl not tit closely and the result would be an imperfectly 
nuuU) handle with too large a ridge at the joint. 

The bh)ck mould is sized, and from this in the same 
n\auiun' tho case mould is obtained, and from the case 
niouhl tho working moulds are again cast. 

JHate Mo^ulds are required in such quantities and for 
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machine work so exactly identical and lunning so absolutely 
true that the number of operations for making the working 
models has to be increased. The model is received from 
the modeller the exact concave form of the inside of the 
plate, either with or without spare edge on it. 

If the plate is scalloped or worked on the edge, probably 
without spare edge, as for facility in working the modeller 
would have turned it off. The mould-maker must therefore 
put it on again by making a spare edge of clay. The 
mould-maker should first see that the model is absolutely 
true in every sense by trying it on the whirler, and, as we 
have before mentioned, this must be tested from the shoulder 
of the plate and not from the edge, as all deeply embossed 
work, and especially flutes, are invariably slightly imtrue. 

The next proceeding is to make (1) the Block Mould. 
The model is placed on the whirler and a leather band is 
placed round the model at a distance sufficient to form the 
mould of the strength required. After sizing the model, 
the plaster is poured in. Whenever a little more plaster 
than is necessary for the mould has been blended, pour the 
remainder on any flat surface and it will make a plaster 
bat which will always be useful. When set, the leather 
band is removed, and the mould-maker must carefully take 
the measurement of the jigger-head in which the working 
mould will eventually run, and allowing a trifle for the 
swelling of the plaster, must turn the natch or bevel which 
fits into the jigger-head ; and in doing this the greatest 
care must be taken that the back of the mould is exactly 
level. After turning the natch, the mould is removed 
from the model and the spare edge is turned down at the 
same angle as the brim of the plate. The beginning of the 
spare edge thus forms the outline of the edge of the plate, 
this being the guide to the workman for the size of the 
plate when fettling it. 

G 
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To make tbe Case (2) the block is first sized and then 
centred on the whirler, and a clay set made all round it, 
touching the spare edge, about 2 J in. wide, to give the 
necessary strength in plaster to the case. 

Natches are now put on the clay, and in flat moulds they 
are almost universally of plaster. The leather band is then 
put round and the plaster poured in. The band is then 
removed and the superfluous plaster turned off*; this is half 
the case mould. It is then turned over with the block in 
it, resized, the leather band arranged round it and filled up 
again with plaster. When set the band is removed and the 
mould cleaned off*, and this forms the back of the case or 
really the natch or bevel on the finished working mould 
that fits into the jigger-head. We thus have the Original 
Ccise (2). 

The case is then parted and the block removed. The 
two halves of the case which form the front of the plate, 
and the back of the mould that fits into the jigger- head are 
then resized, placed on the whirler and the leather band 
again arranged round. The plaster is poured in and when 
set, turned smooth, the cases are opened and the result is 
the Double Case (3) which is again like the model but with 
the spare edge on and the necessarj' strength required by 
the working case. 

Great care must be taken in original and double cases, 
not to run the second half till the swelling is finished in the 
first half ; in fact till the plaster is quite cold, or the result 
will be "rocking " or movement between the two parts and 
the working moulds will be untrue. 

From the double cases the f Forking Cases (4) are made by 
taking casts in the manner already described ; but instead 
of covering the whole mould with plaster, the plaster is run 
up level with the top part of the natch for the jigger-head. 
The plaster is bevelled off" from the natch, thus leaving a 
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sort of funnel by which the plaster can be run in, in the 
next operation of making working moulds. Before running 
in the plaster when making the working cases, a hoop-iron 
band of the size required is placed just inside the leather 
band and so adheres to the plaster when set, preventing it 
from swelling outwards, and holding the case well together, 
and the joints thus fit close together and slobbering out 
when making working moulds is avoided. Neither block, 
original case, nor double case are hooped, but the working 
cases alwaj^s should be; so there will be swelling in all 
operations except in the making of working cases, the 
working moulds made from these cases also having their 
swelling. 

We have now the Working Cases (4) made, and though 
not absolutely necessary, they should be. well dried, because 
moist plaster is not rigid, but slightly pliable, and if plaster 
is run into cases freshly made, they are likely to warp. 

To make the working moulds, the working cases are well 
sized and the plaster is run in, and when set they are ex- 
tracted, and the seam, where the two parts of the mould 
join, is cleaned off, and after being thoroughly dried they 
are ready for use. 

We have thus, to obtain working moulds for plate-making 
by machinery, five processes to go through: (1) Blocking; 
(2) Original Cases ; (3) Double Cases ; (4) Working Cases ; 
(5) Working Moulds. Working plate moulds should be 
thoroughly dried before being used. If worked directly 
they are made they will last but a very short time. If, 
after being in use some time, they get worn and a little 
rough, they can be sand- papered and flannelled ; this puts 
a fresh face on them, and they can be put into use again. 
Much sand-papering is, however, unadvisable, as it wears 
down the surface of the moulds, and if they are put to work 
with new moulds on the same machine, some plates would j 
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result thick and others thin. With reasonahle care a round 
of 50 dozen plates should last, in regular work, four or five 
months. 

Cases should be made of well-blended plaster, and as soon 
as i)roperly set, say after a quarter of an hour, they should 
bo taken out of the moulds and doused with cold water, and 
wiped over afterwards with a sponge. When cases have 
been heavily sized, little pieces sometimes chip off, and the 
moulds run from them would show slight roughness ; but 
this can be removed by polishing with flannel. If one 
working case has been hooped and another is required, that 
must also be hooped, or the working moulds would be of a 
difteront size, owing to the swelling of the plaster. For the 
same reason, if one half of the case is hooped, the other half 
must also be hooped. For Jolly moulds, made in two or 
more pieces, the outer part of the double mould can have a 
piece of iron wire, about the size of thin telegraph wire, cast 
in it ; this prevents it swelling and holds the interior parts 
of the mould well together, avoiding large seams in the 
piece when made. New cases that have been put to dry, 
or old caseo that have been unused for some time, should 
bo soaked in water before being used, or the newly blended 
phwtor, when poured into them, will damage the cases and 
ronrlor thorn rough. All moulds must be made thick enough 
to stand the work for which they are intended ; but at the 
same time should not be made thicker than absolutely 
nocoHsary, both on account of the extra material used in 
thoir manufacture, which makes them more costly, and the 
additional weight, which makes them more cumbersome in 
handling. The plaster for cases should be harder than that 
for general moulds ; that is to say, there should be more 
piaster and loss water in the blending. Should the cases be 
soft, and the plaster poured into them be harder, they will 
assuredly be spoilt. Moulds for casting are made in much 



MODELS AXD MOULDS. 85 

the same way as other moulds, hut it is onlv necessar}' to 
leave a small hole for the inuxxluction of the slip, which is 
poured out again when a sufficient coating has been formetl 
on the mould. The top mould should be of rather softer 
plaster and more porous, so that it should deliver easily ; 
that is to say, the plaster should be blended with more 
water and less plaster when mixing. 

It is evident that in making moulds for different pieces, 
there must be variation in the procedure, as every model 
requires slightly different treatment, though the principle is 
always much the same. Mould-makers also vary consider- 
ably in their methods, and two men to whom the same 
model has been given will often make the moulds in a 
different manner, according to their indiWdual predilections, 
though the final result will be the same in either case. We 
have roughly indicated some of the methods, but it is only 
at the bench the art of mould-making can be acquired and 
the detail understood. 

An accurate list of all models, cases, moulds, &c., should 
be kept by the mould-maker, and whenever new moulds are 
made, or old ones thrown out, the quantities should be 
noted and the date entered in the book kept for the pur- 
pose. So that at any moment the exact quantity of moulds 
in existence, of any piece or shape, may be at once ascer- 
tained without loss of time. 

One mould-maker should be told off to look over moulds 
in work. That is to say when any shape has to be put in 
hand, he should see in what condition the moulds are when 
handed to the workman, and note the condition when 
returned to the mould store, so as to see that they have not 
been unfairly treated. Any moulds that are in general use 
he should look over after every month's working, throwing 
out the bad moulds, and replacing them as soon as possible 
by new, to keep the full number of the "round" up. No 
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wmkinun shouM 1>c :ilIowcd to throw out any moulds till 
liny iuvo l>oeii passed by the mould-maker, and he must 
;ilw:iys proiluce for inspection the mmiber of moulds he 
• »! i^iiiaily roceiveil in wliatever state they may be, broken, 
or wiiat not. 

riiis is a .L:rcat check on carelessness, and prevents break- 
.1-1' .iiui ill-treatment of moulds; and the time spent by the 
iiii'ii^i-inakcr in this sui>er^'ision is repaid again and again 
I'\ : lu' Lcreater ilunition of working moulds. It is not much 
! I (Ml Mo to keep small l>ooks for the current shapes, and at 
I 111' Mar's I'lul they ser^'e as a useful basis for calculations 
Ml I ho oost of nioulil-making compared with the amount of 
x\.iio proilucod. Every mould should be marked in the 
»ii i^iiiiii "oaso/' with both its name and size, and thus every 
\x«>i Uin'4 nioiilil will also have its name and size on it^ which 
IN \\u^sl ti.solul, os])ooially when there are many sizes of the 
%Auso '^h;i[)o, .mil all possibility of error is thus avoided. 

. ' n' ', [lio matorial of which moulds are made, is worthy 
%«i .vMuo stilt iy. It is preferred to all other materials on 
tM iMua *»i us power, when ilry, of absorbing the moisture 
(xMti v'l.iN ill i-vMitaot with it, and for the ease with which it 
t iM *Mi iiiaMi[Milaroil. 

I: iM v»biaiiioil li\uu gypsum or sulphate of lime. The 
pli .i.r -kUMio is lomul in many places, and the method of 
|-i>MM:nii; ii is tv» tirst break up the stone and grind it 
fiiKM\ , ii t:i tlioii passed throiiirh a tine sieve and evaporated 
i:\ I U»n;; trouj;U made of tiiv elay quarries under which pass 
i^.iv". loLiiliuj; from the tirehole at one end to the chimney at 
tlu' %»i!ior. This is called lK>iling, as the moisture, in escap- 
ism ^. ortorxosoes. It is moved about with a sort of wooden 
i.ik.^ nil. ut A teniponituro of about 160 F. it is completely 
pi<»j»cu^»d. mill solioila combination with water or other 
l-.^lubU. When mixeil with them it becomes very hot and 
i^tpiiUy solitlities. After being boiled it again requires 
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sifting, as the finer it is the more durable and closer arc 
the moulds, and the impressions and designs made with it 
are sharper and clearer. 

A good way of sifting is to have a hollow cylinder of wire 
lawn, placed at a slope in a frame, with a handle attache* I 
to it, by which it can be turaed round. The plaster is 
introduced from a hopper above, into the centre of the 
cylinder, and when the handle is turned the fine plaster 
falls through the lawn into a box below, and the coarser, 
which will not pass through, runs down the interior of the 
cylinder into another receptacle placed at the lower end. 

Plaster is much modified by irregularity in boiling. 
Overboiled plaster swells more than plaster which has 
been properly prepared. Underboiled plaster takes longer 
to blend, and does not so readily mix with the water, and 
is very deceptive to any but thoroughly experienced hands, 
as it is not sufficiently absorbent. If it is much underboiled 
it will not set, and, though apparently very hard when 
making the moulds, in use it soon perishes. Underboiled 
or undermixed plaster seems to go on absorbing when poured 
into a case, and it will absorb the size on the case, and even 
the surface of it, making it rough, and thus spoiling it. In 
talking of plaster-blending, hardness is due to more plaster, 
and softness to predominance of water. 

Plaster should be mixed till it just begins to set ; that is 
to say, if it sticks sufficiently to the fingers to form a slight 
coating over them, it is about the right strength for moulds, 
but for cases it should be rather thicker. 

Properly boiled and mixed plaster causes a slight sweat- 
ing on the face of the cases when poured into them, and 
this assists the delivery of the mould, and it seems also to 
have a hardening effect on the case. 

Overboiled plaster solidifies with small lumps as soon as 
it is mixed with water ; and so hard aVe they that they can 
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only be broken with great difficulty. If poured in this 
condition into the cases, the small lumps fall by their 
weight to the bottom of the case ; that is to say, to' the face 
of the mould. Should these be plate moulds, for example, 
lifter a few weeks' wear, these lumps being harder than the 
surrounding plaster, work up [)lainly on the surface, to the 
detriment of the ware. 

Pure water is required for blending plaster. Should it 
contain salts, or alkalis, the plaster is affected, and the 
moulds soon become unfit for use. Casters sometimes put 
salt or soda in the slip to facilitate the deliver}' of the piece 
from the mould ; but this on no account should be allowed, 
as it is mi nation to the moulds. The use of dirty water in 
})lending seems to increase the swelling of plaster; and 
moulds made from plaster blended with dirty water soon 
rot and perish. Plaster generates great heat when mixed 
with liquid, and it is always best to use plaster that has 
been freshly boiled, and it is not advisable to keep a large 
quantity of boiled plaster in stock. 

Many attempts have been made to grind, up the old 
moulds again and remake them with a certain proportion of 
new plaster ; but it is very doubtful if it is really economi- 
cal, as the moulds thus made are soft and appear to last but 
a short time, and seem to have lost their absorbing power ; 
but any means by which plaster could be used again would 
bo much welcomed, as the quantity of moulds destroyed 
during the year is enormous. In fact, one of the few uses 
old moulds are put to is in the ovens, a layer of moulds 
being laid on the fire-bars before lumping the mouths with 
coal. They protect the bars and retain considerable heat 
without flame. They are also sometimes used to check the 
fire a little if one part of an oven burns too fast. 



CHAPTER VI. 

THE MANUFACTURE OF ARTICLES FROM CLAY, AND THE 
VARIOUS METHODS EMPLOYED. 

The methods of manufacture may be broadly described as 
four: Throwing, Pressing, Casting, Stamping out with 
Dies. There are many variations and applications of these 
methods, such as the making of handles, which is a sort of 
pressing. The manufacture of plates by machinery, which 
is a combination of pressing and turning, &c., to which re- 
ference will be made in due course. 

Throning, &s the forming of pieces on the potter's wheel 
is called, is probably the most ancient method of manufac- 
ture, as, before its invention, clay vessels could have had but 
little symmetry of shape, and it is by far the most interest- 
ing process to watch. The skilled operator, with merely a 
formless mass of clay on the rotating wheel in front of 
him, with no other appliances than his hands, will trans- 
form it into a vase in a few seconds, and after reducing it 
back again to a lump of clay, will form other vases or 
chalices, with endless variation of shape and form. In no 
other art is there such scope for individuality and originality, 
and it is this, coupled with the apparent facility with which 
the forms appear and disappear under the thrower's hands, 
that makes the work so fascinating to the onlooker. 

It is difficult to fix the time or place of the invention of 
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the potter's wheel, and the necessity for some such contrivance 
must have been early felt, and no doubt invented by several 
nations. It appears to have been known in China in the 
earliest times, as the most ancient pieces of Oriental porcelain 
known have evidently been made on the wheel. In Egypt 
it must have been in use for some two thousand years B.C., 
as witness the mural decorations of the tombs at Beni Assan 
and Thebes. It is referred to in Holy Writ, and was at 
work at an early period in Assyria. Homer mentions it in 
the Iliad, Book XVIII, line 599 to 601, in describing a 
dance. Its invention was claimed by Athens for Coroebus, 
by Corinth for Hyberius, and for Daedalus or Talus by the 
Cretans. The Greeks indeed considered it such an im- 
portant discovery that they thought it worthy of being 
immortalised, and so medals were struck with the repre- 
sentation of a vase made on the potter's wheel, and an owl, 
the emblem of Minerva, on them. Others consider that it 
was introduced into Greece before this period, and Birch 
remarks, " the very oldest vases of Greece, which are sup- 
posed to have been made in the heroic age, bear marks of 
having been turned on the wheel." It appears, however, 
to have come to Greece from the East, and though we have 
said it was probably discovered by more than one nation, yet 
there are some races to whom it never can have penetrated, 
for instance, there are no pieces of ware made b}^ the 
aboriginal inhabitants of either North or South America 
known which give evidence of having been made on the 
potter's wheel. 

In its simple form it is a disc of wood of varying size 
fastened on the top of a vertical spindle which is made to 
rotate, probably in the first instance by the hand of the 
potter or an attendant. Afterwards a wooden wheel was 
fixed to the lower end of the spindle, which was kicked 
round by the foot of the workman or poked round by a 
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Stick. Later on the movement was supplied by a cord or 
strap running round a small pulley attached to the spindle 
and over a large wheel turned with a handle by an attendant; 
and the modem wheels are turned by either steam or water 
power, and by a system of cones and breaks the speed can 
be changed and regulated at the will of the operator. This 
is of great importance, and in the former cases the speed had 
to be changed by word from the thrower to the attendant, 
till the latter by practice could follow every movement of 
the thrower's hands and change the speed in accordance 
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with his requirements. If the thrower is given the sample 
piece of ware which it is wished to make, he would have to 
calculate the necessary increase of size he must give it 
to allow for the contraction in firing, and unless ho is a 
thoroughly experienced man this is liable to lead to mis- 
takes in sizes. It is always better to give him the measure- 
ments botb as to size and thickness, or a model of the piece 
as he is to make it for the turner, and not the size that will 
result after firing. With an experienced man, however, a 
fired piece is a sufficient guide, and the usual custom is to 
work from the finished model. He first then makes a 
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sample piece of the shape required, and having got it as he 
thinks right in every particular, he cuts it in half to see that 
it is of the requisite thickness and, if satisfactory, he places 
it in one side of the scales which his attendant uses to weigh 
the balls of clay in, so that once the weight is decided on 
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every ball of claj' is of the same weight, which conduces to 
the regularity of the pieces both in weight and size. The 
attendant before making the balls, should "wedge" the clay 
thoroughly, so that it is as near as may be of the same con- 
sistency. The thrower has a movable sliding gauge with 
a revolving horizontal arm or pointer attached to it, and 
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conveniently placed for the measurement of the piece during 
manipulation, and as soon as he has made the first piece to 
his liking the gauge should be fixed at the requisite height, 
he should also have compasses and callipers for measuring 
both the interior and exterior and also the thicknesses ; 
these with various pieces of horn, pitcher, or copper, and a 
small sponge or two fulfil all his requirements in the way of 
tools. Sometimes a considerable number of these pitcher 
tools will be required, as each distinct shape necessitates a 
separate tool, and great care is necessary to have the tool of 
the right form for the inside work when ware is required 
** to measure,'' that is of a fixed capacity. 

The disc of the potter's wheel is generally of wood, 

though sometimes of copper ; and some throwers prefer to 

fix a plaster batt on the disc with a little slip, as the piece 

comes away more easily when finished and has not to be 

cut off with a wire as it would have to be in the case of 

wood or copper. The plaster batt should always be dipped 

in water before being placed on the disc, otherwise it would 

absorb the water from the clay too quickly, and the piece 

would probably become detached from the plaster before it 

was finished. The thrower, when seated before his wheel, 

is handed one of the clay balls previously weighed by his 

attendant. He then dashes it down on the revolving disc 

and b}^ the pressure of his fingers, which he dips in a bowl 

of water placed conveniently near, the unformed mass rises 

and falls, expands, contracts from a cone to a flat mass, till 

the clay is thoroughly homogeneous and free from all 

chance of air-bubbles. He now makes it take the form he 

requires, and by inserting his thumbs in the centre of the 

mass, and by pressure, forms the interior hollow as the clay 

walls rise between his thumbs and fingers. He works it 

gradually into the thickness required, moistening his 

fingers from time to time with water. This is important in 
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order to keep the clay all of the same density, as, were he 
to continue working without wetting his hands, the heat 
from them would dry the clay which was in contact with 
them and form a sort of crust outside which would prevent 
the interior of the clay drying equally, and the consequent 
result would be distortion. The clay would also stick to his 
hands, and the smoothness of the surface of the piece would 
be destroyed. The receptacle containing the water should 
be emptied from time to time and refilled with clean water 
as it becomes full of "slurry." When nearly the right 
size, he takes one of his pieces of horn or pitcher, which 
are called " ribs," the edge of which represents the curve of 
the vessel, and with this he smoothes the inner surface and 
gives it shape ; should any slurry be left in the interior he 
cleans it out with a sponge. In small pieces he would only 
use his fingers and not finish them with a tool. 

Some pieces are thrown with little or no shape, but the 
nearer the thrower can approach to the finished shape 
required the better, as it means less work for the turner 
who follows him ; but he must always be careful to leave 
sufficient thickness, or the piece will be cut through by the 
turner and spoilt. Some pieces which are closed at the 
neck are thrown in two parts and are afterwards stuck 
together. The piece, when finished by the thrower, is cut 
off' from the wooden disc by a wire and taken to the drying 
stove till it is in condition to be turned. In the case of 
very large pieces extra discs or bats are required, so that 
the piece may be allowed to dry on them in order to avoid 
having to cut them oflf, which might warp them. 

The alternate raising and depressing of the clay on the 
wheel by the thrower not only gives more homogeneity to 
the clay, but it probably gives it more stretching power, so 
to speak, and the operation of making the piece may almost 
bo considered to be like winding a filament of clay spirally 
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into the form required. All the molecules are thus stretch- 
ing in one direction and in drying the contraction would 
also be in the same direction, and it is probably partly due 
to this reason that the contraction of thrown pieces is less 
than that of pieces made by other processes. As the piece 
rises care must be taken to clean off the " pulp," as the 
slurry formed by the clay and water is called, as, should it 
be worked down again into the piece, it is sure to cause 
cracks, especially in solid pieces such as insulators. Good 
throwing is of the highest importance, as the defects often 
do not show till after the firing, that is to say, till all the 
expenses have been incurred of turning, handling and firing 
the pieces, &c, and when no means of remedying the defect 
are possible. Nothing is easier for the thrower than to cast 
the onus of the defect on the turner, handler, or fireman, or 
anyone through whose hands it has passed, when really he 
is responsible for the initial defect. The following are 
some points worthy of remark : — 

1. The clay must not be too soft ; a very plastic clay 
is really more difficult to throw well than a " shorter *' one. 
Not that it works with more difficulty — quite the reverse — 
but any inequality in pressure shows much more after 
drying and firing and therefore defects are more apparent. 

2. The thrower must not apply unequal pressure to 
different parts of the piece. 

3. And above all, he must graduate the vertical move- 
ment of his hands to the rotary movement of the wheel, or 
vice versa, so that the distances between the spiral turns of 
the clay shall be as small as possible. 

4. He must also vary the pace of the wheel so that the 
centrifugal force may act differently under the varying 
conditions of the claj'. 

The chief defects in badly thrown ware may almost all 
be traced to ridges, more or less pronounced, running spirally 
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from the bottom to the top of the piece. This at once 
shows inequality in pressure and not only are they dis- 
agreeable to the eye, spoiling the appearance of the outline, 
but what is of even more importance the piece dries 
uuei]ually and is almost sure to become distorted.* The 
handles appear warpe«l, and the covers, &c., will not fit and 
sometimes even the piece itself will split. It will thus be 
seen that only round pieces can be made on the wheel, and 
that the ware is rarely finisheil by the thrower, but is 
handeil on to the turner to be further shaped or polished. 
Thrown and turned ware is sometimes afterwards decorated 
by the application of figures, sprays, &c., made of clay from 
fiat moulils and stuck on to the surface of the pieces with 
sli|K A few wonls on the decadence of throwing may not 
bo amiss. In times gone by nearly all round hollow ware 
wivs made by thi-owers, and a really skilful man not only 
impressed origiiudity on any artistic work he had to do, 
but could also when necessity arose produce with astonishing 
rapidity a lai*ge quantity of any article exactly to size. It 
is not wisheil by this statement to insinuate that there are 
no such men to be found to-day, as that would create quite 
u false impression, but during the last quarter of a century 
business in pottery all over the world has increased in 
volume owing to a general higher standard of living and a 
larger demand for comforts in daily life, and the demand 
for throwers exceeded the supply, as the number of good 
throwers was always limited, and it required a long 
apprenticeship to learn their art, and even then very few 
arrived at the necessary degree of proficiency to undertake 
all classes of work. 

The demand then for the thrower was great, as there was 
a certain class of work which could only be made with his 
assistance, and this gave him an exaggerated idea of his own 
importance and caused him to be exorbitant in hi^ demands. 
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irregular in his attendance, and indifferent as to the quality 
of his work. The largest trade heing purely commercial, it 
became evident to manufacturers that some means had to 
be found to overcome this diflSiculty in order to produce tiio 
thousands of dozens of absolutely identical pieces that are 
required by trade ; and it was clear that machine work was 
far better adapted to achieve this result than man's, as any 
individuality would really be a defect in pieces which were 
all required to be absolutely alike. The consequence has 
been the rapid introduction of machinery and it was soon 
found that by a little thought and care in the arrangement 
of tools and moulds, there was not a piece of ware that the 
thrower made that could not be made off a machine, and as 
a i*ule made in such a way that even if it required turning, 
the work for the turner was much facihtated, the fonn of 
the piece approximating that of the finished aiticle much 
more than the piece foi-meily made by the thrower. To 
this end the potter and machinist directed their energies 
with such entire success that there are few earthenware 
potteries, except those dedicated to artistic as opposed to 
commercial production, through whose doors a thrower ever 
passes. The result is that every day there is a less demand 
for throwers, and fewer serve their apprenticeship, and 
year by year the number will grow less, and this again 
constantly compels manufacturers to seek fresh methods of 
making any pieces still in the hands of the throwers. That 
thrown and turned ware has many advantages must be at 
once admitted. It has less contraction, has a better 
appearance, and is stronger than machine-made ware, and if 
only a few pieces are wanted, the thrower can at once make 
them instead of the manufacturer having to go through the 
costly processes of modelling and mould-making ; but much 
as the decadence of the thrower is to be regretted from the 
artistic point of view, it must be remembered that no trade 

H 
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can ever be dependent on the caprices of one class of 
workers, and it may be taken as an axiom that when my 
trade finds its development checked by the action of anyone 
class of workers, that class, sooner or later, will ahnoet 
totally disappear from the trade, some other method of 
doing their work being evolved to overcome the diflBicnlty. 

Apart from the thrower's independent attitude, the 
complexity of his counts and the constant demands for 
allowances on account of breakages by turners, etc., caused 
more friction and took up more time at the end of each 
working week than settling with any other ten men on tiie 
works, It is not intended to attribute the gradual ex- 
tinction of the throwers solely to their own tactics; as 
the introduction of machinery was inevitable, but that by 
their action it was very much accelerated there can be but 
little doubt. 

The ware, having been sufficiently dried, is handed on to 
the turner to be finished. It should be added that the 
ware must always be sufficiently moist for the excess clay 
to be tiu-ned off in shavings and not in dust, and for this 
reason, where much turned ware is produced, a ceUar under- 
ground is necessary for the storage of any ware that cannot 
be turned and finished when it has attained the proper 
degree of dryness, as, should it remain above ground, it 
would soon become too dry, especially in hot weather. It 
may, however, be preserved in good condition for a short 
time by covering it with damp cloths. 

It is very necessary that ware should be in proper con- 
dition for turning ; should it be too moist it will go 
crooked and out of shape, not having sufficient stability to 
resist the pressure of the tools ; should it be too dry, it is 
almost certain to split either in fixing on to the chuck or 
during the operation of turning. There may be said to be 
two methods of turning. The first, which is now almost 
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solely applied to artistic pieces, on a vertical lathe, that is 
to say, the piece would stand in the same position on its 
base as when thrown. It ia manifest that this is not an 
easy position for the tiimer to carry out his work, and so 
the majority of pieces are turned on a horizontal lathe 
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^H Thk Lathe. 

^gimilar to that used for metals, wood, or ivory. On this 
machine any piece may he brought accurately to any form 
whose section at right angles to its axis is a circle. The 
lathe ia of such general application and so well known that 
a few general remarks on its construction will be quite 
sufficient. The bed and supports of the lathe are either of 
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iron or wood, the latter is probably preferable, as there i^ 
little strain in turning clay, and iron, being always liable tc^ 
oxydise and thus discolour any clay in contact with it^ is 
best avoided wherever possible. On the bed rest th9 
|)op|)et-heads, which are now generally made of cast iron ; 
they fit accurately to the bed, and are held in position by 
a bolt screwing into a metal strip beneath the bed. The 
principal poppet-head has two standards, in one of which is 
lixod a conical bearing, in which one end of the mandril 
revolves, and by which it is supported, the other end rest- 
ing against the hard conical point of a screw passing 
through the other standard. By this screw the mandril is 
kept tight up to its bearing, the tendency to shift being 
obviated by one or two nuts screwed up tight to the stan- 
dard. The accurate running of this mandril is absolutely 
necessary for the production of truly circular pieces. A 
pulley with a series of graduated grooves is keyed on to the 
mandril, and this pulley is connected with the driving- 
wheel, which is grooved in the same manner, by a cord, 
cither of hemp, gutta-percha, or catgut. The latter is the 
best, and is generally joined by hooks and eyes. These 
hooks and eyes are made hollow at one end, and the ends 
of the gut can be damped, and then pressed and screwed 
firmly into them till they hold securely. The object of the 
graduated grooves on the pulley and driving wheel is to 
regulate the pace at which the mandril is to be driven. 
The supports on which the bed rests also carry the axle of 
the driving wheel, which is counter-sunk at each end and 
6U})ported by two conical screws passing through the sup- 
ports. The motion is either given by a treadle attached to 
tlie crank on the axle and worked by an attendant, or by 
the modern system of steam, the pace being regulated at 
will by the turner by a system of cones and breaks. 
At the end of the mandril, running through the standard 
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of the poppet-head, a screw is cut, to which are attached the 
" chucks " or round pieces of wood on which, or in which, 
the clay articles to be turned are fixed. They are usually 
of a tapering form, which easily adapts itself to the inner 
surface of the vessel to be turned. A slide rest is required 
to support and guide the tool. This is usually a shoit 
hollow column provided with a foot which fits accurately 
to the lathe bed, and can be moved along it, being held in 
position when required by a clamp screw. Through the 
hollow column passes a " T "-shaped support, either of wood 
or iron, which can be lowered up or down through the 
column, and can be fixed at any height by a screw. Should 
the work be too long to be supported by the chuck alone, 
another movable poppet-head, with a clamping screw, can 
be moved along the bed to support the other end of the 
article to be turned. 

The tools are of steel and iron, and are usually made of 
old files, saw blades, thin pieces of steel hooping, &c. 
They consist of shaving tools, polishing tools, profiles, 
cntting-off and edging tools, &c. The profiles are filed 
to the different shapes of the pieces required, or according 
to the different lines, ribs, or grooves which ornament the 
piece or form its foot, &c. The more profiles a turner can 
use the better, as he is thus sure of having his pieces 
exactly alike in detail, and it enables him to get through 
much more work, as he merely presses the profile against 
the piece, and the work is at once cut to the form de- 
sired in less than half the time that would be occupied 
in turning it with an ordinary flat-edged tool. The 
tools are generally about 8 in. in length, and varying in 
breadth from a quarter of an inch to two inches, the 
cutting edge being turned up at nearly a right angle about 
half an inch from the end. 

Old printers' knives, cut off and ground, m&ka mor* 
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cellcnt polishing tools. Turning approaches more to the 
work of the artist than to that of the workman, and the 
turner should have an accurate eye and a good idea of 
form, as for the most part the thrower or machine gives 
the tliickness more or less, leaving it to a large extent to 
the turner to form and finish the piece. It ie true that 
earthenware, being a very plastic body, can be thrown 
thinner and more nearly approaching the form required 
than would be the case with a "shorter" body, such as 
china, &c. Still, pieces which formerly were roughly 
finished by the thrower, are now required with a finer 
surface and a more delicate finish, and bo are passed 
through the hands of the turner. The accurate and good 
filing of tools and profiles is of the highest importance in 
producing good turned ware, and the difference between 
good and bad turners is often as much in the way they 
have prepared their tools as in the way they use them. A 
special bench, apart from all clay-work, should be kept for 
tiling, and no man should bo allowed to do his filing any- 
where else but at the bench provided for the purpose, and 
any man found using a file at his lathe or working bench 
should be reprimanded severely, and if found doing it 
again, should be discharged; as, however careful a man 
may be in filing, the small atoms of metal dust are carried 
in the air, and must settle down somewhere, either on the 
finished ware or amongst the scrap clay, and when the 
ware comes out of the ovens after firing, it appears with 
brown specks on it from the fused iron filings. The 
damage caused by one careless man filing at his potting 
bench may be very great, and such an act should be looked 
upon as a very serious offence, and should not be lightly 
passed over. It is best to have the files numbered and 
kept each in its place above the filing bench. One man 
should be held responsible for them, and should look over 
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them dafly to see that thej are all there and in good con- 
dition. Should one be misBed, he should at once find oat 
who has removed ifc^ and see that it is returned to its |^ace. 
Some men have a p^ect mania for files, and {H^er filing 
in any place rather than in the af^inted one. Hiey are 
dangerous people to hare about, and should be got rid of 
as soon as possible. It is not merely the het of the ware 
being spoilt by the iron filings, but often it is impossible to 
be sure from what source the iron may hare come and 
much time and money may be spent in testing clays, 
magnets, and machinery, when the whole difficulty has 
been caused by the laziness or " cussedness " of one man 
who has touched up a tool with a file at his working bench 
instead of going to the right place to do it The turner 
also requires a pair of compasses, calh'pers, and a gauge, as 
a great deal of modem work, such as electrical fittings, 
screws, patch-boxes, mugs, &c, have to be turned exactly 
to size. 

Though many lathes are driven now by steam or other 
power, the advantage, economically, is not quite so ap> 
parent as in many other departments ; as for celerity in 
working, it is essential that the turner should have an 
attendant to hand him the pieces to be turned, and to 
receive them when finished. Small ware, such as thin 
cups, &c., are sometimes pressed a little out of shape, and 
the attendant should have a plaster cone on which he can 
press them to put them into perfect circular form again. 
There are also often small clay shavings sticking to the 
pieces, which must be removed. The attendant can per- 
form all these minor operations, and at the same time turn 
the lathe, as his time otherwise would not probably be fully 
occupied. And also, as he has to watch every movement 
of the turner to increase or decrease the pace as the w^^^ 
requires, or to reverse the motion as directed, he very 
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i''-Tain< a poikI i-l.-a of tiirr.ir.s. ani when pat down u an 
a;>{i!fiitiro he alrca>ly has a ^>!l£:<ie^&l•Ie insight into his 
triKlfv 

'i'hi' piorr tn he tume-l has then to be fixed to the chuck, 

f^ilitr hy it.s own moiisture or br slightlr damping the 

r'..u k with a ^{NiiJi^e. Let us take a liowl as an example. 

I ;.! U.ul in hold in the left hand and placed on the chuck, 

! . iii.iii.iril rt'volvins slowly away from the operator, when 

■ : i^ i^ri.t !vii \nu\ which is of course of the greatest import- 

■t .-r . ::.!> vkI'^c of the howl is pressed on the chuck by a 

.1 oiiiliMi toiil till it is held firmly in position. Tocom- 

i. : : .V tiimini: the piece the motion is reversed, the man- 

. :'i\ K*]\ inj: ii>w:inls the turner. The tool is then applied 

: > :].i niivo. :!io tini^crs being steadied in position on the 

.-. -: I:i x^.i.il or metal turning, the tool itself would be 

^ ..... .\ I . n t)io rest., as there is much greater resistance in 

. y...,u:\.t. Lein^; lurned ; but in clay- tuniing the fingers 

■> .. .'.::^T or si'rin^, and thus breaking the more deli- 

. .'. >-:... >:,.:..o i> avoideti. ^Mlen the bowl has been shaped 
:* / '.i\.\\:>'.:c ir.rni and the foot cut out with the profile 
^ ....i'.'.\ v.\:u\c for the purpose, the mandril is reversed, 
.% . ;;.i^ p.oio :> rejijisseti with the polishing tool. This 
» .^N.v ; :.,! Jn^]rs. so to spoak, and gives a finished appear- 
'• . . :.^ \ho piooiv .Vcain the mandril is reversed, turning 
^.. .::•. tou.iviis I ho tunuT to enable him to cut the piece off 
: .'-.v. :hi> ilnu'k. ^xhii'h is done with a sharp cutting tool. 
1. N .viir:- wlion thus rutting off to support the piece with 
' -» '*j: liand to jirovenl it jumping off the chuck, and the 
Niii-.o pnvnution sliotild also be taken when polishing. 
i -.<* od^vo is I lion fiM'mod with a tool filed like a sharp 
ii^H^k. :\\u\ (ho piooo» being finished, is removed from the 

In rx>so, onvjino, an<l eccentric turning, the centre of the 
t »uIo in uliifh iho work revolves is not a fixed point as in 
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the ordinary lathe, hut is made to oscillate with a shght 
motion while the work is revolving upon it, the tool re- 
maining fixed, so that the figure will he "out of the 
round," or deviate from the circular figure as much and as 
often as motion is applied to the centre, and hy a system 
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of rosettes of different sizes, coupled with the action of a 
strong spring to restore the mandril to a central or vertical 
position when disturbed therefrom by an indentation of 
the rose. The mandril may contain different rosettes to 
vary the pattern as it proceeds. In what is called t^ 
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" pumping movement " of the rose lathe the mandril is made 
to move endwa3'8 on its bearings. By this motion waved 
lines can be cut upon a cylinder in the direction of its 
length. Many patterns are obtained on the lathe by the 
use of elliptical or oval chucks and by overhead motions. 
Dicing and milling are also often applied to pottery, and 
a great number of very complicated geometrical patterns 
can be obtained when the work revolves on the lathe and 
the eccentric cutter is driven by a band in connection 
with the mandriL Of course these latter applications of 
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the lathe are quite outside the ordinary work expected 
from it, and in fact could only be successful in the hands 
of really scientific turners. A good deal of ordinary 
decoration is obtained by the use of roUets or rowels 
pressed against the work as it revolves, and they will be 
found to work best when oiled with a little turpentine. 

Turning is one of the most interesting parts of the 
manufacture, and is daily becoming of more importance 
owing to the large demand for scientific and electric fit- 
tings, which have to be made with the greatest exactitude. 
As in other parts of the manufacture, there is a great 
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difference between good and bad work. There is one 
thing, however, to be said, and that is, bad work in turning 
is impossible to hide. If sizes or shapes are wrong, they 
are at once perceived, but it is more difficult to detect 
" wreaths " which are caused by moving the tool unevenly 
and irregularly along the piece. After it has been repassed 
with the polisher, these wreaths disappear ; only, however, 
to reappear after the firing, no matter how carefully the 
polishing has been done. If it costs no more to put a 
piece of ware on the lathe than to have it fettled by the 
jiggerer or presser, it is always advisable to turn it. There 
is less loss in the ovens with turned ware ; it is stronger ; 
it has a better appearance when glazed, and requires less 
material to glaze it, probably owing to its being not quite 
so porous, the pores having been partially closed in polish- 
ing. Its surface is smoother, and its finished appearance is 
undoubtedly superior; so that if the cost of labour bo 
equal commercially, a better article can be ofi'ered at the 
same price. 
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it are liable to get dried uneyenly, more on the side nearest 
the stove than on the other, which would be likely to cause 
cracked or distorted ware. The presser's tools consist of a 
batter, which is a round plaster block with a handle fixed 
across it, used to beat and flatten out the clay ; a wooden 
roller like a rolling-pin is sometimes used for the same 
purpose. A piece of brass wire to cut up the clay in case 
he may wish to wedge it before using ; sponges of different 
sizes — coarse for bossing in the clay, fine for cleaning off 
and finishing the ware — sticks with sponges attached to 
them, for pieces whose orifices are too small to allow of the 
admission of the hand. Pieces of horn, which should be 
kept in water to render them soft and pliable, and which 
are. used for putting a smooth surface on the ware ; pieces 
of india-rubber or leather for the same purposes, or what 
some workmen prefer to either of these, a cow's lip, a trim- 
ing knife ; punches of different sizes for cutting out the 
holes in grids and trays ; a strap to hold the parts of the 
moulds together while working ; a basin or jar of water ; 
and another small one for slip. These are his requirements 
for ordinary work, though for special pieces other things 
may be necessary, such as pencils for slip, cloths or leathei^s 
on which very large thin bats may be made and lifted up 
without breaking, &c., &c. The quality of sponges is very 
important to the presser and should the work be required 
extra well finished he must use first-rate sponges of the 
finest texture. 

The presser makes the greater part of the ware that can- 
not be made on the machines, that is to say, pieces that are 
not round, or for other reasons are not suitable for machine 
work ; he would also make pieces of which only a small 
quantity are required, and therefore are not worth while 
arranging for machine production. For instance, ewers, 
oval or square, soup-tureens, sauce-boats, jugs of oerti^* 
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shapes, brash-trays, square soap-trays, square sugar-boxes, 
and tea-pots, pickles, &c., would be allotted to him. It is 
clearly impossible to describe the detail of the manufacture 
of every piece mentioned, and it is therefore proposed to 
select the ewer as an example and describe the method of 
its production. 

The ewer-mould is made in three parts, closely fitting 
together and held in position by the natches, as has already 
been described. The body is made in two halves, divided 
from top to bottom, at the front and back. The bottom 
fits tightly to the body when the two half-moulds are placed 
upon it, being kept also in position by the natches. 

The presser first places the two half-moulds separately 
on his bench, and then takes a lump of day which is 
usually rather drier than that required for machine work, 
and places it on the plaster block. This block should 
always be kept moist, and if it has not been used for some 
time, a small ridge or wall of clay can be placed round the 
edge and filled up with water and left for twenty-four 
hours ; it will thus become thoroughly moist and ready for 
use. If dry, it would suck up too much moisture from the 
clay when batting out. He then cuts the lump of clay in 
half and dashes it down on the other half ; this action he 
repeats several times, and is called wedging. This opera- 
tion is not absolutely necessary when the clay has been 
pugged, but pressers often put the clay aeide to get rather 
drier and harder than when it comes straight from the 
pug, and it may then require to be wedged to bring it all 
through back to the same degree of moisture, as the out- 
side would have become drier than the interior. He now 
cuts off a piece of clay the size he requires and proceeds to 
bat it out with his batter on the plaster block into a smooth 
bat or layer of clay of the thickness necessary for the 
article he is about to make. This bat of clay is then care- 
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fully laid on the half of the mould, the face made by the 
batter beiug placed in contact with the mould, and 
thoroughly bossed in with a sponge. Should there be a 
pattern in relief on the ewer, it will require more bossing 
than a plain piece in order to impress the clay thoroughly 
into all the crevices of the pattern. Another bat is then 
prepared for the other half of the mould and the same 
process gone through again with it. As a matter of fact, 
the presser would probably bat out a considerable number 
of bats before commencing the work of applying them to 
the moulds, as he would thus save time. It may hero bo 
mentioned that several machines have been invented for 
batting out large bats, which have been more or less success- 
ful, but they have not up to the present come into very 
general use. 

The two halves of the mould being lined with clay, the 
edges are trimmed, and they are then joined together and 
hold firmly by a strap passed round them. Any clay over- 
lapping the edges of the half-moulds should be cut off by 
running the thumb down the edge, and care should be 
taken that no clay gets between the edges of the two half- 
moulds, or they would not fit closely together, and the 
seam or join, when finished, would be large, and therefore 
unsightly. They are placed on the whirler, and the presser 
can thus turn them round easily, which offers greater 
facility for working. He then makes two thin rolls of clay 
and lays them along the seams formed by the junction of 
the two half -moulds, and by the aid of his fingers and a 
sponge incorporates them with the clay till the two halves 
are thoroughly joined together and the internal surface quite 
smooth. In a piece of this size there is little difficulty in 
effecting this, as there is ample room for the admission of 
the hands at both ends. 

The bottom mould is now placed on the bench, and a 
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clay bat pressed on to it; a small roll of clay is then 
arranged round it to make the joint with the sides. The 
tii'o half -moulds are then placed on it and the seams are 
thoroughly worked together from the inside. The whole 
interior is then smoothed over with a fine sponge and clean 
water, or with a leather, care being taken to avoid making 
marks with the sponge and to leave the interior as smooth 
as possible. The mould is then placed in the drying stove 
till the piece is sufficiently dry to come out of the mould. 
As it dries it also contracts, and so it delivers easily. 
Meanwhile the presser makes another somewhat larger roll 
of clay and carefully arranges it in one half of the handle- 
mould, places the other half on the top of it, and applies 
the whole weight of his body to it for a few seconds till 
the two parts are pressed closely together. After drying 
for a short time the mould is opened and the handle taken 
out, the seam is trimmed off with the knife and any other 
little roughnesses there may be are cleaned off with a fine 
sponge. We will now suppose the body of the ewer suffi- 
ciently dry to be extracted from the mould, and it is of 
great importance that it should be neither too dry nor too 
wet ; in the former case the handle would not stick 
properly to the body, and though apparently firmly on 
before going into the oven, it would, after firing, probably 
be found cracked and defective. In the latter case, in 
sticking on the handle, the body, not having sufficient 
stability, would be pushed out of sliape, and pieces once 
put out of shape when partially dried, although pressed 
back into their proper shape before going into the oven, 
are exceedingly likely to become crooked again during the 
firing. It is in fact highly necessary that all parts or 
pieces that have to be joined together should be in the 
same state of humidity or dryness. The ewer is then taken 
out from the mould, looked over, the seams fettled and 
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cleaned off with a knife and touched up with a sponge or 
horn. The ends of the handle are cut at an angle to 
exactly fit on to the body, and both the ends of the handle 
and the point where the handle fits the body being roughed 
or scatched in order to make a firm joint, they are stuck 
together with a little slip. The point at which the handle 
id to be fixed is generally marked in the mould ; sometimes 
part of the handle itself being formed in the body-mould, 
8o that the handles may all be put on at the same height and 
in the same position. Great care must be taken that the 
handles are stuck on both upright and straight — a 
crookedly-handled piece is most unsightly. 

Some pressers like to use ball clay slip, as it seems to be 
more adhesive ; but it is rather dangerous in practice, as, 
heing of a slightly different colour from the body, it may 
leave discolourations on the piece-where the handle is joined 
on, so that for general use the ordinary body slip is the 
safer. After the handle is stuck on and the joints carefully 
cleaned, the piece is put back to be thoroughly dried before 
going into the oven. When quite dry and in the white 
state, it can be looked over again, and any small imperfec- 
tions can be rubbed down with a piece of flannel or cloth. 

A presser will require for continuous work a varying 
number of moulds, according to the size of the piece an4 
the time taken in manufacturing it. That is to say, should 
he only be making one article, he will want sufficient moulds 
so that when he has filled them, the piece of ware in the 
first mould he filled will have had sufficient time to dry, and 
will be ready to come out. It will also naturally depend 
on the drying facilities given and the heat kept up in the 
stove. 

Ware is generally dried on boards, or on plaster batt^ ; 
but if very large pieces with wide mouths have to be dried: 
mouth downwards it is better to make clay batts at the same 

I 
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time 08 tho piece, and dry them on these — ^ihe clay bait, 
drying at tho same time as the piece, contracts equally with 
it A piece of this description, if dried on a plaster bat or 
boanl, would contract, and the board or bat» remaining rigid, 
would not give, and tho piece would split almost to a ce^ 
tainty. It is evident that for facility in work men should 
be kept as much as possible at the same class of work 
during the day, and it is better to have one man making 
ewers one day and sauce-boats or what-not the next^ rathei 
than making some of one and some of the other. To carry 
this out more moulds are necessary, but the work is better 
and the man can do more, and probably make better wages 
working at a lower price than if he had to torn from one 
article to another. This is only stated as*a general rule, as 
there are many articles of the same class which work in very 
well together. It is very necessary in pressing to make the 
piece as nearly as may be of the same thickness all over. 
Pieces that are thick and thin in different parts are very 
likely to crack in firing, owing to the variation in contrac- 
tion. A good pressor must therefore work systematically, 
and apply an equal pressure over all his work, as apart from 
the difference in contraction, unequal pressure will often 
cause an irregular surface most detrimental to the appear- 
ance of the article. 

After a considerable time moulds lose their absorbing 
power and the ware begins to stick slightly to them. This 
is caused for the most part by long exposure to the atmo- 
sphere of the shops, the pores of the plaster being stopped 
up by the floating dust and dirt. The same defect may also 
result from much use, an exceedingly thin, firmly pressed 
film of clay forming a sort of skin over the mould. This 
can be removed by carefully scraping and sand-papering the 
surface, but the operation cannot be often repeated, as it 
alters the size of the mould. The same object may some- 
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times be attained by well scrubbing the mould with a brush 
and water. A mould that has absorbed all the water pos- 
sible is likely to present the same difficulty, and therefore 
for fast work a considerable number of moulds are required 
to give them the necessary time to dry between the oper- 
ations of filling them with clay. 

Casting, — ^There are many pieces that cannot be pressed, 
on account of their excessive thinness, or owing to their 
shape not permitting the presser to manipulate the clay in 
them and work it thoroughly into all the cavities of the 
mould. To make either of these classes of pieces the clay 
is introduced in a liquid or slip state into the moulds, and 
by capillary attraction a film of clay is formed on the plaster 
in contact with the liquid ; the thickness will depend on the 
time the moist clay is allowed to remain in the mould, the 
massiveneas and absorbing power of the mould, and the 
nature and substance of the slip. The slip should be care- 
fully lawned to free it completely from any granular particles 
of harder clay, and it should be gently stirred to allow any 
air-bubbles that may be in it to escape. The moulds are 
usually in several parts, the number depending on the form 
and elaboration of the article required ; they are tied firmly 
together, and the liquid clay is poured into the hole left in 
the mould for the purpose. As the plaster absorbs the 
water, leaving the clay film on the sides, more slip is poured 
in, till the potter thinks a sufficiently thick coating has been 
formed on the mould; he then pours out the superfluous 
slip and puts the piece to dry. The slip should be of a 
fairly plastic nature, and to increase this quality a rather 
larger proportion of "scraps" may be added for making the 
body than would be used for ordinary purposes. Very 
plastic clay will, however, at once form a crust over the 
mould, forming an almost impermeable coating, thus pre- 
venting the plaster absorbing any further moisture. After 
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a short time the clay begins to harden and contract, and it 
should then be removed from the mould. This is a delicate 
operation with very thin pieces, and great care is required 
to remove them from the mould without damage. Casting 
is more generally applied to china, where great thinness and 
delicacy are required, than to earthenware; yet there are 
many pieces in earthenware manufacture, such as tea- and 
coffee-pot spouts, tubes, &c., which can only be satisfactorily 
made by this process. It is perhaps a slightly cheaper 
method of manufacture than pressing, but causes great de- 
struction to moulds, especially if the workmen introduce a 
little salt or soda into the slip to make the moulds "deliver'' 
more quickly; this, of course, should not be allowed. It 
also has the advantage of giving a more uniform thickness 
to the piece and a very clear impression of the mould, and 
so is useful for pieces of elaborate detail, and its contraction 
being the same all over, ware made by this process is not so 
likely to split in the tiring. The clay not being subject to 
pressure, and the water being absorbed by the mould and 
evaporated, the body is really left very porous, and cast 
ware is therefore more liable to the defect of crazing than 
ware made by other processes. Cups, cup-handles, tubes, 
pillars, spouts, pieces both large and small, maybe made by 
casting, but slightly different applications of the process 
have to be adopted in accordance with the shape of the 
piece in order to obtain good results. For instance, in tall 
pieces like pillars it is best to introduce the slip from below 
and allow it to rise to the top of the mould, to avoid any 
chance of air-bubbles, which in drying would leave little 
holes. This is done by connecting a tube from a reservoir 
containing the slip with the bottom of the mould. It 
should, however, be noted that in this method the vessel 
containing the slip must be placed considerably higher than 
the mould it is intended to till, as the liquid slip, on account 
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of its Sticky and glutinous state, will not rise to the same 
height in the mould as it is in the reservoir. The great 
drawbacks to casting are the excessive contraction of the 
pieces, being with some bodies as much as 25 per cent., 
and the large number of moulds required. Its chief 
advantages are : the lightness obtained, and its adaptability 
to pieces of unusual shape and of elaborate ornamentation. 
Cast pieces are rarely free from blemishes on being removed 
from the moulds, and always require looking over and re- 
touching. In making models for cast ware, especially 
figures, it is necessary to make provision to counteract the 
inequality in contraction, and to bring the contraction to a 
common centre. 

Handling^ as its name implies, is the making and fixing 
of handles to the pieces already made. But, apart from 
fixing handles, there are often other parts that the handler 
has to adjust, such as spouts to teapots, snips to jugs ; in 
fact, he often carries out in the smaller articles the same 
work as the ** sticker-up " does in large. Handles are 
usually made in two ways: either out of plaster moulds 
when of an ornamental and elaborate character, or from a 
"wad" orsqueezing-box when of a simpler form. The 
wad-box is merely a hollow iron cylinder in which works a 
screw plunger fitting accurately and held in position in an 
iron frame on the working bench. When the screw is 
raised the cylinder can be removed for the' greater facility 
of filling it with clay. There is an aperture in the bottom 
of the cylinder, and over this aperture is fixed a movable 
metal plate in which is cut a hole in the form of the section 
of the handle it is desired to make. The cylinder is then 
filled with a solid lump of moist clay well pressed into it. 
A piece of old cord is laid round the edge and covered 
with a flat iron ring, thus forming a washer, and preventing 
the clay from escaping between the plunger and the side of 
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the cylinder when pressure is applied. It is then placed 
in position under the screw plunger. The plunger, on 
being depressed, forces the clay through the hole in long 
strips in the form and thickness required, reproducing the 
flutes or ridges cut out in the metal plate. These strips 
are received on a slanting board, and are cut off by the 
handler in lengths suitable to the work in hand. Care 
must be taken not to twist or deform the clay strip as it 
issues from the wad-box, as this deformation would pro- 
bably be reproduced in the firing. The pieces are then 
bent into the necessary shape, trimmed off at the ends, 
and affixed with a little slip to the article to be handled. 
Sometimes each end is ornamented with a leaf or shell, by 
pressing it with the thumb into a small plaster mould con- 
taining the necessary design. This class of handle is 
called a '^Dod'' handle, and is usually employed on the 
cheaper classes of ware, such as mugs, chambers, and barrel 
jugs. 

In making handles from moulds the wad-box is also 
requisitioned to make the little rolls of clay required for 
filling the moulds. Instead of the metal plate at the bottom 
of the wad-box, a thicker plate, often of iron, filled with 
round holes, is substituted, and the clay is squeezed out in 
little rolls. They are cut into suitable lengths, and placed 
in one half of the mould ; the other half is then fitted on, 
and the handler's boy leans his full weight on it for a 
second or two, and then proceeds to fill the next mould in 
like manner. He generally requires about half a dozen 
moulds, and by the time the last one is filled the handle in 
the first one is ready to come out. The handler usually 
employs several attendants to make and trim the handles 
and clean the ware after it has been handled, he, as a rule, 
doing the actual sticking on himself. Any work of special 
difficulty, such as handles that require very accurate cutting, 
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&c., and fitting on account of the shape of the piece, he 
would also do himself. 

Each handle as it is taken out in turn from the mould is 
laid on a board, and when they are sufficiently dry the 
superfluous clay is removed, and they are trimmed and 
fettled and sponged if necessary, and they should be cut at 
an angle exactly to fit the body to which they are to be 
applied ; this is very important in order to make a good 
joint. In removing the handles from the moulds they 
should not be strained or bent, or the defect will very 
likely appear after firing. Cup handles when taken from 
the moulds are not unlike the human ear, owing to the 
extra clay being squeezed out round them. Handles made 
from moulds are the most general now in use, as they are 
more elaborate and decorative in appearance. The remarks 
as to the condition of ware in the note on " sticking-up " 
apply equally to handling, and the body and handles should 
be of the same clay mixture, and should be as near as may 
be in the same state of humidity to ensure the handles 
being firmly fixed on, and to avoid cracks. Should the 
ware and handles be too dry, they so readily absorb the 
water in the slip that the handles will not stick on, and it 
is then necessary to add a small quantity of gum water to 
the slip, which will hold the parts together till the firing. 
But it is far more satisfactory to have the ware in the 
proper state, and so if there is more ware than can be 
handled it must be sent down to the cellar, as in the case of 
ware to be turned, or covered with damp cloths. After 
handling, all superfluous slip must be cleared away from 
the joints, and in the case of cups they should be gently 
pressed on a plaster cone to ensure them being quite round, 
•as the handler may have put them slightly out of shape in 
applying the handle. It is better that cups should be 
" boxed " ready for placing — that is, one cup is placed on 
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tlic other edge to edge, one handle being exactly over the 
other. They should be just moistened at the edges wiUi 
thin starch, and they will then stick together. By treatang 
them in this manner the loss from crooked caps in the 
ovens is much less. 

Handling requires considerable experience, as for the 
most part the pieces have been turned or machine-made, 
and AA the handles are pressed in moulds they have not 
lH3en made by the same process as the bodies, and, there- 
fore, the contraction is probably slightly different^ and the 
joints are more likely to crack, and the handles, being the 
lightest part, are more likely to distort In fact^ in some 
cases with certain shaped handles that have to be applied 
to turned cups, the handles are put on slightly out of the 
straight, so that the contraction will draw them back again 
during the firing. Experience alone can allow for this, 
and shapes requiring so much attention should be avoided. 
It is important that handles should be comfortable to hold, 
and pleasing to the eye, and also that they should have 
sufficient surface at the point of contact to stick firmly to 
the piece. They should also not project too far from the 
body, as they take up more room in the ovens, and are 
very likely to ^be broken off during the various processes 
they have afterwards to go through. The difference in 
loss between a well-designed and badly-designed handle 
is enormous. The chief defects in handling are from 
crookedly placed handles, or handles placed too high or 
too low, or when there are two handles, placing them 
at different heights on the different sides. These defects 
are clearly due to carelessness, or from cracks, which 
are almost invariably caused by the handles or pieces, or 
both, being in an unsuitable condition, or to an improper 
use of slip, or by the handle not being properly adjusted 
to the piece, so that the slip is thick in one place and 
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thin in another. The same remarks apply to jug snips, 
spouts, &c., &c. 

SticUng-up should, perhaps, not he mentioned till after 
the making of ware on the machines has heeu descrihed, 
but as it is so closely allied to pressing and handling it is 
considered best to refer to it in this chapter. Owing to 
the introduction of machinery, round pieces, such as soup- 
tureens, cover-dishes, soap-dishes, sponge-trays and grids, 
salads, &c., which were formerly made by the pressers, are 
now jollied on the machines. It is clear that to get fuU 
value from a machine it must be constantly running. It is 
therefore best to keep a man working at the machine con- 
tinuously, making the bodies, covers, feet, &c., and then to 
send on the unfinished pieces to the pressers or handlers or 
to special men to " stick up " and fettle, as this is work 
which could not be left to the jiggerer's apprentices ; that 
is td say, they stick the feet to the soup-tureens, make 
the small handles from moulds for the bodies, knobs for the 
covers, &c., and stick them on, cut out the snips for the 
ladle, and finish them in every detail. In the same manner 
' compotes are made in three parts on the machines, and are 
afterwards stuck together. Any pieces that have thin feet, 
like soup-tureens or compotes, should be put to dry on 
plaster batts, and not on boards, as, should the latter not be 
quite level the feet will go crooked and the piece rock. 
By dividing the processes (which is the tendency in all 
modem manufactures) each man gets more expert in 
executing his own particular detail with exactitude and 
celerity, and it is e\ident that it would never pay to have 
machinery running and the man who should be producing 
ware off the machine spending half his time fettling and 
sticking up work. The machines would then be idle and 
their producing power lost, and most probably the motor 
power would have to run for other purposes all the same, 
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to say nothing of the interest on capital for the machinery 
standing still. No doubt^ by this system of division of 
labour a man is not so thoroughly a master of his trade as 
formerly ; but owing to the modem competition in cheap- 
ness every means of reducing cost has to be studied in the 
production of every-day articles. The chief point to be 
observed in sticking up ware is that all parts should be of 
the same degree of moisture. They must be accurately 
trimmed to join exactly, and it is always better to cut the 
parts obliquely when possible, as they thus have a wider 
surface to stick together. The joints should be fitted 
together quickly, and with accuracy, and when once put 
together they should not afterwards be moved. Sufficient 
slip must be used to stick them firmly together, but not 
enough to form a separate layer between the two pieces, or 
they are exceedingly likely to come apart or crack during 
the firing. 

Dish-Making, — Before proceeding to any remarks on 
machinery, it will be as well to refer to dish-making. 
Dishes have for some time past been manufactured with 
more or less success in diiFerent countries by machinery, 
but for various reasons the system has not been generally 
adopted. Machines to produce oval forms of ever-varying 
shapes and sizes must necessarily be complicated, owing to 
the variety of eccentric motions that they necessitate, and 
no doubt this reason alone, without searching further, has 
been the chief obstacle to their general introduction. The 
majority of dishes to-day are therefore still made by hand. 
The dish-maker bats out the clay bats on a plaster block 
with a batter, and then with a long flexible knife puts a 
perfectly smooth face on the bat. This face is then applied 
to the dish mould and carefully pressed on to it, and thus 
forms the surface of the dish. The mould is then, for facility 
in working, placed on the whirler and the dish smoothed 
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carefully with pieces of pitcher, horn, and fine sponge to 
form the hack of it. Should a foot he required it is 
either made with a pitcher profile which has heen previously 
made and fired in the oven, or should a higher foot he re- 
quired than can conveniently be made by this means a 
foot is made out of another mould and stuck to the dish. 
A dish-maker requires considerable stove-room, as after the 
dishes have been dried sufficiently to come off the moulds 
on which they have been made they are fettled and then 
placed face downwards— "warved** as it is called — on 
plaster slabs, which have had the surfaces ground perfectly 
true, so that they may dry perfectly straight and not go 
crooked. They should be left on the slabs till white dry, 
especially in the case of the larger sizes. Dish-making 
requires considerable skill, and very large dishes are ex- 
ceedingly difficult to make satisfactorily, as they require an 
absolutely even pressure all over when making them, or 
distortion will result. 



CHAPTER Vm. 

THE APPLICATION OF MACHINERY TO POTTING. 

The modem tendency in all manufactures is to utilise 
machinery as much as possible, and earthenware manufac- 
ture is no exception to the rule. In fact, during the last 
twenty years there has been quite a revolution in the 
method of manufacture of almost every class of earthen- 
ware, and fresh applications of machinery are daily being 
introduced. The articles required for daily consumption 
have to be turned out in such enormous quantities and so 
absolutely identical in size, thickness, and shape, that 
machinery is eminently adapted to their production. Cups, 
saucers, plates, chambers, basins, salads, cover-dishes, soup- 
tureens, jugs, &c., in fact any circular article can be made 
with the aid of machinery. Modem mechanics have arrived 
to such perfection that machinery can be designed to do any 
class of work ; but there always remains the difficulty of 
making machinery so simple that there is small chance of it 
getting out of order, and that the working of it requires 
little or no mechanical knowledge. It is only intended here 
to give a rough sketch of some of the machines to facilitate 
the explanation of the manufacture of ware on them. To 
give full details and descriptions would necessitate drawings 
to scale, and far more space than the scope of these notes 
would allow. The machinery for potting is made by potters* 



THE APPLICATION OF MACHINERY TO POTTING. 125 

engineers, who dedicate themselves almost entirely to this 
class of work, and probably the modem potter who uses 
machinery is indebted to no one more than to Mr. William 
Boulton, of Burslem, and Mr. Faure, of Limoges, to whose 
skill and versatility so many of the machines and applica- 
tions of machinery owe their origin. Steam or water usually 
supply the motor power, and the heavy slip-house machinery 
and mills are driven direct by shafting ; but for the lighter 
running machines for the actual production of ware the 
power is transmitted by endless ropes, either driven directly 
from the engine or from a shafting connected with it by 
belting, which can be thrown in or out of gear and run or 
not as desired. The rope passes round the different shops 
supported on small V-grooved pulleys, and running under 
the benches where the machines are placed and driving them 
on its way. The rope runs continuously, but the machines 
are so arranged that they only run at the will of the operator. 
At each machine there is a wheel fixed to a lever, and the 
workman, pressing against this lever with his leg, pushes the 
wheel against the rope ; this deflects the rope and presses 
it against the driving wheel on the spindle of the machine, 
and thus conveys the motion to it. When the lever is 
released the rope goes back to its original position, running 
just clear of the driving wheel of the machine, and the 
machine stops. The pressure of the lever wheel throws the 
rope a little out of the straight line, and therefore, so to 
speak, shortens it and increases the tension. If all the 
machines on a rope were running at once this would con- 
siderably increase the strain, the rope being slightly 
shortened at each machine, and the result would be con- 
tinual breakages. To obviate this, the rope is passed over 
two pulleys close together, and a third pulley with a heavy 
weight attached to it is hung on the rope between the two 
fixed pulleys, the distance between these being the diameter 
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of the weighted pulley. The weight being arranged in a 
grooved frame, slides up and down as the tension increases 
or decreases. The weight always keeps the rope at the 
pro[)er tension for the work, and thus acts as a sort of 
safety valve. When a machine is started the rope requires 
a little more length and so pulls up the weight a little; 
when the machine stops the rope goes back to its original 
position ; the weight at once descends and pulls in the slack 
rofe. As the rope is an endless one, the farthest point to 
which it is carried is the point at which the "outrunning" 
rope ceases and the "incoming" rope begins. It is evident 
tlmt as the engine is pulling or winding in the rope the 
** pull " will be on the incoming or upper rope as it passes 
over the driving wheel, and the outgoing or lower rope will 
be rather slacker. The safety weight is therefore fixed a 
short distance from the driving wheel, some 20 to 40 ft 
away on the outgoing rope, to take up the slack and 
keep the tension equal. The weight frame should be about 
8 or 10 ft. high, so that as the rope stretches there is 
room for the weight to descend, as once the weight reaches 
the bottom it ceases to act and the rope must be shortened 
and respliced. The grooves in which the weight runs should 
be kept clean and well-oiled, as it is incessantly moving up 
and down and should work with the least possible friction. 
The pull being on the incoming rope, it is evident that 
macliines will run better on it than on the outgoing rope. 
The finest cotton rope is used in preference to hemp, as it is 
more pliable and longer in the thread and therefore less 
liable to break. The ends require carefully splicing, and 
the splices should be tapered as much as possible so as to 
cause no sudden increase in the diameter of the rope, to 
ensure level running and to avoid any liability of the rope 
to jump off the pulleys. The breaking of a rope is always 
to be avoided, as it stops all the machines running on it. 
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and it will take from half an hour to an hour at least to re- 
splice. It should therefore be looked over from time to 
time, and any weak part should be cut out and a new piece 
spliced in to replace it. A new rope always stretches con- 
siderably, and after a day or two's running it will be neces- 
sary to cut out a piece and resplice it. When splicing a 
rope, either new or old, the safety weight should be pulled 
up to the top of the frame and fixed there to shorten the 
rope as much as possible ; one end of the rope should then 
be made fast and the other should be pulled as tight as 
possible, care being taken that it is on all its pulleys ; the 
point should then be marked on the rope where the joint 
should be, and the splice is carefully made. The splice can 
be made at the exact point measured, as there is little 
chance of pulling the rope too tight, especially if it is a long 
one, and it will soon stretch sufficiently to give the weight 
proper play. To conduce to smooth running the rope should 
from time to time be waxed ; this is best done by holding 
a piece of bees-wax against it when in motion. A little, 
however, may be specially rubbed on the splices, which 
prevents them fraying out. After a rope has been running 
some time it becomes black, and has more the appearance of 
india-rubber than of anything else. The pulleys that carry 
the ropes are V-shaped in order to get a good hold of the 
rope. They should run absolutely freely on hollow axles 
and will require oiling two or three times a day, and a 
thorough cleaning every now and then. They should make 
no noise except a slight humming as the rope runs. Great 
care must be taken in fixing the pulleys in such a manner 
as to avoid friction, that is to say, in an exact straight line 
from the centre of the groove in one pulley to the centre of 
the groove in the next, so that the rope does not pull against 
the flanges of the pulleys. If this rule is observed a rope 
can be turned almost anywhere, but in a contrary case it 
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becomes a fi'uitful source of breakages. Ropes, witb proper 
care, will last three years or more, though this is rather an 
exceptional time ; and the longer the rope the more break- 
downs will there be and the shorter time will it last. It is 
useful to keep in the shop a long stick with a grooved roller 
on the top, so that if the rope jumps off a pulley it can at 
once be put back in its place. When the pace most suitable 
to the machines has been decided on it is best to always 
keep the engine as nearly as possible going the same number 
of revolutions, as it is awkward for the men having their 
machine running at one time fast and at another time slow. 
A good pace for a rope would be about thirteen or fourteen 
miles an hour. The great advantage of a rope is that it can 
be carried round comers, up and down, in fact almost any- 
where as long fas strict attention is paid to the position of 
the pulleys. No doubt in the near future electricity will 
become general for the running of all light machinery, but 
meanwhile a properly arranged rope is by no means to be 
despised. The first object in all the machines here referred 
to is the same, that is, to obtain rotary motion. The simplest 
and most general form is that of a spindle working in a 
socket at the bottom and running absolutely truly in a col- 
laring at the top ; to this spindle is keyed a V-grooved wheel 
which is driven by the running rope when pressed against 
it. On the top of the spindle, which rises through the bench, 
a screw is cut to which can be fixed the heads, &c., that have 
to be set in motion. 

Batting Machine. — The first machine that claims our 
attention is the automatic batting machine, as this is 
necessary for rapid production both in the making of fiat 
and hollow ware. It has then a revolving spindle as above 
described, to which is afSxed a round plaster block about 
2i to 3 in. thick and varying in size from a diameter of 
1 to 2 ft. in accordance with the size of the bat to be 
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made. This plaster block is cast on a claw-shaped piece 
of iron firmly embedded in the plaster, which is screwed 
on to the spindle. The plaster block is then turned level 
and true while revolving on its spindle. Behind the spindle 
is an iron upright fixed to the bench or cast on to the bed 
of the machine, to which is attached an arm working up 
and down on a pivot. One end of the arm projects over 
the centre of the plaster block, and to this end is fixed, by 
nuts and screws, the tool or spreader. 
The tool consists of a flat piece of iron 
about J in. thick, bevelled away on 
the right-hand side, with a hole cut in 
the upper part of it for the screw to 
pass through to bolt it to the arm. 
It is set with one end exactly over 
the centre of the plaster block, its 
length being governed by the size of 
the bat it is desired to make. The 
other end of the arm behind the up- 
right is connected by an iron rod pass- 
ing through the bench, with a lever 
attached to a cog-wheel which is set in motion by a screw 
on the spindle working in it. The spindle being set in 
motion starts the cog-wheel, which pushes up the lever and 
the arm, and thus depresses the tool towards the plaster 
block. 

The tool can be set to descend on to the plaster block 
or to stop at any intermediate point above it; and the 
distance between its lowest point of descent and the 
plaster block will be the thickness of the bat of clay. 
The mode of operation is as follows : 

The workman places a lump of clay in the centre of the 
plaster block and then starts the machine by pressing the 
lever which pulls back the spring brake, and at the same 

K 
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time pushes the endless running rope against the driving 
wheel. As the spindle revolves it sets in motion the cog- 
wheel and the arm depresses the tool on to the lump of 
clay revolving on the plaster block. As the tool descends it 
spreads the clay out in a circular bat to the thickness which |\ 
has been arranged in setting the tool. When it reaches 
the lowest point at which it has been set the lever is 
automatically released, the rope returns to its original 
position, the spring-brake comes into action, and the 
machine stops, the tool at the same time rising back to 
its former position. Fonnerly the plate-maker would have 
had to beat out every clay bat on a plaster block with a 
batter, which, apart from the time taken up, was an opera- 
tion of considerable labour; whereas, now he, or one of 
his apprentices, merely puts a lump of clay on the plaster 
head, starts the machine, and the work is done. He may, 
perhaps, as he starts the lever, just moisten his fingers in 
water and touch the top of the lump of clay, as it puts a 
smooth surface on the bat should the clay be a little dry. 

Plate-Machines or Jolley% as their name implies, are for 
making plates, though saucers and small hollow ware, such 
as bowls, with a proper arrangement of tools may also be 
made on them. The modern machines have a frame and 
bed of cast-iron, and when in position are of the same 
height and form part of the bench in the shop. They 
have then a spindle which is driven as already described. 
The top of the spindle has a screw cut on it to which can 
be adjusted the various heads, into which the moulds fit, 
and which are usually made of iron. These heads must 
fit on to the spindle perfectly and run absolutely true. 
They require very nice adjustment and, however carefully 
made, new heads will generally want a touch or two with 
a file where they connect with the spindle before they run 
to perfection. The interior of the head must also have 
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been trued absolutely to the centre on a lathe. Heads 
should be interchanged as little as possible but be reserved 
for their own machines. Some machines will require several 
heads, as work of varying size is produced off them. Spare 
heads can be made of plaster with a lead collar run inside 
them which can be turned true on the machine on which 
they are to run. All heads should be carefully cleaned 
and oiled at each week end and unscrewed carefully from 
the spindles, and the screws of the spindles should also be 
oiled and covered with an inverted bowl to prevent any 
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dust getting into the screw or bearing. If the heads are 
not taken oflf regularly they are liable to become fast and 
can then only be got off with difficulty, and in applying 
the force necessary to unscrew them the spindle may be 
bent out of its true centre. The head then runs true on 
the spindle, to which motion can be given by the endless 
rope. The mould is now placed in the head and fits in 
with a bevelled natch, as already described under mould- 
making, and should therefore also run perfectly tnie. It 
can easily be tested by holding a pencil-point over the 
mould and making a small circle at the centre. Behind 
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the spindle, and attached to the bench or bed ol the 
machine, is an upright iron support^ working in a socket 
and held firmly at the height required by a set pin. To 
this support is fixed an arm and handle, swinging up and 




JOLLBT. 



down on a pivot, but with no lateral movement. It can be 
pulled down till it is about horizontal, when it is stopped 
from descending further by a screw passing through the 
support from below in front of the pivot. This screw can 
be screwed up or down, allowing the arm to descend a little 
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farther, or not quite so far, as may be desired ; this is use- 
ful sometimes in tool-setting. To this arm are fixed the 
tool-holders. They fit quite accurately into a square 
socket and are firmly held by a set pin. The sockets 
should be kept quite clean, so that the holder, when intro- 
duced, always fits into identically the same position. The 
tool-holder is about IJ in. broad and is pierced in nearly 
its whole length (about 3 in.) by a hole about i in. wide, 
so that the tools can be fixed to it in almost any posi- 
tion with a screw and nut, and are held down to the 
work by the handle attached to the arm. At the other 
end of the arm, behind the upright, is a counter-weight 
which rather more than balances the weight of the tool- 
holder and tool, so that the tool always swings up out of 
work when released from the workman's hand. 

In fiat work, such as plates and saucers, the mould forms 
the face, and the tool or profile the back or exterior. In 
hollow ware, such as cups, bowls, soup-tureens, chambers, 
&c., the mould forms the exterior, the profile shaping the 
interior. As a mould is necessary to form every shape or 
size made on the machine, so is a profile necessary to suit 
each shape. The making of these tools or profiles is, there- 
fore, of the greatest importance, and they require the 
utmost nicety in filing and arrangement. Let us first take 
as an example a profile for making plates. A sample profile 
is first made out of a bat of plaster about i in. thick ; 
this bat is cut the exact shape required for the back of the 
plate, a groove of the shape desired to make the foot also 
being cut out. This groove should be widened out in a 
V- shape on the bevelled side, so that more clay is admitted 
than can easily pass through it, and consequently the foot 
is made more solid than it otherwise would be. If the 
plate has to be made according to sample, its details of 
shape and form must be carried out in the plaster pattern. 
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detail ; the smallest deviation in some apparently unim- 
portant point (for instance the height or breadth of the foot 
of a plate or the distance from the centre at which it is 
made) may result in the whole order when finished being 
left on the manufacturer's hands. When the tool is finally 
set in the holder as it is to work, it should be firmly screwed 
up to avoid all chance of movement. Then another plate 
should be made and cut in half to make sure that in the act 
of screwing up tightly, the angle of the tool has not been 
slightly altered. Once properly arranged, the workman 
should not be allowed to alter the setting of the tool on 
the holder, and the foreman should be solely responsible for 
the setting, and if any alteration is required, he should be 
called to attend to it. If the workman wishes to make 
plates of a different shape or size, he merely has to i-emove 
the tool-holder from the socket of the arm and insert another 
holder with another tool attached to it. This in no way 
affects the setting of the tool, as the holders fit in always in 
the same identical position. It is therefore best to have 
sufficient tool-holders for the shapes in current use, and the 
tools once set correctly on the holders can be taken in and 
out of the arms as required, and time is not lost in con- 
tinually resetting tools, for some shapes take up considerable 
time and trouble before a nice adjustment is procured. To 
avoid mistakes in thickness of plates it is as well to have a 
metal gauge of the thickness it is intended to make each 
shape and size of plate, and marked with its name and size. 
When it is desired to set the tool the metal gauge is laid on 
the mould and the tool is brought down till it touches it 
and then fixed. By this means, however long an interval 
has elapsed since the last lot of plates of that particular 
shape or size were made, they can be reproduced of exactly 
the same thickness as before. If several machines are 
making the same shape and sized plate the gauge is used to 
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Bet each tool, aod there is thus no difficulty in obtaining 
the work of nnifonii thickness, A hole c:Ln be made in one 
end o! the gauges to hang them up, so that thej are always 
at hand when wanted. The raachines for smidl flat and 
saucers are similar in construction to those for large flat but 
Bhghtly smaller) this is really of little importance, and 
identically tlie same machines will do, but the machines for 
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smaller ware can with advantage run slightly faster, and so 
shoulil have smaller driving wheels on their spindles. In 
tlie most modern pattern of plate-making machinery the 
l>cnch or bed of the joUey and batting machine are cast in 
one piecej so the machine has merely to he put in position 
and the rope iiin through, when it is at once ready to start 
work. 

JMIow-fFare Jollef/s, — Small hollow ware can be made 
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on the machines used for flat ware ; the heads, however, 
must be deeper, and shaped like an ordinary flower-pot, so 
that the moulds fit well down into them. They require 
the same nice adjustment 
as heads for flat, and must 
run equally true. In hol- 
low ware, as already stated 
the tool forms the inside of 
the piece, and the tools Heads. 

have therefore to be fitted 

and arranged to the inside of the moulds, the same pro- 
cess of making a plaster model has to be gone through, 
and the iron profile is made from it, fitted with equal 
accuracy and tested for shape, size, and thickness in 
the manner already mentioned. There is indeed more 
care required with hollow ware tools in order that they 
should "deliver" properly, that is, come out of the piece 

without touching it as 
they are lifted up. 
The tool being fixed 
to an arm working 
on a pivot describes 
a segment of circle, 
of which the pivot is 
the centre, in coming 
up, and therefore if 
the piece is much 
undercut, that is, with 
much belly and small 
mouth, the tool when 
raised would touch 
the mouth of the piece. To obviate this difficulty, the 
"spring-arm" has been brought into use. The arm to 
which the tool is attached has a hinge in the middle which 
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is kept closed by a strong flat steel spring screTred on 
underneath. The hinge opens slightly, and is preventied 
from opening farther by a stop. When the arm is pulled 
down to the horizontal position and will go no farther, 
pressure still being applied to the arm, the hinge opens as 
far as it will go, and thus allows the tool when in the mould 
to be introduced a little under the edge or mouth of the 
mould, and thus to form the belly of the piece. The tool 
has, of course, been previously set in this position with the 
spring arm bent down to its fullest extent. The moment 
the operator takes the pressure off the handle the spring 
comes into action, closing the hinge, straightening the arm, 
and drawing back the tool from under the edge of the 
mould, and the tool delivers without touching the piece. 
The spring arm therefore is the tool-holder, so several arms 
will be required to avoid the constant resetting of tools. 
It is extraordinary what can be done with tools, and pieces 
that at first sight appear impossible to manufacture on the 
machine can often, with a little thought and judgment in 
the arrangement and shape of tools, and the angle at which 
they are set on the holder, be made satisfactorily. Some- 
times they have to be made in two or three pieces, at other 
times upside down, the bottom made on another machine 
and afterwards " stuck up ; " but wherever quantity is the 
first object it will generally be found that machine-making 
will be the most economical method of manufacture in spite 
of the increased number of processes and the time occupied 
in the preparation of moulds and tools. In fact, one of the 
difficult points often to decide is which is the best of 
several methods for the production of some special piece. 
For larger pieces, such as salads, soup- tureens, &c., a larger 
and rather higher machine is required, but made on exactly 
the same principle. The batting machine is larger, and 
should run rather slower, the plaster block or head being 
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increased in accordance with the size and thickness of the 
bats that have to be made off it 

The Upright JoUey or Monkey is another machine, most 
useful for the production of soup-tureens, chambers, jugs, 
jars, and any pieces with big bodies and small mouths. 
The motion to the spindle is conveyed in the same manner 
as to the machines already described, but fixed behind the 
spindle on the bench, or bolted to the bed of the machine, 
is an iron standard about 7 ft. high j two short arms 
project from this standard, one about 3 ft. above the 
bench and the other about 2 ft. 6 in. above the other 
arm. At the end of each arm is a collaring, and 
through the two collarings an iron shaft about IJ in. 
in diameter slides up and down directly over the spindle. 
To the top of this shaft is fastened a cord which passes 
over two wheels at the top of the standard, and is 
attached to a heavy weight behind, thus counterbalancing 
the shaft and tool, and enabling the workman to raise it or 
depress it with ease. At the lower end of the shaft is a 
socket into which the tool-holder fits, held tightly by a set 
pin. On the left-hand side of the shaft (it is supposed in 
all these descriptions that the right and left are those of the 
operator standing in front of the machine) is a handle by 
which it can be turned round, and on the shaft is fixed a 
projecting piece of iron about a couple of inches long, fixed 
by a collar round the shaft above the lower arm. When the 
handle is pulled round, the projecting piece of iron on the 
shaft fits into a catch on the right-hand side of the standard, 
and the shaft is thus held rigidly in position. The collar 
can be moved up and down the shaft and fixed in any 
position by a set pin, and is fixed on the shaft at the point 
at which it is desired to stop its descent, which occurs when 
it comes in contact with the lower arm. The tool is bolted 
on the tool-holder and set in such a manner that when the 
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articles wliich liare afterwards to be passed on to the 
turner, sack as cups, cans, (lOLtch-boxes and corers, cgs-^ip 
powder-boxes and coirers ei k&c Sf^mti mmie. It is a mthe 
complicated piece of mechanism, as tlien^ are four distinct 
moyements which are accurately arranged to perform their 
operations at the appointed • 
time. 

The first movement is the 
rotary, causing the spindles 
to revolve, the newest models 
being made with two heads^ 
and thus forming two pieces at 
once. The heads are similar 
in shape to those on the ordi- 
nary hollow ware jolleys, that 
is to say, like garden flower- 
pots. 

The second movement 
causes a platform carrying the 
monlds to move from one side 
to the other, hringing in turn 

,ch pair of moulds exactly 
over the heads running on the 
spindles ; and while the one 
pair of moulds is revolving on 
the heads the other pair is 
having the moulds with the 
finished pieces removed and 
fresh moulds substituted. The moulds are held in (aUa 
iron collars on the platform, and when the [datfonu 
ets to its lowest point the moulds over the heads of 

ese collars fit into the heads and the motion is ihm 
conveyed to the moulds. Above the spindles are tho 
tool-holders, which, as soon na the platform luia placed 
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the iiiuuKls in the heads, begin to descend, carrying the 
t(H)Is into the moulds. This is the third movement. The 
tools rcqtiire the same careful arrangement as for other 
madiinos. When they have been in the mould a sufficient 
time to form the piece, two light arms with thick needles, 
or, better still, with pieces*of thin wire stretched between 
the ends of steel forks, descend and just touch the inside 
(-(l<^e of the mould, cutting away any superfluous clay as the 
iiiouM revolves. This is the fourth movement and the 
operutiun is finished. It is as well to have let into the piece 
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of ]»ench that runs in front of the machine a narrow tin 
trough for water; about IJ in. broad, 2 in. deep, 
and a couple of feet long is quite sufficient, just to 
allow the workman to wet his fingers. When the machine 
is running satisfactorily it is as well to mark on the diflbrent 
rods, levers, &c., the exact position of the various connections, 
so that if at any time a screw slips and one part of the 
motion gets out of gear, it can be replaced at once in its 
proper position ; otherwise it will probably take a con- 
siderable amount of time and a lot of experimenting before 
the machine can be made to run with its former accuracy. 
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The Automatic Chtimher and Basin Macldne. — ^This is 
another very useful machine, especially in the manufacture 
of very large pieces, such as plug basins. It is made much 
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on the same principle as the plate machines already 
d esc ri heel, hut on a much Larger scale. That is to say, it 
lias the motion conveyed to it by the rope, but in thi'" 
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it is connected by a belting to the driving wheel ; and after 
the spindle has been running some time the arm, which is 
counter-balanced by a heavy weight, descends automatically 
by a system of cogged wheels. The tool is thus held 
perfectly rigidly to its work and far more steadily than 
would be the case if held down by the human hand, as very 
great strength is required in making extra large pieces on 
machines. The limit of size in the pieces that can be made 
on it is practically double the measurement from the 
spindle to the upright supporting the arm, allowing for the 
thickness of the mould. The machine has a treadle affixed, 
which is connected with the automatic arm, so that if the 
workman has not finished the preparation of the clay in 
the mould for the reception of the tool, he can delay its 
descent and then set it in motion when everything is 
ready. 



CHAPTER IX. 

AUXILIARY PLANT AND APPLIANCES REQUIRED BY MACHINE 
JIG6ERERS. 

Drying Stoves are the most necessary things to be referred 
to under this heading, and they play a very important part 
in the production of good machine-made ware. It is not 
only that the production of ware on the machines is so large, 
but that the number of moulds required for rapid pro- 
duction is so great that very considerable drying space is 
required. Each plate-maker will require from 50 to 80 
dozens of plate moulds if he is to work his machine up to its 
full producing power, and it is clearly false economy to reduce 
the number of moulds that can be employed, but the more 
heat there is in the stoves the less moulds will he reqidre, as 
the clay ware will dry quicker and come of the mould sooner, 
and the mould can therefore be used the oftener. An 
important point in the arrangement of stoves is that they 
should be as near the machines as possible and in a con- 
venient position for the removal and replacement of the. 
moulds. When possible the doors into the stoves should be 
exactly behind the man working at the machine. Eemoving 
and replacing moulds all day long is considerable work, and 
the less distance the boys have to travel, the less timek ^=^ 
up, and in consequence the production ia lar 
stoves are some way off the jiggerer may ha 

L 
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an extra boy, and would therefore require a higher price for 
his work than if they were more suitably placed. The 
stovo room recjuired by each plate-maker under the modern 
system of arrangement is about 12 ft square and aboat 10 
or 12 ft. high. In the centre of the floor is fixed a socket, 
in which revolves an iron shaft about 9 or 10 ff. high, 
though it can of course be any length to suit the head room, 
supported in a bearing at the top — about 2 ft. from the 
bottom horizontal arms of angle iron are attached to it 
fitting lirmly into grooves. The number of arms will vary 
in accordance with the size of the stove, and the space 
between each of these arms will form one division or com- 
partment of it; six or seven is the number generally in use. 
The ends of these arms are connected with the top of the 
shaft by iron ties firmly bolted on, thus forming a rigid iron 
frame. At the top of the shaft are also, fixed in grooves, 
iron arms corresponding to those below, but not connected 
at the ends. To these arms boards are bolted from top to 
bottom, thus forming the different compartments — which 
are sections of a circle. Each compartment is filled with 
shelves placed at a suitable distance apart for the moulds 
they have to contain. The doors into the stove should be 
made just the width of one of these compartments, so that by 
pusliing the revolving frame round each section is suc- 
cessively brought in front of the door for the removing and 
replacing of the moulds. Where space is of importance 
the door should be divided in two parts and thus occupy 
very little room in opening. If constructed for plate 
moulds, the shelves are close together, and fifteen or sixteen 
shelves can be arranged on each side of the compartment, 
and as each shelf will hold from nine to ten moulds, 
according to their size, a stove having seven compartments 
would hold quite a thousand moulds, or over eighty dozen, 
wliich, as already stated, is more than sufficient if reasonable 
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heat is kept up in the stores. The sockets of the stove 
should be oiled from time to time, so that the frame can be 
easily ijioved round, and it is as well to distribute the moulds 
in the different compartments fairly equally — ^^as, if one 




Bbvoltino Stoves. 



side is full and the opposite side is empty, the strain on 
account of the heavy weight of the moulds is so great that 
the frame may give a little and not revolve with the 
facility it should. The revolving stove is then ^.bout 2 ft. 
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above the floor level to admit of the piping passing under it ; 
therefore, inside the door of the stove will be required a 
piece of flooring about the width of one of the sections. A 
small step ladder should be provided for each stove, to 
enable the boys to remove the moulds from the upper 
shelves. Apart from the greater facility in removing and 
replacing the moulds ofliered by the new system there is 
another great advantage^ and that is, the apprentices do not 
have to be continually running in and out of the heated 
atmosphere, as was the case in the old-fashioned drying 
rooms, which was undoubtedly a harmful proceeding. The 
stoves also hold many more moulds than they would under 
the old arrangement. The present system of warming the 
stoves is by beds of steam pipes, heated by the exhaust 
steam from the engine. This certainly is a great economy, 
the steam, instead of blowing ofl* uselessly in the air, is con- 
veyed by a main pipe through the different shops and led 
by the various supply pipes into the different stoves. Each 
supply pipe is fitted with a valve so that the steam can be 
shut off" or turned on as wanted. In very damp weather 
the steam supply may be insufficient. The foreman potter 
should therefore have control of these valves and put on 
the steam to the stoves as he considers they require it, and 
the workmen should not be allowed to turn on the steam 
as they like, or it may happen that the first stoves on the 
main pipe are using a great amount of steam, often quite 
unnecessarily, while the last stoves are getting little. 

The beds of pipes may consist of any number of tubes, 
but for revolving stoves of the size described, probably two 
beds of twelve tubes each would be a sufficient number. 
The tubes should have an incline from one end to the other 
of about 1 in 20 or 30 to facilitate the exit of the con- 
densed water. One bed should be sloped one way and the 
other the other, and the connection with the main steam 
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pipe should be in each case at the highest end, as by this 
means, if the tubes pass through sevei^al stoves under the 
revolving frames, the heat is more equally distributed. The 
tubes fit into iron castings at each end, arranged in such 
a way that the condensed water runs off at the lower end 
without permitting the steam to blow off. Should there 
be insufficient steam to keep up the heat required, a small 
pipe of live steam direct from the boiler can be run into the 
main steam pipe, care being taken that it does not put 
back pressure on the engine. This is suggested for excep- 
tional occasions, as it is evident that extra steam will have 
to be made in the boiler and that the expense of production 
is increased. Heat is an absolute necessity, for the econo- 
mical working with machinery, and want of it is often the 
cause of heavy loss in clay ware. The workmen requiring 
moulds, to continue working, get off the ware too wet, 
bending it and putting it out of shape. Plates taken off 
too soon and "bunged up," one on the other, owing to their 
weight leave footmarks on the surfaces of the lower plates, 
and these marks give an ugly appearance to the plate which 
is accentuated in the firing. The moulds too not being 
properly dried, become soft and perish, and apart from 
the actual extra number of moulds required the loss 
becomes excessive, and the ware produced from moulds that 
have lost their absorbent power is never satisfactory. The 
stoves require some ventilation at the top to enable the 
moisture driven off by the heat to escape, and it thus con- 
siderably accelerates the drying. The tubes require atten- 
tion from time to time, as, should the exits become in any 
way stopped up, the pipes remain full of water and the 
steam being unable to pass, their heating power ceases. 
The stoves will also want cleaning out now and then, as 
broken clay ware may fall down and the dust from the 
drying ware, moulds, &c., forms in time a thick coating of 
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chist and dirt over the tubes, which tends to considerably 
HecreaHC their heating power. For large hollow ware the 
revolving stove is unsuitable as there is no saving in space, 
auil ordinary sholvhig round the stove room must be used 
instcail, though the method of heating may be the same. 
Neither is it so important from the health point of view, as 
these pieces take more time to make and there is not the 
same running in and out of the stoves as in the case of the 
smaller pieces which are manufactured with such celerity. 
Whenever a stove is not in use the doors should be kept 
closed to retain the heat for drying purposes and not to 
overheat the shops. 

jriiirler, — Each jiggerer will require a whirler with 
a plaster head similar to that described for pressors, bat 
smaller and lighter for fettling and cleaning the ware and 
polishing the edges of the plates. 

Clai/ Guards, — Each machine should have a square wooden 
frame round it on the bench about 8 in. high at the back 
and sides and lower in the front, so as not to interfere 
with the operations of the workman ; a slit must be cut in 
the back to enable the arm attached to the counter- weight 
to descend to its proper position. This prevents the extra 
clay cut off, as the piece is revolving, from being thrown 
about the bench and floor. The sides should be made 
with a ledge on them sufficiently broad to put the mould 
on before and after use. There is no occasion for the frame 
to be fixed to the bench, in fact it is better loose, as it can 
1)0 lifted off and on to remove the clay and clean the bench. 
It is also as well to have the bench round the head inside 
the guard-box covered with zinc, which is easier to keep 
clean than the wooden bench. 

IFare Boards, — Work boards are required in large 
numbers to put the work on, and considerable care is 
required in their selection. They should be planed per- 
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fectly level and must be as free as possible from knots, as 
in sliding the boards in and out of the stillage the knots 
are likely to catch on the wooden cross-pieces and the 
sudden jerk may throw the work off the board and break 
it. They should be about 6 ft. long, 1 ft. wide and 
about f in. thick. In the thickness of the board at each 
end a groove should be cut sufficiently deep to admit of 
the insertion of a piece of hoop iron 1 in. wide, kept in 
its position by a nail at each side passing through both the 
board and iron. This, apart from preventing the board 
from splitting, prevents it from warping and going crooked. 
Crookedness in boards is a very serious defect, as, if they 
are not quite flat, the pieces on them being still damp will 
take the curve of the board, and should they be soup 
tureens, &c., with thin and delicate feet, the probability is 
that they would go crooked. The iron in the ends un- 
doubtedly increases their durability. The boards should 
be, in the first instance, well seasoned, as being constantly 
covered with damp ware and subjected to considerable heat 
in the stoves and drying rooms they have every excuse for 
warping. Boards are used in many of the different 
departments on the works, and it is very necessary that 
they should be kept solely for the work in the department 
to which they belong and not be interchanged, as after 
being used in one department they may cause defects if 
used in another. For instance, a board which has been 
used to put ware on after dipping has always a few drops 
of glaze on it, and if clay ware were then put on it the 
glaze would probably stick to it, and on going into the 
biscuit oven the little drop of glaze would fuse, making 
a hole in the clay and rendering it defective. In like 
manner a board used in the printing or painting shops 
might have a little colour on it, and if used in the dipping 
shop a piece damp with glaze may pick it up, and thus the 
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edges or foot of the piece would come out of the glost oven 
discoloured. If for any reason one department is short of 
boards, the people to continue their work, will procure them 
from wherever they can, and to prevent this it b better to 
have the ends of all boards painted a different colour 
according to the departments to which they belong. If 
clay boards are not painted then all others should be ; for 
instance, the boards in the dipping house may be painted 
red, those in the printing shops blue, those in the enamel 
shops white, &c. This avoids all chance of the boards 
being accidentally crossed, and any board of one depart- 
ment in a shop to which it does not belong is at once 
detected and sent back to the department to which it 
belongs. It is well to impress on all new hands that a 
board has two ends : a lot of ware is broken by boys for- 
getting this, and seeing the end of the board clear in front 
of them they swing round, knocking over ware behind them. 
Besides their stoves, jiggerers require as much shelving or 
pegs to put boards on as can be found room for, to place 
their ware on after it has come off the moulds both before 
and after fettling. Insufficient accommodation is a great 
cause of breakage, plates are bunged too high, ware is put 
on the floor, where it never dries so well as when put 
above the floor level, &c. 

The Tools required by the jiggerer are of the simplest 
kind, and consist of a piece of wire stretched between the 
points of a metal fork, or a piece of steel like a knitting 
needle, both used to cut off superfluous clay as the piece 
revolves, and a sponge or two. And for fettling he will 
require a few pieces of narrow iron or steel with the ends 
turned up similarly to the turner's tools, but grooved and 
sharpened for cleaning round the edges of the ware, and a 
few pieces of cloth or flannel if the pieces require an extra 
flnish. 
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There is a great diflFerence in the quality of sponges, but 
the quality used by jiggerers need not be so carefully selected 
as those for pressers, though the plate-makers will require 
a fair quality of sponge for fettling plates. A jar of clean 
water also forms part of his equipment as of every other 
potter. 

Each jiggerer should also have a wooden frame with nails 
driven into it to hang the tool-holders and tools on, which 
he is using every day, arranged in such a way that they 
just hang clear without touching, otherwise if left lying 
about or put one on the other the edges are likely to get 
knocked and so dented and spoilt. 



CHAPTER X. 

TIIE MANUFACTURE OF CLAY WARE BY MACHINERY. 

Having roughly described the object of the diflferent 
machines, we will now proceed to the production of ware 
on them, and keeping to the same order in which the 
machines have been mentioned, we will commence with 
Plate Making, 

A plate-maker to work his machine to its full capacity 
will require three boys or attendants. The first to make 
the bat on the batting machine and to place the clay bat on 
the mould, the second to receive the mould with the clay 
plate on it, carry it to the stove, remove the dry plate otf 
another mould and hand the mould to the boy making the 
bat, and the third boy to fettle and finish the plate. By 
this arrangement the plate-maker is continuously working 
and no time is lost. Some plate-makers prefer to finish 
their own work, and in this case two boys will be sufficient. 
The boy first takes a lump of clay, and making it into a 
ball in his hands places it in the centre of the plaster head 
of the batting machine and starts it, the tool descends and 
spreads the bat out to the thickness required. He then 
takes the bat off the machine and throws it with consider- 
able force on to the mould, which he should first see is 
clean, and, if necessary, blow the dust ofi" it or wipe it. The 
face of the bat made by the tool is that which should come 
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in contact with the mould. Care should be taken that the 
centre of the bat made by the tool should also be as near as 
may be the centre of the plate, but probably this is rather 
more insisted on in theory than actual practice demands. 
The object of throwing the clay on to the mould is to drive 
out all air and to fix the clay firmly on the mould, and if 
there be any incised pattern on the mould to impress the 
clay thoroughly into all the cavities. The plate-maker 
then takes the mould and places it on the jigger head, and 
with his leg presses the lever which brings the rope into 
contact and the head begins to revolve. He firmly presses 
the clay down on to the mould from the centre to the edge, 
with the ball and palm of his hand previously moistened in 
water, and to obtain extra force presses one hand on the 
other. This is also to drive any air out that may have 
remained under the bat and to press the clay solidly on 
to the mould. He then cuts off any extra clay from the 
edge and pulls down the arm to which the tool is attached. 
This he should do steadily and without any jerk, so as to 
remove the superfluous clay gradually; were he to pull 
down the tool to its fullest extent at once it would stick 
in the clay and the tool would jump or " chitter," causing 
ridges in the plate which might become visible after firing, 
as it would really be the equivalent of unequal pressure. 
The object of bevelling away the tool is the admission of 
rather more clay than can pass under it, and this increases 
the pressure on the clay and makes the plate more solid ; as 
the extra claj' is removed by the tool it runs up on to it, and 
the plate-maker should clean it ofi" with his hand to prevent 
it falling back on the half-finished piece. The tool is then 
pulled down with the left hand to its utmost limit, the 
right hand being free to do any work necessary ; the screw 
underneath the arm prevents it going any further than it 
should, unless such extraordinary force were used that it 
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bent tho arm. As the plate rotates it may be necessary to 
moisten the chiy slightly to finish the work nicely, but it 
must bo borne in mind that, as the tool can only descend to 
a certain point, the clay passing under it will form the 
thickness of the plate, and this thickness will be the same 
M'hether the clay is very wet or very dry, so it is important 
t}iat the clay should be worked of the same consistency, 
otherwise if worked very wet there will be a super- 
abundance of water and the contraction in drying will be 
much greater. When the tool has done its work the 
plate-maker lets go the arm and the tool at once rises to its 
former position by the weight of the counter-balance. He 
then takes his scrapping tool and cuts off the excess clay 
from the edge of the mould up to the point where the 
spare edge commences, taking care that he does not cut or 
damage the mould. He next removes the mould from the 
head, places it on the ledge of the clay guard, and the boy 
runs off with it to the stove, having previously impressed on 
the plate the maker's number and, if necessary, the mark of 
the firm and the size of the piece, while the plate-maker 
proceeds in the same manner with the next mould; the 
whole operation taking about as long as it would take to 
read ten lines of this description. When the plates are 
sufficiently dry to be taken off the moulds, and it is a great 
mistake to get them off when wet, they are placed on the 
whirler, the edges trimmed with a tool and the surface 
carefully sponged and leathered to remove any imperfec- 
tion, or when drier they may be rubbed with fine glass 
paper with the same object. If the plates are going straight 
to the oven without any further process the greater the 
care required in finishing them ; they are then placed in 
bungs twelve high to facilitate counting. Each bung is 
placed on a ** setter," which is an extra thick plate made for 
the purpose and fired in biscuit ; sufficient sand, flint, or 
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ground pitcher is placed in it to form a bed to support the 
lowest plate of the bung. Instead of setters seconds 
biscuit plates may be used, but as they are often slightly 
crooked they are inferior to the specially made " setters." 
Should the plates be required extra good, when white dry 
they are flannelled or towed on a whirler, and where much 
work of this description is done special towing machines 
are employed having hollow plaster heads covered with 
flannel These machines are simply small whir)ei*s run by 
the rope and covered in with glass cases, having an aper- 
ture in front by which the piece can be inserted, with room 
for the hands to use the flannel or tow. They should also 
be fitted with an exhaust fan to draw away the dust. 
Without these precautions the dust rubbed oflf and floating 
in the air would be breathed by the operator, which would 
be most detrimental. Small plates, saucers, and other flat 
ware would all be made in a similar fashion, as also the 
tops of compotes. Kound dishes would also be made in the 
same way, but will require more careful treatment on 
account of their size. 

Small Hollow Ware can be made ofl* the same machines ; 
bowls, mugs, cups, sugars, butters and their various covers 
and stands are all made with facility. In making bowls, 
mugs, or cups, the batting machine is dispensed with, and 
the boy makes a ball of clay in his hands and throws it 
into the mould; in the case of bowls he uses sufficient 
force to fill solidly the cavity which is afterwards to form 
the foot. The tool is at once introduced into the mould, 
the superfluous clay runs up the tool and is cleaned ofl^, 
and the extra clay on the edge of the mould is cut off" with 
a scrapping tool. The mould is then returned to the stove 
and the piece when dry is handed on to the turner or 
fettler to be finished. The bowl-maker will require two 
attendants if he is to work at full speed. 
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Ill making tho bcnlies of sugars and butters, &c., the 
batting machine may or may not be used according to the 
8ha]>o and size of the piece. If a bat is used, the maker 
M'ould run it down on to the mould with his hand before 
using the tool, if not, he would proceed as with a bowl. 
In making covers the mould would form the exterior, the 
tool making the interior, vei*ge, &c If the cover is wide 
and fiat it would probably be better to make a small bat 
and apply it to the mould ; if small and high it would no 
doubt bo more satisfactorily made with a ball of clay. It 
is evident that practice only can be the guide in these 
matters of detail. The various parts such as stands, 
covers, knobs, handles, &c., are put on by the stickers up, 
to whom the various pieces are handed when extracted 
from the moulds, and it must be remembered they will 
require them in an equal condition of moisture for success- 
ful sticking up. 

Large Hollow Ware made oflf the ordinary machine is 
treated very similarly. Chambers, soup- tureens and covers, 
coffee-pots, tea-pots, salads, <fec., are some of the most cur- 
rent articles that are produced oflf it. For chambers and 
soup-tureens, and other pieces of a somewhat similar shape, 
a bat is first made and placed on a " chumb," which is a 
block of plaster slightly conical, and of a rather smaller size 
than the interior of the piece to be made ; it is covered 
with a flannel cap to prevent the clay sticking to it. The 
bat is pressed lightly round the chumb, which is then intro- 
duced face downwards into the mould; it is then lifted 
out, leaving the clay bat inside ; the whole object of the 
operation being to introduce the clay bat, bent into a some- 
what similar form to the mould, without straining or break- 
ing it. The machine is then started, and the potter runs 
down the clay with his hand or with a wet sponge from the 
top to the bottom of the mould ; before reaching the centre 
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he stops, and with a tool like a knitting needle cuts a small 
hole in the centre of the clay bat ; this is to enable any air 
to escape. He then again runs the clay down, but this 
time right to the centre, driving out any air that may be 
under the bat, and at the same time closing the hole solidly 
by pressure on the clay. The clay bat being thus pressed 
into the form of the mould the tool is introduced and the 
superfluous clay removed, the potter at the same time 
smoothing the clay surface with a wet sponge to facilitate 
the working of the tool. The extra clay at the edges is 
then cut off with the scrapper, and the work being finished 
is carried to the drying stove. In the case of soup-tureens 
and such -like pieces, which are made in several parts, it is 
as well if the feet and covers, &c., are made off the same 
machine, to make a few of the different parts in turn, and 
not to make all the bodies first and then all the feet and 
covers, as the various parts will not then be in a similar 
condition of moisture. If they are made on separate 
machines the jiggerers must arrange their work to suit each 
other, otherwise there will be a heavy loss in the sticking 
up. Covers dry very rapidly, especially at the top, where 
the knobs have afterwards to be stuck on. It is well there- 
fore when making many of them to stick a lump of clay 
on the top of each when finished, and this, while not inter- 
fering with the general drying of the piece, keeps the top 
in proper condition for sticking on the knob. Salads of 
certain shapes, which have a pattern inside and are made 
on outside moulds, that is the tool forming the exterior, 
require great care in getting off the moulds at the right 
time, as if they are very straight sided, and not much 
bevelled off, they contract, and the mould being rigid they 
will split. They should therefore be taken off the moulds 
before they have contracted very much, that is to say, in 
rather a more moist state than would be desirable with th« 
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^oiioml nin of ware. They can genenUj be eavflj remored 
hy kiUHrking the mould slightly with the hand to looceii 
tho picH^ts and then blowing under the edge to aeparateit 
(r\nn I ho would. Hollow ware made on the Upright Jolley 
in alnui^t always made by placing a ball of day in the 
iiunild, ami in the case of chambers, &c., by running the 
i-Uv with tho hand or with a wet sponge from the bottom 
to t!io top of the mould, reversing the process as described 
(or t!to onlinary machine ; by this method a rather stronger 
«rtu'lo is obtained, but otherwise there is no apparent 
ditVoivn\H> in the two processes. Chambers made in this 
WAV \\v\ raihor more slowly than when made with a bat, 
M\x\ luudt thort^tore remain longer in the stove before they 
c.u\ U« oxtractod from the mould. The advantage of making 
clminU'iti by nmcitinery over the old system of throwing 
tho\u in that thoy are made of the exact shape required, 
M\s\ whou handiHl on to the turner have merely to be 
tunnuod m\k\ poli«h(Hl and not turned as formerly. In fact, 
\i tho tumors art* vory busy with otlier work the machine- 
nuvlo olmndH^ni nood only l»e fettled and sponged and they 
Avo \\uito pHHl onough to go straight on to the oven as they 
AW. ())o\i^)i, AA huA alroaily been noted, a better article is 
oblAiiuni if polishtnl ovor by the turner. 

0{\wv \A\Kf}» Auch as jam-pot^ chemists' jars, jugs, &c., 
A IV (ua^lo by mort^ly putting a lump of clay into the mould, 
tho Ahuft l>oing puUod down and tool allowed to do the 
wliolo work, tho workman simply cutting off the extra clay 
fnuu tho otlgos. 

Oifis may l>o maile on tho small plate machines, or on the 
JutoiiMtic (\i/MmiX'iiW7 Machine. The latter, if furnished 
with two heads and four collars to carry the moulds, will, 
with a suilicioncy of moulds, produce an enormous number 
of cups, email bowls, egg-cups, patch boxes and covers, 
sugar and butter tops, teapot covers, &c., in fact any small 
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article that is not undercut, and it really takes the place of 
the thrower in all small work that afterwards requires 
turning or polishing. It will require two revolving stoves 
with as many shelves as the size of moulds permit, and 
if the machine is to be kept in full swing the man attending 
to it will require three or four boys to fill and carry away 
the moulds from each side of the machine as he takes them 
out of the heads. Working the machine with both heads 
making the same article is simple enough, but when one 
head is making one article and the other another the 
strictest attention is necessary, as if a wrong mould were 
put in the head the tool on descending, not being arranged 
for that mould, would probably catch on the edge or inside 
the mould, and the least damage done would be the mould 
split or cut to pieces, and very probably the machine would 
be strained and thrown out of gear. It is therefore very 
essential to have active and attentive people tending this 
machine. The boys standing on each side of the machine 
throw lumps of clay in the mould, and place them in the 
rings on the platform, and the journeyman standing in the 
middle sees that the moulds run true, and that the pieces 
are properly made, and sprinkles a little water from the 
trough in front of the machine on the clay as the tools do 
their work, also from time to time moistening the scrapping 
wires with his fingers, which makes them cut cleaner. 
Should there not be sufficient clay in the mould he takes 
it out, and one of the boys put a little more clay in and 
again places it in the platform. The journeyman takes out 
all the moulds as the work is finished, and the boys run off 
with them to the stoves. It will thus be seen that no skill 
whatever is necessary to work this machine, and given the 
proper moulds, and the tools set as they should be, atten- 
tion and activity are all that is required on the part of its 
attendants. 
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/m(W/i.< of all sizes, as also chambers, can be made off the 
Automatic BaMn and Cfuimber Machine^ but it, perhaps, 
hhows to the greatest advantage in the production of large 
Ixa^ins ; formerly the majority of these were made on out- 
sit le moulds, but making them from the inside is un- 
doubteilly easier, and the losses with them are less. The 
iKit is made on the batting machine, and carefully placed in 
the mould, groat care being necessary with these very large 
bat^ not to break them. The machine is then staited by 
pulling out the lever, and the bat is run into the mould 
carefully with a sponge. The same process as has been 
(loscribed in making chambers being gone through to make 
burc that there is no air under the bat. The arm carrying 
the tool is so arranged that it just allows the basin-maker 
time in ordinary sized pieces to do^e necessary work and 
then begins to descend. All he has to do is to sponge the 
i-lay surface as it rotates to assist the tool in working, and 
dear the clay off that sticks to the tool and scrap the edge 
i>f the ()iece. The tool is arranged to remain a sufficient 
time in the piece to do its work, and then rises automatic- 
ally back to its foniier position. The machine is then 
sto()ped and the mould taken off to the stove. If the basin- 
maker is working without an attendant, he should always get 
someone to assist him in lifting very large moulds in and 
out of the head, as otherwise they may get broken, or, at i 

any rate, chipped on the edges, when they become useless, 'J 
01 chipped on the edge of the natch that fits in the head, ; 
when they cease to run true, and moulds of large size are | 
very costly. In making the largest sizes it will probably be "j 
found that the arm comes down a little too soon, and does i 

not give the workman sufficient time to arrange the but in 
the mould ; he should therefore throw the arm out of gear .!, 
by putting his foot on the treadle and only allow the head 
to revolve, and when quite ready he can throw the arm 
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into gear again and the tool descends to do its work. The 
great advantage in this machine is that the tool is held 
absolutely rigidly to its work. There is no possibility of 
the tool jumping or chittering, which would be almost 
inevitable in pieces of large size if the arm were held down 
by hand. In all big work it is an advantage to a man to 
be tall, as he dominates his work better, and it is less 
exertion to him than it would be to a smaller man. 

Chambers may equally well be made off this machine, as 
also round dishes. It has now been attempted to roughly 
describe the manufacture by machinery of a few of the 
articles in most general consumption, but to describe all the 
different applications and methods necessary for the pro- 
duction of special pieces would be quite impossible. A 
slight difference in shape may necessitate a complete altera- 
tion in the procedure of manufacture, and a system of 
production in one pottery may be quite unsuited in another. 
But one thing is certain, and that is that there is hardly a 
circular piece, if required in large quantities, that cannot be 
made more economically by machinery than by hand, and 
the greatest interest often lies in deciding which of various 
methods on the machines is the best, and what will be the 
most suitable forms for moulds and tools. 

At the end of this chapter should be mentioned the 
manufacture of pieces by dies. The press containing the 
dies consists of a vertical shaft which can be depressed by a 
lever, which, when released, returns to its original position 
by the action of a counterpoise. At the end of the shaft or 
plunger is fixed one half of the die or mould, the other half 
being fixed in a frame exactly under the plunger. A piece of 
clay is placed on the lower half of the metal mould, and the 
lever being depressed forces the other half of the mould or die 
attached to the shaft down on to the clay, thus compressing 
it between the two halves and forming the piece. In many 
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pioces it 18 necessary to have minate holes bored in the 
dies to allow of the escape of air, and there is usually an 
amingement of a rod worked by a treadle from below, 
which can be pushed up through the die to push out the piece 
after it is finished. Dies are not very generally used in 
the actual manufacture of earthenware, though ash trays, 
pickles, &c., are often made with them, and they may be 
applied with success to the manufacture of many small 
articles required for electrical or scientific work ; they are, 
however, used very largely in the production of thimbles 
and stilts and spurs, to which reference will be made in due 
course. 

It is difficult to appreciate the exact effect that the 
introduction of machinery has had and will have in tho 
future in the development of the pottery trade. As has 
already been noted, the thrower has been ousted by the 
machine, which practically dominates the production of all 
round articles, and has already made considerable inroads 
on the territory of the producer of oval shapes. Flesh and 
blood cannot compete at any rate in cheapness and quantity 
with iron and steam. That prices have been very largely 
reduced is evident, and to that extent the public have 
clearly benefited, as it enables many, who formerly were 
unable to afford the expense, to procure many articles which 
render their daily life more agreeable and comfortable. 
The worker turns out a considerably larger quantity than 
formerly, but probably at much the same wage as he used 
to turn out the smaller quantity ; though it may perhaps 
be held that though he has not absolutely gained by an 
increase of wages, he has some gain in the ease with which 
he can now produce his work, as the actual labour is much 
less, though greater activity and celerity are required. The 
manufacturer probably comes off worst in the final account, 
as he has had all the expense of the erection of machinery, 
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but owing to the consequent fall in price, he has not reaped 
the benefit that was to have been expected. The machinist 
and engineer certainly have largely benefited, so it really 
looks as if the chief benefits have been conferred on those 
outside the trade. There is one other point worthy of note, 
and that is as the tendency of machinery is to the manu- 
facture of round pieces, therefore all shapes except the 
circular are avoided as much as possible, and the scope for 
the modeller is considerably reduced. But perhaps the 
chief disadvantage in machinery is that only pieces required 
in very large quantities can be made with its aid, as the 
initial cost of tools and moulds is so heavy. 



CHAPTER XI. 

DECORATION OF WARS IN THE CLAY STATE. 

TiiKRK are many simple ways of decdrating ware in the 
clay state, and it is proposed to mention briefly some of 
them. 

By ApplicaiUm.—'YhdA, is, after the piece has been made, 
and while still in the moist state, figures, flowers, masks, 
geometrical designs, etc., may be made in clay out of 
moulds either of plaster, pitcher or metal, and applied to 
the surface being carefully stuck on with slip. The super- 
fluous slip is sponged ofi* and the operation is complete. 

Drapery, &c., may be reproduced by dipping lace net, 
&c., into liquid slip and then laying it on a plaster bat to 
slightly dry, or better still, first make a thin coating of 
slip on a piaster bat, then stretch the textile fabric on it 
and cover it with another thin coating of slip. The plaster 
bat absorbs the water, leaving a thin layer of clay on the 
hbres of the material. Were it not for the action of the 
plaster the interstices of the fabric would be filled up as 
well. The material, while still moist, is applied to the 
figure or piece, and during the firing the material is de- 
stroyed while its clay facsimile is solidified. Ferns and 
leaves may be somewhat similarly treated. 

By Impression, — This is either ^done by the impression 
of small dies on the ware or by the use of rollets with 
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different patterns cut on them, which are pressed on and 
run round the piece forming a continuous pattern. The 
ware must be sufficiently soft to easily receive the impres- 
sion, and yet of sufficient stability to avoid deformation. 
This latter style of decoration is largely used in connection 
with the lathe, as the patterns are more easily applied to a 
revolving piece. 

By Modelling, that is to say, the piece when finished may 
be further modelled with the hands. Edges of vases may 
be waved or crimped with the fingers, bodies may be 
flattened in or twisted to give them a grotesque appear- 
ance, &c. 

By Building-up, as in the case of imitation basket-work or 
flowers. In the former case filaments of clay are pressed 
in a wad box through a metal plate pierced with the 
necessary sized holes, and woven or built up piece by piece 
in more or less the shape required, and then lightly pressed 
on to a plaster form to give them the requisite symmetry. 
Flowers may be made by making the leaves or petals out 
of moulds and afterwards sticking them together, or if they 
are required to be of very delicate foim, very thin bats of 
clay and gum may be made, which can be cut and trimmed 
into small pieces and moulded with the fingers. 

By Excision, — ^That is, by cutting out certain parts of the 
piece as indicated by marks in the mould, which may also 
be refilled with coloured clays. 

By Perforation, — In the commoner pieces, such as soap 
and sponge grids or fish strainers, this operation is carried 
out with ordinary hollow metal punches, but if more elabo- 
rate effects are desired the piece must be cut through with 
a sharp, finely-pointed knife. The points at which the 
incisions have to be made are usually marked in the moulds. 
It is rather a difficult operation to satisfactorily accomplish, 
as, of course, if a piece is cracked or broken off*, the pre- 
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^ .•.'•.4» vvc^ t» Tmlu^lM*. Loienge-shaped holes are some of 
i>r «v>7r.?rN>r«<if; in uae and by no means the easiest to cut, 
k :>.: :} t:^ ^Tx:^,t if one bar of this '* lattice " work is broken 
r.N:>.-:v.i: c^r. Tvm^^ly iu and however far the work may be 
* ^-fcr,-w; it nv.i^ be thrown aside as useless. Much atten- 
:^.Nr. Tr.;)j4 al»^^ be |wdd to avoid pressing the piece out of 
f^yinp^v a:).: i) n:x)$t be n^membered the more holes cut out 
1 No r.^.^^e tracile doeis th<^ piece become. 

5'/ «V-^l4V*~^^'^i^^ ™*y be scratched with a graver, and 
jkr.x oo^^i):!) aluK^i may be thus obtained, and if dear pat- 
u i-nj^ ATid c)e4ai Une« aK desired the ware must be fairly 
.\:\. If etchevt when wet the needle will form little 
?i^.i^>» iH) eAch «Hle of the lines* These ridges may be 
ii::or«:ftrvi$ cy^Wfx^l with a tinted slip, thus forming an 
.v.uMne to the design. The beet effects, however, in this 
< iA5s< of work an^ obtained by dipping a light coloured body 
in A o.ai^ <^^lv>un(^l sli)\ or nW ivrsii. By this means the 
c.^vor cutting thrvMigh the film on the outside displays the 
)vhTton\ in the cv^Iour of the body beneath, thus greatly 
;)«uiing to it« apix>arance. Pressed pieces may also have 
thoir dotAiK such as lines, dots, rosettes, marked out in 
ivlo\in\l sli|v3!. 

Kj/ (',\^>?/^y>;? v^^;v^ lx>th natuqfiK that is coloured clays in 
thoir original MAte^ or artiticiaK that is clays coloured by 
the iutrixluction of motallic oxides, may be largely used 
fiH* tho docv>ratiou of clay waiv. The pieces may be com- 
pletely inimersoil in one colour, or the outside may be 
di|>{H>d with one colour and the inside washed with another. 
Or bands of colour may be formed, and this effect is gener- 
ally proiluceil with the assistance of the lathe. The 
coloured slip is poured into a bottle to which is attached, 
through tho cork, a tul>e with a mouth-piece ; the turner 
blows through the tube and foixos the slip out of a spout 
in the bottle on to the revolving ware. In the same way 
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patterns are first impressed with roUets and the coloured 
slip is blown into the depressions, any superfluous clay 
is then turned off, leaving the impressed pattern alone 
coloured. The whole piece may be dipped in one colour 
and then rings and patterns turned off revealing the body 
beneath. 

When a mottled appearance is desired the coloured slips 
are placed in a receptacle divided into separate compart- 
ments, all of which are connected by tubes with one com- 
mon spout or tap. When the tap is turned on they flow 
in one stream but do not mix together, and thus cause a 
variegated or marbled appearance as they flow over the 
ware, which is held underneath the tap and turned from 
side to side till completely coated. This is known as 
'* Mocha" ware. The slips should all be of the same 
degree of liquidity to ensure equality in the covering. 
Tobacco juice, mixed with water and underglaze black, is 
sometimes introduced into the slip and produces an arbores- 
cent effect by allowing a drop or two of the liquid to run 
down the piece before the slip is dried. 

By Engine cmd Rose Twming, — These have already been 
referred to in the notes on turning, but the ware must be 
drier than for the processes above described, and it can with 
advantage be made thicker than the ordinary run of ware 
to resist the pressure of the tools. 
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the mass is thoroughly free from water. The second period 
is from the entry of the piece into the oven until the point 
when the particles will begin to combine by heat and some 
of the component parts commence to vitrify. As has 
already been noticed, water in fine finished earthenware is 
non-existent, and therefore all moisture must be driven out 
completely, though at the same time slowly and gradually 
to avoid cracking. During this period, if the pieces have 
been thoroughly dried before going into the oven, the con- 
traction that takes place is less than would be supposed, a.s, 
although the water is completely evaporated by the in- 
creasing heat, it leaves the mass porous and in a state of 
minute honeycomb, the different particles having already 
approached each other as nearly as they can. Up to this 
point the process of drying has been purely mechanical, 
and all the materials that have entered into the compo- 
sition of the body are in the same state as that in which 
they were before being mixed, except that they, and more 
especially the clays, have lost the water Which was pre- 
viously naturally held in suspension in them. Thus far, 
then, the contraction is purely mechanical. The third period 
is from the point at which the particles begin to combine, 
to that at which the highest degree of heat is reached and 
the firing finished. During this period a totally different 
set of circumstances come into force and the component 
fusible parts become vitreous, and the higher the tempera- 
ture the more will they be affected and the greater will be 
the contraction till the point is reached when no farther 
contraction takes place. As earthenware bodies are usually 
very refractory, and the quantity of fusible material in 
their composition is kept very low, the contraction in them 
at this stage is very small compared to that of vitreous 
bodies. So the more vitreous a body, other things being 
equal, the greater will be its contraction. 
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In ordinary earthenirare bodies the usual contraction is 
about one-twelfth, or 8 per cent., though as already shown 
this will vary with its fusibility and the heat to which it 
is subjected. Contraction then depends largely on the 
moisture in the clay, and the greater amount there is in 
the clay during the processes of manufacture and the more 
plastic it is, the greater will be its contraction. The mode 
by which a piece is manufactured has also a considerable 
influence on it, and the more pressure that has been 
applied to the clay in making it the less will the con- 
traction afterwards be. Thrown and turned ware as also 
machine-made pieces will contract more than pressed ware, 
and cast ware more than either, while articles made with 
metal dies by considerable pressure will contract least of 
all. And it is for this reason, as has before been noticed, 
that the union of parts of pieces made by different 
processes requires so much attention, and the more plastic 
the clay the more liable it is to defects from this 
cause. 

Difference in pressure is the great cause of irregularity 
in contraction, for which reason the seams of a piece where 
the moulds join are always apparent, however carefully they 
may be trimmed and cleaned off. For with equality in 
pressure and regularity in thickness contraction is uniformly 
regular, and, should proof be necessary, take an equally and 
carefully pressed bat of clay of uniform thickness and cut 
it into a circle with a pair of compasses, and after it has 
been fired, with the same centre apply the compasses, and 
though the diameter is smaller owing to the contraction, 
the circle will be found to be as perfectly true as before the 
firing. There is no better way of impressing on oneself the 
difference of contraction in the various materials used than 
by making a mould of the shape of a narrow tile or bar, 
say 6 in. X IJ X i in., and from this mould extracting 
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a tfle made from each of the materials alone, ball clay, 
china clay, flint, and stone, just mixing sufficient water 
with them to form a mass that can be pressed into the 
mould. The flint will offer the greatest difficulty owing to 
its being without plasticity and having little contraction. 
When taken out of the mould the tiles or bars of the 
materials will be the same size. They should then all be 
flred in the same sagger in the biscuit oven. The difference 
in the contraction is very great, and once seen it will never 
be forgotten. The body mixture in use may also be 
moulded and flred at the same time and the contraction 
also compared. It will be also as well to work out the 
proportions of the materials in the body in dry weight to 
obtain an exact idea of the quantities of the different 
materials really entering into the mixture — wet mixing 
being rather misleading in this owing to the different 
weights per pint at which the materials are used. The 
principal causes of contraction in earthenware then may be 
said to be the coming together of particles which were 
previously prevented from so doing by the mechanical 
presence of water, which has been driven out, and the slight 
fusing of some of the component parts of the body. To 
which must be added the pressure applied to the piece in 
the course of manufacture. It is noticed that the vertical 
contraction in some pieces, and especially high ones, is 
greater than that in the horizontal direction. This may be 
partly attributed to the weight of the upper part of the 
piece slightly compressing the lower, and thus assisting 
the closer contact of the particles in the lower part, and 
this is especially to be remarked in cast ware. Pieces are 
also likely to go out of proportion if they have more than 
one centre point of contraction, and therefore large and 
thick pai-ts joined together by thin ones should be avoided 
as much as possible, and it is therefore important in design* 
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ally made, and whether they are in the greenhouBe or have 
gone into the oven. In the latter case it is ueefiil to note 
in the case of specially ui^ent orders the date of the entry 
into the oven. The second point is also most necessary, as 
for want of proper ware an oven may be delayed a day, 
and that day can never be caught up again by any amount 
of work. Time is indeed money in the commercial pottery 
trade. Ovens require time both to place, fire and cool, and 
a day lost cannot be recovered, as these operations, more 
especially the two last, cannot be shortened. He is respon- 
sible for the receiving and looking over of the ware, and 
has to see that it is properly made and free from defect or 
blemish, and for the counting of it into the " greenhouse." 
This is the name given to the store where the clay ware is 
received from the makers ; it should be roomy, heated by 
steam-pipes, which can be used if necessary, and full of 
stillages, so that the ware can easily be moved in and out 
on boanls. The biscuit placers withdraw the ware they 
require for the oven from the greenhouse, so it is desirable 
that they should be able to see at a glance what ware there 
is, in order to make the necessary selection for the different 
parts of the oven. All ware is looked over either before or 
on entering the greenhouse, and all defective ware is put 
aside, and the respective makers of it are called up in turn, 
the defects pointed out, which they remedy if possible, and 
if not possible, the piece is broken and deducted from their 
account. 

The foreman settles with the men, that is to say, they 
are paid in accordance with his account of the ware re- 
ceived without defect in the greenhouse, if the system is to 
pay ** good from hand." In some potteries it is the custom 
to pay " good from oven," that is to say, the work is paid 
for after the firing — any defects in manufacture then be- 
comet aparent, and the expert can at once tell if the defect 
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is due to bad making or to improper treatment in the pro- 
cesses of placing or firing. But makers rarely admit that 
the fault is theirs, however apparent ; and this system leads 
to continual disputes and unpleasantness, and though at 
first sight it seems a fairer and more advantageous system, 
as many defects in work are very difl&cult to detect before 
firing ; it must be remembered that clay once fired cannot 
again be used, as its properties have completely changed, 
and though the work may not be paid for, the whole of the 
value of the materials is lost. Whereas, if every piece is 
looked over carefully before the firing, by far the greater 
number of the defects will be detected, the defective pieces 
can then be broken, the work is not paid for, and the 
material goes back to the slip-house to be re-made. The loss 
is thus reduced to the cost of re-making the clay, and the 
loss of time and cost of running the machinery, &c., in the 
making of the piece. 

The foreman also gives out all the orders for making 
to the men, and in every pottery the system will be carried 
out in a different manner to suit the arrangement of its 
work. One of the best methods is for every man to have 
his book, in which his order to make is entered up, and when 
he counts his ware the quantity is marked off that he has 
made, and when the order is finished a fresh one can be 
put down. By this means no matter how many men are 
at work it is at once known what each man is doing and how 
far he is towards completion of his order, and this is very 
useful if for some unforeseen reason a lot of work has to 
be suddenly executed, as it can at once be seen what men 
can be taken off their present work and put down to the 
new. It also constantly draws the attention of the foreman 
to the regularity and producing power of each man, as by 
looking through the man's book he can see at a glance the 
amount of work he has been doing in the past weeks. The 

N 
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Mil ling ftoccmnU would aIso show thu, bat they take 
5&onie time to go throagh. Eaeh mmii's book therefore 
beroTDM a record of what he hat done and a memorandam 
^•f what he has to do. and there is do possibility of men 
makins: more than their order to avoid giving themselves 
t he trouble of changing their tools, or of making mistakes 
in the quantity of each shape and size they have to make. 
The^ little matters are very necessary for proper organisa- 
tiiin, as s man who is absent from his work where machinery 
is used canses much greater loss than would be the case 
M-hi'i'e it is not used, as not only may it cause serious incon- 
vonience by not having the work executed at the time 
ret^uired, but all the expenses of motor power, &c., are 
iiicunre*! the same whether his machine is running or not, 
;ind in his absence the machine is of coarse unproductive. 
The foreman is also responsible for the proper filing and 
sotting of the tools and for giving them out of the tool 
store as required. Each tool should have its number 
stam|XHl on it^ and a book should be kept giving particulars 
of it^ use, as sometimes a tool may be used for more than 
one sha|>e. In many cases, especially when there are several 
sizes of the same shai)e, it is best to have the name and size 
also engraved or scratched on the tool, as some of them look 
<o much alike that a workman may easily make a mistake 
when a new sha|>e is first put in hand. It is also as well 
when pieces ai-e made in several sizes to have the number 
and size stam|)ed in the clay. Stamps can either be made 
in pitcher or plaster, though the former are the best as they 
last longer and make a cleaner impression. This is very 
useful in the warehouses as it diminishes the chances of 
mistakes in the sizes. 

Every workman should also have his mark or number, 
which he should stamp on his work ; by this means defects 
and imperfect work can be brought home to their originator 



GENERAL REMARKS ON CLAY WARR 179 

without fail. There are a multitude of small matters which 
will also require the foreman's constant attention. Ho 
must examine his ropes from time to time so that any 
necessary repairs may be done out of working hours, and 
thus breakdowns are avoided. As it is not the half hour 
that the rope is stopped that must be taken into con- 
sideration, but the half hour that every machine on that 
rope loses, which may mean many houra of production 
lost unnecessarily. He should be most particular in the 
cleanliness of the shops and benches, and especially insist 
that all scrap clay that falls from the bench or machine 
on the floor is at once picked up and not trodden about. 
Scrap clay should not be allowed in large quantities on the 
benches, but should be continually carried back to the slip 
house or to the place appointed for it. Turners' shavings 
should not be allowed to accumulate under the lathes, but 
should be taken back to be remade ; at every week end the 
benches and floor should be thoroughly washed and cleaned, 
and all machines and tools cleaned and oiled. The 
heads should be unscrewed and the spindles oiled and 
covered with inverted bowls to prevent dust working into 
the bearings, and whenever any sweeping in the shops has to 
be done, the floors should always first be sprinkled with 
water to avoid dust rising. He should permit no filing of 
tools at the benches and only in the place specially 
appointed, and he should particularly note that the men 
when fettling their work use clean water and do not allow 
their jars to become full of slurry. This seems a small 
matter, but sometimes its results are far-reaching and most 
serious, as, apart from the likelihood of its causing dirty 
and discoloured ware, it is a common cause of peeling. He 
should see that moulds when finished with are returned to 
the store and not allowed to lie about the shop on and 
under the benches, where they are sure to get chipped and 
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damaged, and some day when a few dozens of some shape 

are required it will be found that the moulds are not in the 

condition they were supposed to be, and the whole order 

perhaps has to be delayed till new moulds are made. In 

fact the foreman should be continually round his shops 

seeing that the ware is being produced as required, and 

giving his special attention to any work in which there has 

been excessive loss in the past ovens, or to any difficult 

work, or to any new shape in hand, and to stop anything 

that is likely to lead to defective work, and nip it in the bud 

rather than wait till it is ready to carry into the greenhouse. 

In no trade is the proverb " A stitch in time saves nine " 

more applicable than in pottery. He cannot be too methodical 

in his work or too strict in having the rules and regulations 

of his shop attended to. Cleanliness and order in the clay 

shops are as important for the good conduct of the business 

as they are for the health of the work-people employed in 

them. The foreman should be thoroughly in touch with 

the biscuit warehouseman in order to supply his wants, 

and before every oven is closed he should see if there are 

any odds and ends wanted to complete orders that he can 

get in. When the oven is drawn and sorted he should go 

through the defective ware and note the reason of the 

defects, and if it is bad workmanship he should have the 

responsible person in to see it and explain to him how to 

avoid it in the future ; should it be due to any cause which 

he is unable to cope with himself he should at once call 

the manager's attention to it. By attending to these points 

faults are at once corrected and not allowed to slide on ; and 

not only is it depreciation of goods, coming out seconds 

when with reasonable care they might have come out firsts, 

that must be considered, but orders are delayed owing to 

the biscuit warehouseman not having the necessary goods 

of the proper quality to complete them. These seem small 
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matters, and so they are unless they are neglected. The 
further the course of the manufacture is studied the more 
will it hecome apparent how absolutely each department 
depends on the one before it, and delay or mistakes in one 
department will most assuredly show themselves in the next. 
It may be during the next day or during the next week, 
but show themselves they will, and the carelessness or 
inactivity of one person in not doing his work exactly 
when he should on one day may throw the whole of a 
department out of work on another. So that it cannot be too 
earnestly insisted on that, when a system of organisation 
has been decided on, every part of it should be carried out 
exactly in its right order and at its right time. 



CHAPTER XnL 

OVESfl JJn> THKIK COKBTBUCnOV. 

THEoreitf an the moctimporUiit part of the potter's plant, 
itnd it is oo their sueeeBBftd management that the ree^t of 
the basineas will kx^j d^ieod* Good bisenit ware is 
ahacdutelj neeeasaxy to make good ^ost ware, and yet if 
the ^ost firing is not up to the mark the ware will be in- 
ferior, no matter how good the biscuit maj hare been. It 
is on these processes that the ware depends for its solidity, 
brilliancy of appearance, and dnrabilitj ; and it matters little 
what care may have been bestowed in the potdng, glazing, 
and decoration ol the pieces if the firing is not satisfactory. 
It is in this department that more money is lost than in any 
other, and any time given up to the correction of defects, or 
to the lessening of breakage and loss in the ovens, is indeed 
well spent. There have been many different forms and 
shapes of ovens in use for the firing of earthenware, but the 
type of oven to-day is very similar in nearly all manufactories, 
though there are considerable differences in the methods of 
working them, but on the whole there has been very little 
change in the methods of firing earthenware amongst the 
bulk of the manufacturers, and much the same systems are 
to-day adhered to that were in use a hundred years ago. The 
general type, then, of oven is circular and domed at the top, 
having much the same shape as the old-fashioned straw beehive. 
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The mouths of firing grates are situated at the circumfer- 
ence of the hase, and the flame is divided before entering 
into the oven chamber, part of it passing horizontally through 
the flues under the bottom of the oven, and eventually issuing 
from the well-hole in the centre of the bottom, the remainder 
rising through smail chimnies or ''bags" direct from the 
mouth into the oven chamber at the sides. The oven may 
be divided into three principal parts : the mouths, the flues, 
and the firing chamber. These may be said to be common 
to all earthenware ovens ; but in the different parts of ovens 
there are various divergencies, and it is proposed briefly to 
refer to some of them. 

Hdbh-mouthed Ovens, — In these ovens the mouths project 
from the sides about 18 to 24 in., and the coal is fed into 
the mouths from the top through a square hole which can. 
be covered with a fireclay quarry. This was the old- 
fashioned method, still however largely in use to-day, the 
idea being that by this means cold air could not so easily 
draw into the flues when *' baiting'* or putting in coal. The 
stack springs from the shoulder of the oven as a rule. 

Hovel Ovens. — In this case the oven stands in the centre of 
a circular hovel, which rises to about the same height as the 
shoulder of the oven perpendicularly, and then arches or 
narrows over the oven like the shoulder of a bottle, the neck 
forming the stack to carry off" the smoke. There is just 
sufficient space left between the outside of the oven and 
the wall of the hovel to wheel in the coal and to shovel it 
into the mouths. The advantages of this form of oven are 
that the mouths are protected from wind and currents of 
air, and that repairs to the oven can be executed with 
facility, as it stands detached in the centre of the hovel. 
The disadvantages are that the space round the oven is very 
confined for firing, the heat often being unbearable, and that 
tiie draught is sometimes rather defective. 
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Stack Ovens, — That is to say, with the ovens and stacks 
built together. This is often the form adopted when ovens 
are grouped together under one large roofing, the stacks 
rising through the roof. Their chief recommendation is 
that they are solid and compact ; but they have the incon- 
venience that when the mouths are first lighted they are 
apt to smoke and fill the shop with dirt, as there is no 
escape for the smoke backing out from the mouths, up the 
stack; they are rather more difficult to repair, and they 
certainly take rather long to cool down. 

DofumrDraught Ovens have come largely into use for biscuit, 
as it is considered that they are more economical in fuel, 
and that they can be worked to produce a more regular 
heat all over the oven ; they are also generally used in firing 
firebricks. They are constructed in several ways, some with 
a chamber underneath the oven into which the down-draught 
flues run, and from this chamber a main flue is connected 
with a stack or shaft standing apart from the oven, the stack 
being used in common by several ovens. The flue to this 
stack is furnished with a door that can be opened or closed 
at will. The oven has also a stack like an up-draught oven, 
but with a damper on the crownhole that can be opened or 
shut by a lever. The oven is started in the same way as an 
up-draught oven, but when it has sufficient heat in it the 
damper on the crown hole is closed and the door in the flue 
to the outside stack is opened, and by this means the heat is 
drawn down into the bottom of the oven by the flues, any 
surplus heat passing through the chamber to the outside 
stack. The name for this class of oven should be ^' up and 
down-draught," ]as the course of the draught is changed 
during the firing from up to down and down to up, accord- 
ing to the heat prevailing in the top or bottom of the oven. 
It must be admitted that the down-draught oven is scientific- 
ally the more correct, as the gases and air have further to 
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ravel; they are thus more mixed together, as they pass 
among the bungs up to the dome and are there deflected 
down among the bungs again to the flues in the bottom, and 
the combustion is more complete. Prima fcuie^ this, coupled 
with a diminished consumption of fuel, would indicate that 
this class of oven is the best, but it has to be taken into 
consideration that the first cost of down-draught ovens is 
heavier, both owing to the arrangement of the flues and to 
the extra stack outside, and that they require far more re- 
pairs, and that these repairs are more costly to carry out 
than in up-draught ovens. In fact it is often difficult to 
locate a stoppage in a flue without pulling down a lot of 
brickwork; added to this, they require more attention in 
firing. Messrs. Minton's and Roby's patents are reckoned 
some of the best in this class of oven. 

These ovens may also be built with a big flue instead of 
a dome underneath, and also, to avoid the expense of an 
outside stack, a wide flue may be carried up the up-draught 
stack outside and joined into it above the damper ; but the 
draught obtained by this means is not sufficient, and if 
several ovens are to be built on the down-draught system 
it would probably be cheaper to build an outside stack in 
connection with them all, and the working results would 
undoubtedly be better. 

Bars. — It used to be, and still is in many places, the 
custom to fire biscuit-ovens from the ground, that is, with- 
out any fire-bars, it being alleged that there was thus more 
coal space, more room for clinkers and refuse during the 
lengthy time required to fire a biscuit oven (some 45 to 60 
hours or more), and with bars it would probably be necessary 
to punch or cut out during the firing the clinkers that had 
been formed, and thus cold air would be admitted to the 
oven through the mouths, which would crack and break 
saggers and dunt ware. Also in cooling, without bars the 
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air had to pass through a big body of slowly dying fire, and 
thus the oven cooled far more slowly than if bars were used. 
In the latter case, the fire being smaller and soon dying 
down, the cold air would quickly obtain admission and thus 
cause dunted (cracked) ware, &c. But these inconveniences 
do not arise if care is exercised, and the combustion being 
much more perfect with bars, bars are gradually being 
adopted almost everywhere, both for biscuit as well as glost 
in all classes of ovens. 

The Skeleton Oven. — This is an oven which of late years 
has become exceedingly popular, and it seems to combine all 
the best qualities of the different up-draught ovens. It is 
simple in working, easy to repair, clean, and it gives satisfac- 
tory results. It is proposed therefore to give rather a fuller 
description of it with some measurements. 

As a rough-and-ready rule, biscuit ovens should be about 
18 ft. 6 in., and glost about 14 ft. 6 in., interior measure- 
ment. These are nice, workable sizes. Biscuit ovens 
much larger than this, of 21 and 22 ft., and glost of 18 
to 20 ft., will give fairly satisfactory results ; but these 
very large ovens, though economical in that they will fire 
more ware with a proportionately less quantity of coal, 
require most careful attention to get a regular heat all over 
them, and the general consensus of opinion is against ovens 
of over 20 ft. 

Large ovens take longer to set in and draw, and longer 
to cool, and for the general manufacturer, ovens that can bo 
got quickly in and out are the best, as it is then easier to 
"get up" orders, and the packers are kept regularly at work 
as there are constantly ovens being drawn. The broad 
principle in the construction of a skeleton oven is that the 
stack is supported round the oven proper by a series of 
arches, leaving between the shell or arches and the oven 
proper a space varying from 3 to 7 in. That is to say, the 
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first 3 ft. of the oven and outside brickwork, up to the top 
of the mouths are built solidly together, but from this point 
upwards the oven proper stands absolutely independently 
and is not in contact with the shell. The advantages of this 
are, facility in repairing the oven, rapidity in cooling, and 
freedom from dirt, as the smoke from the mouths, when 
first lighted, passes up between the shell and the oven 
through the arches. The space occupied by the oven is 
small. 

It will probably be best to give the measurements of 
an oven and afterwards to offer some remarks on its con- 
struction. For this purpose we will take as a type a glost 
oven of 14 ft. 6 in. inside measurement. 

Ddcenbiox of 14 FT. 6 IN. Skslbtok Glost Oyeit. 

Interior Measurements, 

Ft. in. 

Width from side to side 14 6 

Height from centre of bottom or floor to centre of crown 

or dome 17 

Height from bottom at side to shonlder from which the 

dome arching starts 12 6 

Height from bottom to top of brickwork of the bags . 2 9 
Height from fire-bars to top of brickwork of the bags . 4 6 
Width of bags inside brickwork at top . . . .14 
Depth of bags from front to waU of oven • . . .08 
Width from bag to bag, %,e.j distance between the brick- 
work from one bag to another 2 4 

Width of centre or weU-hole in the bottom . ..09 
y, „ crown-hole in the dome . . .16 

The number of smoke-holes is 9, and their size . (sq.) 3 
(Placed about equi-distant between the shoulder and 
the centre crown-hole.) 
The nimiber of shoulder-holes is 9 . . . . (sq.) 3 
„ jy cooling-holes is 4 . . . (abDut) 9 

(Each fitted with damper and lever.) 
Trial-holes— the height from the bottom to the lower ones 1 3 
„ „ „ „ upper ones 7 

Spy, or regulator holes—height from the bottom (passing 

through the brickwork of the bags) . . . .17 
The ri^e of the flues from the mouths to the centre . .13 
The number of flues runniug into the well-hole would be 9. 
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Stttrwr Mmi u r t m gnU, 



Hdght from OQtiid« floor to oven floor .... 
„ from firing floor to alionlder from whioh the stack 

stATta 

Total width of shell of otoii 
Height from floor to top of stack 
Width of arches in shell OTer months 

„ hriokwork between each arch . 
Height of arch from floor to centre of arch 
„ „ top of month arch . 

Clamins— Height to ^nng of arch . 
i» ft centre „ 

„ Breadth half waj np ontside . 

,, „ „ inside 

„ „ at bottom . 

Iron arch sopporting the stack oyer the olaminH — 

Width. . 

Height from IcTel of fixe-bars to centre of arch 
„ „ „ base of arch 

Meaturtmentt ofMoutht, 

Tlie nnmber of months wonld be 9. 

,, „ flnes from each month would be 3. 
The depth of ash-hole below floor 1 



Bars — Heij^t from bottom of ash-hole 

(That is to say, abont leyel with the firing floor.) 

Height from top of bars to the bottom of tiie flue 

(But the bars should slope downwards and be at 

least one course of bricks lower behind than in 

frunt.) 

Height from the bars to the top of mouth arch 

„ yy „ t, Houster arch . 

Months — Width of month at bar level . 

Depth of mouth, back to front 

Flues— Width 

Depth (4 bricks) .... 
Distance from mouth to mouth at bar leyel 

„ „ „ „ each side of 

the clamins 



Ft. 


in. 


1 


9 


17 




20 




50 




3 




3 




6 




3 




5 




7 




3 




2 




1 




9 




11 




9 





1 3 



11 



5 4 



CONSTRUCTION. 

Firebrick Work. — All brickwork in contact with the fire 
must be firebrick and never less than 9-in work. The joint&ai 
should all be with fireclay '^ * ^ ""* with just su 
water to make it workabk ^®® *he bet^ 
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joints should be made as small as possible, only using the 
clay absolutely necessary to lay the bricks in. Firebricks 
of various shapes and sizes will be required such as flat- 
backs 2| X 5 X 9 for the medfeathers and mouths ; ordi- 
nary size 2J X 4J X 9 for general work. Arch bricks for 
mouths, bull-heads or wedged-shaped bricks for the oven 
crown, varying in thickness from 3J at the top and If at 
the bottom to 2^^ and 1 J, all being 9 x 4 in length and 
width. Split bricks 2 in., 1 in., and ^ in. thick for places 
where it is necessary to reduce the height of a course. 
" Oven bottoms," which cover the flues from medfeather to 
med feather, are matched or grooved and tongued to fit 
into each other to prevent sand and dirt working into the 
flues. These are the most generally used bricks, though 
there are other shapes, such as large bag-bricks, regulator 
bricks, both long and short, circular bag-bricks, &c., which 
may be used with advantage. In firebricks, the very best 
are alwaj's the cheapest, as bricks that are soft and will not 
resist the heat may be the cause of heavy losses. The fire- 
clay in which they are to be laid should be mixed with 
as much fine grog as possible, as by this means contraction 
is diminished, and this is the chief point to bear in mind 
in connection with all firebrick work. On no account 
should lime or mortar be used in any place that is likely to 
be affiected by the fire. 

Ordinary Brickwork of the shell and stack can be 9 in., 
strengthened where necessary up to 14 in., and in building 
the stack a manhole must be left just above the shoulder 
to enable the builders to get in on to the dome of the oven 
in case of necessity for repairs and clearing out the shoulder 
and crown holes. The stack being built cone shape gra- 
dually decreasing towards the top till it reaches the neces- 
sary height. The oven and ordinary brickwork are built 
together up to the top of the mouths, that is to say, 3 ft. 
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3 in. high from the firing floor, and up to this point the 
ordinary brickwork should be 14 in. at least. 

The Space between the shell and the oven proper will be 
about 7 in., but between each mouth, or rather between 
each arch over the mouth, the shell is built with a rib or 
buttress inside from the foundation to the shoulder, making 
the brickwork 14 in., and leaving at these points a space 
about 3 in. between the ordinary brickwork and the oven. 
If considered necessary a brick or two may be tied into 
these buttresses from the oven at the shoulder. 

Iromocrk, — The " bents," as the iron hoops that tie the 
oven together are called, should be } in. thick and about 

4 in. broad. About eight or ten of them will be necessary 
round the oven ; there should be three or four of them 
close together or a few inches apart just under the shoulder 
of the oven, as this has to support the weight and pressure 
of the dome ; the rest may be distributed about 1 ft. 6 in. 
to 2 ft. apart down the oven. The bonts are in various 
lengths and joined by square rings, the end of each piece of 
bout being bent round the ring. It is as well that the 
joints of the different bonts should come in dififerent parts 
of the oven and not one over the other. At one point in 
each bont the joint is made by turning up the two ends of 
the bonts at right angles, and a hole is drilled through 
each. Through these two holes is passed a bolt about f in. 
thick, screwed at one end and furnished with washers and 
a nut; thus the bont, when placed in position, can be 
screwed up quite tightly to clip the oven firmly all round. 
It is as well to leave bricks protruding from the oven in 
two or three places at the height of each bont to support it 
and prevent all chance of it slipping down sh(Mild it 
become slack. It will be found necessary when putting on 
a bont to hammer the bont into the oven wherever it bulges 
in order to screw it up closely to the brickwork. The 
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bonts round the shell need not be quite so strong, and if 
they are 3 in. wide it will be found sufficient. Two bonts 
should be placed round the Houster arch below the baiting 
mouth and one above the arches in shell to hold them 
securely. One bont should be about half way up to the 
shoulder, which will just clip above the iron arch over the 
clamins which so largely supports the stack, and one below 
and one just above the shoulder where the weight of the 
stack comes. To keep the bonts in the shell in position it 
will suffice to drive a nail or hook or two in the brickwork 
under them. . 

The Arches in the shell should each be strengthened by 
\ in. iron, 3 in. wide, bent to the necessary shape of the 
arch and to the curve of the oven. At each side of the 
Clamins (as the entrance to the oven is called) is an upright 
piece of iron, which may be either cast or wrought, bent 
to follow the outline of the clamins. It should be 3 or 
4 in. wide and 1 in. thick, with a cross-piece of about 
the same size, bolted on above the clamins, holding the 
two uprights firmly together; the lower ends of the up- 
rights should be embedded in the brickwork, but to give 
greater rigidity, it would not be amiss to have the lower 
ends also bolted together by a cross-piece passing just below 
the top step into the oven. To these two uprights are 
fastened the bonts which pass round the oven at the height 
of the clamins and which would otherwise pass across the 
clamins and stop up the entrance to the oven. The up- 
rights are fitted with sockets, which may be formed by some 
of the bonts where they are attached to the uprights, and 
into these sockets are fitted two iron ties across the clamins 
during the firing. They should be about 1 ft. 6 in. and 
4 ft. above the top step into the oven. This increases the 
stability of the uprights and helps to resist the strain on 
the bonts, as in firing the heat invariably expands the 
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oven a little, and it is for this reaaon the bonts are neeei- 
aary. They should be looked to from time to time, as tJiey 
sometimes burst and may injure the men attending to the | 
oven. 

Iron Arch aver the Claming. — As the clamins come between 
two of the mouths it would be very dij£cult to form brick 
arches in the shell over these two mouths and over thb 
clamins as well, so an iron arch is used arching over the 
damins and the mouth on either side. It therefore has to 
support a considerable part of the weight of the stack. 
The girder for this is made of two pieces of H in. iron 3)- 
in. wide, bolted together about 3 in. apart. The two pieces 
must first be beut into the shape required, that is to say, 
they must be formed into an arch 9 ft. 6 in. across from 
foot to foot, the arch having a rise from foot to crown of 
1 ft 3 in. They must also be bent to the curve of the 
oven ; that is, they must form part of the circumference of 
a circle 20 ft. 6 in. across, or the size of the outside of the 
oven shelL The pieces of iron should be about 3 ft. 
longer than required, so that each end may be turned up 
1 ft. 6 in. or so and bent slightly inwards to form feet on 
which the arch may rest, and which can be built into the 
brickwork. Under each of these feet iron plates 1 ft. 
wide and 2 ft. long should be placed to avoid all chance 
of the feet crushing the brickwork owing to the weight 
the arch will have to support The two pieces of iron 
can be drilled about every foot and firmly bolted toge- 
ther with washers between to keep them 3 in. apart, 
and they thus form a rigid girder of the shape required. 
The height at which the feet of the arch will be built into 
the brickwork is, from the firing floor, 9 ft. 9 in., making 
the total height from the firing floor to the centre of the 
arch 1 1 feet The floor from which the firing and placing 
are done is on a level with the firebars, and there are three 



OVENS AND THEIR CONSTRUCTION. 193 

steps up to the oven floor at the clamins, a total height of 
1 ft. 9 in. The mouths on each side of the clamins should 
be placed as close to each other as the clamins will allow, 
to avoid upsetting the flue plan more than necessary. 

Oven Bars are made in many shapes and sizes, but by far 
the most durable are old steel rails, or railway iron cut into 
the necessary lengths. They are rather heavy to move in 
and out of the mouths, but they last almost any time, do 
not bend, and leave plenty of space for the admission of 
air without allowing the fire to fall through them. Each 
length should have a hole drilled in the end, by which it can 
be more easily pulled out of the mouth. 

Building. 

In building an oven a firm foundation is required ; this 
is absolutely essential, as, no matter how carefully an oven 
be built, it will never give satisfaction unless the foundation 
is absolutely firm. An oven is exceedingly heavy, and 
should the foundation give ever so little, the constant 
repairs required and the losses from flues breaking through 
and ovens drawing air, &c., soon mount up to many times 
more than the amount it would originally have cost to 
secure a firm foundation. To secure a good and dry foun- 
dation for the bottom of the oven it is necessary to take out 
three or four feet of soil and fill up solidly with broken 
bricks ; this avoids the defect of the oven sucking moisture 
from the surroimding soil when firing. This foundation is 
called the Cork. The outer circles should be whole bricks, 
and when each layer of broken bricks has been laid, fine 
grog (ground up saggers or other fired material) should be 
riddled into the interstices and all holes should be filled up 
with broken shards. No wet material or clay should be 
used whatever, and only material that has already been 
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fired and has thus had all the contraction taken out of it. 
As the cork rises to the height required it must be graduated 
from the side to the centre, giving the same pitch as the 
flues are ultimately intended to have. When the cork has 
reached a sufficient height and the rise in it is exactly as 
required, fine fired sand or grog may be riddled on in just 
sufficient quantity to form a smooth surface on which the 
first course of fire-bricks can be laid which form the flue- 
bottoms ; and they will therefore have the necessary rise 
from the mouths to the well-hole. When the foundations 
have been laid and the cork fairly started, the position and 
sizes of the ash-holes and mouths should be laid out in 
accordance with the measurements already given, and to 
secure absolutely circular building of the oven an iron rod 
should be fixed firmly in the centre of the oven cork ; a flat 
board is then required about 3 in. wide, having a hole at 
one end to fit over the iron rod. The exact distance from 
the centre to the circumference of the oven is then measured 
along the board, and at that distance the board is cut to a 
point. It thus forms a radius of the circle and can be 
turned round the oven, every brick being laid just touching 
the point of the board ; another board may be cut in the 
same manner for the shell, and by this means the oven will 
be built truly circular. 

The Mouths, — In building the mouths the arches are made 
sloping slightly downwards, that is to say, each course of 
arch bricks is 1 J to 2 in. lower than the course in front of it ; 
by this means the flame is deflected down towards the flues. 
Tlic feeding mouth may be furnished with iron doors or 
partly built up with firebrick, leaving an opening 1 ft. 4 in. 
wide and 1 ft. high, slightly arched ; this is quite sufficient 
for baiting, and a fireclay covering brick can be placed in 
front of it. The latter system works best in the long run, 
as a broken brick is easy to replace, whereas iron doors 
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soon get out of order and twisted by the heat, and are 
expensive to replace. The different parts of the furnaces 
are called — Regulator holes, Mouths, Gluts, and Ashpits. 

Flue Plan. 

The last and by no mdkns least important part of the 
building of the oven is the arrangement of the flues. It is 
very easy to draw out on paper a flue plan which looks 
exceedingly pretty and which ought to work charmingly, 
but it is very difficult to work accurately to plan for the 
following reasons : In a plan it is easy to draw the med- 
feathers gradually decreasing to the centre ; but when they 
have thus decreased, on what are the bottom bricks which 
cover the flues to rest ? for they have to support the whole 
weight of the contents of the oven. The joints of the oven 
bottoms must therefore come well on to the medfeathers. 
There must in fact be a little give and take in putting in 
the bottom, and when it is put in it never looks quite so 
pretty as the plan. It is best to lay out the flue plan with 
loose bricks on the cork, or at least one-quarter of it before 
starting to build the flues ; and here more than anywhere 
must it be insisted upon that the least possible moist 
material with contraction in it should be used. The great 
object in a good flue arrangement is to get sufficient draught 
to the centre, and yet, by blocking the flues in difflBrent 
places, to hold the fire in the bottom so as to work thoroughly 
through all the flues. It is therefore evident that much 
depends on the size of the oven, the pitch of the flues, and 
the draught or pull from the stack ; the arrangement and 
height of the bags inside, and the quality of the coal used 
in firing must also be taken into consideration. Still, the 
more flues there are in the bottom the better, as long as it 
is not dangerously weakened. A flue plan is annexed, and 
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not suit another, and perhaps nothing varies so much as the 
rise required in the flues to obtain satisfactory results in 
different ovens, and the larger the oven usually the greater 
the amount of rise that will be required. 

The medfeathers forming the flues and supporting the 
oven bottom are built four bricks high from the mouth to 
the well-hole, and they start at the mouth 4 J to 6 in. wide, 
decreasing as they converge towards the centre or run into 
each other, and care must be taken in cutting them away 
to leave sufficient support for the bottom. There should 
be three flues from the back of each mouth — the centre 
one running straight through to the well-hole, the remain- 
ing two gradually running out into the side flues. At each 
side of the mouth at the back a flue runs^^round the cir- 
cumference of the oven into which the side flues work. 
The bags rise directly from the mouths into the interior 
of the oven. The ring round the well-hole is made of fire- 
clay in two or more pieces, and should be about 3 in. thick 
and 6 in. wide. A thorough repair and relaying of flues, 
oven bottoms, and bags (ridding) costs about £30, and an 
oven will probably require it every three years, though this 
will, of course, depend on the work it has done. An oven's 
life is roughly estimated for commercial purposes at 20 
years. There are, besides the ovens mentioned, many 
others that have been or that are in use in different coun- 
tries, some fired by gas, others by oil ; some two stories, 
others even three or four stories high, the heat passing from 
one stage to another. 

Continuous ovens of various construction have also been 
tried, and no doubt under varying circumstances they have 
been and will be successful, especially when under the 
superintendence of those who have made a study of the 
construction of the particular oven and the methods 
necessary for securing satisfactory results, but so far i 



198 THE MANUFACTURE OF EARTHENWARE. 

of them have come into general use, and probably the same 
ovens in the hands of people not thoroughly conversant 
with their peculiarities would residt in complete failure ; 
and it must be remembered that the firing of ovens com- 
mercially is not and never can be wholly in the hands of 
scientists, and cannot be conducted as an experiment would 
be, in a laboratory with costly appliances for verifying 
temperatures, &c. It is not as if an oven were fired only 
occasionally, as on works of any size there is always an 
oven, either biscuit or glost, being fired, and several fire- 
men and sitters-up are necessary, as they require constant 
attention. If it were necessary to have a band of highly 
paid chemists to look after the ovens the outlook for the 
potter would be dark indeed in these days of keen-cut 
prices. Firing to-day is for the most part in the hands of 
sufficiently skilled men, who are gradually, with the general 
advance of education, becoming more observant and care- 
ful in their methods, and are perfectly capable of managing 
the ovens in present use. At the same time it must be 
fully admitted that they are very prejudiced against the 
introduction of new systems of which they do not at once 
sec the advantage, and any difficulty or mishap is at once 
put down to the fault of the system and not to the way in 
which it has been worked, the latter being as often as not 
the true reason ; and the failure of the new system is at 
once contrasted with the success of the old. Apart from 
this, the ordinary manufacturer cannot afford to make the 
necessary experiments, as any experiment, imless made on 
a commercial scale, is absolutely valueless ; there is nothing 
so misleading as to make experiments in firing on a small 
scale ; systems often work wonderfully on a small scale, and 
when applied to ovens with greatly increased flue length 
prove quite unworkable. These trials on a small scale are 
usually made with the greatest care, with skilled assistants, 
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and under totally different circumstances to those which 
they would undergo in the work of an ordinary pottery. 
Almost every oven requires following differently, hardly 
two requiring exactly the same treatment ; and to get the 
best results from an oven a man must have fired it several 
times to know its little peculiarities. If then a manu- 
facturer wishes to start a new system of oven, it must be 
fired four or five times if he wishes to give it a fair chance 
before it can be decided if it is good or bad, as any defect 
may be due to his faulty method of working, and not to 
the system itself. Suppose the result be bad, what manu- 
facturer, apart from the first cost of building new ovens, 
can stand oven after oven coming out bad ? Not only is 
it the loss of material and wages paid, but the loss of time 
and the inability to complete his customers' orders that 
must be taken into consideration*. It is the scale on which 
experiments most be undertaken that deters many a manu- 
facturer from making changes, for it is not sufficient for him 
to know that such and soch a system ba« been successful 
elsewhere ; he most know the claw of ware being produced, 
the body and the glaze employed, and the conditions under 
which the system is used. In faet^ to start on any new 
system of firing, it is esteotaal that the mannfactnrer should 
have personally se^i the system he proposes to adopt sue- 
cessfnUy worked under similar eaodtdoas to those with 
which he has himself to deaL There are doubtless eheaper 
and less wsueteinl syttems in use than those emfAoyed by 
the ¥n^sh ^^o^ter^ wludi be eould to^y use if he were 
prepared to dung^ his naxtnres and system of mannfaeture. 
But would thai be a st^ in the ri^iit direetion ! It might 
cheapoi his prodnetftoii ; but would it improve it ! There 
is little doubt tbat the ma jorii j would be against aJteratkm 
in this dlxeetMi. To ^Mjsrn a more equal heat all over the 
oven k uo iovibt »iviaaUe^ tot it must not be l^t aght of 
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that different heats are required for different articles and 
different coloors, and it woold not be an altogether un- 
mixed blessmg if there was no yariation of heat in the 
Tarions parts of the oven. 

These remarks are not intended to deter manufactorers 
from making ezperiments, but merely to point out that the 
cost of failure should always first be calctilated rather than 
the profits of success. 



CHAPTER XIV. 

SAGGERS AND SAGGER-MAKING. 

Before proceeding to placing and firing, the manufacturing 
of saggers must be referred to. Ware neither in the 
biscuit nor in the glost oven can be subjected to the direct 
action of the fire, and therefore all ware must be protected 
by being enclosed in saggers, which are fireclay boxes of 
various shapes and heights, though the most commonly 
used forms in modem manufacture are either round or 
oval, as it is found that these are the most convenient 
shapes both for filling with ware and for close arrangement 
in the oven. It is very necessary to have a large stock of 
saggers in order to always have suitable sizes in which the 
various ware can be placed. Firing is probably the most 
expensive part of the manufacture of ordinary ware, and 
therefore it is of the utmost necessity that saggers should 
be thoroughly filled. To do this it is necessary to have a 
stock of saggers considerably greater than will suffice to fill 
the ovens, and the more general the trade the greater the 
number of saggers that will be required to ensure saggers 
of the various heights suitable to the different pieces. It is 
evident that if low ware is placed in high saggers consider- 
able room will be lost and fewer saggers can be placed 
in the bung than if they were exactly of the height required 
by the piece. 

Saggers are made of marl or fireclay and grog, which is 
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^^— -, firebricks, and bix>ken biscuit 

^^ ; °^ "*^ •fty rofrmctoiy material which has been 

«*««V fired wd baa had tbe contraction taken out of it. 
^^^ ^NB*> «»tt be uaed, but should be introduced je 
•*•* IW|K II I liiiiii ibi, being glajeed, the glaze would soften 
iffd Um the ttdxturo when rofired. The grog should be 
gfWM «p to 1^ aim of wheat or even to the size of pe^s if 
^j^mty WtA in tlia niactiirD is sufficiently plastic. It may 
%| |IMM wUi heta^ sitooe rui^ners on a atone bed or in a 




'^0%% vottst vulL The mixture of clay and grog will 
4j)^0igffeliar on the quality and plasticity of the clay. 
'ib^ 4itali*iii>e itw:iuired in saggers are infusibility, strength, 
ikta)E>ilitt)r, all ot which mean economy, as the saggers 
W WiHi time after time and will withstand the con* 
eQd&SI^ and reheating without cracking or splitting. 
Vfi^edboa tMft sealing or flying off is most important, 
VOL jloet sabers, where it is likely to cause 
this reason old glost saggers are very 
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valuable, as they are thoroughly glazed and there is small 
chance of particles of the sagger flying off and sticking 
to the ware and spoiling it. This defect may be caused 
by the presence of particles of quartz, iron, or lime in 
the clay, but as often as not it is due to a faulty mixture 
of materials. Saggers should be kept in a dry place, and 
ovens should be cooled gradually to avoid excessive 
breakage. It is also necessary that the contraction in them 
should be small, and to obtain these results it is necessary 
that the mixture should be " open " to allow for the sudden 
changes of temperatures they have to undergo. The mixture 
for the body must depend altogether on the nature of the 
clay, and it is evident that the greater quantity of grog 
that can be introduced into the mixture, without interfering 
with the working up of the body into saggers, the better, 
keeping it " open." Some clays can be worked with two 
parts of clay to three of grog ; some with even more ; others 
with considerably less. Experiment alone can decide this, 
and no rule can possibly be given. The contraction of the 
material must also be taken into consideration in arranging 
the sizes of the saggers. When the mixture has been 
decided on, a layer of grog is first placed on the floor, then 
a layer of ground clay, then another layer of grog, and so 
on till the pile is 1 ft. 6 in. to 2 ft. high. It can then be 
dug over and sprinkled with a little water and passed a 
couple of times through the pug-mill, which is similar in 
action to that described under clay-making, but is rather 
shorter and has two exits for the clay instead of one. It is 
better to pass it twice through the mill to ensure a thorough 
mixture. The less water and the stifler the mixture the 
better ; it means harder work in making, but it also means 
better saggers. Where machinery is used in mixing, the 
clay and grog are ground up together and the mixture is 
made with water in a blunger. When thoroughly blunged 
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uji it is run into a steam-jacketed tank to drive off th 
superfluous water, and when of sufficient consistency it 
passoil through the pug-milL The mixture to be used for 
the bottoms of the saggers shouki have more grog in it thaOH 
that used for the sides. The sagger-marl when maJeU 
tak«n to tlie sagger-maker's shop and piled up in one place 
Mi apart for the purpose, and is beaten into a thoroughly 
soHd mass with woollen nuilleta to give it greater consistency 
and strength. 




Si.ao£K Maml Pua Mitx, 



The JpplianetB required by the sagger-maker ure as 
follows : — 

Bmrhcfi, which are either of wood or with brick found 
tions, having wootien or iron tops to them ; the latter are 
probably tfie best as they are more solid. On these are 
8crewe<l strijjs of wood or iron of the thickness rerjuired for 
tlie sides of the saggers and sufficient distance apart to form 
the hciglit necessary for those in most general use. Should 
smaller si^ses be wanted it is easy to cut o&' the part not 
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required with a knife and a coarse ruler. The usua 
thickness of saggers when fired is about three-quarters of an 
inch, though very large ones should be thicker. 

Iron Hoops, forming circles and ovals, of the thickness of 
the bottoms and rather larger in circumference than the 
finished sagger. 

Drums, or shapes of wood, of all the different sizes to be 
made, on which the sides of the saggers may be formed. 
These should have a hand-hole in the top to facilitate their 
removal from the sagger during manufacture. 

Square or Octagonal Boards in considerable numbers, suit- 
able to the different sizes of saggers to be made. 

Wliirlers, which are usually square and made of wood, on 
which the sagger can be placed and turned round easily 
during the making. 

A Small Iron Spade or Cutter, to cut off strips of clay 
from the solid pile of clay suitable for forming the sides. 

Tools. — A few pieces of stick, a knife, and a piece of cloth 
or two, and wooden mallets of various sizes. These will be 
all the requirements for the manufacture of saggers by 
hand. 

Ample drying room will be required. 

Small Saggers may be made by expression from a press, 
as drain-pipes are made, and afterwards may be cut in 
lengths and stuck to the bottoms with clay slip. 

Large Saggers are sometimes made by machinery, the clay 
being pressed under rollers to form the sides. The clay is 
placed in shallow iron troughs of the depth required to 
form the sides, and then passed under the rollers, which 
press the clay firmly and smoothly into the form. The 
strips of clay are then removed and applied to the forms 
or drums, thus making the sides of the sagger. There have 
been many appliances tried for making saggei-s completely 
by machinery, but up till the present they have not given 



SOG THE MAKUFICTURE OF EABTHENWABE. 

sufficiently satisfactory results to come into general use, and 
liy far the greater number of saggers are still made solely 
by hand. It will therefore be as well to briefly describe the 
proccsa. The saggerKilay, having been thoroughly beaten 
into a solid mass about the height required for the sides of 
the saggers, the sagger-maker cuts off a strip of the thick- 
ness and length desired with the spade-cutter. He first 
sprinkles a little dry sand or fine ground grog on the bench 
to prevent the clay sticking to it. Sand is always rather 
dangerous for this purpose, as it falls off when the saggers 
arc tired, and in making glost saggers sawdust is sometimes 
used in preference. He then lays the strip of clay on the 
bench and beats it with a short mallet firmly in between the 
strips. By this means he forms a solid bat of clay of suffi- 
cient length to form the whole side of the sagger and of the 
same thickness as the strip of wood nailed on the bench. 
He then places the drum of the sagger on the bat and rolls 
it along, winding the clay on to it. The bat is cut off at 
the meeting-point and the joint is made by kneading the 
clay well together with the fingers and a little slip. Mean- 
while, the sagger-maker's assistant, of whom he generally 
has two or three, has taken a lump of clay prepared for the 
bottoms and has placed it on a bench inside the iron ring 
which is to form the bottom of the sagger. The clay is 
beaten out with a wooden mallet till it fills the space con- 
tained by the ring solidly, care being taken to beat it to the 
same thickness all over and not to leave it thinner in the 
middle than at the sides. This is a serious defect, as 
saggers that are thin in the centre of the bottom are bound 
to give way when filled with heavy ware. The work being 
finished, the iron ring is removed and the bottom is placed 
on a board ; this is then placed on the whirler and the sagger- 
maker places the dmm, surrounded by the side, on the 
bottom. The bottom is rather larger than required for the 
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sagger, and so projects a little outside the sides. He then 
makes a groove round the bottom outside by running a 
stick round the side ; into this groove he pours a little slip 
and proceeds to knead the sides and bottom together with 
his fingers and thoroughly incorporates them. He then cuts 
ofif the superfluous clay and finishes off the joint clean with 
a piece of wet cloth as the whirler is revolving. The drum 
is then removed and the joint made good in the same 
manner inside. The work being finishe 1, it is removed to 
the drying room. Ample drying room is required, as it is 
very essential that saggers should go absohitely dry into the 
oven, or there will be heavy loss in split saggers. Con- 
siderable heat is required, as saggers are very thick, and 
must be dried right through ; so if steam is used it is 
as well to have the pipes arranged with standards every few 
yards, so that they can be used as stillages for the saggers. 
After sufficient time has elapsed the saggers should be 
removed from the boards, as this facilitates the drying of the 
bottoms. The thicker and stronger saggers can bo made the 
better, as long as they do not become too heavy to handle. 
Saggers should be dated when made. This is no trouble to 
the maker, as he just marks them with a stick when wet, 
and it is a useful guide as to the duration of saggers, besides 
facilitating the counting of work at the week end. 

Saggers are settled for in different ways, either by day 
wage, piecework, or by a fixed payment of so much per 
oven to keep up the saggers and a certain arranged surplus 
stock. This latter is by far the best method, as it is to the 
sagger-maker's advantage to make as few saggers as possible. 
He therefore makes them in the best possible manner, and 
has always his eye on the placers and oven-men to see that 
they treat the saggers fairly, and do not throw them out 
when they might be used again. At first sight it would 
seem to be an equally good system to pay the sagger- 
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maker so much per sagger made ; but it would then be to 
his advantage to make as many saggers as possible. As, 
however, saggers are not sold, l>^t only used in the produc- 
tion of the saleable article, the more saggers made the more 
material is used, and so the greater expense. Even if by a 
fixed sum per oven each individual sagger is costing more 
than the price that would be paid per sagger for piecework, 
the saving on the material used, owing to the sagger-maker 
taking special care over his work, will repay the manufac- 
turer again and again. The point that needs attention 
is to see that the surplus stock is fully kept up. This can 
be done by counting the stock every now and then, or by 
counting the saggers made weekly and comparing it with 
the return of the saggers [broken and thrown out, which 
should be handed in weekly by the foreman of the ovens. It 
is thus easy to see if the sagger-maker is keeping pace 
with the breakages. By this means the percentage of loss 
both in biscuit and glost can be accurately ascertained, 
which is required for calculating the cost of production of 
the ware. Apart from the duration of saggers, it is 
important that they should be well-made and strong, as if a 
sagger gives way in the oven in the lower part of a bung, 
the whole bung may come down and perhaps bring others 
in its train. And not only must the breakage be considered, 
but the falling saggers and ware may fill up the bags and 
flues, and the whole of one side of the oven may be short 
fired and spoilt ; or the fireman may not be able to draw his 
trials, and his firing in that quarter of the oven must be 
done largely by guess-work. It is very false economy to 
have too few saggers, but the breakage percentage should 
be kept as low as possible, as sagger-making materials are • 
an important item in the year's expenses, and a difference 
of 1 or 2 per cent, in the loss on saggers during the year 
represents a considerable amount. In fact, saggers should 
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be looked after and as carefully counted as ware. Seven 
per cent, loss in biscuit and six per cent, in glost may be 
considered reasonable, but with care these percentages can 
be reduced. 



Sizes of Soke Sagoebb m General Use. 
{Outside Measurements,) 



Common height, oval, 20 in. hj 

16 in. by 8 in. 
Basins, round, 20 in. bj 13 in. 
Bound plate, 14^ in. bj 7 in. 



Ewer, 20 in. by 16 in. by 16 in. 
Cup, 20 in. by 15 in. by 4 in. 
Common round, 20 in. by 6^ in. 



Basin saggers in glost are often made with the centre of 
the bottom cut out (ringers), leaving a ledge all round for 
the props or dumps on which the basins are suspended. By 
this means the lower half of one basin enters into the upper 
half of the next below it, and by this means more can 
be placed in the same space. Special pieces will often 
require special saggers, and every effort must be made to 
save space in the ovens. The cost of firing a common height 
sagger is taken as the basis of calculations of cost. All 
other saggers are calculated as being half a common height, 
twice or twice and a-half, as the case may be. 

Firebricks, — ^It is as well to make a certain number of 
firebricks of the different sizes required for use in the ovens 
and kilns, as they can be fired for practically nothing in the 
biscuit oven between the bags. The space occupied by 
them would otherwise not be filled, as they can be placed 
where there is not sufficient room for saggers. Too many 
of them should not be fired in any one oven, as, being 
so solid, they require considerable heat, and they may be a 
cause of delay in firing the oven. They should always be 
thoroughly dry before going in. The mixture for the fire- 
bricks may be made in the same manner as that for sagger's, 
but it should contain considerably more grog — three or four 

P 
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parU, or even more, to one of day. This makes the hricks 
moat refractory, and free from contraction, as the greater 
part of them is material already fired. 

irad day may be made of a somewhat similar mixture to 
that used for saggers, but the grog must be finer — ^in fact, 
like sand. It is most important that it should have no 
tendency to crack and fly ofiT—- a defect usually caused by an 
insufficiency of sand in the mixture. 



CHAPTER XV. 

BISCUIT PLACING, OR THE ARRANGEMENT OF CLAY 
WARE IN SAGGERS. 

Under the term Biscuit placing is included both the arrang- 
ing of the various pieces in the saggers and the piling 
up the saggers in " bungs " in the oven. As has already- 
been remarked, it is of very great importance that the 
saggers should be well filled, and therefore in the manu- 
facturing department this necessity of suitable ware for the 
ovens must be constantly remembered. Ovens are often 
delayed and men stopped in their work through not having 
the necessary ware for the different parts of the oven, or for 
the proper combination for filling saggers ; and this is a sure 
sign of want of organisation and foresight on the part of 
those controlling the manufacturing end. The placing of 
clay-ware in saggers requires a considerable amount of 
training and care, as in this state the ware is very easily 
broken or pressed out of shape, should it have been sent in 
rather green ; and to place the saggers on the bungs the men 
also require to be strong and active ; as saggers full of ware 
and more especially full of " flat,*' are very heavy. They 
have to be carried on the head into the oven, and up the 
ladder, or "horse," and then have to be put carefully on the 
bung without any jerk ; and this is the greatest strain of the 
whole operation. The men always wear a well-padded, strong, 
flat-topped cap, to prevent the weight bruising the head. A 
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common height oval sagger weighs from 20 to 25 lbs., and 
when filled with flat would weigh some half a hundred- 
woight— no light weight to move about with ease and care. 
Placers will require two or three ladders of different 
heights, which should be made strong, and the top should be 
pufticiontly wide to rest a sagger on, if necessary, and should 
}>c cut away behind in a circular form, so that it may rest 
socnrely against a bung of saggers. The benches on which 
the placing is done should be strong, and at the point where 
ench man does his work two pieces of wood about 2^ in. 
high and 2 in. wide and 7 or 8 in. long should be nailed, 
(> or 7 in. apart. The sagger to be filled is placed on these, 
and the placer has thus plenty of room underneath for his 
h:ind8 when he lifts it off the bench to carry it to the oven. 
l">>'er the benches should be two or three tiers of pegs on 
which the boards with the ware can be put. Clay ware can 
br placed in ihe ss^^y^ one piece on another till it is quite 
full : the chief point to bear in mind is that the ware 
mn*t bo pla^yni in such a manner that it will not become 
o^^ok(vl <ifinn^ the firing ; neither on account of its contrac- 
t*oti t>or Ah M^HUit of the weight of the pieces placed one 
wi tlM^ ^^W^ ** Flat " ware, such as plates, dishes, &c., 
^t^iM^Ul twit ^ placed in very high saggers, as, if filled, the 
'\<*^^3tt i^Vi*»M be too great and the bottoms of the saggers 
^^'>^Hl^V*i^• iKk^' give, causing the ware in the sagger to go 
*w^^4j 'MffA X^ty likely breaking the ware in the sagger 

■ '*-'"*»'*/**/.. 'A^^ the clay plates are bunged up on "setters," 
' ■•*^^** HH^^ilfW thick plates made specially for the purpose, 
I'l •ocvjouvifv'-ljii^uit plates; that is to say, plates which 
•^^:^ ^ ^\'iM^- 1^ ^4 the oven defective. The former are, 
Jiovxcxci^ ^^^ W*K though the latter maybe the cheaper 

:i ittio ii^id^ tiu^. ground up pitchers or calcined ground 



AKRANGEMENT OF CLAY WARE IN SAGGERS. 213 

flint ; but this latter is expensive. This prevents the lower 
t plate going crooked, and the other plates are then piled on 
it; the lower plate must not be too thickly bedded, or 
there will be no room left for contraction, and it is sure to 
crack. In many cases it is the custom to introduce sand 
between the edges of the plates by rubbing the hands full 
of sand lightly round the edges, as it keeps them from going 
crooked ; but this is not absolutely necessary. A little 
sand may also be sprinkled on the top plate, especially 
round the border, to prevent it from rising. 

10 in. plates can be placed 10 to 12 high. 
8 „ „ ,t 14 oris „ 

6 „ „ „ 18 to 20 „ 

Cups should be boxed on one another edge to edge, 
which keeps them straight. They should be stuck together 
with a little moist starch. 

Dishes are very liable to go crooked, and are therefore 
bedded up one on another with sand or ground pitchers. 
It is very important that the sand used for bedding ware 
should be quite clean and free from iron and all colouring 
matter, or the ware in contact with it will come out stained 
or spotted. Dishes require special saggers made for them 
according to their size. They should be made low, espe- 
cially in the larger sizes, so that the dishes need not be 
placed more than five or six high. Smaller ones may be 
bunged up higher. 

Pieces with Covers^ such as soup-tureens, cover-dishes, 
brush-trays, boxes, &c., should generally be fired with their 
covers on them, otherwise it will be found difficult after- 
wards to fit them, as, should the covers be in a different 
part of the oven to the bodies, they may get a harder 
or easier fire than the bodies to which they belong, and, 
the contraction being different, they will not fit as they 
should. Pieces may always be put inside soup-tureens, 
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cover-dishes, &c. It is important that the bottoms of saggers 
should be level, otherwise pieces, especially those with delicate 
feet, may take the form of the bottom, and thus go crooked. 

Bimns may be bunged up or boxed with chambers inside, 
and soap dishes again inside the chambers. 

Howls are bunged up one on the other, with a small cup 
or egg-cup in the top one. 

JiJwers can have tall articles, such as candlesticks or 
brush vases, placed inside them. 

It is very useful to make some small fancy articles or 
knickknacks which can be used to fill up odd comers in 
the saggers where nothing else will go. Insulators and 
small electric appliances are very useful for this purpose. 
They thus cost little to fire, as they are taking up space 
which would otherwise be unoccupied. When it is re- 
membered that there are from 2,600 to 3,000 saggers 
in an ordinary biscuit-oven, it will at once be noted what a 
(liirorence in the cost of production an extra piece or so 
in each sagger will make, and low selling prices can only be 
obtained by making combinations in the ware to thoroughly 
suit, and fill up th« saggers. It is evident that if several 
small pieces can be introduced into an oval sagger con- 
taining two bungs of plates, the cost of firing those two 
Imngs of plates is reduced ; and the same rule holds good in 
all firing operations. At the same time care must be taken 
that no pieces are above the level of the sagger-edge, or the 
next sagger, when placed in position, will crush them. 

After it has been placed in the saggers, the ware must be 
arranged in the oven in the parts best suited to it, that is to 
say, in accordance with the different degree of heat in the 
different parts of the oven. 

The parts where the greatest heat is will vary slightly in 
different ovens. The hardest part of an oven is between 
the tag* and just above them, and in the first ring just 
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above the bags. The top is the next hottest, and under the 
bags is generally not quite so hot as the top. This applies 
to the first ring. The second ring is in the same pro- 
portion, but not so hot as the first ring, and so on to the 
centre; though in some ovens, just round the well-hole is a 
hard place. If there are many smoke-holes in an oven, the 
top of the first ring will not be so hard as it would be if the 
number of holes were less. Broadly, the outer circles get 
more heat, and so the bigger articles which better resist 
heat should be placed in these positions. Any pieces likely to 
warp should be put in the protected parts of the oven, this 
applies specially to pieces with feet, delicate centre-pieces, 
&c. As a rough guide, a list is annexed of the position of 
various ware in a biscuit-oven. A large oven (some 20 ft. ) 
containing five rings and an arch bung is supposed. 

Abch Bungs. 

Under the Baps, — Stoneware, mng^, bowls, ordinary pressed jugs, 

Above the Bags, — Common chambers, kitchen ware, slipped 
mugs, &c. 

First Ring. 

Under the Bags. — ^Tea-ware, sancers, mngs, baking dishes. 

Five to seven saggers above the Bags, — Fire- ware, stone-ware, coiAmon 
chambers, servants' ewers, teapots, strong jugs, ordinary toilet. 

Above the Bags. — Best toilet, strong cover-d^hes, salads, big dishes, 
sonp- tureens, and anything not liable to warp. (No articles with 
feet.) 

Second Ring. 

Under the Bags. — Small plates and saucers, &c. 

Above the Bags. — Sauce boats, delicate soup-tureens, salads with 
feet, su^ar-boxes, butter dishes, any superior ware, dessert ware, and 
things that require protection. 

Thibd Ring. 
Plates of all sizes ; but it is best to g^t in all the 10 in. and 8 in. 
plates in this ring if possible. 

FouETH Ring. 
Small plates, sauce ladles, small pots, sauce stands, &c. 

FiPTH Ring. 
Candlesticks, shaving basins, knickknaoks, &c. 
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The ware having been placed, the sagger is carried into 
tiic oven. Oreat care should be exercised in the selection 
of the lower saggers of a bung, as they have to support 
tiio full weight of the saggers and ware piled up on them. 
Specially good saggers should also be chosen for the parts 
where the fire is directly playing on them just above the 
biigs. It is very important that bungs should not fall 
«\nd should remain as straight as possible, otherwise the 
normal firing of the oven will be interfered with. As the 
bottom of the oven is sloping, and it is necessary that each 
bung of saggers should be run up perpendictdarly, the 
lowest sagger is placed level on three pieces of brick, and 
care must be taken that these three bricks come on the 
joints of the quarries or oven-bottoms over the medfeathers. 
Should they be placed in the middle of the quarries, they 
are likely to break through into the flues, owing to the 
weight on them, and this again would interfere with the 
firing. It is not safe to run up one bung alone to the top, 
but several should be run up together; thus, if one does 
get out of the perpendicular the others will support it. 
A bung falling while being placed is most dangerous, and 
men may be hurt or killed by it. Great care should 
therefore be exercised; and even with the greatest care 
a bung may fall through one of the lower saggers giving 
way. As each sagger is brought into the oven it is placed 
accurately on another, the bottom of one thus forming 
the cover of the one next below it, and the bungs are run 
right up to the top of the oven without touching it 
("Crown's the mark," they say in Staffordshire), including, 
of course, the green saggers, and in these saggers a few 
I)ieces of light ware may be placed, more especially round 
the sides, care being taken that there is not sufficient 
weight in the centre of the sagger to warp it. The bungs 
should, as a rule, run from bottom to top alj of the same 
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sized saggers (fchough of any height) ; large saggers, how- 
ever, may be placed across two or three bungs when 
necessary; but it would certainly be better to have a 
complete bung of the large-sized saggers if suitable waie 
can be found to fill them. After one sagger is placed on 
another, it is usual in England to take two handfuls of sand 




Wad Box. 

and rub them round the joining point of the two saggers to 
keep them thoroughly closed, and to prevent i^ame or 
sulphur entering to discolour the ware, and at the same 
time it prevents the saggei^ adhering to each other. In 
many places on the Continent, and elsewhere, it is the 
custom to w^ad the saggers as in glost ; that is to say, thin 
rolls of fireclay made from a wad-box are placed round the 
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wadtled, however, the ware must go in ved^ 
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I^inally, the percentage of defective wg 
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prevent them sticking together, which facilitates drawing 
and decreases breakage. Bungs may be steadied with 
a half firebrick wedged in between them in different places; 
it is,, however, far better to build the bungs as close 
together as possible to support each other, and to use as 
few brick wedges as possible, as they are liable to drop out, 
and this may entail the fall of more than one bung. No 
matter how close oval or round bungs are placed, there 
will always be plenty of room for the circulation of the 
draught and fire. If a bung is steadied against a bag, the 
half-brick should be placed against the corner or angle of 
the bag, and never in the middle, as, should the bung move 
ever so slightly, it will then crush in the bag and sadly 
interfere with the firing. 

Nothing destroys saggers so much as too rapid cooling, 
and unless a biscuit oven is immediately wanted it is far 
better to leave it to cool at least two days, which will mean 
pounds saved in saggers. It is best to fire green saggers in 
the biscuit oven, as the heat is raised more gradually ; in 
the glost oven, where the heat is got up quickly, the saggers 
are more liable to crack, there being always a certain 
amount of moisture in them. It is, however, in practice, 
desirable to make each oven keep up its own saggers, as it 
makes the men careless if they are allowed to run off to the 
biscuit oven and take saggers whenever they are required. 
Saggers sufficient to keep the glost oven going can per- 
fectly well be fired one or two if necessary on each bung, 
and they will come out quite satisfactorily if they are sent 
in thoroughly dry. It is as well not to put green saggers on 
the arch bungs, as they are liable to be damaged ; the top 
sagger can be covered with an old crooked one to keep the 
dirt and flame from the ware. It is as well to bridge the 
green saggers from bung to bung on the top, as it helps to 
steady the bungs and keep them straight. 
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If tho new saggers come off the top of the bungs 
*' blibbed," or with black blisters both outside and in, it is a 
sign that the oven has been started off too quickly and 
over-baited, though it may be sometimes attributed to the 
use of inferior sagger clay. 

WeU'hoU Pipes are like short drain pipes, and are used to 
carry the flame rising from the well-hole up to the crown- 
hole, like a chimney. If the bottom is very high pitched, 
and the oven fires very hard in the centre, it may be 
necessary to carry them up to the top. If it is a slow oven 
in the centre, they are hardly required at alL They are, in 
fact, used to protect the ware and have no effect on the 
draught. These remarks apply more to biscuit ovens; 
in glost it is always as well to run them part of the way 
up, if not alL 

Clamins should be built up two bricks thick to above 
the lowest trial hole, or to about the height of the bags 
inside the oven. And the rest may be built up one brick 
thick before firing ; but it is as well not to lute the upper 
part till the oven has been going eight or nine hours, 
as another means of escape for the moisture is thus left. 
The mixture for luting may be made of earth or sand 
and water mixed with a little clay or dung; in fact, 
anything that will prevent the air drawing into the oven 
through the bricks. The top bricks should be wedged 
firmly in with "cotters*' or pieces of broken sagger to 
prevent any movement. When the placing has been 
finished, any ware over should be carried back to the 
greenhouse, and the benches should all be tidied up before 
firing commences. The best way of paying for placing" 
is by the result of the oven ; that is to say, a price should 
be arranged at so much per dozen for the ware delivered 
into the biscuit warehouse, as by this means it is to the 
placer's advantage to get as much ware into the ovens 
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as he can. Any ware that is broken in placing or drawing 
by their carelessness, would, of course, be deducted from 
their account. Sometimes the price is arranged with the 
fireman to include firing, then any pieces defective through 
bad firing, or any short-fired ware, should also be deducted. 
A biscuit-placer should be able to place eight to nine bungs 
a day, and so, by counting the number of bungs in an oven, 
it is easy to calculate how many men should sot in an oven 
in a given time. The number of bungs placed will depend 
also on the class of ware and the distance which the men 
have to carry it. Eoughly, it takes one-third longer to set 
in than to draw. 



CHAPTER XVL 

BISCUIT FnUNG. 

After an oven has been drawn, the fireman should make a 
careful inspection, as there are always some small repairs 
necessary after each firing, which, if left until after the next 
firing, might make very large repairs necessary, or might 
even be the cause of considerable loss during the firing. 

First, he should examine the bags, and if they are not 
sufficiently bad to require rebuilding, they should be 
stopped and fettled with fireclay. If an oven is in hard 
work, one bag will probably want rebuilding after every 
firing, and should the casing at the back of the bag require 
repair, the opportunity should be taken of doing it when 
the bag is down. 

Second, he should see that the floor is in good order, and 
that no quarries have been forced down into the flues. 
Should this be the case, they must be replaced, and it may 
also be necessary to have up a quarry or two to see that 
the side flues are clear and not stopped with sand. 

Third, he should make sure that the shoulder-holes and 
clearing holes in the crown are cleaned out, as they often 
get gradually 8top{)ed up with sulphur, &c. 

Fourth, he should examine the foundation from which 
the arches of the mouths spring, and if the brickwork is 
much destroyed it should be cut out with a chisel and 
replaced with fresh firebricks. He should also notice that 
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all clinkers have been thoroughly cleaned and cut out of 
the mouth, as, if they are left, they may be the cause of 
short-fired ware in the next oven. 

Fifth, he should see that the flues are all clear from 
the mouths to the well-hole. This he can do by putting a 
piece of candle lighted in the well-hole and then looking 
along the flue from each mouth in turn. 

By attending to these matters, the fireman is sure, at 
any rate, that his oven is in a proper condition to fire, 
and any irregularity he may notice during the course of 
firing cannot be attributed to any defect in the oven 
itself. 

Pottery, without exception, requires, or at any rate 
is not injured by an oxydising fire, which is the most 
economical form of combustion, since all the gases are 
completely burnt inside the oven, and there is no waste 
of fuel. The fireman's object is to be economical in fuel, 
while obtaining the required heat in the difierent parts 
of the oven. He should be able to keep it a certain time 
at that heat if required, and must therefore be able, if 
necessary, to keep one quarter of the oven back or push 
forward another. This is managed by sending in a certain 
amount of air by the regulator holes, which are closed or 
opened as circumstances may require. To work an oven 
successfully, it is then essential that the fireman should 
know the heat which he has attained in the different parts 
of the oven, and to gauge this he uses trials or pyrometers 
of diflbrent sorts, which he can draw out of the oven or 
look at from time to time. A pyrometer, according to 
Brogniart, should unite the following properties : — 

1. It must be easy to manipulate. 

2. It must show the heat in the part of the oven where 
the ware is being fired. 

3. It must show the heat at any given moment. 
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defects are likely to occur is a very great help. Spots of 
iron may be caused by men filing at their benches or by 
the magnets not properly cleansing the body, or throng 
defective bearings of machinery, and the attention of the 
manager should at once be called to this or to any other 
apparent defect in the body. One nile must, however, be 
stfictly observed, and that is no defective piece must be 
I Kissed without attention being called to it. Broken ware 
shituld not amount to more than 4 per cent., the percentage 
of seconds will depend upon the "selection " required. The 
warehouseman must also give his special attention to any 
new pieces or new shapes coming from the oven for the first 
time, so that any alteration required in their manufacture 
may at once be pointed out. 

All ware should be carefully cleaned and brushed with a 
stiff brush, to remove sand or dust, and sand-papered if 
necessary. White ware should receive extra attention, 
os[)ecially that which is afterwards to be decorated over 
^laze, and for which a special selection is required, as it 
goes directly to the dipper and does not pass through 
anyone else's hands; and nothing spoils the appearance of 
ware more than sand or dust under the glaze. It is of very 
great importance that biscuit ware should be well fired and 
regular, as, if irregular, when printed it will come out in 
different tones, and the ware is most difficult to dip satis- 
factoiily, as it requires different strengths of glaze. It 
is as well to have gauges made for all the different sizes ol 
fiat. The simplest form is a piece of board with two iroD 
pins about an inch high firmly screwed into it at a sufficient 
distance apart to allow a properly fired plate to pasi 
through. Every plate should then be passed through aftei 
it has been brushed. Those that will not pass have nol 
sufficiently contracted, and therefore have not had sufficieni 
fire and should be sent back to the oven as " short fired.' 
Short fired flat is very dai\«<eto\3k&, VJov^ \\kal^ to craze, ai 
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use, the most common being little rings of red clay, which 
have already been fired in clay state at a low heat. They 
should, when fired in clay state, be buried in flint and the 
sagger should be carefully wadded, so that the flame cannot 
possibly flash them, and they should be fired in the second 
eagger of the third ring of a glost oven. They are dipped 
in glaze of a composition varying with the taste of the fire- 
men, some using four parts lead to one of flint ; others four 
parts lead to one of stone, and all sorts of combinations of 
these materials. The mixture matters little as long as the 
fireman always uses the same and knows the efiect of the 
beat, on it. These trials should always be put in a glost 
trial sagger on a piece of glazed shard. As the heat in- 
creases the glaze melts and the rings gradually change 
colour, going through all the shades of deep red and brown 
till they become black. This form of trial is, however, only 
suited to glost ovens, or biscuit ovens where only a com- 
paratively low degree of heat is required. In firing fine 
earthenware in biscuit, they are not a sufficient guide, as 
once turned black they show no diflerence in tone, and they 
arrive at this colour before the heat is sufficiently great to 
produce really good biscuit from a hard body. They may, 
however, be used as a guide up to a certain point, other 
trials being used to finish the oven. The fireman keeps a 
set of trials from both bottom and top which he considers 
are of the exact colour required, and he compares the trials 
drawn frojn the oven with them, and he is thus able to gauge 
the heat at which the oven has arrived . The trials when drawn 
are dropped into a receptacle of water to cool them, so that 
their colour can at once be compared. Trials, of whatever 
sort, should always be drawn in the same order, and kept in 
that order on the bench or in a plate, so that the next round 
drawn can be placed by the side of them and compared. 
Another form of trial, which is more generally used in the 

Q 
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firing of large biscuit ovens at a great heat, is the "pitcher" 
trial. These trials are simply pieces of clay ware, such ai 
bits of broken clay plates with a hole cut in them by which 
they may be taken out of the oven with the drawing rod. 
They are drawn from time to time when the oven is soiE- 
ciently advanced, and are broken with a hammer, and when 
cool should be taken to a dark comer of the oven-house with 
a candle (in order to always have the same class of light 
both by day and night) for examination. The mode of 
judging the condition of the trial is to look along the edge 
of the fracture in a line with the light. If it has a rough 
and porous appearance it is not sufficiently fired. Breakiog 
it with the fingers will also be a guide as to its hardness. 
If, when broken, it has a rough appearance in one part with 
a smooth appearance where it has broken in a zigzag form, 
that also shows an insufficiency of fire. When fully fired 
and up to the proper degree of heat, the fractured trial 
should have the smooth appearance, almost like cut cheese, 
and should be slightly shiny or glossy, though this appear- 
ance will vary in accordance with the composition of the 
body. Pitcher trials should be leant against a brick placed 
on edge in the trial sagger, as this greatly facilitates their 
withdrawal from the oven. If by any chance trials have 
been left out of the oven altogether, it is as well to warm 
up some ring trials and put them in the oven with the draw- 
ing rod, as they will always be some help to fire by. 

Probably the most useful form of trial is by gauge. This 
was introduced by Wedgwood, and is founded on the pro- 
perty of the contraction in plastic clay. It is, however, 
little used outside England. 

The gauge consists of a piece of metal in which is cut a 
deep flat groove, the width of the groove diminishing 
gradually from one end to the other. The metal is 
graduated with lines or degrees each side of the groove. 
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Little clay "bits," or half cylinders, are made to fit in up to 
a fixed point, and as the clay bits are fired they contract, 
and when placed in the gauge slide further up the groove, 
and by this means the heat is measured. The clay " bits " 
should be fitted in the gauge before use as accurately as 
possible, and the zero point should be marked on them 
by cutting a small nick across them at the O point in the 
gauge. This nick thus becomes the index for reading the 
degrees on the scale. It is verj' necessary that the bits 
should always be of exactly the same degree of dryness 
when they are tried in the gauge, as, should the humidit}' 
be difierent, the contraction will also be difiereut and the 
result will be inaccurate ; and for the same reason, in their 
manufacture equal pressure must be applied. 

It is evidently important that the bits should be made of 
a body that will always have the same contraction and will 
also contract fairly equally as the heat increases. The latter 
is impossible to obtain absolutely, as clays always contract 
in jumps ; that is to say, they often go through a consider- 
able increase of heat without contracting, and then with a 
small addition of heat will contract considerably, and the 
contraction is usually larger at the lower temperatures than 
at the higher. This is not of very much moment when the 
fireman once knows the contraction of his '* bits," and the 
points at which the chief contraction takes place; but it 
makes the system quite useless for comparison with other 
degrees of heat. Each manufacturer makes his own clay 
for " bits," and many diflferent widths of gauges are in use ; 
30 that ordinary comparison of the heats to which different 
manufacturers are going is impossible. The annexed table 
will give an idea of the contiuction of clay "bits" drawn 
from the top during the firing, though, as already stated, the 
contraction will vary, with every different mixture of clay 
used. 
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The clay bit is supposed to have been fixed at the 

point — 

After 22 hours* firing it dipped up the gauge to the Ist degree. 



25 




} t» 


3rd 


28 




) ft 


6th 


31 




tt >t 


26th 


34 




f 11 


29th 


37 




ft ti 


36th 


40 




t »« 


36th 


43 




t ft 


40th 


45 , 




tt tt 


48th 


49 


» »» 


t tt 


63rd 



In practice, however, trials would not be drawn every 
three hours, but only when it should appear necessary. It 
should be noted that the top trials will always be harder 
fired than those at the bottom. 

The adversaries of this system also allege that in accord- 
ance with the firing being*quick or slow, the contraction of 
tlie "bits" will be different at the same degree of heat 
Still, once the composition of the "bits" has been made, 
and the degree to which they are to be made to contract 
has been decided on, the system works quite suflSciently 
accurately for the commercial potter. The bits, when 
])Iaced in the trial sagger, should be buried in small cups 
filled with ground flint, so that they may not be flashed. 
All trials of whatever sort should be destroyed as soon as 
the oven is drawn, as should they remain by accident in the 
trial sagger they may become a source of great perplexity 
to the fireman in the next oven that is fired. Dr. Segar's 
chemically prepared cones are also used for firing by some 
potters. These are prepared so as to collapse on reaching 
different heats, and, by having a series of them in the oven, 
they collapse in turn as the heat increases, the last one 
collapsing at the highest heat to which it is wished to go, 
and the firing is then stopped. Other trials, based on the 
melting point of different alloys of gold and silver, have 
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been tried, and on the expansion of platinum wire and other 
metals have also been experimented with, but have not 
come into general use. About ten trials should be put in 
each quarter of the oven, four below and six in the tops ; it 
is always better to have a trial too many than one too few. 
Trials are most useful guides; but it is not merely neces- 
sary in firing to get up the trials to the necessary point ; 
in fact, under some circumstances it is impossible to do so, 
owing to the falling of a bung or the breaking down and 
stoppage of a flue in one quarter ; and if a fireman, under 
these circumstances, were to attempt to get up the trial to 
the degree of heat stipulated, he might melt down the rest 
of the oven to a solid mass, which would have to be broken 
out with pickaxes. There is no occasion to draw a trial 
during the first thirty hours, as the look of the oven and 
the way the fires are working will be quite sufficient guide. 
After this time has elapsed a round of trials should be 
drawn, as it is as well to make quite sure that no part of 
the oven has got much ahead of the rest, as should one 
part be ahead, it is better and easier to correct it then than 
later on. It is generally necessary to keep back the tops, 
as they are almost always ahead, and should they be behind, 
it is an easy matter to get them up ; whereas if the tops are 
already up while the bottoms are behind, it is no eany 
matter to get them up without increasing the heat in the 
tops, and once one part of the oven gets ahead, the heat, 
increasing the draught in that part of the oven, will keep 
on tiugmenting until it is almost impossible to keep it back 
level with the other parts. Great care is therefore neccM- 
sary whenever one quarter gets ahead, and it should at once 
be attended to. A great deal is often made of ** soaking, '' 
and many firemen will say that ware ha* fire 

and is safe if it has had a good soakix it 

has been fired for a long time. Once im 
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been obtained the oven may be held at that point and 
soaked a little, but so-called soaking before the full d^ree 
of heat has been reached is quite useless and simply a waste 
of fuel In fact, if the ware has gone thoroughly dry into 
the oven, the sooner you get up the necessary heat the 
better, as long as the firing is not irregular and flashy. A 
fireman judges as much by the working of the oven, the 
flame issuing from the crown-hole, and the colour of the 
heat, as by the trials ; and it is as well to have some bricks 
made with round holes in them lengthways, in which a 
piece of glass can be inserted. The bricks can then be 
placed in the spy-holes, and by this means the colour of 
the oven can always be seen without withdrawing the brick 
and admitting the cold air. This is, however, not really 
necessary, and is more applicable to enamel kilns. The 
colour in a biscuit oven begins to show in about twenty-fiye 
hours, and the flues will then be getting red about two feet 
up ; after thirty-four hours it will begin to get a brown-red 
all through. After forty-five hours it should be a brilliant 
cherry-red, gradually getting to a whitish-red at the end of 
tlie firing, say fifty to fifty-five hours. Time, however, is 
not a good guide to fire by, as a variation in coal, or a 
change in the wind, or the state in which the ware has 
gone into the oven, may make a difierence of several 
hours. 

When the oven is placed, the mouths are lumped with 
coal ready for lighting. Five or six big lumps should be 
put in each mouth and a shovel or two of small coal, filling 
the mouth about half up. Old plaster moulds can first 
be put on the bars before lumping, as they do not interfere 
with the draught, and certainly protect the bars. To light 
an oven an open circular fire should be built with lumps of 
coal, ends outwards. It should be built up into a hollow 
cone or funnel till there is just room left to put in some 



BISCUIT URINO. 231 

paper or straw and sticks to start it ; tben, after lighting, 
lumps of coal should be built on till the aperture is closed. 
The cone should be about 2 ft. 6 in. high and about a yard 
in diameter. It will take about an hour to get well alight, 
and then it can be knocked down, if it has not already 
fallen, and a couple of shovelsful put into each mouth of 
the oven will light them up all equally and at the same 
time. This not only saves time, but is a much better 
method than lighting each individual mouth with sticks and 
straw. A big oven of 20 ft. or over will take from forty- 
five to fifty-five hours to fire, and will consume from 
seventeen to twenty-two tons of coal, tliough the quantity 
of the latter will depend a good deal on the quality used. 
Burning small coal or a proportion of slack means more care 
and attention, besides the extra time in firing. It may also 
make it necessary to punch — that is, to cut out the clinkers 
formed over the bars, which impede the draught, and this 
should always be avoided whenever possible, as it admits a 
large amoimt of cold air into the oven, and consequently 
retards the firing. What is required in pottery coal is long 
flame which will travel well to the centre of the oven. Heat 
lays hold of a small oven quicker than a large one, and a 
large oven should be allowed plenty of time at t^riinfr^ 
especially if the clay-ware has gone in green, or if iltsfr^^ in 
a large amount of flat in the ovem Flat lies so r*^y t^im 
together and is so solid that it require* a cfrnwUtmhU iittm 
for the heat to get right through it; fmt if Umj w^r-j h 
absolutely white dry the oven can be follower] tiudtfr, i^*i 
ovens are generally more difficnlt to fire iitM Mtinti ^ffm*, 
as the fire weakens, travelling a longer dufUwA ihr^m^i 
the flues. Towards the end of the Mu^^ y,wHfm, iJttMy 
sometimes come up very qolckly, with q«jt« a tut^U )ii*i*^i, 
owing to the great body tA beat i« thwi. 
In the first twelve hfjnn ^amX two Utm 
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taking into account the lumping) will be burnt, about one 
hundredweight being put into each mouth at an interval of 
four hours; afterwards it will be necessary to bait at 
shorter intervals, say every three hours or less, with an 
increased quantity of coal. All the mouths should be 
baited regularly in order that the draught is equal in alL 
Putting on too much coal at a time is a mistake, and smoke 
continually issuing from an oven shows bad firing and 
waste of fuel. The gluts should be left open for a couple 
of hours after starting, and then the front of the furnace, 
from the bars to the arch, can be built up with bricks, 
which prevents the fire from falling out, and also saves the 
fireman's shins. Sufficient space should be left between the 
bricks for draught, and a hole should be left at the bottom 
to put in the baiting poker to move the fire on the bars if 
necessary, but the less the fires are pulled about the better. 
The tools a fireman will require are : a baiting poker about 
6 ft. long and 1 in. thick, a punching poker of the same 
length and H in. thick. They are best made of steel, or, 
at any rate, pointed with steel, and should be kept quite 
sharp for cutting out clinkers. A drawing rod for drawing 
the trials, with the end well turned up into a hook, so that 
the trials will not fall off ; a heavy luke for pulling out 
clinkers ; a barrow, a bucket, a couple of shovels, and a 
ladder of suitable length for drawing trials, and having a 
ledge on the top sufficiently broad to allow of his putting 
the brick drawn from the trial hole on it. These will 
fulfil all ordinary requirements. The mouths should 
never be filled up with coal till the oven has been going 
some eighteen hours ; they should, in fact, never be really 
coaled up to the arch, as the flow of air is stopped and 
the best part of the brickwork, i,e, the arches, will suffer, 
and a pound's worth of damage may be done in a few 
minutes. 
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The difficult time in biscuit firing is about twelve hours 
from the end, and the point is the last baiting, which is two 
or three hours from the finish. After about thirty-five to 
forty hours' firing, should, on drawing trials, the top be 
found too far forward, air must be admitted by the regu- 
lator-hole under the arch ; should it be behind, less air 
must be admitted, and regulators and covering bricks 
must be closed. Should the brickwork be white-hot, 
delay baiting a few minutes till the heat is rather re- 
duced, then bait up and fire hard to reach the top. When 
the time comes for the last baiting, and there is a doubt as 
to whether it should be a full one or a lesser one, and a full 
one is decided on, draw trials when it is half burnt off; 
then, if it is found that the heat is getting too great, 
and that the trials are fully up, a little sand may be 
thrown into the mouths, which will effectually stop the 
fires and the heat. Should at any time during the firing 
the heat get excessive, and the brickwork begin to suffer, 
and neither letting in air by the regulators nor using 
moulds will keep it down, a plateful of sand thrown into 
the mouth is sure to be effective. When the brickwork 
begins to run like treacle, it is always a sign of excessive 
heat, probably caused by an insufficient admission of air. 
After the last baiting the mouths should be stoppered up 
with the covering bricks as soon as possible, to prevent cold 
air from too rapidly drawing into the oven, especially when 
there are big dishes, &c., in the oven. In a biscuit oven 
the fires should never be drawn, but should be allowed to 
bum themselves out. It should not be disturbed for at 
least twenty hours after the firing is finished, when the top 
of the clamins may be opened. The mouths should not 
be punched nor the clinkers cleaned out till about thirty 
hours after the firing is finished. Ovens, however, must 
not he left longer than absolutely necessary, or additional 
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ovens would be required. An oven that pinches or warps 
ware in the centre, and cannot be controlled by ordinary 
means, may sometimes be cured by putting a brick in the 
well-hole. This, however, is not a very safe proceeding, as 
it may be found too drastic a remedy, and it is, of course, 
impossible to take it out again while firing; it would, 
perhaps, be safer to put a brick in two or three of the centre 
fines in the mouths, and these can always be moved during 
the firing if the draught is not strong enough to the centre. 
Before firing a new oven, or an oven that has not been in 
use for some time, it is as well to light a fire of about a ton 
of coal in the centre of the oven, having first covered the 
well-hole with some bars, and then distribute about a ton 
and a-half of coal in the various mouths, and light them 
also, and by this means the oven will be thoroughly dried. 
It is evident that there is considerable waste of fuel under 
the present system of firing, as, if the necessity for heating 
the floor and solid brickwork of the oven and the saggers 
be taken into consideration, probably a hundred times more 
fuel is used than is absolutely necessary for firing the tvare 

There is little doubt that even the best firemen waste a 
considerable amount of fuel by the excessive admission of 
air to the oven, and analyses of the products issuing from 
the stack prove that as much as cent, per cent, too much 
air is often admitted, and with large 18 or 20 feet ovens 
this seems difficult to control. No doubt firing with gas 
or petroleum the consumption of air necessary can be 
gauged and admitted to a nicety ; but these fuels at 
present seem only suitable for the smaller-sized ovens ; at 
any rate, the problem of scientifically firing large ovens 
economically has yet to be solved. 

While fully insisting on the advantage, nay, necessity, 
of theoretical knowledge, it should at once be admitted that 
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experience alone can teach a fireman to fire an oven and 
obtain regular results, as, however theoretically perfect a 
man may be in the knowledge of firing, and given all the 
scientific aids recommended by various experts, and their 
names and recommendations are legion, without long expe- 
rience of the difierent difficulties which may and continu- 
ally do arise in firing, his knowledge is little better than 
useless. All tests and trials will only show the heat at 
the particular place where the trial is, and it is quite easy 
to run the brickwork down in one place while the trials 
are still "not up" in close proximity. The manner in 
which an oven works, the want of draught in one mouth, 
the excess of draught in another, calls his attention to a 
stopped flue or a moved bung. The efiect of wind on 
difterent quarters, the class of ware in the oven, the state 
in which it went in, its position in the oven, the body of 
which it is formed, the purposes to which it is afterwards 
to be put, the coal he is using, &c., have all to be taken 
into consideration. The condition of the flues — for flues 
that have been long in use become rough and rugged, and 
the draught is thus impeded — also' has its efiect on the 
working of the oven. A hot sun beating on the stack un- 
doubtedly decreases the draught, and so night-firing will 
always be found the most regular. Drawing air is a defect 
that an oven may develop quite suddenly, owing to a crack 
slightly opening in the brickwork, which is especially likely 
to occur in the arches over the mouths. Drawing water or 
damp from the soil is rarer, and if the oven has a well- 
made cork, should not occur unless through the accidental 
bursting of a water-pipe or drain. These are a few of the 
small matters which may from time to time afiect the 
working of an oven. People who say that " with proper 
scientific education " a man can fire a large oven which he 
has never seen before, and give satisfactory results by 
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attendiiig to mlea laid down, only Aow how mj Uttle 
experience in the working of ovens thej hftTe had, and 
their recommendationa ahoold be regarded with mapicioii 
and examined with the greatest care before being brooglit 
into nae. No two ovens work alike. There ia nothing 
extraordinary in this ; the same thing occors with 
machines and engines; two locomotiTe drivers on sister 
engines, if changed, will not get the same resolts oat d 
each other's engines, because they are not acquainted with 
their peculiarities. So is it with ovens. Ovens built 
from the same plans vary in the treatment they require, 
and the best results will only be obtained by the man 
who has studied their idiosyncracies. Accidents happen, 
bungs move, trials can neither be seen nor drawn ; experi- 
ence only can then guide the fireman. The colour of the 
interior of the oven, the appearance of the saggers and the 
bricks in the flues, will all be guides for him. It is rare to 
fire an oven without noticing something unnsiial, and the 
successful man is he who notices these little things, and 
knows from past experience what is the right thing to do, 
and does it at once. As in so many other things an ounce 
of experience is worth pounds of theory, though the ideal 
should be the two combined. The mere getting to a 
certain fixed heat at the places where the trials are, is but 
the A B C of firing, which those who put their faith on 
trials alone would soon find out to their cost. 

Firing is, undoubtedly, the most important operation in 
the manufacture, and it cannot be too much insisted upon 
that it is absolutely essential that managers who wish to 
really " manage " their works should have a practical know- 
ledge of firing ; as without this knowledge they are really 
in the hands of the fireman instead of controlling him. 
There is nothing occult or even difficult in firing, but it 
does require attention, practice, and observation. 



CHAPTER XVII. 

DRAWING BISCUIT OVENS AND BISCUIT WAREHOUSE. 

When the oven is sufficiently cool, the mouths should be 
punched, all the clinkers cleared out, and the ashes and 
rubbish carried away ; the clamins should be pulled down, 
and the bricks piled up under one of the benches, ready for 
use in the next oven. Great care, however, is necessary 
not to pull down the clamins too soon, and two days' cooling 
should always be allowed — otheiwise large pieces, and 
especially dishes, run the risk of being " dunted," the 
destruction of saggers will also be necessarily great while 
the flues and brickwork will also suffer. Besides, if an 
oven be drawn too hot, the saggers cannot be handled with 
comfort, and the breakage on this account will also be 
large. The floor round the oven should be sprinkled with 
water and swept up quite clean ready for "drawing," 
which is the term used for the removal of the saggers from 
the oven and the taking of the ware out of the saggers. It 
is, of course, desirable to accomplish this with as small 
amount of breakage as possible. Breakage more or less 
there always will be, and the object is to reduce it to a 
minimum ; and any that does occur should always arise 
from accident and not from systematic carelessness or want 
of order. In some places it is the custom to make a sort 
of bench in front of the clamins, and each sagger as it 
comes from the oven is at once emptied, but the more 
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general custom is to carry out a considerable number of 
saggers and place them one on the other outside the oyen 
before they are emptied. To do this quickly a line is 
formed by the men, and the saggers are passed from one to 
the other, and to facilitate the handing of the saggers in 
this manner the men should face alternate ways, as they 
thus receive the saggers in order without having to turn 
round. This method is undoubtedly the quickest^ as more 
men can work in emptying the ware from the saggers. 
There should be a sufficient number of covering boards to 
put on the tops of the lower tiers of saggers inside the 
ovens, so that the men climbing up to remove the upper 
saggers from the bungs having a good firm footing to stand 
on. If there are not sufficient boards supplied to them they 
will stand on the sides of the saggei^s, which is sure to 
result in considerable breakage of both saggers and ware. 
As the saggers are passed out they should be put down 
carefully and levelly by the last man in the line, without 
jerking or knocking one heavily against the other, as it is 
in this part of the operation more than in any other that 
breakage occurs. A strong man should be chosen for this 
office, as it is as often as not from want of strength that 
saggers are put down roughly. The men taking the saggers 
off the bungs inside the ovens will have to come out from 
time to time if the oven is still very warm, changing places 
with some of the men in the chain. If the oven is very 
hot the men will require pieces of flannels with holes in for 
the thumbs, to protect their hands, or thick gloves, to 
enable them to hold the saggers with comfort. When 
sufficient saggers have been carried out the ware is removed 
from them and carried into the biscuit warehouse, and for 
this purpose there should always be sufficient baskets, 
ti-ays, or boxes, and it is far better to have extra baskets 
tlian to allow them to be piled up with ware, as pieces may 
fall out, and the weight is also likely to break the pieces at 
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the bottom of the basket. When the ware has been re- 
moved from the saggers, it should at once be carried into 
the biscuit warehouse, and should not be left on the 
benches or oh the floor of the oyen-house. Care must be 
exercised in removing the ware fnnn the saggers and placing 
it in the baskets. Numbers of cup handles and other 
delicate salient pieces are knocked off if this is not attended 
to, and fragile articles, such as centre-pieces, &c., should be 
carried in bj hand at once to the warehouse on being 
removed from the saggers. As the saggers are emptied 
some of the men should be told off to cany them away and 
pile them up carefully in the place appointed for the pur- 
pose, the different sizes being all arranged together, so that 
when the next oven is placed, the men get at any sized 
sagger they require. If they are piled up mixed together 
several saggers may have to be removed to get at the one 
required, and those not wanted are put down anyhow and 
anywhere, which is a fruitful source of breakage. All ware 
whether cracked or broken, should be carried into the 
warehouse, and no one in the ovens should be allowed to 
throw away a single piece, and this is very important for 
several reasons : 

(1) The pajrment for the work in the ovens is often made 
in accordance with the quantity conung out of the oven. 

(2) It is necessary to know the percentage of loss in 
every oven. 

(3) The cause of the breakage or loss must be studied to 
see where it has occurred, and to prevent it happening in 
the future. 

(4) The warehouseman must know what pieces have 
been broken or have come out defective, so that if they 
are wanted for orders he can at once order them up again. 

An oven should be drawn as quickly as is compatible 
with care, as the examination of the ware takes place 9^*'^*- 
wards in the bissuit warehouse. The warehousem 
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It requires considerable experience always correctly to 
attribute defects to their true sources, though the majority 
of them are sufficiently apparent For instance, ware that 
comes out brown or yellow is a fault of the placers ; the 
saggers have not been properly wadded and the flame has 
effected an entrance and flashed the ware. Ware that is 
dunted (cracked) is generally to be attributed to the firing. 
Dishes are especially liable to this defect. If the crack at 
the edge shows an opening, that indicates a " getting up " 
dunt caused by too rapid firing at the commencement, 
though it might also be a defect in making, or carelessness 
in placing, and if the dish be broken the surface of the 
fracture along the crack will be found to be rough. If the 
dunt shows no opening at the commencement of the crack, 
it indicates a ** cooling " dunt caused by letting in too much 
cold air, either during the firing or after the fires have gone 
out, the latter being the most general cause. If broken, 
the surface of the fracture of the crack will be found 
quite smooth. Ware broken in the clay state, has a rougher 
edge than ware broken after it has been fired ; then it is 
quite sharp. In either case these defects would probably 
be rightly attributed to the placers as they would be caused 
by want of care in placing or in drawing. It is no doubt 
difficult sometimes to decide whether a breakage or crack 
is due to bad workmanship, careless placing, or firing ; but 
by noting how other pieces of the shape or class have come 
out of the same oven, it is generally possible to be pretty 
certain who is responsible, though each man will naturally 
try and shift the blame on to someone else's shoulders. 

The same remarks apply to crooked pieces. The maker 
is generally responsible for these, unless it is evident that 
they have been squeezed out of shape or put in a wrong 
part of the oven by the placers, or unless the oven has been 
palpably over-fired and the ware thus warped ; but practice 
soon appreciates these differences and a knowledge of where 

R 
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defects are likely to occur is a very great help. Spots of 
ii'on may be caused by men filing at their benches or by 
the magnets not properly cleansing the body, or through 
defective bearings of machinery, and the attention of the 
manager should at onco be called to this or to any other 
Hjjparent defect in the body. One rule must, however, be 
strictly observed, and that is no defective piece must be 
parsed without attention being called to it. Broken ware 
should not amount to more than 4 per cent., the percentage 
of seconds will depend upon the '^selection " required. The 
warehouseman must also give his special attention to any 
new pieces or new shapes coming from the oven for the first 
time, so that any alteration required in their manufacture 
may at once be pointed out. 

All ware should be carefully cleaned and brushed with a 
stiff brush, to remove sand or dust, and sand-papered if 
necessary. White ware should receive extra attention, 
especially that which is afterwards to be decorated over 
^laze, and for which a special selection is required, as it 
goes directly to the dipper and does not pass through 
anyone else's hands ; and nothing spoils the appearance of 
ware more than sand or dust under the ghize. It is of very 
great importance that biscuit ware should be well fired and 
regular, as, if irregular, when printed it will come out in 
different tones, and the ware is most di£Scult to dip satis- 
factorily, as it requires different strengths of glaze. It 
is as well to have gauges made for all the different sizes of 
fiat. The simplest form is a piece of board with two iron 
pins about an inch high firmly screwed into it at a sufficient 
distance apart to allow a properly fired plate to pass 
through. Every plate should then be passed through after 
it has been brushed. Those that will not pass have not 
sufficiently contracted, and therefore have not had sufficient 
fire and should be sent back to the oven as " short fired." 
Short fired flat is very dangerous, being likely to erase, as 
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it gets less fire both in biscuit and glost than pieces less 
likely to go crooked, but by adopting this means of testing 
it the doubtful plates are eliminated. It should, however, 
be carefully noted that they have not been overfettled in 
the clay state, that is to say, that too much of the edge has 
not been removed, as is often the case in apprentices' work, 
for under these circumstances plates might pass through the 
gauge although insufficiently fired. The " ring *' of ware 
when struck is the great guide to the expert, and he 
can tell at once by the sound of the different pieces when 
struck together, after he has once got accustomed to the 
body in use, it they are sufficiently fired. By applying a 
piece of ware to his tongue he can also tell a doubtful piece, 
as, should it stick to his tongue, it shows it has too much 
absorption and is insufficiently fired, whereas if it is only 
slightly adhesive it is all right. The gauge, however, is 
always the best test for flat. 

Large pieces that have some small crack in a joint or a 
handle may have these defects stopped up with a paste 
made of finely ground pitchers and water, and if the cracks 
are small and have been pix)perly stopped, after being glazed, 
they may not be visible ; but whenever possible such pieces 
should be sent on to be decorated in such a way that the 
defect will be completely hidden. 

White ware is often stamped or marked in biscuit with 
the manufacturer's mark, etc., by a rubber die first pressed 
on a flannel pad moistened with the necessary colour, or one 
of the printers may print off sheets of marks which the 
girls press on the ware and then pull away the paper again ; 
this latter method is, however, more expensive although 
more satisfactory ; but as the glaze will not be properly 
absorbed where the colour is, owing to the oil contained in 
it, the print after the removal of the paper should be 
•dusted with a little plaster, or the printing paper may be 
washed off with plaster water, which would have the same 
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effect. A printed mark has always a cleaner and better 
appearance than if merely stamped. The warehouseman 
must make special selection for his printed orders accordii^ 
to the different colours, and for filled in ware, matt blue or 
pink, he should always select rather easier fired ware than 
for the other colours. Very haid ware should never be 
sent on for printing if it can be avoided. 

All pieces with covers should be carefully fitted before 
being sent on, or if for stock should be put away in the 
penning, each with its proper cover — otherwise it may 
ha{)pen that bodies and covers are printed up which do not 
lit, which is a cause of great annoyance and inconvenience 
when they come through in the glost warehouse. If by 
chance pieces come through the biscuit ovens with covers 
or parts that do not fit, the warehouseman should at once 
order up sufficient covers, bodies, or parts, as the case may 
be, specially to fit those pieces, so as not to have parts of 
ware lying about in the warehouse uselessly. He should 
always keep a few pieces in stock of the most current 
ai'ticlos, so that in case of any sudden demand he is able 
to send on a piece or two to be printed or painted which 
may enable some urgent order to be despatched without 
loss of time. The biscuit warehouse requires the greatest 
attention, as this is the point of departure for the arrange- 
ment of the execution of the majority of orders. All the . 
orders which cannot be executed from the stock in the 
glost warehouse come to the biscuit warehouseman, for 
either white ware or printed or under-glazed painted, and if 
he has not the necessary pieces in stock he must order them 
up from the clay end. In ordering up he will have to 
slightly augment the quantity ordered to cover losses from 
breakages, &c. The quantity necessary will vary with 
different pieces, but he will soon be able to tell from the 
way the ovens come out the percentage necessary to 
complete his orders. Flat will generally require a larger 



DRAWING BISCUIT OVENS, ETC. 245 

percentage than hollow ware. The orders should be most 
carefully entered up in his book and checked independently, 
and he should mark off every order as it is executed, with 
the date of execution, as a reference. It is very necessary 
that all sets should be sent on complete, and if the biscuit 
warehouseman has hot the necessary pieces in stock to 
complete the order, it is far better to let the ware remain 
in biscuit till the necessary pieces have come through the 
biscuit oven and can be sent on complete, rather than to 
send part on and afterwards the rest when it comes 
through. It is quite useless to send part of the ware to be 
printed or decorated, and if this is allowed parts of orders 
will continually be coming through to the glost warehouse, 
on which all the expenses of decorating, glazing, and firing 
have been incurred, which cannot be packed owing to 
the absence of some of the pieces ; the order remains lying 
about, and perhaps when the necessary pieces do come 
through, one of the pieces in the first lot will be found to 
be broken or chipped, and the packing has to be again 
delayed. Apart from this, it is always as well to get sets 
of anything through in the same oven, as if parts are fired 
in different ovens they are more likely to vary in tone of 
colour should they by accident get a slightly greater or 
lesser heat. 

The chief point in getting up the orders in the biscuit 
is that they should be sent through in such a way that the 
different parts of them will go through their various 
processes and arrive in the glost warehouse as near as 
may be at the same time, and so can be at once packed 
and sent off the works. If orders come through piecemeal 
and incomplete, it shows want of system and organization, 
most probably in the biscuit warehouse, and should at 
once be looked into, the cause ascertained and the defect 
corrected. 



CHAPTER XVm. 

DIPPING: OR THE APPLICATION OF THE 6LAZS. 

The most common methods of the application of the 
Glaze are the following : — 

(1.) By dusting the pieces with a dry powder of the 
glazing material, such as litharge or minium. It is usually 
applied to pieces in the clay state and when still rather 
damp, and is thus used for only the commonest sort of 
earthenware, in fact, when the biscuit and glost firing are 
combined in one process. It is very injurious to the work- 
men, as it is almost impossible for them to avoid breathing 
the dust of the poisonous materials floating in the air. 

(2.) By sprinkling the pieces with glaze of the consistency 
of cream ; this method is employed for ware which, in its 
first firing, has become so vitreous that it has lost its 
absorbent power and so cannot suck up the glaze. The 
glaze is therefore allowed to flow over the piece while it is 
moved about from side to side till completely covered, 
when any superfluous glaze is removed from the piece by 
slightly jerking it. This system is also used with coloured 
glazes when the inside of a piece is to be glazed a different 
colour from that of the outside, the outside being dipped 
by immersion and the glaze being introduced into the 
interior with a ladle. 

(3.) By volatilisation. This is carried out by bringing the 
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biscuit ware to a certain degree of heat and then introdur- 
ing the glazing material into the oven by specially arranged 
apertures in the crown of the oven and by the mouths, ax 
in the case of salt glazing. The salt volatilizes, combining 
with the silica of the body, and thus forms a coating of 
glaze on the piece, the saggers not being wadded, in onler 
to freely admit the gases to the interior. In another 
application of the same process the saggers are washed with 
the glaze, and cups containing the powdered glaze are 
})laced in the saggers, and when the necessary heat is 
attained the glaze volatilizes and the pieces of ware in the 
saggers are struck by the gases and become glazed. This 
process is usually described as "smearing," and the advan- 
tage of it is that the deepest and tinest incisions and cavities 
are glazed without filling them or in any way spoiling 
their sharpness of outline. 

(4.) By immersum. This is the usual method of glazing? 
fine earthenware, and as the quantity of pieces to be glaze<l 
is very large, it is the quickest and the most economical. 
The employment of this method is based on the character- 
istic of biscuit ware to absorb liquids. When the gla«e 
materials have been suflBciently finely ground, as <lescribe»l 
in the Chapter on Glazes, they are mixed with the quan- 
tity of water considered necessary for the proper coating uf 
the pieces when immersed in them. This proportion must 
be settled by experiment, and once the glaze is consideretl 
of a satisfactory consistency, a pint of it should be weighed, 
so that from time to time the weight of the glaze can In* 
checked. Trials should be sent through the ovens of piec«« 
dipped at different strengths, that is to say, at different 
weights per pint of glaze, and by this means the most suit 
able weight of glaze is soon arrived at^ and it can always be 
kept at the same strength afterwards It is 
do this as dippers vary in the time they keep pieoM 
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ctib«. Ami M MmecoMft require digfady diflfei q ut itnogth. 
.\j br che ftbtforpdoo of the wmter into tlie pieeem, the g^ 
L4 CfXutAn:! J gecting keftrier mod thcfrefore thicker as efoy 
pi«c« H liippai, the dipper miift from tiiiie to time add a 
to&ient qnantit J of water to eompenaate for this and to 
bring the glaze back to it* original denritj. In aoa 
place* a gUze gauge is used formed of a graduated fjbMB 
tube, terminated by two nneqnal bnlba. The smaller of 
these bolbs is filled with smaU shot^ the neck hetween 
the two balbe being carefully closed with a piece of 
cotton wool. The gauge is put in the ghuse and sinks 
lower in it as the density decreases, the scale on the tube 
being read to make the necessary ccnnparison. It is a very 
simple, and, at the same time, most accurate method d 
testing the strength of glaze. Ware, however, often Yaries, 
owing to difference in firing, in the strength of glass it 
requires, so that gauged or weighed glaie must be only 
looked upon as a guide and not as a hard and fast rule. 
The majority of dippers can tell by long practice the thick- 
ness of the glaze by merely putting one of their hands in 
it. The heat of the hand slightly evaporating the water, 
the coating of glaze remaining on the hand shows the dipper 
the state of the glaze in his tub. When a piece has been 
ilipped, the dipper can tell by scratching it with his nail if 
it lu&s a sufficient body of glaze on it or not. 

A piece of ware plunged into the liquid glaze at once 
absorbs the water, and acting like a filter allows the water 
to enter, but leaves the material originally held in suspen- 
sion, evenly on the surface. The rapidity with which the 
operation can be efiected also conduces to an equal layer of 
^\9Lze being deposited all over the piece if all the different 
parts of the piece are immersed for the same duration of 
time, and so the part of the piece first entering the glaze 
should also be the first to leave it. The piece should there- 
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fore be passed at the same pace through the gldzd, care 
being taken that it is also withdrawn at the same pace as 
it enters. If this is not attended to the piece will have more 
glaze on one side of it than on the other. Time is a very 
important factor in the operation, for if the immersion is 
too rapid the piece will not have had time to sufficiently 
absorb the water and to leave a coating of the proper thick- 
ness of glaze on the surface ; on the contrary, if it is too 
slow, the glaze coating may be too thick, or the water may 
begin to dilute the glaze on the piece again, thus leaving 
the coating uneven. In a given time the thickness of the 
coating will be in proportion to the thickness of the piece, 
that is to say, a thin piece would absorb less water than a 
thick one, and so the coating oi glaze would be thinner in 
the same time. 

Therefore, very thin ware should be dipped in rather 
thicker glaze than that used for ordinary purposes. As a 
general rule there is not much variation observed in the 
thickness of coating on the same piece, unless some of its 
parts are very thin indeed, bat the edges of pieces will be 
generally found to be less thickly coated than the centres, 
and care must always be exercised to avoid extra thick 
glaze remaining in any hollows. The difference between 
the firing of pieces makes a vast difference in the way they 
absorb glaze, and it is generally best to have the dipping 
trough, which has largely taken the place of tubs, divided 
into two parts ; the ordinary glaze being on one side for 
the well and evenly fired ware, and slightly thicker glaze 
on the other side for any harder pieces which do not, of 
course, absorb so quickly. Easily fired ware which absorbs 
quickly should either be dipped in specially prepared glaze, 
or, if there are only a few pieces of it, it may be dipped 
first in water, and then in the ordinary glaze ; by this 
means, having already absorbed a considerable quantity 
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of water, it will not takd so thick a coating of glase when 
dipped. The dipper should from time to time stir up 
his glaze to prevent the heavy material sinking to the 
bottom, as this is the richest and best part of tiie glazei 
He should also pass the glaze two or three times a day 
through a fine lawn to take out any impurities that may 
have been brought into it by the ware that has been dipped. 
In dipping hollow ware care must be taken that the glaze 
is emptied quickly from the inside and not allowed to coat 
one side more than another, nor remain in the bottoms, and 
any piece that has an extra thick coating of glaze, no matter 
how hard the glost fire may be, is always liable to the 
defect of crazing, that bugbear of the manufacturer. Too 
thick glaze will also spoil the appearance of decorated 
ware by making the colours run. In dipping hollow ware 
the dipper should move his fingers and not keep them still, 
pressing on the ware at the same point, or where his fingers 
touch the piece it will not be glazed. He must also shake 
the pieces well, so that no drops or tears are left on the 
edges, as the more ware has to be touched up or cleaned 
after passing through his hands, the less even will be its 
appearance ; ware that has not to go through the repasser's 
hands at all always looks the best. Hollow ware should be 
dipped in rather thinner glaze than the flat, which is now 
usually dipped with a hook. For this process the dipper 
has a sort of strong leather thumb stall, fitting tightly to 
the thumb, to which is attached a short piece of iron or 
steel wire, at the end of which is a hook shaped to fit the 
edge of a plate. He hooks the hook over the edge of the 
plate, the plate being face upwards, the fingers of the hand 
supporting the plate on the opposite side to the hook. The 
plate is rapidly passed though the glaze and, with a violent 
jerking swing of the elbow and wrist, the superfluous glaze 
is thrown off the edges, leaving the plate perfectly glazed 
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without tears or drops on it, and ready to go straight into 
the oven without being touched by the repassers. The 
dipper must be careful to keep the fingers of his hand 
quite straight, as, should they bend, they will touch the 
under side of the plate, which, in consequence, will not be 
properly glazed. This is by far the quickest way of 
dipping, a good man getting through a lot of work, and the 
result is also superior to that obtained by other methods. 

Good dipping is very important, and it requires long 
experience to dip every class of piece with equal success ; 
therefore, it is better to keep some dippers only dipping 
Hat, while others confine their attention to hollow ware, 
as the difference in the thickness of the glaze required by 
the two different classes is quite sufficient to upset the 
balance of a man if changed from one to the other. 
Troughs or tubs should be kept specially for white ware, 
while others are used for printed and decorated. If the 
same tubs are used for both, the white ware is sure to suffer 
sooner or later from the colour of the printed ware. After 
the ware has been glazed it is looked over by the repassers, 
who clean any drops of superfluous glaze with a very fine 
thin steel knife or a piece of flannel, and with a broad 
brush apply glaze to any part which has not received the 
necessary amount. In printed ware the outline of the 
pattern should jnst be visible through the glaze, but it 
should not be so thin as to show the colour ; for this reason, 
when the ware has been looked over, it is placed on boards 
in the dipping drying room, and each board is marked with 
the colour with which the pieces on it are decorated, by 
putting a broken bit of ware of the same colour on the 
end of the board ; this is to enable the oven men to dis- 
criminate between the different colours when they come for 
the ware to place in the glost oven. Each colour has its 
proper position in the oven, and if put in another part it 
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would very probably come out unsatisfactorily. In some 
factories the dipped ware is placed on a moving platform, 
or endless band, which passes continually through a highly 
heated chamber, and it is received at the other end as it 
issues from the chamber dry and ready for the OTen. Li 
any case it must be arranged on boards in a shop where the 
men can see it, in order to make their selection for the 
different parts of the oven. Should it be desired to glaze 
a piece in certain parts leaving the other parts in biscnitt 
and it is difficult to do this without immersing the piece, 
the part to be left free from glaze may be painted over 
with wax, or oil, or any other greasy substance which will 
prevent the glaze from being absorbed. The piece is then 
dipped, and when fired the part that has been oiled will 
remain biscuit, while the surrounding parts are all glazed. 
Dippers require stillaging in the shop on which boards 
can be placed for ware, both before and after dipping, and 
a drying stove. The tubs should be from 3 to 4 ft. across, 
though they have been largely superseded by troughs, as 
the latter are more convenient for the dipper to stand in 
froDt of, and he has not so far to reach when a piece has to 
be dipped in the thicker glaze. All tubs or troughs should 
be made of good hard wood, to prevent absorption, which 
causes the glaze to set at the bottom ; they are also more 
durable than if made from soft wood, and do not splinter 
when the glaze is stirred with the paddle. The dipper will 
require a board with wooden ribs on it and holes in it, or an 
iron grid made of thin hoop iron fixed over the edge of the 
trough or tub, to put the ware on as he dips it, from which 
it is removed by one of his assistants, of whom he has two 
or three, to the drying stove or to the repassers, as may 
be necessary. The assistants fetch the ware, hand it to 
him, and remove it when dipped. Some dippers prefer 
boards with a lot of nails driven through them, on which 
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the ware may be placed after dipping, but wet iron in 
"whatever form should be avoided when possible. He will 
also require a wooden paddle to blunge up his glaze, a couple 
of lawns, which should always be in good order, and several 
pails, which, under no circumstances, should be used for 
any other purpose. His tubs or troughs should have 
covers with padlocks to them, and should be covered when 
not in use, which prevents any extraneous matter from 
getting into the glaze. He should be very careful that the 
glaze when given to him from the stock tubs has been 
thoroughly blunged up, and that none of the goodness has 
remained set hard at the bottom of the tubs, as this would 
naturally completely upset the composition of the glaze. 
He should then pass it through a fine lawn into his dipping 
tubs to make sure that it is clean, and should then add suffi- 
cient clean water to bring it down to the necessary liquid 
state. Glaze in the lead house is always kept in a thicker 
state than required for dipping, as it is an easy matter for 
the dipper to add water, but were it too thin the dipper 
would have to wait a considerable time till the material in 
the glaze had settled in the bottom of his tub befoie he 
would be able to take off the superabundant water. Apart 
from this, it is undesirable to take off water from glaze, as 
it always contains some of its constituent parts, and may 
thus upset the balance. 

A dipper must be exceptionally clean in all his operations, 
and should always have a sponge handy to wipe up any 
splashes of glaze. His tubs and boards must be kept 
thoroughly clean, as also his shop, which should be as airy 
as possible. He and his assistants must be orderly in their 
habits, wearing aprons and overalls, and always washing 
carefully after work, carefully cleaning their nails and any 
place where the glaze is likely to stick, and always changing 
their clothes after work. K cleanliness were strictly 
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oHierrcdL and eu« were Ukea not to thrcnr or spill ^ui | 
ftNoat, not onlj would it be of adruitage to the mtniifM- 
torer. but the general liealth of all emplojed in the dippiig 
shop woold be improTed, and illiie« from the bad efifeeti d 
glaze would be redaoed eonsidamblj. Women are lirgdy 
emplored in moet of the depardcents of a pottery, but all 
things considered, the dipping shop is <»e into which thqr 
should not be admitted. It is needless to add that no meth 
should be taken in the dipping shops, under any drcaB- 
stances Should the dipper notice any ware impn^wriy 
cleaned, on no account should he dip it ; if white ware, he 
should send it back to the biscuit warehouseman, and if 
printed or painted, to those who are responsible for cleaning 
it. This is most necessary, as improperly cleaned jneoes do 
not take the glaze well ; and not only must the <Hie dir^ 
piece be taken into consideration, but part of the sand or 
dirt wiU come off into the glaze and thus be the cause of s 
whole batch of dirty ware. All the attendants should be 
careful always to have their hands clean and free from 
grease, or wherever they touch the pieces with their fingers 
they will not take the glaze properly. The best method of 
paying dippers is by count, that is, a price per dozen for all 
ware counted from the glost oven, less any pieces that are 
faulty through defective dipping. Sometimes the price also 
includes the placing and firing, but that is merely a matter 
of arrangement, but the principle should be adhered to, as it 
is then to the dippers' interest that the ovens should be well 
filled and that the placers should never be waiting for ware. 
Under this arrangement he would pay his own assistants 
and ware cleaners. 



CHAPTER XIX. 

SPURS, THIMBLES, STILTS, ETC., AND THEIR MANUFACTURE. 

All pieces of earthenware covered with a glaze, which , 
when submitted to heat, melts into a glass, during the firing 
must be isolated one from the other. They must not touch 
or they would adhere together, thus causing great loss. 
They cannot therefore be piled one on the other, as in the 
case of biscuit ware, nor can each piece be plaiced singly in 
the sagger, as the cost of firing is so great that only the 
more expensive pieces can be treated in this manner. Pieces 
are, therefore, placed on each other, or inside each other, but 
kept apart by various forms of supports or stilts contrived 
in such a manner that the ware resting on them, or on 
which they rest, shall be marked as little as possible. There 
will, however, always be some mark, as the point of contact 
prevents the glaze running quite evenly there. Great 
ingenuity has been expended in devising and manufacturing 
appliances for placing glost, as not only must the necessity 
of supporting the pieces be ever present, but economy in 
space in the saggers to get in as many pieces as possible 
must be studied. The manufacture of supports, &c., has 
become a trade by itself, and special machinery has been 
designed for their production in large quantities. It prob- 
ably would not pay the potter, working on the ordinary 
scale, to make all the different shapes and sizes of the 
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various stilts, spurs, saddles, thimbles, dumps, &e., that lu 
requires for placing, as some of them are used in such smiO 
quantities that the expenses of the necessary dies and 
machinery would counterbalance the saving in cost of pro- 
duction ; but it undoubtedly is a saving to make the 
ordinary shapes and sizes, of which considerable quantitias 
are used. From one cause or another, there is always & 
certain amount of dirty materiak about the works — scraps 
that have fallen on the ground, clay from the sUp-house 
floors, and from the washing of the cloths, sweepings from 
the clay stores and shops, which cannot be used in the 
ordinary manufacture — and all these materials which are 
often wasted are quite suitable for the manufacture of stilts. 
The body for stilts should be sufficiently refractory to sup- 
|)ort the pieces during the firing without bending or giving 
way, and letting down the pieces one on the otha:, and 
must be sufficiently plastic to " come up " well in the dies, 
that is to say, that all points and edges must be quite sharp 
and fine. This is, after strength, the most important point 
in the manufacture of supports, as if the points are blunt 
and the edges broad, the marks on the pieces will be large 
and unsightly. An ordinary body with some addition of 
ball clay will make a sufficiently good stilt body, and by 
this means all odds and ends are used up instead of lying 
uselessly about the works, and as they require a hard fire 
they can be put over the bags in the biscuit oven, a position 
it is often difficult to find suitable ware for. The body 
may be made up in the slip-house, care being taken to after- 
wards wash and clean all arks and cloths used ; or if not 
convenient, it may be made in tanks and left to dry ; or it 
may be made on a slip-kiln : in fact, cleanliness of the body 
not being of Vbry great importance it may be made up 
almost anywhere. The manufacturer, unless in a very 
large way of business, would find presses, making one piece 
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at a time, sufficient for his purpose, as ibey will torn oat 
(piito sufficient quantity for his own consumptioD, and 
would probably use up all the dirty material that can bo 
collected from time to time, and in thus manufacturing on 
a small scale the wad-box will be found a most usefol 
adjunct. We will now briefly allude to some of the sup- 
ports in most general use. 




Die Fbess. 



Saddles are triangular strips, though sometimes slightly 
hollowed out at the sides, on which the edges of plates, 
saucers, and dishes rest when reared. They may be made 
from the wad-box by having a metal plate cut into a trian- 
f^ular form, care being taken that the points are filed quite 
sharp. As the clay is expressed the triangular strips are 
received on a board, and the attendant should smooth them 
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with a moist sponge to ensure a fine edge, and cut them 
into requisite lengths. 

Thimbles are little pieces shaped not unlike a thimble, as 
their name implies, with an arm of varying length and 
curve fixed to them and furnished with a point. These 
are used for rearing plates, saucei*s, dishes, &c. The end 
of each thimble fits into the next one to it, and the plates, 
&c., rest just touching the point on the arm. These also 
are made from dies in a press. The wad-box is, however, 
first brought into play, a metal plate being cut somewhat 
similar in form to the section of a thimble with the arm 
attached; the strip of clay 
passing through the plate is 
cut into equal bits after it 
comes out, by a cutter formed 
of a number of tightly 
strained equidistant wires 
attached to a handle moving 
on a hinge and working be- 
tween uprights. These pieces 
of clay are then placed in the 
die, the handle of the press is 
pulled down as already de- 
scribed (page 163), and the 
thimble is formed. The die 
upper one, which forms the 
very accurate filing; the plunger that forms the interior 
of the thimble must also be so arranged that the thimbles 
fit tightly into each other and do not " rock " ; to avoid 
this defect the side of the interior over the arm is usually 
flattened slightly. Should the clay not deliver easily, the 
dies can be lubricated with a little mineral oil. 

Stilts of various sizes are made in exactly the same way. 
These are formed by three short arms joined together at a 




Stilt Pbebs. 

is in two parts, and the 
point on the arm, requires 
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common centre and usually furnished with points. The 
necessity of having the points thoroughly sharp must be 
always kept in view, and it will be found that by maloDg 
the points at rather a wider angle and not so elongated as 
they generally are, the olay has easier access and the points 
will ** come up " better. Stilts are made in various forms, 
some with points above, others with points both above and 
below ; these are used for placing cups in bowls or bowls 
on each other, egg-cups in mugs, &c. Some are mado 
without points, but with sharp salient ends such as cron 
stilts to fit against the interior of conical cups, another cap 
standing on the stilt half-way down in the cup and thus 
saving space. All these stilts can be made by first roughly 
Hqueezing the clay from the wad -box in shapes that can be 
afterwards cut into pieces suitable for the die presses. 

Cochpurs can also be made from dies. They are small 
triangular pieces, having one point above in the centre and 
three small points below, one at each angle of the triangle. 
They ai*e used for placing common plates and dishes and 
other ware, and they are made in various sizes suited to 
their different uses. The disadvan- 
tage of them is that they make 
three marks close together on a 
piece, and they have fallen largely 
into disuse for plates and dishes 
since the introduction of thimbles. 
Many other kinds of supports are 
necessary, and the manufacturer 
will often have to design forms to 
suit his special needs. 
Natchks. Notches for moulds may also be 

made in the same manner, but when 
fired they should be fired together, " hump and hollow," 
so that they fit absolutely accurately, and they should be 
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kept in stock together, to avoid the trouble of fitting them 
up again afterwards. 

In making some pieces with dies it will be found neces- 
sary to have minute holes bored in different parts of the 
dies to enable the air to escape, otherwise difficulty will be 
encountered in getting up the points. All forms of stilts 
should be fired in the hardest part of the biscuit oven, and 
the more fire they get the better ; they should never be 
fired in a glost oven, as they may not get sufficient heat, 
and should they afterwards get a harder fire when used in 
placing they will collapse with the ware ; even if they get 
the same fire they have had before, the softening influence 
of the glaze would cause them to bend, and the result 
would be much loss from stuck ware. Grood stocks of all 
stilts, saddles, &c., should always be kept, as it is most 
detrimental to good placing if supports of one particular 
sort have all been used and another unsuited to the purpose 
is substituted. They should always be kept in a dry 
place, as if allowed to get damp they will fly to pieces, 
letting down the ware in the oven. Whenever they are 
used a second time the points or edges should be dipped 
in bone slip. A very thin wash will be sufficient to prevent 
the ware sticking to them. This, however, applies more to 
saddles than to any other form of support. 
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CHAPTER XX. 






<;lost placing ; or the arrangement of glazed wakb 

IN saggers. 

The oven-house having been cleaned up after drawing, the 
placers select and bring the necessary ware from the 
dipping drying stove for the different parts of the oven. 
It should be brought in on boards, and if carried in with 
the hands iis Hat sometimes is, care should be taken not to 
rub the glaze off the edges, either with the hands or against 
the clothes. Glost saggers are first cleaned and brushed 
with a stilF brush, and any old wads sticking to the edges 
are cleaned off with a dressing iron, which is merely a 
square bit of iron about 3 in. long and 2^ in. wide and 
J in. thick in the centre, but sharpened at both edges and 
attached to a short handle. They must be carefully se- 
lected, and any that are cracked should be stopped 
with wad clay ; it is important that saggers should not 
crack in glost, as the act of cracking will cause little bits 
of the sagger and dust to be scattered over the ware inside. 
If new they should be well brushed inside with a glaze 
wash, specially prepared for the purpose, or with any of 
the ordinar}^ glaze that has got dirtied, such as washings 
from the lawns in the lead -house. See. In some cases the 
sides only are glazed, the bottoms being washed with cal- 
cined bone slip ; this prevents the pieces sticking to the 
bottom, but is rather expensive. New saggers must be 
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thus washed with glaze, as being unglazed they are porous, 
and would suck the glaze from any pieces put inside thera. 
The edges of the sagger and the bottom round the exterior 
should also be painted round with calcined bone slip, so 
that after the firing they will not stick together, and am 
be easily removed from the bungs; shoidd this be neg- 
lected, the sabers will stick together by the volatisation 
of the glaze, and there will be great breakage, both in 
saggers and ware, in removing them from the oven. The 
centre of the bottom of each sagger outside must be also 
washed with glaze, as it forms the cover of the sagger next 
below it, and were this not attended to the upper parts of 
the pieces would probably be short glazed, the more ab- 
sorbent sagger sucking the glaze from the pieces of ware. 
, The outer edges of the sagger, which rest on the edges of 
the next sagger below it in the oven, should be washed 
about 3 in. wide with bone or flint ; the latter, however, is 
not so satisfactory, as it is liable to chip off during the 
firing, and adhere to the melting glaze on the ware. A 
mixture of the two materials is sometimes used. When 
the sagger has been properly prepared, the placer takes it 
to his bench and sprinkles the bottom of it with ''bit 
stone," this is either calcined flint chips or quartz ground 
to about the size of wheat. It is necessary that it should 
already have been fired, as during the first fire it flies and 
jumps about owing to the moisture in it, and it would 
therefore, if used unfired, stick to the glaze and spoil the 
pieces. The object of it is simply to make a rough bottom 
to the sagger, as, were the bottom smooth and covered with 
glaze, the pieces placed in the bottom would stick to it. 
It takes considerably longer for a glost placer to become 
proficient in his work than for a biscuit placer. He has to 
study carefully the saving of space in the saggers so as to 
get in as many pieces as possible in such a manner tha^ 
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they will not touch each other nor the ndes of the sagger, 
and at the same time to make a proper selection of sapporti 
for tlio pieces, so that they will stand on or in each other 
without making unsightly marks, and without cansiiig the 
lower pieces to go out of shape. Not only has he to thnk 
of the position in the oven of the different shaped pieoefl^ 
to which much the same rules apply as in biscuit^ l^t lie 




Plates "Dottled. 



must boar in mind that delicate colours, such as pink, &c., 
must go in an easy part of the oven, even though their 
shape would be suitable for the hardest part. But before 
going into the position of ware in the oven, it will be best 
to offer some remarks on the placing of the ware in the 
saggers. In placing flat dishes and saucers there are three 
general ways of arranging them : — 

(I) The very best goods are "dottled," that is, three 
thimbles are set in a frame or ring, sometimes called a 
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"crank/' in the form of a triangle, the plate is placed on 
the thimbles just resting on the points of the arms, face 
upwards, three more thimbles are then fitted into the others, 
and another plate is put on them, and so on till they are 
almost level with the top of the sagger. A cover is then 
fitted on the three top thimbles, which keeps them steady, 
and the top plate free from dirt. By this means there are 
no marks either on the face or edge of the plate, but only 
three small marks on the rim at the back. 




Platbs bbarbd with Thdcbles and Saddles. 



(2) The general current ware of this class is reared by 
thimbling or running. To carry out this method properly, 
the bottom of the sagger should be level, so that the 
saddles lie fiat along the bottom ; should it not be, the 
saddles are fixed in bits of clay so that they will not 
move. The sagger should be of the ordinary oval shape 
and slightly higher than the plates themselves, so as to 
leave room for the thimbles above them. Two saddles are 



2GG THE MANUFACTURE OF EARTHENWARE. 

then fixed acroBS the sagger lengthways, just sofficiaitly 
wide apart to prevent tlie edge of the plate touching tk 
bottom of tlie sagger when reared across them. The 
placer should reject any saddles that are not quite sharp, 
or the glaze on the edges of the plates will stick to tliem, 
and when removed from the saggers pieces will be broken 
out of the edges, causing what is known as "plucked" ware. 
A thimble is then fixed to the side of the sagger at the top 
with a piece of wad clay, at such a height that the back of t^ 
plate will just rest against the point of the arm, care being 
taken that the edges of the first plate do not touch the sides 
of the sagger, and that the thimble is not above the level 
of the top. Then thimbles are fixed one in the other 
right across the sagger, a plate being reared against each, 
and the last thimble is fixed to the opposite side of the 
sagger with a piece of wad clay. There will also be room 
for two or three plates at the side reared on short pieces 
of saddle, and the clay fixing the first thimble to the side 
will be sufficient to hold up the two or three thimbles 
necessary. The plates must be nearly upright, that is to 
8«ay, almost on the balance, so that they only just lean 
back against the arm of the thimble, and really have the 
ai>pearance of leaning forward on account of the weight 
behind in the ball of the plate ; and this is much more 
emphasised in the case of soup plates, whose weight is 
much greater behind. About 22 8-inch plates can be put 
into an ordinary-sized plate sagger. It takes a little time 
to learn to thimble plates well, but dishes, and especially 
the larger sizes, are more difficult still, and it is best to 
select one man specially for this work, and then, should 
they come out badly, there is no doubt as to who is 
in fault. Thimbles after being fired should be looked 
over, as many can be used again, but any that have not 
sharp points and are at all doubtful should be thrown 
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aside, as it is very false economy to spoil a plate for the 
sake of using a thimble a second time. 
-. In "running" plates much the same process is gone 
through, but a cockspur is used instead of a thimble, and 
the plates are not so much balanced, but rest on each 
other. This process leaves three small marks on the back 
of each plate and one on the front, besides the marks of 
the saddles on the edges, whereas by thimbling them there 
is only one small mark on the back and the two saddle 
marks on the edge, but if the saddles and thimbles are well 
made and the ware is properly placed, after it has been 
sorted the marks will hardly be detected. 

(3) The very commonest plates, seconds, &c., are spurred 
up. Three spurs are placed in the form of a triangle on 
the border of the plate, and the next plate rests on them, 
and so on. The plates are usually placed face downwards, 
and great care must be taken that the spurs come exactly 
on the spot, on the plate, that rests on the spur below, 
otherwise they are almost sure to go crooked. Great loss 
arises in bad or careless placing of plates in glost, and 
when loss occurs it should at once be carefully looked into 
to arrive at the true cause. 

It may be taken as a general rule that best ware, when 
the price will afford it, should be placed alone— always, 
of course, excepting flat. The placing of hollow ware 
requires considerable study, as it is often false economy to 
pile too many pieces on each other, as the lower ones may 
collapse with the weight, and so, if demand is pretty 
regular for certain articles, it is as well to make a list of 
how the articles can be best combined. Even more than in 
biscuit is it necessary to have a varied selection of heights 
in saggers, and, for exceptional shapes that require unusual 
methods of placing, special saggers must be made with 
ledges or projections in different places, off which they c*^** 
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be place«l or slung. In fact, gloat placing is an ai% and for 
artistic work and figures each piece requires to be sepa- 
rately studied if loss is to be avoided. Low saggers in 
often very useful, as, if there is no ware which can be 
combined with cups, they, or similar low ware, can be 
placed in the saggers by themselves. 

The placer should always clean off the glaze from the 
bottom of hollow ware by nibbing two pieces one against 
the other, or against his apron ; thus the bottom of the 
pieces will hardly be glazed, but merely smeared, and thej 
will not stick to the bottom of the saggers ; this is especiaDj 
necessary with pieces that have at all delicate feet^ as they 
will stick to the bottom of the sagger, and very probably 
in removing them they will be broken off. If pieces are 
made in sets of sizes, it is generally better, in placing them 
inside each other, to skip a size, as often two following 
sizes are likely to get stuck together if there is the slightest 
movement in the bung, and, however carefully bungs may 
be arranged, there is almost always some slight movement 
Hollow ware, such as soup -tureens and salads, may either 
be placed on their feet with a light piece inside them on a 
stilt if slight marks are not objected to, or else a mag 
or similar piece may be placed with a stilt on it, and the 
soup tureen or salad can be placed upside down over it, 
being slung or supported by the stilt. The latter is 
probably the better way, as it avoids all chance of dirt 
falling inside them, and the inside of these pieces is always 
a very noticeable part. It is always desirable to fire coven 
of decorated pieces in the same saggers as their bodies; 
they are thus sure to get the same fire, and should come 
out of the same tone of colour. Best basins must be fired 
by themselves, as they must not be marked inside, but 
should their shape permit of it, they can be fired on props 
in " ringers,*' as described under sagger-making, and by 
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this method more can be fired in the same space. They 
may also be placed off dumps, upside down, which is a 
good precaution against dirt^ but the sabers should then 
be exactly adapted to their size. Second quality basins 
may be placed off three large thimbles, one orer the other, 
upside down, which will leave three smaU marks on their 
edges, and the commonest sort may be placed also upode 
down, but slung off each other on stflts, which will, of 
course, leave marks in the centre. Chambers must be 
stuffed, whenever possible, with bowk and cups or any 




Basins placed in a *<Bivokb" Saooeb, with '< Dumps. 



suitable ware, and should never be placed alone unless they 
are special pieces for highly decorated sets. Cups may be 
jacked on each other, that is, edge to edge, and if the 
glaze is first carefully rubbed off the edges, the marks will 
be very small, though, perhaps, too apparent for the very 
best ware, which must be placed alone or on cross stilts 
fitted into the cup about half-way down, if the shape 
permits of it ; by this method two cups go in the space of 
about one and a-half. 

If the price would permit of it, it would be far more 
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Rsitisfactory to place every piece by itself, but, anfortmuitelj, 
it will not, and every means of placing ware and everj 
combination must be studied to reduce the cost of firing. 
There are always several ways of placing any piece, and 
the puq)osc for which it is to be used, the selection of 
ware to be fired in the oven, and the position it is to 
occupy in the oven will decide the method by which it is 
to be placed, and in one oven the same piece will often be 
placed in various ways. 

In making new shapes their adaptability for firing should 
always be taken into consideration, as often two models may 
bo submitted for the same purpose, and though apparentlj 
of the same size and equally adapted for the object in view, 
one of them, owing to its shape, will cost half as much 
again to fire as the other. 

In placing saggers in the glost oven the same precautions 
must be observed as in biscuit in the arrangement of the 
bungs and the choice of strong saggers for the lower tiers, 
and ill some places, to set the bungs absolutely perpen- 
dicularly, a plumb line in a wooden upright is used, though 
that is hardly necessary; the position, however, of the 
ware in glost may be slightly altered as the bags are usually 
higher. The ware in the prick of the fire, which may still 
1)0 considered to be the five saggers above the bags in the 
first ring, will therefore be in rather a higher position, 
leaving more room for placing the more delicate ware below 
the bags, which is generally not quite so hot as the top of 
the oven. The arch bungs and first ring should contain 
all the white ware possible, as, if its shape is suitable, it has 
nothing to fear from the heat. Black and brown may also 
be put in in the easier parts of the first ring, but it is better 
to reserve the printed ware as much as possible for the 
second ring. Pink, purple and mauve, being very delicate 
colours, should be in the easiest parts at the bottom, and 
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blue, green ind jeDow, which stand the fire better, may be 
placed at the U^ It will thus be seen that the glost placer 
must be particularly obserrant and carefiil in bringing the 
ware from the dippmg drying room not to mix the colours, 
as should the delicate colours be put in the wrong part of 
the oven the result will be disastrous. In carrying the 
saggers into the oven they must be kept perfectly level, so 
that the pieces may not fall off the various supports, and 
they must be most carefully placed on the bungs with- 
out any jerk or roughness, or grains and dust will be 
knocked off the sagger, and, falling on the ware in the 
sagger below, it will disfigure it. For this reason covers 
are often made to fit in the saggers, and supported by pins 
to protect any specially expensive pieces from dirt. The 
bottom of each sagger when lifted from the placing bench 
should be wiped to clean off* any dust or dirt that might fall 
on the ware when the sagger is placed on the bung. It is 
the more general custom for each placer to carry his sagger 
into the oven, and place it on the bung, but in some factories 
one man is appointed to place each sagger on the bungs as 
the men carry them in to him, and this method, if properly 
carried out, considerably diminishes losses; for the man 
who is always arranging the saggers on the bung notices 
that the wad clay is properly placed on each sagger, and 
can also see that all pieces are properly arranged inside, and 
that none of the ware has fallen off the supports in carrying 
it in the oven, and that the plates have not fallen forwani 
against the thimbles, which would mark them in front, and 
he can study the best way of building up each bung. It is 
evident considerable care is required with saggers full of 
glost ware on account of their weight — a sagger full of 
plates will weigh some 75 lbs. Wadding and proper filling 
up of cracks is very necessary in glost, as, if a sagger is not 
properly stopped and fiame and sulphur gets in, the ^laze 
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will be quite dull A glost placer should place about ox 
bungs a day, but the number will depend on the class of 
ware and the distance he has to fetch it from the diymg 
stove. 

\yheneyer the ware will allow of it^ it is a good plan to 
box the two top saggers (for ewers or other high pieces), as 
it saves covering the top sagger and at the same time maies 
a level bed for the green saggers. The trials are placed in 
the first ring opposite the trial holes, exactly as in biscuit^ 
and when the placing is finished the clamins are built up in 
the same way. Any ware left over should be carried back 
to the drying room, stilts, &c., should be taken back to their 
proper place, and the benches should all be tidied up before 
the firing is commenced. Ovens are very generally left 
untidy, but there is no reason for it, and everything should 
be kept in its proper place and in order in the oven-house, 
as in every other part of the works. Rubbish should not 
be allowed to collect under the benches, and any coal left 
over from a previous firing should be neatly heaped up in 
places where it will interfere neither with the drawing nor 
with the placing, as the case may be. Ladders, barrows, 
punching pokers, drawing rods, coal hammers, &c., should 
have their appointed places^ and should always be kept there 
when not in use, otherwise at night in the dark it is very 
easy to trip over some instrument left where it should not 
be, and a severe fall may be the result Let each man be 
held responsible for his tools, and he will then take care 
that they are at hand when wanted, and not left about for 
any one to make use of. It is often difficult enough in the 
day-time to find some article that is wanted on an emergency 
and has been mislaid, but at night it is ten times worse. 



CHAPTER XXL 

GLOST FIRING. 

The fireman should examine his oven with equal care 
and in the same manner, after each firing, as recommended 
in the Chapter on Biscuit Firing, and during the placing he 
should see that his trials are put in the proper position 
they should be in the first ring, and on a piece of glazed 
shard ; and arranged so that they can easily be drawn out 
and if possible the trial bung should be so placed that the 
saggers in the second ring can be seen. It is as well to hnvo 
a piece of lighted candle put in each trial sagger in turn, 
and he can then go round outside the oven to each trial hole 
and thus make sure that the trial saggers are at the right 
height^ and that his trials are arranged as he likes them. 
When the placing is finished the clamins are built up, but 
they should not be luted till an hour or so after the oven has 
been lighted, and the mouths are lumped, but with rather 
more coal than would be used in the case of a biscuit oven, 
and the fires are lighted in the manner already described. 
The object of the glost firing is to melt the glaze so that it 
shall run equally over the pieces of ware, and as the ware 
only contains a small amount of moisture, that is to say, the 
water which the piece has absorbed when dipped in the 
glaze, and which has not been completely evaporated in the 
dipping drying stove, the heat may be got up as soon as 

T 
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)H)ssible without fear of the ware cracking from this cause, 
in fact, " getting up " dunts can hardly occur with ware that 
liiis already been fired to a heat sufficient to drive out ill 
the moisture originally held in suspension in the day. 
Though, as the wad clay between the saggers is moist, time 
must be given it to dry, as, if it is heated too quickly, it is 
likely to fiy off, sticking to the ware in the saggers and 
admitting the fiame into the saggers, causing consideraUe 
loss in either case. If, however, there is a considerable 
quantity of green saggers in the oven it will be necessary 
to go a little carefully at first The baitings will be put on 
at shorter intervals than in the case of biscuit, varying from 
one and a half to three hours, in accordance with the dze 
and draught of the oven and the amount of coal used in the 
previous baiting, and as the firing continues the coal is pot 
on at shorter intervals, and the same methods for regolatiBg 
the influx of air are employed, and the firing conducted in 
much the same manner as would be the case during the last 
few hours of a biscuit oven. Care must be taken that the 
lieat is a continually increasing one, and that it is not 
checked or allowed to go back in one quarter, so that it has 
afterwards to be got up again ; the only way to increase 
heat is to augment the quantity of fuel burnt, and unless 
great judgment is exercised in the putting on of extra coal 
it may have the opposite effect by decreasing the draught, 
as whatever coal, in excess of that which can be freely burnt 
off, is introduced into the mouths will only result in smoke 
and soot, which obstruct rather than accelerate the increase 
of heat. The fireman should see through the spy-holes 
that the colour of the heat does not decrease, and by con- 
stant practice his eye becomes trained to note the varying 
changes of colour in the brickwork, saggers, &c. Once the 
necessary heat has been obtained no more coal should be put 
on and the firing should be stopped and air admitted to the 
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oven, as, if the OTen is held for some time at the highest 
point of heat which is reqaired for thorooghlj melting the 
glaze, fire is evaporating and destit>7ing some of the consti- 
taent parts of the glaze, and the pieces on being drawn will 
not have the brilliant velvety appearance they otherwite 
would acquire. There is nothing like a quick steady fire to 
*' bring up " a glaze well, and the sooner the necessary point 
is reached the better, both on account of economy in coal 
and for obtaining brilliancy in the glaze ; 16 to 24 hours is 
about the time usually required, but this will, of course, 
depend on the glaze, the ware, the fuel, and the oven. But 
the shorter the time, under similar circumstances, the 
better will, as a rule, be the result. For this reason coal is 
preferred that gives a long fiame rather than one that pro- 
duces great heat close round it, and bums with only a short 
flame which will not travel so readily to the centre, and it is 
therefore better to select coal for glost firing in large lumps, 
and as fresh from the pit as possible, as it thus contains 
all its gases and strength, and it will be found far more 
effective than the same coal from the same pit in smaller 
pieces. It will be usually found to be very false economy 
to use slack or inferior coal in glost ovens because it is low 
in pi-ice, as it will almost always prove to be very dear in 
results; by using the best fuel there will be no occasion to 
punch out the clinkers, which is always a detrimental opera- 
tion in glost firing. Wood, on account of its long flame, 
was used in many places on the continent for glost ovens, 
even after coal had been generally substituted for biscuit 
purposes ; but as the heating power of coal to wood is as 
15 to 8, it is evident that in most places coal is by far the 
more economical, and gives at least equally good results. 
Steady firing is absolutely essential, for should the firinj^ 
be flashy the ware is likely to bo blistered, especially if 
the fires are allowed to get low just as the melting point 
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of tho glaze is reached, and are then started off snddaily 

** Feathering '' may also be caused by not keeping npthe 
heat steadily, and by an over admission of air when the 
glaze is in a melting state. As soon as the oven shows 
colour a round of trials should be drawn from the top to 
SCO that all tho quarters are equally forward, as it is fir 
easier to regulate the heat at this period during the firing 
than later on. The tops will be quite sufficient to gmde,a8 
they are suro to be slightly ahead of the bottoms. The 
trials in most general use are the red clay rings already 
referred to, and as they are dipped in a softer glaze than 
tho glaze on tho ware, they are affected at a lower heat; 
they then go thi*ough all the gradations of colour from dark 
red to black, and thus show by comparison with each other, 
and with special sample trials that have been kept from the 
most successful ovens fired, the state of the heat in the 
(liUcrent (juarters of the oven. Tho comparison with each 
other at (lifferent times of tho same firing will also show the 
aniount of heat gained between tho drawings of any one 
(luartor. Towards tho end of the firing trials should he 
drawn at short intervals, as some ovens " come up " very 
suddenly, half-an-hour sometimes being sufficient, especially 
in large ovens, to raise the heat enormously. As in biscuit, 
trials are most useful guides in firing, but the colour heat of 
tho flues and the appearance of tho interior of the oven will 
always be tho best indication to tho experienced fireman. In 
drawing trials, moist clay mixed with sand should always 
be at hand to lute up the brick in the trial hole after the 
trial has been drawn ; this should be done quickly and the 
brick put back as soon as possible, to avoid tho rush of cold 
air into the oven Trials should never bo drawn when the 
mouths have just been baited, but should be left till the coal 
has partially burnt off. If tho fireman loaves a good deal of 
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the work to the sitters up, which he often has to do if he 
has ovens constantly firing, he expects them to keep the 
oven steadily going forward, and looks in now and then, or 
only comes an hour or two hefore the finish, which is, of 
course, the important time. Under these circumstances 
tell-tale watches or clocks can be used with the greatest 
advantage. He can then tell his men at what intervals, 
more or less, the oven is to be baited, and at each baiting 
the man in charge turns the knob or key in the watch which 
records the operation. This is a proof that the man has 
attended to his instructions and has not been asleep, as has 
often happened; and when the fireman has returned, 
expecting to find the oven ready for finishing, he finds, for 
some apparently unaccountable cause, that the oven is hours 
behindhand. Sitters-up have been known to let their fires 
completely out ; with a tell-tale watch this could also occur, 
but the man's carelessness is at once detected and his 
services dispensed with for the future. A common excuse 
for short-fired, crazed ware, in certain parts of the oven is 
that the oven is drawing air, as this is admitted to be a 
fertile source of crazing. 

Drawing air is caused by bad brickwork, especially 
between the mouths, and if this defect exists the oven 
should be carefully pointed with fireclay in the mouths, 
and with mortar in the ordinary brickwork. In fact, it is 
always advisable to stop up any visible cracks in the oven 
with mortar or clay. " Starving " may be caused by filling 
the mouths up to the arches with coal, thus stopping the 
draught, which may almost put out the fires in the back of 
the mouths, and thus allow the admission of cold air 
through the bars at the back directly into the flues. It 
should be noted that the bars in the mouths should 
always be pushed right back till they. are in contact with 
the brickwork under the flues, as, should there be any space 
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left between the bars and the brickwork, cold air can draw 
into the flues, which would render firing almost an 
inil)088ibility. 

*' Smoked " ware, which is really the reduction of the 
lead in the glaze, thus turning it black, is almost always 
attributed by the firemen to bad or dirty fuel, but it is 
really due to allowing clinkers to collect^ and to inattention 
in properly regulating the influx of air and neglect to clean 
out the smoke and shoulder holes. It may to a certain 
extent be truly attributed to the fuel, in that some coals 
contain more sulphur in the form of iron pyrites than 
others, and thus form more iron slag or clinkers and stop 
the air supply unless the fireman keeps his bars clear. It 
is probable that the most satisfactory results are obtained 
in glost firing rather by a short period of reducing fire, 
followed by a considerably longer one of oxydising, than 
by a continuously oxydising flame during the whole firing, 
and therefore the fireman should allow his mouths to burn 
<lown quite clear and bright before again baiting, always 
taking care that the fires are not allowed to bum down 
so low as to reduce the heat in the oven. The cooling holes 
in the oven may also be opened for a short time as a fresh 
baiting is put on, and this would at once increase the 
draught and quickly get rid of the smoke and dirt from 
the freshly introduced coal. ** Sulphured ware," which 
has somewhat the appearance of a frosted window, is caused 
usually by burning inferior fuel. 

It is the custom with some firemen to draw their fires 
when the firing is finished, with the idea that it increases 
the brightness of the glaze, but it is always better to let 
the fires die gradually down, as the cold air does not then 
rush in so quickly, and there is less likelihood of damage 
to saggers and big pieces of ware such as basins and dishes. 
For the same reason the clamins should not be pulled down 
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at once, unless for some special reason the ware is required 
for urgent orders. If the doors of the cooling holes in the 
crown are opened as soon as the firing is over, and the 
clamins are polled down and the mouths punched and 
cleaned some six or eight hours afterwards, the oven can be 
drawn in about twentj-four hours, which is, as a general 
rule, as soon as it will be required. Care must be taken in 
glost ovens never to go to a greater heat nor even to the 
same heat as that to which the ware has already been 
subjected in the biscuit oven, or under the softening 
influence of the glaze the ware will bend and great loss will 
result. 

An oven drawing water has already been referred to, and 
there is no doubt that moisture drawn from the surround- 
ing soil is most prejudicial to almost all glazes; so that 
glost ovens built in the proximity to springs or streams 
should be looked on with grave suspicion. It will be found 
that when any part of an oven has been repaired in the 
mouths or flues, that part will fire more quickly owing to 
the flues, &c., being smoother and the draught therefore 
better; and so the fireman should bear in mind which 
part of his oven has been fettled. It is always best to be on 
the safe side in glost-firing and go full hard ; a piece or two 
may be bent^ and the colour in some piece may be slightly 
faded and not come out quite so brilliant as desired, but 
this is far preferable to short fired ware, which is alwaj^s 
dull-looking, and, although showing no defect when drawn 
from the oven, may afterwards craze in the warehouse. Of 
course the fireman must bear in mind the position of the 
colours in the oven, and if there are a lot of delicate colours 
and fragile pieces in the oven, it is clear he cannot go so 
hard as he would under other circumstances. 

A man gets accustomed to the glaze he is firing, and if 
any radical alteration is made in its fusibility, his atte 
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must be calleil to it^ so that he can go harder or easier as 
the necessity of the case requires ; but continaal changes of 
glazes are to be avoided, as they are very embarrassing for 
both fireman and dipper, and are likely to lead to disaster. 
The same remarks apply to coal, and when a certain fuel 
is giving satisfaction it should not be changed unless the 
proiK>sed substitute has been previously tested and its 
result has been proved distinctly advantageous. 

As in biscuit-firing, it is the last baiting that is the 
cmcial point, and the successful man is he who has Ae 
Avhole of the quarters of the oven equal before the last 
baiting is put on, so that he can give the final baiting to 
bring up tlie oven to the necessary point and to dean and 
brighten the ware. 

It requires good nerve to make a good fireman, and it is 
curious how, after a failure or two, men often lose their 
nerve and are never able to fire satisfactorily again; 
generally being afraid of going too hard, they bring out 
short -fired ware. 

It is, of course, presumed in these notes that the glaze, 
<&c., has been tested and has been proved to be satisfactory, 
as manufacturers sometimes attribute defects to bad firing 
and want of attention on the part of sitters-up, which 
are really due to insufficient grinding of glaze, to an 
inferior quality of lead, or to mistakes in the mixing of 
glaze materials. 



CHAPTER XXn. 

DRAWING GLOST AKD THE SORTING WARKHOVSK. 

When the firing is orer and the oven cool enough, the 
months are punched and cleaned ; all clinkers and ashes 
are wheeled away and the floor round the oven is watered 
and swept up; and after sufficient time has elapsed the 
oven is drawn in the same manner as a hiscuit oven, and as 
a great deal <^ the ware is now practically finished much 
care should he exercised in taking the saggers ofi* the hungs 
and the wara from out of the saggers, so that the pieces do 
not fall against each other. It is a thousand pities that 
pieces should have successfully passed through all the 
operations necessary to complete them, and then, through 
carelessness, should be chipped and thus rendered useless, 
or at any rate of considerably less value. As in biscuit^ so 
in glost^ must all pieces, whether perfect, cracked, or 
broken, without exception, be taken to the sorting ware- 
house, and for the same reasons, as the payment of the 
placers, dippers, and firemen most probably depends on the 
quantity delivered in good condition into the warehouse ; 
and a return of the exact percentage of firsts, seconds, and 
lump is required to work out the value of each oven. 

The sorting warehouse should be very light, so that 
defects may at once be seen and not passed over, and "' 
should have plenty of floor space, so that there i« i 
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r.y>m for classifying the ware. As the ware comes in from 
the oven i: i§ merely put together according to shape for 
convenience sake : the plates all in one place, the cups in 
another, i^ns. dishes. Arc, in another, and so on, until the 
whole oi the ware ha:< been brought in from the oven when 
the svTting pro^^^r commences. The workpeople are for 
the mi^<: p.ir: women, though there is often a man as 
hea>i. They are e;ich supplietl with sorting tools, which 
are pieces of iri^n or steel about i in. thick, 1 in. broad, 
ami fp'm 10 to 12 in. long, and are sharpened at 
each on* I. Thoy should be kept well ground and quite 
clean, an<l never allowe«l to get rusty, as, in the latter 
case, they may cau*e uirly marks on the ware. They are 
iise«i f.ir cl«»aninir or chipping off any little rough bits of 
glaze or pieces of saddles or stilts that may have stuck to 
the glaze. This is important, not only on account of the 
appearance of the piece, but also because these little bits of 
glaze, sticking out from the ware, are as sharp as razors, 
and pieces that have not been looked over and cleaned 
should be rather carefully handled if cut fingers are to be 
avoiiled. The numlH?r of sorters required will of course 
depend on the time in which an oven has to be looked 
over : it should W «) arranged that there are sufficient to 
clean up and sort one oven over before the next one is' 
drawn. If this is not possible the ovens should at any rate 
be kept quite separate, so that the percentage of best, 
second, and lump can be accurately known in each case ; or 
if necessary the warehouse can be divided up into different 
sections for each oven. When all the ware has been carried 
into the warehouse, the women commence looking over it 
piece by piece, cleaning off the stilt marks, and putting 
aside any palpably defective piece. Any grains or dirt 
from the saggers they also cut out with the edge of the 
sorting tool, but should it not be possible to do this satis- 
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factorily the piece is put aside and sent to the polishing 
lathe. This is like an ordinary small lathe, run with con- 
siderable power at a high speed from 1,000 to 1,200 revolu- 
tions per minute, having attached to the mandril a disc of 
biscuit porcelain or stoneware. The grain on the piece is 
pressed against the revolving disc and is thus ground out, 
care being taken at the same time not to cut a hollow in 
the piece ; if necessary the defect can be polished with a 
cork or white wood disc. 

Polishing lathes are more used in the manufacture of 
porcelain than in earthenware, as the difference in value of 
the piece after polishing would hardly pay for the cost of 
the removal of the grain in common ware ; when however 
large and highly decorated pieces are made, a polishing 
lathe is indispensable. It is best, whenever possible, to 
send pieces with this defect to be decorated over glaze, 
where the marks can be covered up and hidden. As the 
women clean the ware, the head man looks over eYery piece 
to see that it is without defect, and all pieces that are iirsts 
he puts together according to pattern and colour and shape 
**in count," that is to say, in quantities of an equal number 
to facilitate counting afterwards. All the defective ware 
he again classifies into "seconds," that is, ware that has 
some slight defect which prevents it being placed amongst 
"firsts" or best ware, and "lump," that is, those pieces 
that are cracked, or whose defects are so serious that they 
cannot be placed among "seconds," though in some cases an 
intermediary classification known as "thirds" is often made. 
All the defective ware should then be re-classified to show 
where the defects originate and to whom they are due, and 
the responsible parties are then called in to see the result of 
their inattention, want of skill, or carelessness as the case 
may be. It should be remembered that fire being some- 
what uncontrollable, and its effects rather difficult to gauge, 
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ererrone will tn- to throw the blame on the firing. It u 
presumed that there is no ndical defect in the glaie itself, 
and the defects that are likely to arise from this cause hiT6 
already been discussed in the Chapter on Glases, so the 
faults to which the sorting warehooseman has to direct his 
attention are thoie arising during the mapafactare, for 
which individual workmen are responsible. 

Roughly, then, the defecta in the glost oven will divide 
them£elves into the following classes : — (1) Defects of {^ 
ing; (2) defects of firing; (3) defects of dipping; (4) bad 
selection in the biscuit warehouse ; (5) defects of printiiig 
and painting or decorating ; (6) inefficient kiln-firing. 

(1) Any ware ''nipped," that is, with the glaze chipped 
off, must be a fault of the placers (unless it has been done 
in the sorting warehouse), as, since it has been glazed it 
has only been in their hands. " Plucked ware," that is, 
ware with pieces pulled out of it in removing it from the 
stilts, is due to the use of improper or unboned supports, 
though it may sometimes be duo to over-dipping, or to the 
placers not cleaning off the glaze from the bottoms of hol- 
low ware. Crooked plates and dishes are usually due to 
iinproper rearing in the saggers ; crooked hollow ware is 
also often due to bad placing, by overloading the saggers, or 
from using saggers with crooked bottoms ; stuck ware is 
also due to the placers — though these three last defects will 
all occur if the oven is palpably over-fired. A single piece 
warped may be also due to it having, for one cause or 
another, received a harder fire in glost than it previously had 
in biscuit. Flashed and smoked ware may be also attributed 
to placers, both caused b}' the improper wadding of saggers. 

(2) Firing defects are usually either from under or over 

firiug. The former is easily detected, as the ware has a 

milky appearance and is wanting in brilliancy, while over- 

tirii)^ at once becomes apparent by a larger quantity than 

usiid of ware that Yvwi ^w^^^ ^w^Xi^^m^ ^\^yJ«iA^\ ^tuck^ 
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and by the faint and washy appearance of pinks, mat blue, 
and other delicate colours. 

(3) Short dipped ware has a rough and poor appearance 
and is often dry in places. Unglazed patches, called " but- 
terflies" are also due to the dipper covering these places 
with his fingers, or to grease on his hands, or to the glaze 
not being properly distributed over the piece : this is 
especially likely to happen in the interior of large hollow 
pieces, owing to the air being imprisoned, thus preventing 
the glaze from touching the surface. When ware is over- 
dipped there are likely to be beads of glaze on the edges, 
and the hollows and cavities of embossed pieces will be full 
of glaze. The dipper's attention should at once be called 
to this, as it is an active cause of crazing, to say nothing of 
the waste of putting glaze on one piece that should be suffi- 
cient for two. Over-glazing also causes the colours in 
printed and painted ware to run. 

(4) Bad selection in the biscuit warehouse will be espe- 
cially noticeable in pinks and blues, which never come out 
satisfactorily if too hard ware has been used for them. 

(5) Defects in printing, painting, and decorating arise 
from dirty colour, insufficient application of colour, too 
liquid colour, and finger-marks and spots of colour both on 
the face and back of the ware. Faded colour may also be 
due to the pieces not being put in the part of the oven 
suited to them ; it being, of course, presumed that the 
colours have been tested and are known to be satisfactory. 
The expert will, however, at once be able to say to what 
cause it is due by comparing it with the rest of the ware of 
a similar colour and pattern. 

(6) Inefficient Kiln-firing. Pieces will be noticed which 
have not taken the glaze properly when they are printed or 
painted, the colour standing out roughly in ridges. This is 
due either to the kiln man not having gone to sufficient 
heat to drive out all the oils used in the application of the 



286 THE MAXUFACTURE OF EARTHENWABE. 

colours, or to leaving insufficient escape for the steam and 
vapours in the kiln which have thus affected the colours. 
Pinks and blues are the most likel}' colours to be affected in 
this manner. Besides these evident defects, there are 
others that should be traced to their originators, for 
instance, ware that has been chipped before dipping and 
sent on as best. Nothing is more annoying than to find an 
onler incomplete on account of a defect like this, which 
Rhould have been pointed out before it was dipped, and 
another piece sul)stituted for it If any ware is seen with 
RpotH on it, caused by dirt or iron in the glaze, the manager's 
ultontion should at once be called to it. 

Any ware that is defective in biscuit should have a 
Hpccial mark })ut on it, so tlmt when it comes through into 
tiio Korting warehouse it can be at once seen that it was 
ffoodiids before it went into the glost oven. The broken 
and UKclcHs ware should not amount to more than 2 per 
rrnt., but the percentage of glost seconds depends altoge- 
tlu»r on the strictness or the reverse of the selection; 8 to 
ir» prr cent, should about cover it. 

As soon as the oven has been sorted, the person who is 
rosponsil)]e for the "getting up" of orders should go 
throu;:h the seconds and defoctivc ware and at once order 
up aj:ain the necessiiry pieces to complete his orders. 

The ware should then be carried up to the various 
wan'houses appointed for the different classes of goods, 
louvinj; the sorting waiehouse clear for the next oven to be 
flrawn. An oven record should bo kept with the dura- 
tion and result of each firing both in biscuit and glost, 
inrludin^ the cpiautity of ware fired, and the number of 
pa^rgcM's destroyed, together with the percentages of firsts, 
PCM'onds, and lumps and the total value of each oven. Any 
ppooial circumstances, such as fallen bungs, qualitj' of coal, 
state of weather, should be noted. 



CHAPTER XXni. 

PRINTING UNDERGLAZE. 

Printing on earthenware is a comparatively modern mode 
of decoration, as its introduction only dates from the 
middle of the eighteenth century, and it can hai-dly be 
said to have been employed to any extent till well on into 
the nineteenth century ; but so rapid has been its develop- 
ment, especially during the last twenty years, that it is to- 
day by far the most general method of applying decoration 
to ware underglaze. It is the same story over again of ^ 
mechanical means to a great extent competing with success 
against purely manual processes, though largely assisted 
by the desire on the part of the consumer to have articles 
identically the same both in colour and design. Whether 
this is an altogether satisfactory development from the 
artistic point of view is open to question, and will be 
referred to again later on after a description has been given 
of the means employed to carry out the process. 

The Printing Press consists of an iron framework which 
supports two hollow cylinders or rollers, between which is 
a planed iron bed or table on which the copper plate, 
engraved with the design to be printed, rests. The upper 
roller is fiu-nished with screws on each side by which it 
can be adjusted and fixed at whatever distance may be 
desired from the lower one. It has a lever or handle 
attached to it which, being depressed, causes it to revolve. 
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canying the table with the copper plate on it between the 
two rollers. The upper roller is covered with thick 
flannel in either two or three layers. The ttannel should 
be cut slightly shorter than the circumference of the 
cylinder, and the ends shoiikl be kced together with Btring, 
so thati aa the flannel stretches, which it is sure to do, the 
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string lacing can be tightened from time to time in order 
to keep the flannel tightly in position. It is as well to 
have two sets of flannels to each press, so that one set may 
be washed and <lried while the other is in use, and with^ 
care they should last about twelve months. 

Printing Sioves o?" Tables. — The ** medium " or printer" 
oil that has to be mixed with colours to enable prints to bfl 
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and smoko and dirt in the shop are done away with. If 
the steam is brought from any distance, the pipes should 
all Im) well cased with mud and chopped straw, or some 
such heat-retaining preparation, which will effect coDsider- 
ablo economy in the consumption of steam. 




Steak Table. 



Copper Plates are in most general use for printing on 
earthenware, though of late years many manufacturers have 
employed plates made of zinc as a substitute. These are, of 
course, easier to engrave, as they are so much softer, but for 
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this reason they wear out very soon, and the outlines are 
not so clean, nor are they suited to full patterns with much 
detail and shading. The copper i^ates are ahoat an eighth of 
an inch thick, and vary in size according to the pattern, or 
according to the pieces which have to he printed from them. 
They are engraved with the aid of acids or electricity, or by 
hand with gravers, steel points, and punches. The latter is 
undoubtedly the more expensive method, but it is the more 
satisfactory, as not only must the design be delicately an«i 
finely cut^ but it must be also deeply incised, or the plate 
will last a very short time, as the constant cleaning off of 
the colour from the plate with the steel knife wears it 
down. The colours being metallic oxides, however finely 
they may be ground, are always hard and slightly vitreous. 
Engraving on copper is work which requires a consider- 
able amount of technical training, but no amount of train- 
ing will make a really satisfactory engraver unless be has 
artistic feeling for arrangement and design. Great attention 
should be paid in the first place to the production of good 
designs, and in the second to their proper reproduction in 
copper with varying light and shade. Copper plates con- 
tinually wear down with work, and to prevent this some 
manufacturers have the plates steeled and nickelled. No 
doubt this causes them to last rather longer, but when once 
damaged they require, as a rule, more repairing than 
ordinary copper. Plates, however, will always require 
repairing and recutting, if the printing is to be kept up at a 
high standard of excellence. Some printers are very careless, 
and cut and mark the coppers with their knives when 
removing the colour. These marks retain the colour, and 
when a print is taken off the plate they appear, and thus 
disfigure the design and give an unsightly and dirty ap- 
pearance to the ware. Every copper should therefore be 
examined before it is handed to the printer, and after it is 
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(lone with, or at every week-end it should be again ex- 
umiiied to see that it has received no unfair treatment, and 
if it shows signs of cutting and marks other than those 
that would be caused by fair wear and tear, he should be 
charged with the cost of repairing the damage. If copper 
plates are not carefully looked after they will soon be 
spoilt and useless. It is surprising how soon copper plates 
divoi-go from the original design by constant repairing; so, 
whenever a now design is cut, the designer should always 
keep one of the first prints off it by him as a reference or 
^uide for when the plate has to be repaired. These prints 
should all bo pasted in a large book kept for the purpose, 
which will always servo as a reference. It is impossible to 
have clean and bright-looking printed ware unless the 
copper plates are kept in good condition, and nothing is 
more unsightly than coarse and dirty pnnted patterns. 

The Paper used for receiving the print from the copper 
plate is a sort of thin tissue paper. It must be strong, so 
tliat it does not break when sized or pulled off the copper 
])late. It must, when held up to the light, be quite free 
from holes, so that the design is solidly printed on it, and 
it should have a smooth surface without any hairs on it, so 
that when the print is transferred to the ware the paper 
does not absorb the colour, but freely leaves all the colour 
on the ware when it is washed off. It is important to have 
paper of the sizes required for the different pieces and 
patterns, so that the waste may be avoided, otherwise 
large paper may be cut up for printing small patterns, 
and the cost of printing will consequently be increased. 
The paper, before being applied to the copper plates, must 
be sized with a mixture of 1 lb. of soft soap and 2 ozs. of 
soda to a gallon of water. 

Tlie Colours are for the most part oxides of metals, and 
ol late years great advances have been made in tfieir 
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manufacture ; and there are many firms, both in England 
and on the Continent, who dedicate themselves solely to 
the manufacture of potters' colours for use both under and 
over glaze. Formerly every potter manufactured his own 
colours, but now, owing to the improvement in their prepara- 
tion, good colours can be obtained at moderate prices ; and 
where ordinary colours only are required it is probably 
cheaper to buy, as colour-making takes up a considerable part 
of a manager's time, which often might be better expended 
in looking after the details of manufacture. Manufacturers 
who have colour pans will best employ them in grinding 
stain for the body and in the manufacture of the colours 
which they use in the largest quantities, as it will be found 
that it is not economical to make colours of which only a 
small quantity is required. Modem colour pans are usually 
arranged in an iron framework, containing two, three, or 
four pans of different sizes suitable for grinding large or 
small quantities of materials. They are made with granite 
or chert nether-stones, and the grinding-stones, which are 
of the same material, are attached to a spindle, at the top 
of which is keyed a cogwheel. A shafting runs along 
above the pans, by which the power is transmitted. The 
stones must be kept in first-rate condition, as the colour 
must be ground to an impalpable fineness, and the wet 
system will be found the most satisfactory. Colour pans 
are also very useful for grinding experimental charges of 
glaze and materials, &c. Cleanliness is most necessary 
in colour mills, and it is as well to grind up a few pitchers 
after a strong colour has been on a pan in order to 
thoroughly clean it before putting on another colour. 
Light colours should not be ground on a pan, from which a 
dark colour has been taken off, and it is best, when possible, 
to keep certain pans for certain colours. It is important 
that the colours should suit the glaze, and the manufac- 
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turer who makes his own colours has the advaDtage of know- 
ing of what they are composed^ and all metallic oxides that 
will easily dissolve and fiow in the glaze must be avoided. 

It is not considered necessary to give recipes, as they exist 
by the thousand, and have been published again and again. 




CoiiOTJE Pans. 

They are usually of little value except to the expert^ as the 
success of a colour generally depends more on its manipula- 
tioD during manufacture than on anything else ; and unless 
a full description is given of the exact manipulation, very 
many recipes are of little or no use, A full printed pattern 
would use about Hlb. of colour per week. 
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Prices of colour must vary, but it generally costs between 
a half- penny and one penny per dozen of ware printed. 

All colours, whether made on the premises or from what- 
ever other source they may have come, should always be 
tested before they are put in general use. 

Printer's Oil, — For printing purposes all colours have to 
be mixed with what is called printer's oil, which is a thick, 
dark, treacly-looking substance, which causes the colour 
to adhere to the paper when laid on the copper plate and 
passed through the press. When the paper is pulled off 
the plate, the colour in the cavities of the copper sticks to 
the paper, thus forming the pattern. The paper is, in its 
turn, apphed and rubbed on to the ware, which, being 
porous, absorbs the oil and colour. The paper is then 
washed off with water, but the oil prevents the removal of 
the colour from the ware. Almost every head printer has 
his own recipe for oil, by which he swears ; two recipes 
are annexed, either of which will serve their turn. 

(1) 1 gallon linseed oil (boil and scum for about two hours). 
30 ozs. Stockholm tar. 

1 oz. red lead. 
1 oz. resin. 

Add the above to the oil, and the whole to be boiled and 
scummed and burnt off three or four times. A large iron 
pot is best for this purpose, and a round wooden fiat cover 
with a piece of flannel tacked on, with a long handle, will 
be required to put out the fire after the scum has been 
lighted in the pot. It is best to do all operations in con- 
nection with boiling oil in the open air, or in the centre of 
an empty oven, as the smell is rather overpowering, and by 
no means pleasant. 

(2) 2 quarts linseed oil. \ 

1 pint rape oil. > Boil together for two hours. 

1 oz. red lead. ) 

1 J oz-*. sulphur. ) Add while the oils are cooling, 

10 ozs. common tar. ) and stir well. 
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To seo if the oil is properly prepared, a drop should be 
placed on a piece of biscuit pitcher and touched with the 
finger : when it gets '' tacky " and sticks to the finger it is 
as it should be. 

Printer's Knives are used for appljdng and removing the 
colour from the copper plates. They are made of thin 
whippy steel, about 2} to 3 in. broad, and are ground quite 
sharp. They require skilful and careful usage, or the 
copper plates will be cut and destroyed by them. The 
copper plates should not always be held in the same 
position, but should be turned round from comer to comer, 
as should the printer continually start cleaning off the 
colour with his knife from the same comer, he would wear 
away the part nearest the comer sooner than the rest of 
the plate, thus causing unequal impressions. 

JFooden Rvbhers are used for rubbing the colour over the 
copper plate to thoroughly fill the design. 

A corduroy Boss^ or small cushion about 8 in. long and 
3 in. wide, is employed to clean the plate after the bulk of 
the colour has been removed with the knife. The plate is 
thus left quite clean, the colour only remaining in the en- 
graved part. 

A long-haired Brush is required to size the paper with. 

The Benches for printers to put their coppers, colours, etc., 
on should be arranged at a convenient distance from the 
steam tables and presses. 

21ie Transferers will require : — 

A Tub for every two presses, with a good supply of clean, 
cold water, the cooler the better, as the paper is washed off 
and the colour not softened as it would be were warm water 
employed. 

Sponges, which need not be of very good quality, to wash 
off the paper, and a piece of pumice stone to rub off any spots 
of dirt or colour that may have accidentally soiled the ware. 
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Fldimel BMers, which are simply rolls of flannel of about 
twelve thicknesses tightly rolled up, about 13 in. long, and 
whipped about 10 in. up with thick packer's string, leaving 
at one end about 2^ in. of flannel, and at the other end 
about i in., hollowed out, in which the thumb can rest. A 
yard of flannel will make two rubbers, which should last 
about three months, as, when they wear down, the string 
can be gradually unwhipped. They require to be dipped 
in a little soft soap to make them slip smoothly over the 
paper, and not to ruck it up when rubbing it on the ware. 
A few small pieces of flannel are also useful for the same 
purpose. 

A considerable amount of bench room is required, and 
on the bench opposite each transferer a leather pad should 
be nailed, on which she can rest the ware. 

A pair of large Scissors is also required to cut the paper 
prints. 

The printer's team consists of a man who does the print- 
ing, and three women or girls : the transferer, who is the 
head woman, places the pattern in the proper position on 
the ware, and presses it slightly on ; the apprentice, who 
rubs the paper firmly on to the ware ; and the cutter, who 
receives the paper from the printer and cuts out the various 
pieces into the necessary shapes to fit the ware, and re- 
moves any superfluous paper. 

Having mentioned the various appliances, we will pro- 
ceed to describe the process. 

The printer first takes his paper and cuts it to the neces- 
sary size for the pattern or plate he is using, and then with 
his brush sizes the paper over. He then places the copper 
plate on the steam stove, his colour having also been 
previously placed on the stove on an iron palette or 
"Batstone." The copper plate being sufficiently heated, 
he takes some colour on his knife and puts it on his copper 
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plate and rubs it in with his wooden rubber. The colour 
should be used of a stiff and not too liquid consistency ; 
this makes the work harder, but it ensures good printiog ; 
if the colour is used thin the pattern is printed more in oil 
than in colour, and after firing it will have a faded, wishy- 
washy appearance. He then removes all the colour from 
the copper by scraping it with his knife, being careful that 
thd edge of the knife does not catch in the engraving and 
cut and spoil the plate ; after which any remaining colour 
is cleaned off with the corduroy boss, leaving the plate quite 
clean, though the pattern is filled with colour. He next 
places the copper plate on the iron table of the press, and 
as the plate is very hot, he has a small piece of leather with 
which he can lift it up comfortably, and he then deftly 
takes up a piece of the wet sized paper and lays it over the 
copper plate, care being taken that there are no wrinkles. 
The lever handle is depressed, the upper roller revolves, 
carrying the iron table and the copper with it between the 
rollers, and the paper is thus firmly pressed by the fiannel 
covering on to the copper. The handle is then reversed, 
and the copper comes out of the press again with the table, 
the paper being now quite dry from the pressure of the 
flannel on the heated copper. The paper is lifted up care- 
fully at one corner and pulled off the copper. The printer 
has then to repeat the process. The paper is taken by the 
cutter, who cuts it into the shape required and hands it to 
the transferer ; she applies it to the proper place on the 
ware, and slightly rubs it on with a bit of flannel, and then 
passes it on to the apprentice, who rubs the paper firmly on 
with the rubber dipped in a little soft soap. This requires 
very thoroughly doing, especially in the case of fluted or 
embossed work, so that the pattern is rubbed right into all 
the cavities. A stiff brush is often used under these cir- 
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cumstances instead of the rubber, with satisfactory results. 
It is best to leave the paper a little time on the ware before 
washing it off, and as a rule it is left till the evening, when 
all the women wash off the day's work together, though it 
is better not to wash it off till the next day, as it thus gives 
the ware more time to absorb the colour, and this is especi- 
ally necessary should the biscuit ware be rather hard fired. 
Each printer should be furnished with a small copper plate 
with his number engraved twenty or thirty times or more on 
it, which he can print off every now and then, and every 
piece printed should bear the printer's number, so that 
there is never a doubt as to who is responsible for the 
work. Cleanliness is most important in the printing shop, 
and the transferers should always keep their hands clean ; 
nothing looks worse than ware with smudges of colour on 
the face or back of it, due to the transferer's fingers. 
Tubs, benches and utensils should all be kept clean, and all 
copper plates should be cleaned every ^ eek, before being 
looked over, with sawdust and rectified spirits of tar. 
Patterns of which large quantities are required should be 
engraved on two or more plates, and the plates should never 
be allowed to " get down," but when partly worn should be 
repaired, so that the tone of printing may always be equal ; 
otherwise, if a plate gets much worn and ware is printed 
from it, and then after the plate has been newly cut more 
ware is printed from the same order, the tone of colour will 
be quite different, and will not match. It is always best to 
use newly cut plates for the more delicate colours, such as 
matt blue, mauve and pink, whenever possible, and after- 
wards, when slightly worn, for the stronger browns, blacks, 
and dark blue. It has been seen that the printer can only 
take one impression off a copper plate at a time, and then 
has to go through the whole operation of filling it again 
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with colour, &c., and for this reason it is necessary for 
economical working to arrange the patterns on the plates 
so that enough pattern will come off at each printing to 
decorate several pieces of ware. Care must therefore be taken 
in deciding on new patterns that, besides being effective, 
they can be arranged in a suitable manner on the copper 
for woiking. Formerly, patterns were designed in such a 
way that it was necessary to have a copper plate for every 
individual piece, and thus to print a full dinner service 
twenty to thirty coppers were required ; with proper ar- 
rangement four or five coppers should now be sufficient for 
doing the same work, as the patterns most in demand are 
sprig and flower patterns, which lend themselves readily to 
every class of piece, and thus one copper will suit several 
different purposes. If, in arranging a pattern, pieces of 
sprig, &c., have to be cut off, it is well to see if these bits 
cannot be applied to some other ware, such as bowls, 
basins, &c, which is of advantage both to the manufacturer, 
as he uses up prints which would otherwise be wasted, and 
to the printer, as he thus does more ware with the same 
amount of work. A well-engraved copper, with ordinary 
work and proper care, should last six months. 

Various forms of presses other than that described have 
been or are in use, some with the steam table in combina- 
tion with the press, others by which a continuous pattern 
is printed on lengths of paper by engraved copper rollers in 
a similar manner to that by which cotton goods are printed; 
but none of them have come very largely into use, and the 
one described is the simplest, and probably under present 
circumstances the most useful. There are various applica- 
tions of printing, by the arrangement of parts of patterns 
engraved on different plates, from which different colours 
are printed, and then transferred one after the other on to 
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the ware; they require, however, very nice adjustment 
and delicate treatment. Chromo-lithography has also been 
largely brought into use, and more successfully on the Con- 
tinent than in England, and in the next few years there will 
no doubt be great strides made in mechanical decoration. 
Up to the present, most of the new methods proposed are 
for overglaze decoration, and this can never be so satisfactory 
or desirable for ordinary commercial purposes as nnderglaze. 
Underglaze decoration is practically indestructible, and 
though the colours are fewer in number than those that 
can be applied over glaze, their appearance is far superior. 
They have a deep rich colour, and one seems to be looking 
into them, more than at them, and they give much the same 
impression as when looking at a cut precious stone. There 
is always a strong party agitating against the introduction 
of mechanical means on account of its tendency to kill 
individuality ; and to a certain extent this is true ; but on 
the other hand, as a printed pattern can be produced in an 
almost indefinite quantity, considerable time and money can 
be profitably expended in producing a really good design, 
and surely a really good design executed in a satisfactory 
manner is better than a design executed by hand which 
probably has only the individuality of inferiority. The 
ordinary painted ware issuing from the English manuf actoiy 
to-day is practically a reproduction of some pattern given 
as a sample to be copied, and the individuadity usually con- 
sists in mistakes in copying it ! The same argiunent would 
hold equally good in the manufacturing department, and 
instead of having articles made from carefully designed 
models every workman would be making pieces according 
to his own ideas. For one man that can make a good 
design or shape, it is evident that there are hundreds that 
cannot do so, and as the majority of work would be done 
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by them, the standard of the quality of the prodaetioa 
would certainly be very much debased. Unfortunately, 
every man U not an artist^ and who would prefer some 
*< pot-boiler's " crude, badly-executed daubs to a well-en- 
graved proof copy of a really fine picture f This is perhaps 
carrying the matter too far, but at all events it shows that 
there is something to be said on both sides of the question, 
and that mechanical reproductions are not necessarily bad 
because they are mechanical 



CHAPTER XXIV. 

PAINTING AND DECORATING UNDERGLAZE. 

Whatever may be the development of mechanical processes 
for the decoration of earthenware in the near future, it is 
evident that they never can replace the hand-painting of a 
really skilful artist, and though various mechanical processes 
will undoubtedly be applied more and more every day to 
the larger production of goods for purely commercial pur- 
poses, which must be manufactured in enormous quantities 
and sold at low prices, their absolute and monotonous cor- 
rectness will rightly militate against their introduction into 
really artistic work, in which ^nce has not always to be the 
ruling factor. There are, however, many applications of 
hand-painting in its lower grades which are still largely 
employed on the cheaper qualities of earthenware under- 
glaze. No system of decoration can be considered as 
applicable to earthenware that is not afterwards subjected 
to heat to fix it to the body or glaze, and the colours must 
therefore be arranged to resist the heat to which they are 
to be subjected, or to change their tone in a definite propor- 
tion to that heat. The colours for underglaze painting are 
ipractically the same as those used for printing, and are 
more limited in number than those for overglaze work, agi-^ 
the heat to which they are subjected in firing the glazeus 
much greater than in the enamel kiln. The melting glazb 
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has also an effect on many colours, so that any colours that 
would dissolve in the glaze cannot be used. As, however, 
the colours suitable for underglaze work include blue, black, 
brown, green, yellow and pink, the palette of the underglaze 
painter is sufficiently ample; in fact, the multiplication 
of colours of late years has been rather detrimental than 
advantageous to underglaze decoration, as it has inclined 
the artist to look for his effects to elaborate arrangements 
of colour rather than to boldness and freedom in design. 

The Colours must be finely ground in the colour pans as 
for printing, and the water then thoroughly dried out of 
them, but before being used they are again ground in the 
painting shop with the "medium" with which they are to 
be applied to the surface. The most usual medium is 
turpentine, but for certain classes of work gum-arabic and 
water may be used, the advantage of the latter being that 
it need not be passed through the hardening on kiln, but 
can go direct to the dipper to receive its coating of glaze 
without any further process ; the disadvantage to its use 
being its likelihood to chip off, carrying the glaze with it, 
after it has been fired, should there have been too large an 
admixture of gum with the colour. It is only necessary to 
introduce just sufficient to enable the colour to adhere to 
the ware and to prevent it being washed off when immersed 
in the glaze. The second grinding of the colour is usually 
carried out with hard glass or porcelain mullers on slabs of 
hard glass some 18 in. square, which, for greater security 
from breakage, may be framed in wood. Glass mullers 
that are soft and wear away quickly should not be 
employed, as the fact of their wearing away means the 
introduction of a considerable quantity of glass into the 
colour, which would probably affect the colour when sub- 
mitted to heat. 

Palette Knives are required to scrape the colour off the 



PAINTING AND DECORATING UNDERGLAZE. 305 

glass slabs, and they are made of thin ivory, horn, or steel ; 
the latter are the most generally used and are really the 
best, though care must be taken not to scrape or grind them 
more than necessary against the glass, as they thus wear 
down and introduce iron into the colour which is, of course, 
detrimental. 

Pencils and Brushes of various shapes and sizes will be 





Paintee's Tables. 



required in accordance with the necessity of the work; 
palettes and a few pieces of rag to clean pencils, &a One 
of the commonest patterns applied to ordinary ware is the 
combination of bands and lines of various widths in one or 
more colours. By the aid of revolving painter's tables these 
lines, &c., are made with considerable facility. The article 

X 
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w- ,r-r: *.h/4r. irre-jiilar and uneven banding and lining. Dishes 
^tA o'her ovil pieces, and in fact any pieces that are not 
'iirnlar, are more difficult to do nicely, and should always 
hf: rfc^ervfrd for the most experienced hands, as they cannot 
}»« painted with the rest on the revolving table. These are 
usually executed by using one of the fingers as a guide, 
roHtin;^ against the edge of the article, thus regulating the 
diMtanre of the line from the edge, and great care will have 
to he exercised in turning any corners. 

Filling up is another method of decoration largely in 
demand. Although the general run of printed patterns 
will serve very well for this purpose, light patterns — that is 
to say, patterns engraved with rather less shading than 
would bo rc(iuirod for ordinary printing, and not quite so 
(l(M?ply cut —are often used for this purpose. They are 
/>:intod in light brown or neutral colour, and applied to the 
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ware as in ordinary printing. Various different colours 
are then painted over the different parts of the printed 
pattern as may have been decided on. A sample pattern 
should be given as a guide, and each leaf, flower, or what- 
not, should be coloured exactly alike in each piece. To 
facilitate this class of work, three or four girls work to- 
gether, each one painting in a different colour, though some 
of them may have two or more, should the pattern require 
it. The piece is then handed on from one to the other, 
each doing her part of the filling up of the design in the 
colour she is using, one doing the leaves, another the 
flowers, a third the stalks, &c., and by this means the 
quantity of work that can be turned out in a given time is 
much greater than if one girl had to fill in the whole 
pattern in the various colours. Care must be taken to 
keep within the Outline of the pattern, and the colour must 
be applied in such a way that the shading of the printed 
pattern shows through. The colour must, however, if the 
effect is to be good, be applied rather thicker in some i)arts 
than in others to accentuate the details and to assist in 
giving the effect of light and shade. The highest form of 
hand-painting is, of course, when the artist designs and 
decorates a piece unassisted by any mechanical means or 
guide, but as a nile by far the greater part of the work 
which can lay any claim to artistic merit is executed over 
glaze; partly because many of the colours change their 
tone when submitted to the intense heat of the glost oven, 
and it is thus difficult for the painter to gauge the exact 
effect of his work, and partly because the liability to loss 
from various causes is greater in the glost oven than it 
would be in the enamel kiln. 

The first diflSculty can only be got over by long ex- 
perience, a study of the different colours, and by keeping 
a test piece always in view of the effect of every colour 
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in use in its different combinationa. The easiest way to da 
tl)i8 is to number each colour, and then paint a band of 
each one across a plate or dish, and then to paint a band of 
each colour at right angles across the bands already painted. 
The piece is then fired, and by this means the effect of one 
colour upon another can be accurately noted, as each band 
of colour thus crosses all the others, and its effect on each 
of them is clearly shown. Finely executed underglaze 
work is superior to overglaze, not merely on account of its 
greater durability fi*om being under the glaze and so pro- 
tected from damage and abrasion by it ; but the glaze seems 
to give a gieater depth of tone to the colour, and a richer 
api>earanco to the ware. It is true that more delicate 
shades can be used over glaze, but they can rarely have the 
rich, glossy appearance of underglaze work, though some of 
the most charming effects are often obtained by a combination 
of both under and overglaze painting. There are many 
other means of decorating ware cheaply under glaze ; for 
instance, various patterns and figures can be cut out in 
stencil plates of oiled paper, thin metal, lead paper, &c., 
which are held firmly on the ware, and the colour is then 
rubbed over with a stiff brush. Patterns such as crosses, 
stars, butterfiies, &c., may be cut out of the root of sponges or 
corks ; they are then dipped slightly in colour moistened 
with gum water, and lightly pressed on the ware. Designs 
are often pricked out with a pin on paper, and the paper is 
then laid on the ware and pounced over with powdered char- 
coal ; this leaves the design outlined on the ware to serve as 
a guide, and can easily be filled with the necessary colours. 
Pieces may be dabbed over with an ordinary small sponge 
with either one or more colours, giving them a marbled or 
mottled appearance, &c., &c. 



CHAPTER XXV. 

HARDENING-ON KILNS. 

It has been mentioned several times in the course of 
these notes that all ware which has been printed or painted 
with colours mixed with any greasy or oily medium has 
to be dried at a heat sufficient to evaporate these foreign 
substances from the pores of the ware^ so that it has 
resumed its absorbent properties, and on being immersed in 
the glaze it will receive an equally even coating all over 
the piece. This is called " hardening on," really a complete 
misnomer, as after the ware has been submitted to the heat, 
the oils used in applying the colours being driven off, leave 
the colour on the pieces in its original state of impalpable 
powder, which will come off if touched with the finger ever 
so lightly, and care must be exercised in handling it before 
dipping to avoid smudging it. To thoroughly dry out 
these oils it is necessary to raise the temperature of 
the ware to a red heat, and to obtain this object kilns are 
employed. 

Kilns, both for hardening on and for enamel or overglaze 
purposes, are built on much the same principles, the former, 
however, usually being considerably larger. A kiln is 
simply a fire-clay box into which pieces of ware may be in- 
troduced, and which can then be surrounded by fire and 
heated to the necessary degree without the pieces of ware 
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coining directly in contact with the flame. The shape of 
a kiln may be compared to a railway tunnel, that is to say, 
it is formed by an arch supported on sides which are not 
quite i)crpcn(licular, but slope slightly inwards, so that the 
breadth at the bottom is slightly narrower than the breadth 
ut the noiut from which the arch springs. 

In i)uilding a kiln it is first necessary to secure a 
thoroughly firm foundation and then to decide on the dze 
of the kiln to be built. This will depend on the quantity 
of ware that is to be fired at one firing, and must be 
governed by the rate of production of the printing and 
painting shops, and moderate sized kilns will usually be 
found the most useful. If very large kilns are used, it will 
often be found that there is not sufiGicient ware to fill them, 
and they either have to be fired partially full, which is 
waste of fuel, or they must wait over until the next day 
for more ware, which is loss of time. The number of the 
mouths will vary in accordance with the size of the kiln; 
formerly kilns were built with one mouth from the back to 
the front, the flues working though the top of the 
mouth arch, which was the system specially advocated 
in France, but now, by a different arrangement of the 
Hues, the mouths are constructed at the side, by which 
means much greater regularity of heat in all parts of the 
kiln is obtained, and there is also less destruction to the 
brickwork and flues, and it is therefore more economical in 
repairs. 

The inside measurement of kilns might be somewhat as 
follows, though there is no hard and fast rule : — 
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One mouth will work either two or three flne«« Uiat in to 
say, two or three flues under the bottom and round up t\ui 
far side, and an equal number up the near uule U) the 
crown. A large kiln with three mouths will re^^uire mx or 
seven flues both up and round, and may be built wJUi 
more. When the size has been decided on, the outer case 
or shell is built of ordinary brickwork of sufficient ni/Ai Uf 
contain the kiln and the necessary flues, and f/uilt in such 
a way that the interior sides, when face^l with fire-brick, 
will form the back of the flues; so that very careful 
measurements must be nuide before starting Uj huM mt 
that the flues are of the proper size. Kisin^ ffom this 
outer shell will be the stack, which shouU \h» fn^m '10 Up 
30 ft. high. A manhole must be left in it just above the 
level of the top of the kiln, to enable the kilnman Ut get on 
to the top of the kiln in case of the stoppage of a flue, or to 
alter the height of the small interior chimneys. It will be 
found to be a considerable economy to build kilns Uigetlier 
in pairs, and thus the same stack will serve for both, and 
the mouths can be on opposite sides. It is a<lvantagooUH 
in building this outer shell to build in old railway iron or 
steel rails placed upright at the corners or in other suitable 
positions, and to bolt them together from side to side with 
iron ties. The usual custom is to build the shell, and then 
put cast iron plates against it, and tie it round with bonts. 
This is more expensive, as old rails can generally bo bought 
cheap, and their use is certainly more satisfactory, as, being 
built in the brickwork and tied through it, they hold thci 
kiln frame solidly together and prevent the brickwork 
from moving or cracking. A rail may also be bolted in the 
brickwork horizontally across the top of th© mouths, which 
will much incre0S0 their duration, ^ it prevents the fire- 
bricks in the arches from flailing oiit of their places, The 
mouths may b^ buil^ flush and baited through doors r~ 
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arch as in a glost oven, or they may be built with hobbs as 
described under "Oven-Building," and the latter coo- 
Btruction certainly works admirably in kilns. 

Two Hues are the usual number running out of each 
mouth. Two of them will then run from the mouths, 
under the tloor, and up the far side of the kiln, and oyer 
to the crown of the arch, while, in the other direction, they 
will run up straight from the mouths on the near side of 
the kiln, also to the crown. Horizontally along the top of 
the crown runs a trough-like flue into which the other 
flues run. This flue is furnished with two or three small 
chimneys a foot or so high, and by slightly decreasing or 
increasing the height of these chimneys, the draught from 
the diflerent mouths can be regulated to obtain an even 
heat all over the kiln. There is often a small flue leading 
from the end mouth to the back of the kiln, which, if 
properly built, should be tied through with fire-bricks 
from the outer case to support the back of the kiln proper, 
thus leaving spaces through which the heat can work. 
And under these circumstances the back will " come up " 
first in firing, and probably part of the fire will have to be 
drawn before the rest of the kiln is fired up. Backs are, 
however, sometimes built up solid against the outer case : 
which, however, is not so good. The back flue usually 
runs straight into the stack and not into the horizontal 
flue on the top. Should there be no back flue the back 
mouth should have three flues running up the side and 
under the bottom. 

P'lues are generally about 8 or 9 in. square and 
should be arranged at equal distances apart; but if they 
are put in with ordinary flat backs they would not be 
more than G in. The med feathers which form the flues 
under the bottom on which the bottom quarries rest, 
and which f oim the flues at the sides against which the 
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kiln sides rest, are generally ordinary 4J^ in. bricks (of 
firebrick, of course) as must be all other brickwork in 
contact with the fire, and it must all be laid in fireclay 
with an admixture of 10 to 15 per cent, of sand or grog, 
as in oven work, the joints always being made as small as 
possible. Care must be taken that the joints of the 
quarries and sides always come well on to the med- 
feathers. The quarries for the sides of kiln should be 
about li in. thick, 6 to 8 in. broad, and 12, 14, or 16 in. 
long, the bottoms being 2i to 3 in. thick, 12 in. wide, and 
of the same length as the sides. Both sides and bottoms 
are grooved and tongued all round so as to fit closely 
into each other, and they are started off the bottom from 
specially made " burs " having a ledge on one side on 
which the bottoms rest, and being grooved on the top to 
receive the sides. 

In boxing a kiln, when the medfeathers forming the 
flues have been built, they should be thinly coated with 
stiff fireclay ; the quarry or kiln side should then be dipped 
in water and pressed on to the medfeather, where it will 
stick and remain fast while the rest are being placed 
in position. Each quarry as it is placed should have the 
groove or tongue coated with a little fireclay to make a 
firm joint, care being taken to make it as small and close as 
possible; then when the sides have been built up the 
quarries are fitted in, arching over towards the crown, and 
at the crown the last two quairies are fitted exactly and 
cut to the correct size, if necessary, to fit up to the med- 
feathers, and at the same time wedging the arch finnly 
against the sides. When they are arranged exactly to size 
they are slipped into the grooves and firmly driven home 
with a wooden mallet 

Kilns require constant attention, and probably some of 
the joints will require stopping after every firing — which 
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may be done with turners' shavings, refuse from the lawns 
in the slip house mixed with sand and a little fireclay, or 
with one of the many patent kiln stoppings specially made 
for the pur|)ose, some of which answer the purpose very 
W13II. A kiln that is in constant use, and is fired and drawn 
us RrM)n as may be, should last from four to five months 
without any radical repairs, if properly constructed and 
accurately boxed in the first instance. Kilns often have 
iron (looi-s, but it is not really a necessity, as they can 
c(|ually well bo built up with firebrick in the same way as 
the clamins of an oven. 

Vhtrimj. — The ware all being in the biscuit state can be 
piled up one piece upon the other, as long as the colour on 
one piece docs not come in contact with another ; dishes, 
platos, iVc, are kept apart by small biscuit supports called 
'* iiibn,*' the iniportiint point being to get as much ware as 
])088iblo into the kiln. It should be piled up in such a way 
that it will not fall during the firing nor while it is being 
drawn. Some kilnmon use props and bats in a hardening- 
on kiln as they would in an enamel kiln, but there is really 
IK) necessity for this, luiless the kiln is so exceptionally 
large that the weight of the ware would be likely to crush 
or ciack the pieces at the bottom. 

There is little art in firing hardoning-on kilns, and almost 
any fuel will answer for the purpose, small coal and an 
admixture of slack being quite sufficiently good. There is 
no occasion for trials, the colour of the interior being quite 
sufficient guide, and when the heat has reached a dull red 
it is sufficient for the purpose, and the firing may be 
stopped. Care must be taken to leave plenty of vent for 
the exit of the vapour from the oijn and for the steam from 
the water ; the latter exists in considerable quantities, as in 
washing off the paper from the printed ware the pieces 
absorb a considerable amount of water, and should this 
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Steam be shut in, it is very likely to affect the colours, 
especially the more delicate ones, such as pink and matt 
blue, causing them often after the glost fire to stand out in 
rough ridges as if insufficiently hardened on, or giving 
them a milky, washed out appearance, as if they had been 
carelessly printed. The clamins should therefore be left 
open for some time — in fact, the kilnman can always light 
his kiln before he has finished placing it — and by this means 
the ware is drying before the clamins are built up and 
considerable time is saved. 

Drawing, — Kilns may be cooled rapidly as soon as they 
are finished, though a certain amount of time must be 
allowed if there are many large pieces, such as dishes or 
basins in the front, to avoid dunting. The kilnman must 
be careful in handling the pieces, when taking them out of 
the kiln, not to rub the colour off them, nor to smudge them 
by getting colour on his fingers. Nor should they be sent 
to the dipper when hot, as in this state the absorption 
would be greater, and they would receive a thicker coating 
of glaze than desirable. 

Insufficiently hardened-on ware can generally be detected 
when drawing a kiln, as the colours after firing should 
have a dull matt appearance; if they look at all glossy 
the oil has not been properly driven out. After the glost 
fire it shows unmistakeably, as the parts where any oil 
remains will not be glazed, will be blistered, or will be 
covered with small holes known as " pinholes.'' 



CHAPTER XXVI. 

PRINTING, PAINTING, AND DBCORATINO OVERGLAZB. 

Printing over the glaze is carried out in a similar manner 
to that doscnbed for underglaze, but it is more often used 
for printing the outline of designs which are afterwards to 
be filled in by hand than for fully engraved patterns. It 
is also largely employed for badges, crests, initials, &c; 
letters, &c., being sometimes printed in the necessary 
colour, and at others in oil on which the colour is after- 
wanls dusted by hand. In the latter case gelatine films 
arc sometimes used to effect the transfer. As this class of 
work is usually not required in such very large quantities 
as ordinary underglaze printing, zinc plates are very 
generally used in preference to copper, as they can be more 
quickly engraved, and their durability is not such a very 
important point. The chief advantage of doing this class of 
work overglaze is that, as the ware has been through the pro- 
cesses where defects are most likely to occur, there is less 
chance of pieces coming out defective, as the percentage of 
loss in the enamel kiln should be very low, and should a piece 
come out defective, it can be at once reprinted or repainted 
and passed through the kiln again in a few hours. For 
this reason it is as well to have a little overglaze colour as 
nearly the same tone as possible as the underglaze colours 
generally in use, and then if some piece in underglaze 
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printing, which is urgently required to complete some 
si)ecial order, comes out defective, it can be printed up 
overglaze and the order is thus matched up and not 
delayed. The great disadvantage of all overglaze work 
for ware in daily use is that with time the colour, being 
outside the glaze, must gradually wear off in places, 
whereas underglaze work, being protected by the glaze, 
will endure as long as the piece itself, and therefore, from 
the potter's point of view, underglaze work is the finest 
production of the two. Printing may be done overglaze 
with underglaze colours and then passed through the glost 
oven. This will save time when a piece or two are wanted 
to complete, as the ware has not to be hardened on ; but it 
thus has two glost fires which, of course, increases the 
expense. 

The Colours in use overglaze are innumerable, and as the 
heat at which they are fired is not excessive and will not 
probably exceed 1,500° F. in ordinary kiln firing and 
1,800° F. in hard kilns, the most delicate shades of oranges, 
reds, and pinks can be obtained. Overglaze colours are 
mixed with a proportion of flux, which is really a soft 
glaze which melts during the enamel kiln fire, thus fixing 
the colour firmly to the glaze. They are therefore made 
from two perfectly diiferent substances — the colour basis 
and the vitrifying flux. Fluxes have to be made of various 
ingredients to suit the various compositions of the colours 
they are to accompany. The materials are calcined in 
special kilns or fritted together, ground fine on the colour 
pans, then thoroughly dried into powder, and mixed in the 
necessary proportion with the colour. As an instance of a 
flux, the following may serve : — 

Red lead, 3 parts ] 

Borax, 2 „ > Treated as above. 

Flint, 1 part ) 
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Fluxes may be calcined in a glost oven in small bowls, 
if only a small quantity is required ; the bowls should only 
bo half aWed to prevent boiling over, and should be first 
washed both outside and in with flint-slip, and they should 
then 1)0 l>eddcd in a sagger in dry flint A space should 
be left between the saggers, or a hole should be made in the 
side of each sagger at the top. Fluxes require very nice 
arrangement to suit the different colours, as they really 
play a double |)art in fixing the colour to the ware, and at 
the same time in glazing and giving a brilliant and glossy 
api>eai*ance to the colour. Should matt colours be required, 
merely sufficient flux must be introduced to fix the colour 
without glazing it. The introduction of borax into colour- 
making has been of great service, as it to a great extent 
takes the place of lead, more especially red lead, which 
has a had effect on some of the nioi-e delicate colours, such 
as pink an<l purple, giving them a yellowish tinge. 

Hcforo rofening to painting overglaze with ordinary 
en.'iinel colours, some mention should be made of oxide of 
cobalt or oven blue. This blue is unaffected by great heat, 
and can be painted on the glaze, and may then be passed a 
second time through the glost oven, when the colour com- 
bines and sinks into the glaze, producing a magnificent 
effect. Oxide of cobalt is suited to most glazes, as it is 
unaffected in appearance by the presence of vitreous 
matter, and resists the greatest heat that is attained in 
ovens used for commercial purposes. Should the piece, 
however, to which it has been applied, be overglazed, it is 
likely to flow a little. It may also be used on biscuit and 
be hardened on and dipped in the same manner as under- 
glaze colours, but with proper treatment it seems to give 
even better results employed overglaze as described. 

PairUing Overglaze with ordinary enamel colours is an 
easier process than underglaze work for several reasons. 
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The surfaoe to be painted on is smoother, though rouic (In 

not consider this an advantage ; it is non -absorbent, nnd 

so different effects can be tried, alterations nia(U% and 

colour remoTed which would be impossible in the oaso of 

biscuit, and the yariety of shades and tones of colour in far 

greater than can be obtained underglaze. The colours only 

change slightly when submitted to heat, and so thu artiBt 

can get afar better idea of the effect his work will luiv(» 

when finished. He should, however, always keep by liini 

fired trials of all his colours, so that ho can judge of their 

exact tones after the kiln fire. Unfortunately, until of 

quite recent date, overglaze painting has been largely un<hM' 

the influence of some of the Continental schools which 

studied only elaborate detail in their work, in fact a soit of 

miniature work on china, and for matiy years jiust most 

overglaze work has had a laboured finicking appearance. 

This elaboration uf detail may be suited to certain claHHes 

of work, and there is certainly nothing to bo said agaiuHt- 

fine finish when coupled with boldness of desigti, as in th(^ 

case of the Chinese and Japanese ; but in the general run 

of European overglaze work design has boon coniph^tely 

sacrificed to detail. During the last few years there hav(^ 

been signs of a desire for broader and bolder treatment, 

especially in articles that are for use as opposed to those 

which are only for ornamental purposes, and it is to be 

hoped that the movement in this direction will continue. 

The colours have to be ground and treated much in tho 
same way as underglaze colours, and tho usual medium for 
applying them is fat oily which is procured by placing 
turpentine in saucers one above the other and keeping them 
in a warm atmosphere protected from tho dust. Tho 
turpentine gradually evaporates, leaving a thick, greasy, 
unctuous residue which can then be placed in u wide 
mouthed glass jar till required for use. Some painte^ 
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make their fat oil by adding one part of Stockholm tar to 
two |}art8 of turpentine ; but the first mentioned material is 
the cleaner. There are so many good colour manufacturers 
to-day that it certainly does not pay the ordinary commep 
ciul |>otter to manufacture his own oYerglaze colours, unless 
there is some particular colour he uses in large quantities, 
or unless he wishes to obtain some effect which he cannot 
arrive at with the colours to be bought in the market 
Overglaze colour-making takes up a very gi*eat deal of 
time, an<l unless there are ample facilities and apparatus at 
hand it is difficult for the general potter to produce each 
Katch of colour exactly identical with the previous one; 
whereas the colour manufacturer is continually producing 
quantities of the same colour and can thus always turn 
out an exactly regular article. Expert manipulation is 
the basis of success in colour-making, and without it the 
best recipes are of little use. All colours should be care- 
fully tested before use, as there is no doubt that some 
colour-makers are careless, to say the least of it> in exactly 
following their samples, and it should be borne in mind 
that one can buy at too low a price. If colours are offered at 
such a price that it is evident they cannot contain the proper 
ingredients, the result of their use will certainly not be satis- 
factory. It is true that the colours will seem to cost slightly 
more to buy than if made on the pottery, but if a colour 
does not turn out as it should, in the latter case the time 
and materials are lost ; whereas in the former case, if the 
colour, on being tested, is unsatisfactory, it can, of course, 
be at once returned to the maker. Price is certainly of 
very great importance, and trials from various makers 
should be made before deciding which are most suited to 
the various purposes. It should be noted, when selecting 
colours from samples that have been fired, on what sort of 
body they have been printed or painted. Colours always 
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look more bright and brilliant when applied to china than 
when applied to earthenware, and the heat at which they 
have been fired will greatly affect their tone, and the greater 
the heat at which the ware is to be fired the more care is 
necessary in the selection of colours. 

Overglaze colours to be really good should have the 
following qualities : 

They should always fuse at the same degree of heat, and 
shotUd not change in tone ; though, however carefully 
arranged, there will always be some colours that re(iuire a 
greater heat than others. 

They should adhere firmly to the glaze and should, 
unless they are intended to be matt colours, have a gloss}', 
brilliant appearance, as like the glaze as possible. 

They should not be affected by humidity or changc« of 
temperature. 

They should have the same expansion and conti*action as 
the surface to which they are applied. 

They should fuse at a lower temperature than the glaze 
to which they are to be applied, and should be sufiiciently 
hard to resist being rubbed off or scratched when in 
ordinary use ; and they should not be affected by acids, oils, 
or gases used or given off in the preparation of food, &c. 

All colours both under and overglaze should be kept in 
covered jars in a thoroughly dry place. Each jar shonld 
be numbered, and there should be placed inside each jar a 
small piece of ware with some of the colour on it that haa 
been fired to show its effect. A book with corresponding^ 
numbers should be kept, giving full particulars of ingre 
dients, origin, cost, &c., of each colour. Colours are often 
very similar in appearance before being fired; but ]>y 
proper attention to numbering all chance of error is 
avoided. 

Colours should always be weighed out to each painter or 

Y 
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group of {)ainter8, so that the amount of colour required to 
do a certain quantity of ware may be known and waste 
avoi(le<l. This is very important, as some colours, such as 
purple, are most expensive. 

The overglaze painter's requirements are very similar to 
those of the underglaze painter. Brushes of various sorts, 
grinding glass, and muller; palette for colours, which is 
usually a square tile with small round holes into which the 
semi-liquid colour can drain ; a revolving table for lining, 
<^'c. The greatest care is necessary in cleaning muUers, &c., 
after grinding one colour before commencing to grind 
another; and all brushes, palettes, &c., should be kept 
covered when not in use, to avoid dust. In fact, dust 
falling on partly finished work or on colour is very likely 
to cause small holes in the colour after firing. 

Every class of work is carried out overglaze from the 
simplest band and lining to the finest flower and bird 
painting, from the roughest lettering to the most intricate 
lieraldic badging. In fact, in overglaze painting there is 
nothing to interfere with the production of the finest works 
of art, as the change of colour during firing is small and 
easily allowed for, and losses in firing are comparatively 
small. It is, however, true that some colours might have to 
he fired before others can be applied, still it is rather sur- 
prising that so few artists of note outside pottery circles 
liave made use of a process which is practically indestruc- 
tible, and from which the colours will never fade. 

One of the chief reasons that the painting on earthenware 
is at such a low ebb, is that the workers are put to it without 
any previous knowledge of designing or drawing, and as for 
the most part it is necessary for them to earn wages as soon 
as possible, when they can once do some simple pattern they 
keep on repeating it with only trifling variations, as by this 
means they can get through more work. They therefore 
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bare no chanee of working at a variety of different subjoota 
to get an idea of design and arrangement, and the ooiiMtv 
quence is that there is very little real originality to bo noon 
in potteiy decoration. 

Ground Laying or Oil and Dusting is a very common 
method of decorating when large coloured surfaces or broad 
bands of colour are required. The piece or jmrt of tho 
piece which it is thus desired to decorate is coated with oil. 
The oil must be laid on very evenly and as snioothly um 
possible. A specially prepared oil is used, which may l)o 
made as follows : 

2 quarts linseed oil. \ 

1 oz. g^um mastic. r Boil togfotlier for about a ooupltf 

1} oz. red lead. ( of hours. 

1 pint turpentine. / 

After the piece has been smoothly coated with oil, dry 
colour is powdered on with a piece of cotton wool. Tlu» 
colour should be verj^ dry and perfectly ground or tho hui- 
face will not have a nice appearance. Tho work Hhould i»o 
done where there is no draught, so that duHt iH not blown 
on to the surface, nor is the colour disseminated in tho air 
and breathed by the operator. With some colourn it will 
be found necessary to fire the piece two or thi*oo timoN, and 
before each fire to ground-lay it again till tho noooHvary tout* 
of colour is obtained. If in ground-laying a piooo, tho 
colour is at all patchy, it is best to clean it off and start tho 
process again, as it is difficult to touch up an<l will alwayn 
have the same patchy appearance after firing. Tho selection of 
colours for ground-laying requires care, as tliey Iiavo raroly 
the same glossy appearance when treated in thiH way an 
when applied with a brush. Grounds may bo laid lightly 
over printed patterns so that the design shows through 
after firing, or spaces may be left like panels, &c., on which 
painting can afteiwards be executed. It is aliVays 



324 THE MAKUFACTUBE OF EABTHENWABE. 

leave any spaces that are to be painted on afterwards white, 
as painting on a coloured ground will always more or less 
aflfect the appearance of the colours. 

The erograph will probably have a considerable effect 
in ground-laying. This machine consists of a very fine 
sprayer worked by compressed air, and gradations of tone 
and evenness of work can be obtained with it probably 
Buperior to the best hand work. 

Metals are largely used in the decoration of earthenware, 
e8(>ecially gold, silver and platinum. The former is the 
most effective and is the most generally employed. The 
ordinary method in the preparation of gold used to be to 
grind it up with a muUer on a glass slab with prepared oil 
gum-water, or some other sticky substance, and when 
thoroughly ground it was applied with a brush. Now, 
liowever, it is usual to make an amalgam of the gold with 
mercury and then to grind it up in the same manner with 
tnrjMjntine. When applied to the ware with a brush it has 
a (lark brown appearance, but aftei- the fire it becomes a 
golden colour but matt, and must be polished with bits of 
agate or bloodstone set in suitable handles if it is desired to 
give it a polished brilliant appearance. Of late years a 
chemical production containing a proportion of gold held in 
suspension in liquid has come into general use ; it is known 
us brilliant or liquid gold. It is merely painted on the 
ware, and after it has been passed through the kiln it has a 
brilliant glossy a])pearance without being polished. For 
this reason and also on account of its lower price it is largely 
used. Should it have a slightly dull appearance on coming 
out of the kiln, it may be cleaned and brightened up by 
rubbing with a little whitening, either dry or moistened with 
water, and a piece of rag, and afterwards polished with a 
cloth. Great care must be taken not to spot or smudge ware 
>vith the gold, as these marks, after being fired, will become 
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paq^e, and it takes a pnd deal ci time to clean them off 
with acid. It is nwdfaw to aj that gold must be rerj 
carefuDj weighed out, and an aceoimt kept of the quanticr 
of ware decorated with it. AH pota^ palettes and rags used 
for gold or for cleaiiii^ bnuhcs or wipn^ off ^M>ts shooki 
be kept, and at eeitain fixed interrak aU otensiLs shoold 
be washed with adds and the rags burnt and the gold 
recovered. 

Baised Work maj be executed in white enamel paste and 
passed throogh the kiln ; it can then be gilded or coloured 
and refired. 

TransferriMg, — Of late jears a sjstem has been invented 
of transferring patterns, prepared in various combined 
colours, to compete with " filled in " ware. The patterns 
are prepared by skilled artists, and thus each impression is 
most admirably executed, and the light and shade has a 
charming effect, and there is, of course, no colour outside 
the outline of the pattern, as is often the case with '' filled 
in " ware, unless it has been most carefully executed. Its 
cost is, however, slightly in excess of filled in ware, and 
the colours are hardly so brilliant, and it^ of course, 
suffers from the same disadvantage as all other over- 
glaze work, in that with use it will wear off. Underglaze 
transfers are, however, also being made, but up till the 
present the results have not been sufficiently satisfactory to 
bring them into general use. The process is a simple one, 
as the pieces are sized over witii a special preparation, and 
they are left till the size becomes sticky or " tacky." The 
patterns are cut from the sheets in which they are manu- 
factured, and applied to the ware, pressed firmly on, and 
rubbed over with a small flannel roller attached to a 
handle to impress the pattern closely to the ware. The 
patterns, once applied to the piece, must not be moved, and 
care must be taken in rubbing them on that they do not slip 
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along the surface of the piece, or they will be blurred. The 
pieces are left for a short time to allow the design to stick 
to the sise, and then the paper is washed off and they are 
passed through the kiln, which fixes the pattern to the glaze. 
There will no doubt be developments in this process, but at 
present it cannot be considered as altogether sati^actory, 
though great progress is being made in it, and much very 
pretty work has been executed by it^ more especially in 
France and (Germany and on the Continent. 



CHAPTER XXVII. 

ENAMEL KILNS AND FIRING. 

Construdian, — Enamel kilns are built in a similar manner 
to hardening-on kilns, but are usually rather smaller, an 
different colours require different heats, and with small 
kilns it is easier to get together sufficient of the differont 
suitable colours to fill them. The size of the kilns should, 
however, depend on the rate of production of the decorating 
shops, and the proportion of the different colours rccpiirod 
for the execution of orders. As in enamel kilns considerable 
heat has to be obtained, large kilns will be found to bo, in 
proportion, more expensive in repairs than small onii«. 
Before placing the ware in kilns they require most careful 
looking over; and all joints and cracks in tlio quarrios 
should be stopped either with a mixture of fireclay and 
finely-ground grog, or with one of the special stc)|ii)ing 
mixtures manufactured for the purpose ; and it is very faUo 
economy indeed not to keep kilns in a thorough state uf 
repair. It is of the utmost importance that no Muli>hur 
fumes from the coal should obtain entry into the interior of 
the kiln, as the colours are sure to be affected, and many of 
them will be utterly spoilt. After the stopping has boon 
thoroughly carried out the kiln should be carefully lime- 
washed, so that if, during the firing, sulphur should get in 
by any new formed crack, it would be absorbed by the 
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lime ; all props and bote, whether iron or firechty, shoold 
hIao be lime-waahed. 

Placing the ware requires considerable skill and [Hractioe, 
:iA, although tbe heat attained is not sufficient to melt the 
};lazc, yet in firing some colours the heat to which it is 
necessary to go is sufficient to soften it^ and the colours, 
owing to the fluxes in them, are in a fused state, and would 
t lierefore stick together if they came in contact It is there- 
fore necessary, as in the glost oven, to isolate every piece, 
aii<l for this purpose supports and stilts are used of a similar, 
and in some cases identical, shape as those used in the glost 
oven, an<l the ware is arranged on them so that each piece is 
just clear of the next one to it Different colours, as has bew 
already remarked, must have different situations allotted 
to them in the kilns according to the different degrees of 
heat ; for which reason it is necessary to study each indi- 
vidual kiln to find out where the hottest and coolest parts 
are situated. As a general rule the points just at the back 
of the flues formed by the sides will be the hottest, and the 
fire side of the kiln is usually hotter than the opposite one. 
Sometimes the bottom or the back is one of the hottest 
positions, though this is rare; it is, however, clear that 
these details can only be obtained by experiment The 
front, as a rule, is rather easy ; but all these variations 
must be carefully noted if success is to be obtained in firing. 
As a rule, therefore, the more delicate colours should be in 
the centre of the kiln, surrounded and protected above, 
below and at the sides, by colours that will sustain the 
i»reatcr heat without detriment. If, therefore, delicate 
colours, such as coral red, flesh colour, light orange, &c., 
have to be fired, it will always be necessary to have a certain 
quantity of the stronger colours, such as brown, green, and 
blue, which may be placed in the harder parts of the kiln, 
and by which the more delicate colours may be protected. 
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with the drawing rod, or they may simply be broken tuts 
of plate, in which case they would have to be drawn from 
the kiln with tongs designed for the purpose. Some firemen 
prefer small cups, as they consider they are more thoroughly 
surrounded by the heat, and thus give more accurate indi- 
cations than flat pieces, which are partially protected by 
the bat or plate on which they are placed. The rose colour 
(usually purple of Cassius) is applied either with the finger 
or a brush ; in either case the object is to make a patch of 
colour tliick in one place and gradually shading off to 
nothing, thus passing through several gradations of strength 
of colour. The tone of colour changes as the heat increases, 
the parts where the colour is thinnest and lightest being 
the first to be affected, becoming bright, and thus giving 
warning of the increasing heat. The same colour should, 
of course, always be used, and considerable care is required 
in preparing the trials, as there are a multitude of small 
matters which may hare an influence on the appearance of 
the colour, besides the increase of temperature. For 
instance, the fineness to which the colour has been ground, 
tlie medium with which it has been mixed, the thickness 
with which it has been applied to the ware, may all affect 
its change of tone. The presence of vapour or steam in the 
kiln, or of sulphur or fumes from the fuel, would turn the 
colour to a dirty violet. Keeping the kiln at one tempera- 
ture a long time would eat the goodness out of the colour 
and prevent it acting as it would under ordinary circum- 
stances. It is very essential that rose colour should be kept 
thoroughly dry, as it is much affected by humidity. 

Annexed is a table, extracted from those of Brogniart 
and Salv^tat, of the chief points of the change of colour, 
and the equivalent heat in degrees of Centigrade and 
Fahrenheit: — 



ASD FOEQPGL 331 



▼io«dty irad. ... 800 1473 

win be brick nd, nd tfe tihiuMr 
pnte win be a iiioe vnj tint.) 

lortfefiiiitiBeoBwbitewara . 900 16o2 

(Ihe rose oolonr will now be inelined 
topnple.) 

5. Heat for giUi^ OB wbite ware • 920 l^S 

(Hie roee eoloor beoomee Tiolt;t.) 

6. SnitaUetelMivygild&ig ... 950 1742 

(Hie liolei baeomes pale.) 

7. Hattffold 1000 1SS2 

(VkAsA gndttaJlj diaaf^waring, and 
at hig^ Mg i BBipeBatnrea leaying merely 
a stain.) 

Up to 900 C. or 1,652 F. may be considered to be onlinary 
kiln heat» but beyond that it would be' a hard kiln fire. 

The fireman then judges the heat by drawing out the 
trials and comparing them with those which he has kept 
from the most successful kilns he has previously fired. Ho 
will also carefully note the intermediate tones of colour on 
the trials which are suitable to the successful firing of any 
particular colours which are being used in decoration. 

Other colours, such as pale green, may be used in con- 
junction with the rose-colour as guides, and moat flromon 
have a dash of liquid gold on their trials. Qold should havo, 
when possible, equivalent heat to rose-colour, though it will 
become brilliant with considerably loss ; but if it Ium had a 
thoroughly satisfactory fire it should not ailmlt of bulng 
removed by hard rubbing with a cloth, and should almoi 
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resist the scratching of a knife. The heat of the interior of 
an onlinary enamel kiln should be of a bright red, inclining 
towards white, and though not reaching sufficient heat to 
move the glaze, it is sufficient in a hard kiln to soften it to 
allow the colours to sink in to a certain extent^ and affix 
themselves firmly to it. As in oven firing the skilled fire- 
man knows from the colour of the interior of his kiln, and 
by the working of the fire, the heat to which he has at- 
tained, this is unfortunately an individual matter, and can 
only be obtained by experience. If an almost accurate 
gauge is required, Brogniart's silver pyrometer, as described 
in Vol. II., p. 674 of his Traiid des Arts CSramigues^ wotdd 
probably meet the object; but the trials described will be 
found sufficient for ordinary commercial purposes. 

Firing. — Enamel kilns generally have iron doors, thoagh 
this is not a necessity ; when they have them it is advisable 
to build a wall of ordinary fire brick three-quarters of the 
way up inside the door to keep in the heat, and to save the 
doors. Whenever bricks are used they should be carefully 
lime- washed. However the doors may be formed there 
should always be left a spy-hole and a trial-hole. Sometimes 
there is also a spy-hole in the back of the kiln, which may 
also be used as a means of escape for steam, &c., when 
the kiln is first lighted. The clamins should never be luted 
up, or the doors stopped with fire-sand, till some time after 
the fires have been lighted ; in fact, not as long as the hand 
can be held in the kiln, so that there may be sufificient heat 
in the kiln to drive out all the moisture and vapour from 
oils, &c,, used in the application of the colours and metak 
Should the fumes be shut in the kiln, the more delicate 
colours, especially those at the top of the kiln, are almost 
sure to be afiected, and for this reason it is not advisable to 
fire plates with their face downwards, as they may thus 
become a sort of receptacle for the vapour rising from 



EXAXEL KILNS AND FIRING. SS3 

below. When the ware is in the kiln the tiros shouUl ^m* 
started slowly to aroid breaking any siH^cially largo or 
thick piecesy and the heat should be a contin\mlly inonvun 
ing one, till the necessary point is reacheiK Quick » Htimily 
firing is what is required, and the firenmn mu8t bt) rouily 
at any moment to stop his kiln, as if the dognn^ nt^otmniu .v 
to properly fire the colours be passetl the result will bo \\\n 
astrous. If the heat rises too fast the brick in tl\o trinl 
hole may be removed (this is, however, alwayn tlanjAcrou*! 
and should be avoided, as the admission of coKl uir in \\M^^ 
to dunt the ware). 

In firing enamel kilns it is best to uho ciml. uh nlnrK. 
though more economical, would bo dangcniUH frtuu (our ot 
sulphur. In firing, there should always bo Mpaoo loll b»i 
the admission of air in the mouths over tlio cunl, im b.Uhii^^ 
up to the arch is likely to starve the kilu, iv\\\ in itUo \\\i\\i\ 
tion to the brickwork, and the kiln will ni»t lu«t ball <!»»* 
time it should if this fault be persieitod iu. U U»Wttr»U ll^o 
end of firing it is seen that a small baitiji^; o\tra ^^^ll 
be recjuired, care must be taken not to ovonl«» it, Whoii llu» 
necessary heat has been obtained, tho liroM oiin bo al oiu o 
drawn and water thro\vn on to put out tho tho. It \ull 
sometimes be necessary to draw part of tho llio, uomw 
especially from the back mouth, as Homo kilim inoroaho \\\ 
heat enormously after the last baiting lian boon |iut on. 
which is detrimental to many colourn, and onpootally t.. 
coral red. A small kiln with one mouth wtiuM taKo ah..ni 
five hours to fire; a two-mouthod kihi. hotwoon hIh iitid 
seven hours, and large kilns with ihrco nuMithH oi^ht i.r 
nine hours; but, as in the case of ovouh. t.inu» in only an 
approximate guide, and must not bo rolioil t»u. A t>vo 
mouthed kiln would require some 12 cwt. of coal to liro it. 
an<l a large kiln would consume nearly a ton. 

In cooling down a kiln the sand may be removed fif 
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the doors or clamins of a email kiln about six hours after the 
fires are out, and an hour after the doors may be slightly 
opened, and each half hour they may be opened slightly 
wider. Cold air must be admitted most cautiously. In 
fact, the cooling should go on slowly till the fireman can 
himself go in, when there is no fear of dunting. When 
there are very large articles in a kiln the greatest care is 
required, and the time allowed for cooling should be con- 
siderably increased. A two-mouthed kiln should be left at 
least half an hour longer than a one-mouthed, and a three 
or four-moutbed longer in proportion. 

A KUn Book should be kept, with particulars as to date, 
the class of ware fired, the quantity of fuel burnt, the 
result of the firing, with the percentage of loss, and the 
value of the ware when fired, with any other details that 
may be of interest. When drawn every piece of ware must 
be accounted for in the warehouse, whether spoilt, cracked, 
or what not. The most common defects in kiln-fired ware 
are: (1) spitting out; (2) over-firing; (3) under-firing; 
(4) dunted, (5) chipped, or (6) stuck ware; (7) sulphured 
ware ; (8) or ware soiled by falling dirt or grains. 

(1) Spitting out is generally attributed to the ware being 
damp when going into the kiln. The ware becomes rough 
and covered with small black specks, and this defect will 
more often be observed in ware that has been lying in the 
warehouse some time before being decorated. It is there- 
fore, as a rule, better to decorate ware that has newly come 
from the oven. 

(2) Under-firing will at once be detected, as the colours 
will be matt, and when rubbed with the finger will come 
away from the ware. 

(3) Over-firing is also very evident; the colours will 
have a washed-out appearance, and will be in some cases 
cracked and blistered. 
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(4) Dunted ware will be caused either by starting the 
firing too quickly, or by the admission of cold air too 
soon, or in too large quantities when cooling down the 
kiln. 

(5) Chipped ware will be caused by falls in the kiln, or 
carelessness in drawing. Both are defects of placing. 

(6) Stuck ware is due also to bad placing. 

(7) Sulphured yrare is either due to the kiln being badly 
stopped before firing, to insufficient lime-washing, or to a 
cracked kiln side or bottom during the firing, the latter 
cause being accidental and unavoidable. 

(8) Soiled ware is caused by the kiln, batsf^ and props 
not being thoroughly brushed and cleaned before placing, 
or to too thick application of whitewash, which causes it to 
scale off and fall during the firing. 

Tools. — The fireman will require a punching poker, a 
rake to draw out his fires, a drawing rod to draw his trials, 
or tongs for the same purpose, and some pieces of flannel 
to protect his hands if the ware has to be drawn very hot. 
He will also require his coal shovel, and a pail for water 
in case his fires have to be put out very quickly. 



CHAPTER XXVIII. 

GLOST WAREHOUSES AND GETTING UP ORDERS. 

The number and size of glost warehouses will depend on 
the amount and class of business to be done. In some 
branches of the trade it is necessary to hold far larger 
stocks than in others, and it is therefore impossible to lay 
down any hard and fast rule. It will, however, be found to 
be most convenient to keep the different classes of goods as 
much as possible separate. The white ware in one store, 
the printed in another, the decorated in another, and so ob, 
t he seconds also having a warehouse allotted to them. The 
warehouses should be near each other in order to facilitate 
the " laying out " of orders, and should be furnished inside 
f lora floor to roof with penning or shelving, in which any 
ware that is to be kept in stock or which cannot be imme- 
diately packed, may be stored out of harm's way. It should 
always be put away according to shape, size, colour and 
pattern — more especially according to the latter — and when 
possible it should be placed "in count," so that at any 
moment the quantity of any one given article or pattern in 
stock can be ascertained. This is important, as the 
constant daily movement in earthenware is so great that 
the work of keeping a stock-book, noting the entry and 
exit of every piece to and from the warehouse, would be so 
great that it would hardly be compensated for by the ad- 
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■luNikl be rrffafcd m their proper p«L iiz^i xi&i Ite pai oo 
the neamt diell jott to gee icjoi ocsi oi zhit v:kT for ihe 
time bem^ Cue ihooii be lajus th^ iLe con^an^ <tf each 
peo cm be seen, mad thit the vue io trjai k iic< piled up 
flo hi^ if theie be man thui one d^s tof arti^ in the 
pen, that the pieeea at the hack are h>ideii. as it may 
eaailj hmppen that the warehouseman mav ior^i vhene he 
has i^aced eotain articles^ and vhen wanted for poLcking 
thej cannot be found, and will perhaps have to be ordenetl 
up again. As Htde ware as pcksdble shoold be left on the 
floors, as pieces remaining aboat on the grocnd are likel v to 
get chipped or broken, and when ware has been brought in 
from the oven, if not wanted for pairking, it should be put 
away. Boarded floors are the best in warehouses, as there is 
less risk of pieces being chipped when thej are put down 
than if the floors are paved, and there is also less likoli- 
hood of damp, which is always detrimental to finisheii 
ware ; warehouses should also be very light, so that colours 
can be easily distinguished and defects detected. 

One warehouse will probably be set apart for *' laying 
out " orders ; that is to say, all the ware necessary for any 
particular order will be brought from the different waiv- 
houaes and will be put in order on the floor ; if coniploto it 
will be checked over and it will be sent out to bo piickod. 
Should, however, some of the pieces requireil to coniplotn 
it not be in stock, it will have to wait till the noovimuiy 
"shortages" come through the oven. Wlion onloiK «n< 
laid out in this way, a list of the pieces wanted nhotdd \uy 
placed on each, so that the cause of the delay can aJwuvk 

z 
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be seen, and the necessary pieces coming from the ovens 
may at once be added to the lots to which they belong, and 
the onler despatched. There are many systems of getting 
up orders in different works, and what woald be admirably 
suited in one would not work in another ; a rough outline 
will, however, be given of the way the work should be 
done, though it must be borne in mind that special circum- 
stances will require special arrangements, and in modem 
business one must be ready to adapt oneself to the wishes 
of one's customers, and to the ever-changing conditions of 
trade. 

The orders will be entered up in the office daily in the 
onier-book, whether they come directly from the customers, 
agents, or travellers. Each order should have a consecu- 
tive number attached to it, which should be retained in bXL 
departments, and by which it can everywhere be traced. 
The order-books should then contain the following details : 
The number, the date of the receipt of order, the name and 
resilience of the customer, the channel through which the 
onler has been received, full particulars of the quantities, 
sha(>e8, sizes, patterns, colours, etc., prices, discounts, in- 
structions as to forwarding or shipping. It should also 
have columns for filling in the number and date of the 
invoices, and the date on which the goods are sent forward. 
Each lot of ai*ticles will be marked off in the book when 
despatched, so that at a glance it can be seen how much of 
an order has been executed, how much still remains out- 
Rtanding, and at what interval of time the goods have been 
sent, without the trouble of referring to invoice, packing or 
shipping books. This book becomes, therefore, the basis 
of the business, and it must be most carefully written up 
and checked, as should a mistake occur here, it will in- 
evitably be repeated all through the works. The orders, 
also, when ready, will be finally checked before packing by 
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In some factories iht orJen aie pnarrH on b j one bead 
of department to anocfer : let ul^ howewer^ take it that tbe 
head waiehonseman m dkchargmg the dntj of anangiiig 
with all d^Mutments, as bj tkk neaDs it is eaoer to &l the 
responsibflitj of dekj or wislakfs in the execution oi the 
orders. He will first see what ware he has in the glost 
warehouse towards an oider. Anjthii^ he has not got, he 
will go down and ocder np from the iHscuitnwarehouseman, 
making the necessary entry in the btscait-book as to his 
requirements, with the number of the order. Should the 
goods not exist in the luscuit warehouse, he will go on to 
the clay end, and enter up what is required in the foreman 
of the potter's book, still entering the number of the order. 
By this means an order can be followed through the whole 
course of its manufacture, and if the ware does not come 
through to the glost warehouse in a reasonable time, the 
cause can at once be traced. If the ware has to be printod, 
it will be entered in the printer's book ; if to be docorutodi 
in the decorator's book ; and each head of departnioiit will 
be held liable for the execution of his part of tho order. 
The details of the method of keeping thoHO diirci^ont hookM 
will vary in accordance with the class of work, and miyuMil 
slight alterations will have to be made till tht lystttm uioii 
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suitable to the work has been eyolved ; the point to be 
kept in view being absolute cleamess as to the date of the 
C4)inpIction of each order, or part of order, in every depart- 
ment. The biscuit warehouseman, for instance, sends on 
so many dozen plates to be printed up in such a pattern 
and such a colour for order No. 100. The printer refers to 
his book, chocks off the quantity and particulars, and if 
correct, gives out the work to the various printers, and 
when finished marks it off his book, with the date of execu- 
tion; in like manner in the decorating department, the 
biscuit warehouseman sending on the ware for nnder-glaze 
work, and the white glost warehouseman sending on the 
ware required for over-glaze decoration. 

The head warehouseman will always have to put a cer- 
tain percentage extra on to his orders to cover losses in the 
different processes of manufacture, and different pieces and 
shapes will require different percentages ; but this is soon 
ascertiiincd in practice, and the necessary allowances made 
iu the various departments. Directly a glost oven has 
been looked over, the head warehouseman should at once 
go through the seconds to see what pieces have come out 
defective, so that he can order up again any that he re- 
quires for his orders without loss of time, and the same 
system should be observed with regard to kilns. The 
niuiiber of the order should also be re-entered in what- 
ever books these shortages are ordered up in. It is only 
by strict attention to these details that orders can be got 
through with despatch, and it is clear that this is one of 
the most important points in the business, as not only are 
customers better satisfied if they receive their goods 
quickly, but they are enabled to dispose of them and give 
repeat orders, which means increased business to the fac- 
tory ; if, on the contrary, delay is caused in the execu- 
tion of orders, the repeat orders would be lost, as it is 
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improbable that customers would order again till the ware 
previously ordered had been received, and thus business is 
lost and the turnover decreased. 

It is easy to describe the system by which orders should 
be " got up," but there are innumerable little difficulties 
and hitches which will cause delay. It is, however, 
really not a difficult matter, if the system be thoroughly 
organised and the work be done hourly without procras- 
tination. A thoroughly systematic man with a good 
memory will do the work well, but without order chaos 
and hopeless grief will result. There is nothing more 
annoying to both manager and master than to see the 
laying-out floor covered with orders that cannot be packed, 
owing to the absence of one or two insignificant pieces 
or covers — insignificant, true, in themselves, but of the 
utmost importance for the completion of the orders. 
Warehousemen, like all other people, have to learn their 
trade, and the more patterns, sizes, and shapes manufac- 
tured, the longer does it take to master the various details, 
A good eye for colour is also of great advantage, as colours, 
from one cause or another, are sure to vary a little in tone, 
and it is important to match up the sets with as little 
variation in tone and as like each other as possible. 

The stock in the glost warehouse requires careful 
management, and should be kept as low as possible. If 
stock must be held, biscuit stock is the most useful, as it 
can be applied to any purpose required. There are, of 
course, certain articles for which there is always a demand, 
and of which stock may be held with safety ; but as new 
patterns and shapes have constantly to be introduced, and 
the probability being that a new pattern or shape will kill 
an old one, it is always advisable to reduce the stock of the 
old article as much as possible before the new one is intro- 
duced into the markets. It is essential that there should 
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Ims no dead stocky but that it should he constantly moving 
off and making way for newer designs. A note should be 
taken of all articles for which the demand seems to be 
falling off, and of which there is a stock, in order that they 
may be pushed and cleared out before the demand alto- 
gether fails. Fashion changes quickly, and an article once 
out of fashion is very difficult to re-introduce, except at a 
very considerable reduction in price. In some trades the 
holding of considerable stock is a necessity, and the more 
stock lield the more carefully must it be attended to and 
looked after. It is remarkable how stock will increase 
unless watched, and there are many reasons for a few more 
pieces coming through than are absolutely required for the 
orders. The warehouseman may overlook goods in stock 
and order up again ; the percentages alone that he puts on 
in different departments are sure, sooner or later, to bring 
through extra pieces. Work is usually given out to the 
different workmen in complete dozens : this will also give a 
slight increise over requirements. Often pieces not on 
order have to be sent through ovens or kilns when there is 
not sufficient ware of the shapes or colours required for the 
different parts of the ovens or kilns ; otherwise the firing 
would have to be delayed, and the pieces that are required 
for the orders would be longer coming through. It is 
therefore specially important to clear out of stock whenever 
possible pieces of this class, and to see that they do not 
unduly accumulate. In fact, to put it broadly, it is 
necessary sometimes to make certain pieces in order to 
sell others. It may be considered advisable to keep certain 
workmen at work, even though there are no orders on the 
books for the articles they are making. Orders may be 
cancelled when partly made, or it may be undesirable to 
send them forward when they are made, for financial 
reasons ; these and many other similar circumstances are 
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New aitidefi, when fint introdaeed, fccdi a good priee, 
and tha«f ore bring in their tiain a host of imitators <^a>> 
ing a somewhat similar article at a lower price ; and though 
it may not be of so good qnatitr, it is sure to affect 
adversely the price of the original article^ It is a great 
expense to be ccnitanuaDy produdng something new, but it 
is far cheaper than wi^l™g stock of old articles, which the 
market is tired of, and which may have to be sold at a 
considerable reduction, or pertiaps have eventually to be 
cleared out at a heavy loss. 

A Shaw Roam on some works will be a necessity, espe- 
cially in places where a large variety of artistic and highly 
decorated goods are manufactured, and more especially if 
the works are constantly visited by buyers. On the Con- 
tinent some of the Bhow-rooms are magnificent, and very 
great taste is displayed in their arrangement. Nothing ia 
lost by presenting the goods to the buyer in the boat pos- 
sible manner, and the difference between the same artiolos 
nicely displayed and huddled together in some odd cornur 
is enormous. Probably goods look worse in an ordinary 
warehouse than anywhere else ; there is always a oorUtii 
amount of dust on them, and the pieces are arrungcid 
merely with a view to facility in working, roganllowi ot 
the clashing of colours, one decoration practloally killing 
the one next it. Delicate colours look washed out by 
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piriaon with some vivid piece of colour by their side, and 
the vivid colour appears crude and coarse, judged by the 
standard of its more sober noighljour. It is only by arrange- 
ment and taste that good effects can be obtained, and Uie 
difficulties can hardly be realised till an attempt has been 
made to procure an effective arrangement. 

If no show room should be required, a Sample Boom will 
be absolutely necessary, so that a sample of every size and 
sha|>e manufactured, and every decoration executed on the 
works, may be kept, and on which the hand can always be 
laid without having to send to the warehouse to find the 
|>icce or |>attem required. Besides, it may easily happen 
that the piece has not been made for some time and the 
stock cloM^ out, and therefore it does not exist in the 
warehouse. A piece may be required at any moment for 
comparison as to decoration or price with some article sent 
to be matched, or for which prices have to be quoted, 
and it is very annoying to find that the piece particularly 
waiiteil does not exists or, at any rate, cannot be found. 

If many pieces are made to customers' patterns, a sample 
room will also bo required for these. They should all be 
numbereil, and a full record kept of all details concerning 
them. 



CHAPTER XXIX. 

THE PACKING SHED. 

Not the least important department on a pottery is the 
packing shed. When goods have been satisfactorily manu- 
factured, the next object to be attained is their delivery in 
good condition into the customers' hands. In England far 
less attention has been given to the delivery of goods than 
on the G<mtinent, and many manufacturers seem to think 
that once the goods are off the works, their part of the 
transaction is ended. The real way, however, to look at it 
is from the customer's point of view. How will the goods 
look when unpacked ? and what view will the customer take 
of the execution of his order ? For, after all, one order is 
of little importance to the manufacturer : what is required 
is to induce the customer to become a regular buyer, and to 
imbue him with the confidence that his orders will be 
promptly and carefully attended to. Different markets 
require different methods of packing — different customers, 
even in the same market, sometimes require their goods to 
be put up in different quantities. It is absurd to send 
packages, which, though easily handled on the works or at 
railway stations, with cranes, are intended for markets 
where no such appliances exist. It is equally absurd to pack 
articles in dozens, merely because it is the manufacturer's 
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custom 80 to do, when the buyer requires them in quantities 
of ten or a hundred. 

These remarks may seem unnecessary, but it is extra- 
onlinary the amount of business that is lost through not 
attending to these matters of detail. Gk)ods that are ordered 
in sets should always be sent complete. It may suit the 
manufacturer to get the pieces off his works as they come 
out of the ovens, but they are probably quite useless to the 
buyer. The customer has to sell the goods according to the 
custom of his market, and the manufacturer, to be successful, 
must send the goods in the form desired by his customer, 
and not in the manner that best suits himself. 

The packing shed should be dry and arranged in close 
proximity to the various warehouses, and to the gate of the 
works from which the goods are despatched. 

However the packing may be arranged, whether by piece 
work or by day wage, it is essential that the packages 
should be well filled and no space lost. It is, therefore, 
necessary, when looking out the packages, that there 
are sufficient small articles to fill up any large hollow 
pieces, such as chambers, &c., which is technically called 
** stuffing." It is manifest that the more ware sent in a 
package the less will be the percentage on the value of the 
goods for packages, straw packing and charges. It will be 
packed in crates, cases, drums, barrels, and in some cases in 
baskets or hampers, depending on the different markets for 
which it is intended, and on the suitability of the ware for 
the different packages. 

It is also necessary that goods should be packed in proper 
combination ; if heavy articles, such as plates, are packed 
with fragile hollow ware, breakage is almost sure to occur, 
and once a piece is broken in a package it loosens the 
packing, and with much movement the breakage is likely 
to be very large indeed. Good packing is most necessary 
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as breakage leads to many claims and much unpleasant* 
ness. 

When the goods are carried out for packing they should 
be carefully checked from the office with the order book, 
they having been previously checked by the warehouseman 
with the warehouse book. A note should be kept of the 
contents and number of every package, together with the 
name or number of the packer who has packed it, so that 
in case of claims for shortages or breakages the details can 
be traced. Dry straw should be used, and special goods 
should be wrapped in paper. Any ware that has been in 
stock should be cleaned before going to the packing shed, 
as nothing looks so unsightly when it is unpacked as dirty 
ware with damp straw sticking to it, &c. Packages for 
shipment should be made specially strong as they receive 
such rough treatment when being loaded and unloaded. 
The expense of strong packages, even if the customers will 
not pay much more for them, is repaid again and again 
by absence of claims and annoyance with customers. 
Claims, however just, are always a source of annoyance, and 
both parties are sure to consider they have been hardly 
treated — the manufacturer, because he knows that the goods 
have gone as safely packed as it is possible to send them ; 
the customer, because he considers he should not pay for 
goods which have arrived in an unsaleable condition ; and 
it must be owned that the carriers, who are really liable, 
nine times out of ten escape free, partly owing to the fact 
that the customer thinks he can make an easier claim on 
the manufacturer than on a railway or steamship company, 
and partly because the manufacturer, though admitting no 
responsibility after the goods have left his works, would 
rather make some allowance than lose a customer who, he 
is sure, would not make a claim unless there was just cause 
for it. Unreasonable people there will always be, and the 
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cUm of cuttomer who makes a point of stating a claim on 
receipt of every lot of goods exists in every trade ; these 
people are, however, soon known, and their complaints 
treated with the contempt they deserve. 

All packages should be clearly marked and numbered, 
and it is needless to say that the marks, numbers and con- 
tents of every package should be detailed on the invoice, or 
on a special note, as in many markets goods are re-sold and 
passed on without ever being opened ; and it is, therefore, 
essential that the contents of each package should be known. 
Packers should be kept busy, but probably it will be found 
better to be slightly over than under manned at this end of 
the works, as finished goods should be packed and despatched 
as soon as possible. 



CHAPTER XXX. 

ARRANGEMENT OF A POTTERY. 

The first matter that must be taken into consideration 
is the selection of a site for a pottery, and many factors 
will enter into the calculation before this important point 
can be decided. For instance, water power is a great 
advantage when obtainable. Though, probably, it must not 
be reckoned of so great importance as it would be in many 
other manufactures, in potting heat is a necessity for drying 
the ware, &c. ; and even if steam were not used as the 
motive power, steam would have to be raised as being the 
most economical method of heating. Proximity to the 
sources of primary materials will also have to be considered. 
Facility for obtaining fuel must be carefully studied, as the 
weight of coal consumed on a pottery is greater than thai 
of all the other materials combined, as, roughly, it take: 
about three tons of coal to produce one ton of finished ware. 
This calculation, however, takes no account of the saggei 
marl used, which is in itself a very considerable item, 
thotigh it might with fairness be advanced that as the marl 
is often obtained from the coal measures, the balance is all 
in favour of proximity to the source of fuel rather than to 
that of the other materials. Situation on the banks of a 
canal or on a navigable river will clearly have great advan- 
tage?, both for the carriage of fuel and materials to the 
v> orks, and for the despatch of the finished article. Facility 
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M to railway transport will, no doabt, also affect the final 
decision. All these matters, then, must be carefully gone 
into before the site for a new pottery can be decided on. 

Once the site has been settled on, the necessary buildings 
will be erected in such a manner that the manufacture 
becomes a continuously forward moving stream ; that is 
to say, the shops must be so arranged that each operation 
in the manufacture carries the piece one step forward, and 
it is constantly moving forward till it is finally packed and 
des[Nitched ofi' the works. The stores for the raw materials 
should be in close proximity to the slip-house, and covered 
•tores will be necessary where large stocks of china clay, 
dry ground flint and stone are held. Ball clay will be all 
the bettor for weathering in the open, though it is always as 
well to have some under cover ready for daily use close to 
the slip-house. Once the clay is made, it should be passed 
on to the diflerent potter's shops to be made into the various 
articloH retiuired, and these shops should be so arranged that 
the turuera are near the throvt^ers or jolliers, whose work 
thoy have to finish. The handlers should also be near the 
turners, as the latter pass on a large amount of work to the 
foniior, to have the necessary handles, &c., applied to it. 
In like mannor the "stickers up" should not be far away 
from the jolliers, so that the work can bo continually sent 
out to thorn in pi*oper condition for sticking up. 

Fix)m the pottei*a the ware will go on to the greenhouse 
and from thonco to the biscuit oven. All departments 
«houlil bo so arranged that there is no passing backwards 
ami forwards with ware, but that all ware is always being 
cuniod in the same direction forward to the shop where the 
next process in connection with it is to be carried out. From 
the biscuit oven it will be passed to the biscuit warehouse, 
and from thence to the dippers, or to the printers and under- 
glaze painters — in the two latter cases it will have to pass 
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through the hardeiiing-on kiln before arriving in the dippers* 
hands. It will, when dipped, go on to the dippers' drying 
roona, from whence it will be fetched by the oven men to be 
placed in the glost oven. From the glost oven it will go to 
the sorting warehouse. The necessary white ware will then 
be sent on to the enamel shops to be decorated and to be 
afterwards fired in the enamel kilns, while the printed and 
white ware that is not to be further decorated will be carried 
to the various warehouses to be laid out for orders. 

The warehouses should be close to the packing shed and 
also to the gate from which the goods are eventually des- 
patched. The carpenter's shop, where the crates, cases, 
ban-els, &c., are made may also be conveniently placed near 
the packing shed. Therefore, on a well laid out works, a 
piece of ware should start at the clay end, and should 
continue its course on the works through all its various 
processes, never retracing its steps, but continually going 
forward till it eventually arrives a finished piece at the door 
of the works. 

The glaze pans should be close to the lead house and f ritt 
kiln, and all long distances between one department and the 
next, where successive processes are to be carried out, should 
be avoided as much as possible. It is evident that short 
distances and proper arrangement of departments mean con- 
siderable economy, while the carrying of ware backwards 
and forwards over long distances, at any period of its 
manufacture, must take up time and increase the cost of 
production. The sagger-making department should be close 
to the ovens, so that the green saggers are always to hand 
when wanted, and the sagger-maker can thus keep an eye on 
the saggers and note the treatment they are receiving at the 
hands of the oven men. Sagger marl is also one of the 
largest items of consumption on a pottery, and it is therefore 
important that the distance that the materials, either in the 



352 THE MANUFAGTUBB OF EABTHENWARE. 

finished or unfiniBhed state, have to be carried ahould be as 
short as possible. 

All the streets on the works should be kept clean and in 
good condition, and they should be well drained, so that 
water does not stand about in them after rain. If not pro- 
perly drained, when wet, the streets will always be dirty and 
muddy, and everyone going into a shop or warehouse will 
carry in unnecessary dirt with them. Cleanliness must be 
studied everywhere, and every precaution must be taken to 
prevent the introduction of dirt into any department. 
There should be receptacles placed at fixed points for the 
reception of refuse, and no rubbish should be allowed to be 
thrown about either in the shops or anywhere on the works. 
Sanitary arrangements will require careful attention, and 
should always be inspected from time to time. 

Light is of very great importance, and defective light is 
almost certain to cause defective ware, and in no department 
is this, perhaps, so apparent as in that of the turners. A 
liberal use of whitewash both lightens and freshens up 
the workshops. Every door should be numbered and its 
corresponding key should also be numbered and labelled, 
and a list, giving paiticulars as to each key, should be hung 
up in the place where the keys are kept, so that if after 
work it is necessary to go into any shop the key can at once 
be found without any trouble. These small matters of detail, 
though apparently of no importance, will often be found of 
great assistance and convenience. 

The manager's office, if possible, should be situated in 
the centre of the works, so that he is in touch with every 
department, and the store for colours and small articles of 
everyday requirement may conveniently be attached to it. 
If coal is stocked in considerable quantities, it is evident 
that the nearer it can be stored to the ovens the better. 
The position of the boilei"s mtist also be studied, as it will 
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generally be found more economical to have large boilers 
from which all the necessary steam for engines, printers' 
tables, potters' or dippers' stoves, &c., can be supplied, than 
to have smaller boilers distributed about for these various 
objects ; as not only will the consumption of fuel be greater, 
but more men will be required to attend to them. It will, 
therefore, be necessary to have the steam-using departments 
as near the boilers as possible, to avoid long transmissions 
through pipes, by which both power and heat are lost. 
Boilers must, of course, be tested from time to time, in order 
to detect any weakness. 

All stoves or drying rooms should be arranged close to 
the workmen, the doors, if possible, being exactly behind 
them when working at the bench. The proper wanning of 
drying rooms is very important, and the more heat that can 
be supplied the better, as it not only augments the produc- 
tion of the workman, but it increases the duration of the 
moulds. Whenever ware has to be taken from one shop to 
the other, or from the shops to the kilns, it should be 
carried, whenever possible, under cover, as in wet weather 
drops of rain falling or splashing on ware will often cause 
serious defects, and this will be found to be specially the case 
in any unfired overglaze painting with delicate colours. 
Clay ware is also likely to suffer, as the moisture is absorbed 
into the clay at different points, and if sent on to the 
biscuit oven the contraction will be different in different 
parts and the piece will probably become crooked. 

The mould making, engraving and modelling departments 
may often equally well be placed in different parts of the 
works, though the former should, for convenience, be handy 
to the potting shops. 

The Sample Room and Show Room should be in a con- 
venient situation near the entrance, as also. the General 
' Office. 

A A 



CHAPTER XXXI. 

GSNKRAL REMARKS. 

It will have been seen from the foregoing notes that the 
manufacture of earthenware is made up of details, and for 
the successful management of the business it is absolutely 
necessary that all these varied matters should be looked into 
most carefully. No matter how apparently insignificant the 
defect, it must at once be corrected with the greatest care. 
Nothing which is likely to lower the quality of thq production 
must be allowed to pass without remark, whether in clay, 
glazing, printing or decoration. It must be always remem- 
bered that the pieces pass through a considerable number of 
hands, and if defects, however small, occur in two or three 
of the difterent processes, the piece, when finished, is defective 
in several points and becomes a seconds instead of a firsts, 
and its value is considerably lowered. The expense of pro- 
ducing this seconds or defective piece is exactly the same as 
that of producing a firsts, and too many seconds are made by 
circumstances over which one may say one has no control, 
to admit of seconds being produced by carelessness. BesideB, 
if one is continually on the watch a mistake is found out or 
a defect is observed in the first few pieces made, and can at 
once be pointed out and corrected, whereas if matters are 
allowed to go on without sufficient supervision, dozens of 
pieces may pass through the whole of their processes only to 
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be f oimd uselfiBE, or unsnitahk for the pnrpoBfis ior ^riiidi 
ther wBre n rirrrnaWj dfisigited on tiieiranival ia tbe fini^idd 

Tlie mana^^BT irill prolstblT &id it cani^iBment xd }ult« 
certain fxf^ iiouTE in wiiidi he mar always be ioimd in iik 
c^oe. Bt thif means be wHl a&ve iuB own time, eb be will 
not be traublad br people continuallj coming to ask qnestionB 
out of tbe appointed bourB, and f aremen's time will be sa^'ad. 
as tliej will not be running about 1he works loc^dng for the 
manager, knowing that be is always to be found at stated 
times at bis office. 

Tbe management of ererj bnsineBs must rary aooOTding to 
drcomstanees, but it will generally be found to be a mktake 
to make too many differeitt diapes, and a multitude of pattans 
and forms should be aroided as much as possible. Wbeii 
colours bare cmoe been bit (m tiiat may suit tbe txade, they 
should be kept to and followed as closely as possible, and no 
alterations should be made in them, as if <moe an alteration 
be made to suit the whim of some particular customer, there 
will be different tones of colour coming into the warehouse, 
and mistakes will most probably result. In fact, if customers 
require special colours, they must be prepared to pay au extra 
price, as the manufacturer will, sooner or later, find himself 
with pieces on hand which he cannot apply to his onliuary 
trade. 

Strict discipline and rigid attention to the rules of thd 
works must be enforced, and the larger the works and tho 
more hands employed the more necessary will it bo found to 
enforce discipline. It is, therefore, very nocessftry to nvold 
making rules which cannot be enforced or cutriiMl out, 
Workmen should not be allowed in each otliot'H' Hliu|m) btib 
^ should be kept strictly to their own do[mrtnH^nt«, and iherrt 
should be no continual running about the wotkn. The 
fewer people that are seen walking about on ilio wuiUm tlui 
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better, as it is a sure sign that everyone is better employed 
than in running about. Times should be fixed for counting 
the ware and for giving out stores, colours, printing paper, 
iVc, and should be strictly adhered to. A head should be 
appointed in each shop, and he should be held responsible 
for the cleanliness, order and proper management of that 
shop. 

As the business is a mass of details, and it is necessary in 
the manufacture to look after every little defect, so is it 
necessary to look out for little leakages in expenditure. It 
is wonderful what a lot of waste may go on in little driblets 
in various parts of the works in clay, colour, press cloths, oil, 
turpentine, and a hundred and one other things that are used 
during the manufacture ; and it is often attention to these 
apparently insignificant details that will make the difference 
between a profit and a loss at the end of a year ; and it is sur- 
prising how the accotmt for small stores, odds and ends, &c., 
mounts up in the course of a year. 

A careful account must be kept of all repairs done during 
the year, as this is another account that quickly mounts up. 
Small improvements must be carefully noted. A new door 
here, a new window there, a bit of stillaging in one shop, a 
bench in another — there is always something that wants 
doing to facilitate work and to economise space. Oven and 
kiln repairs, which are almost continuous, should be kept in 
a separate account, as also repairs to machinery and plant. 
Economy must be the goal in view in every department, not 
only by preventing all waste and unnecessary expenditure, 
but by the proper arrangement of the work and the saving 
of labour whenever possible. All books should be kept 
written up to the day, and no work should be put off" till 
to-morrow that should be done to-day ; there is probably no 
business in which time is such an important factor as in 
potting. Ware has to be dried, ovens and kilns have to be 
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fired, and these processes reqtiire their regular fixed times, 
and it is impossible to shorten them by an hour. There- 
fore, if an oven is not got in on the day fixed for it, but 
has to wait over till the next day before it can be closed up 
and fired, no amount of activity afterwards can ever make 
up for the day lost. A day or an hour lost on a factory 
can never be recovered, and this is one of the important 
facts that must be always borne in mind. Everyone, there- 
fore, must do their work exactly to time, and the putting 
off work and not doing it at its appointed time should be 
looked upon, in any department, as a very serious offence. 

A pottery is like a watch, and a stoppage in any part of 
it acts like the stoppage of a wheel in the watch, bringing 
the whole organisation to a standstill. One must, there- 
fore, always be on the look-out for weakness in any part of 
the organisation, so that should it fail it may be at once 
strengthened, as, no matter how strong the rest of the 
departments may be, if there is failure in one, it will be 
felt everywhere. The strength of a chain is only that of 
its weakest link. 

Cost of production should be carefully calculated out 
and prices should be fixed accordingly, and shotild never be 
based on what other manufactureis can do. Because one 
manufacturer is selling at one price, it does not follow that 
another can do the same. Owing to certain combinations 
of orders, the one may be able to produce some articles 
cheaper than the other. On the other hand, the other may 
have facilities for producing another class of article, but it 
is clearly necessary to know what each article costs, and 
then if special large lines are offered to be executed at 
exceptional price, it can at once be decided if they should 
be accepted or not ; for cheapness tempts the million, while 
unfortunately s\iper-excellence of workmanship and good- 
ness of material appeal to the few only. 
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Ijarge orders are always attractive, as they make a 
certainty of work in advance, and one is far more likely to 
take a large order at an unremunerative price than a small 
one, so that quotations for these especial orders require 
most careful attention, as the consequences, in case of error, 
will be serious. 

Stocktaking must be carried out systematically at the end 
of every year, or every six months if necessary. Attention 
is thus called to any odd lots of ware which are not moving 
off, and steps must be taken to clear them out. Not only 
must stock be taken of the ware, but of every article in 
use on the works, deductions being made for depreciation 
of boilers, machinery and plant generally, and a value put 
on any improvements or new implements purchased during 
the year. No doubt it takes a little time to do this 
thoroughly, and work may have to be suspended in some 
departments, but it is absolutely necessary, and the time is 
well spent, as the cost of production can only be ascer- 
tiiinod accurately by attention lo every item of expenditure. 

To sum up briefly, the objects the potter must always 
keep in view are — good quality, cleanliness, order, system, 
and attention to detail. Much useful information can be 
obtained from books, and sound technical knowledge and a 
good insight into chemistry are absolutely necessary for the 
modern potter ; but these are quite useless without practical 
knowledge and actual experience ; for, without doubt, the 
trade can be only learnt " at the mixing ark, the dipping 
tub, and the oven mouth." 
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CALCULATION OF COST OF PRODUCTION. 

In order to fix the price of a manufactured article, it i* 
necessary to know what it has cost to produce it. In tho 
manufacture of earthenware this is all the more important, 
as the selling price of each individual piece is so low thut 
a slight excess of cost in any one department may oau«v ^ 
loss on its sale. The processes through which it passes urti 
so many and so A'aried that, if a business is to be worked ut 
a profit in these days of keen cut prices, it is essential to 
know the cost of its progress through each department in 
order to check waste and to see that value is received (or 
the money spent. It seems difficult to fix the exact 
amount spent in the production of one small article, such an 
an egg cup, but if all expenses and charges are carefully 
tabulated the cost can be arrived at with considerabla 
accuracy, and by taking each group of expenses together 
it often draws attention to excessive expenditure in one 
aiticle as compared with another in the same department, 
owing to faulty combinations or methods of manufacture ; 
and in no department is this more likely to occur than iu 
the ovens. 

The system of calculation that will suit one factory may 
not be convenient in another, so it is proposed to give a 
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rough outline of how the cost of production may be arrived 
at, leaving it to each individual to augment or curtail 
any details as may be most convenient in his own par- 
ticular case. 

Broadly, the principle is to take every expenditure, both 
of materials and reproductive labour, and then add on a 
percentage to cover cost of management, rent, travelling 
expenses, <l'c., insurance, lighting, and taxes, warehouse 
work, looking over biscuit and glost — in fact, all work 
which is not absolutely part of the production — though 
if considered desirable, as already mentioned, -each one can 
keep any one of these charges separately ; finall}^ a per- 
centage must be added for profit. 

We will suppose we are dealing with a factory arranged 
with modern machinery and appliances, so that the first 
expense to be considered will be steam-raising. We must 
therefore calculate the interest and depreciation on boilers 
and engines, consumption of fuel, water, oil, cotton waste, 
packing, tools, tV:c., and the wages of the men attending to 
them. The probability is that steam will have to be 
divided up into different departments — slip house, jigger 
shops, glaze pans, colour pans, mills, printing stoves, &c. 
Mills may have to be subdivided under various heads if 
different materials are ground, such as fire-clay and grog for 
saggers, flint and stone for body, plaster stone for plaster, 
bitstone for placing, &c. We may take the total cost of 
developing so many horse-power of steam, and then allot 
the necessary proportion of horse-power to the different 
departments as they may require. 

Having obtained the cost of steam, let us first proceed to 
the slip house and work out the cost of the body. As 
several materials at different weights and of various prices 
are mixed together, it is first necessary to get at the amount 
of each material used and its value. 
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The simplest method is to take a pint of each of the 
materials in the slop state at the weight at which it enters 
into the composition of the body, after it has been passed 
through the lawns. First pour them into moulds and 
when sufficient water has been absorbed, remove the 
materials and thoroughly dry them before a fire, or in an 
ordinary kitchen oven, till all the moisture that can be 
extracted has been driven off. Each material is then 
weighed, which will give the amount of dry material of the 
various substances in each pint of slip. To arrive at the 
value of these various materials, it is necessary also to bring 
the materials as originally purchased to the same state of 
dryness, as all these materials, when sold commercially, 
contain a considerable amount of moisture in varying 
quantities. To obtain accurate results it will, therefore, 
be as well, if possible, to dry both the materials as pur- 
chased and the materials extracted from the different pints 
of slip, under the same conditions, just before they are 
weighed. 

Ball clay, when dried in this way, will lose some 20 per 
cent, or more of its weight; china clay about 12 per cent. 
Flint, when bought in the dry state, will lose about 3i per 
cent., and stone, under the same conditions, about 6 per 
cent. These percentages will vary considerably, according 
to the conditions under which the materials have been 
received. Ball clay, for instance, Avill contain more 
moisture in winter than in summer, especially if weathered 
in the open. Flints and stones, when bought dry, will vary 
in accordance with the amount of water that has been 
driven off after they have been ground. In fact, all 
materials should be tested for moisture, as should they 
contain an excessive quantity the buyer will be paying for 
water instead of material. If flint and stone are bought in 
the slop state a pint of each should be treated and dried in 
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the way described. The quantity of dry material in a pint 
of stone will be found to vary largely, owing to the diver- 
sity of the different qualities of this materiaL A deduction 
must always be made for the dirt, &c., extracted during 
the process of lawning, and probably something between 1^ 
to 3 per cent, will cover this, though it depends largely on 
the size of the lawns used and the cleanliness or reverse of 
the clays, &c. Once having deducted the percentage of 
water, the true cost of the material dry can be calculated 
from the invoice. 

The mixing ark must now be measured up, and the 
number of pints in each inch of depth calculated ; then we 
have so many inches depth of each material, which equals so 
many pints, containing so many ounces of dry material, at 
such and such a price. 

A small experimental ark may also be made, and the 
mixing carried out with a few pints of the different 
materials ; and in this case, if considered desirable, the whole 
amount of slip may be dried and weighed up again. 

The wet mixing may also be reduced to a dry mixing, and 
the calculations made on the whole amount of material, 
by deducting the percentages of excessive moisture in the 
materials as received from the furnishers, or the proportion 
may bo calculated according to the specific gravities of the 
materials in the slip state. 

The amount of stain with its cost must next be cal- 
culated. A pint of stain at the weight at which it is used 
must first be dried to obtain the dry material in it, and the 
proportion of cobalt, flint, stone, &c., that enter into its 
composition must be arrived at, together with the cost of 
calcining, including loss and flinting saggers, &c., together 
with the cost of grinding, lawning and labour. 

Many tables and calculations for these processes have 
been published from time to time, but those published in 
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the " Manual of Practical Potting " (Scott, Greenwood and 
Co.) will be found both useful and concise. 

Having obtained the value of materials used in each 
mixing, the cost of water must be added. The value of the 
machinery in the slip house must then be obtained to 
calculate interest and depreciation, including upkeep of 
magnets, lawns, press cloths, taps and stand pipes, buckets, 
bnishes, sponges, tools, &c. ; and to this must be added the 
proportion of cost of steam power, together with oil, 
cotton waste, pump rings, washei*s, and packing, &c., 
insurance, rent, or interest on capital of freehold and 
structural repairs, lighting, and taxes, and, finally, loss in 
the various processes. Something should be charged for 
management, when making up the cost of the body, but in 
calculating the cost of individual pieces it will be found 
more satisfactory to put a percentage on to cover cost of 
management during all the processes together, rather than 
to allot something for management to each process; the 
same rule may also well be applied to taxes, insurance, rent, 
repairs, and general charges. 

Having now the cost of the body, we have merely to 
extract the moisture from a pound of pugged clay, in order 
to obtain the amount of dry material in it and its value. 
We thus have the cost of a pound of pugged clay, and by 
weighing up any piece in the clay state we obtain the 
value of ckiy in it. Eoughly, a good body ready for use, 
under present circumstances, will have cost about JB2 per ton. 

The next department to proceed to is that of mould 
making, as in modern earthenware manufacture the cost of 
moulds enters into the cost of production of nearly all 
pieces. The cost of plaster must first be ascertained, and 
if manufactured on the premises, the various processes of 
boiling, grinding, lawning, must be gone through till the 
cost of it in the mould-maker's shop has been arrived at. 
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Then the cost of plant, interest, repairs, &c., wages, &c., as 
in the slip house, roust be added. Each mould must then 
Ih) weighed and its value ascertained. To these amounts 
must be joined the proportion for modelling and blocking 
and casing, which form heavy items in the mould making 
ex|K3nse8. It is also necessary to know approximately the 
number of pieces that can be made off each mould. This 
can only be obtained practically by noting how long "a 
round " of moulds lasts, and the amount of ware produced 
off them in that time. 

We next proceed to the clay-shops, and again make a 
calculation for the machinery, including interest, deprecia- 
tion, and re{)airs, both on machinery and plant, such as 
steam, ropes, stoves, boards, tools, files, &c., adding on the 
cost of steam-power allotted to these particular shops. All 
the expenses should then be divided amongst the different 
machines, taking into consideration that some of the 
machines are not always running, and so are not always 
producing. We thus arrive at what it costs to run each 
individual machine daily. To this must be added the 
cost of labour, whether day wage or piece work. The 
total divided by the number of pieces made during the 
(lay off any one machine, plus any expenses incurred for 
handling, turning, fettling, or sticking up, will give the 
cost of making, which must be added to the value of the 
clay in the piece to obtain the cost of the article up to this 
stage in the manufacture. The piece, after being looked 
over, passes to the biscuit oven. 

It will now be necessary to calculate the cost of sagger 
making, including steam raising, interest and repairs of 
machinery, grog grinding, clay making and pugging, &c., 
upkeep of drums, tools and wages, till the cost of a 
"common height oval" sagger 20 in. x 15 X 8 is obtained, 
as this is generally used as the standard by wliicli all firing 
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calculations are made. Other systems are in use, such as 
taking the cubic space in a sagger and calculating the costs 
per inch cube, but the most practical is the common height 
sagger, as when in any difficulty the pieces can be tried in 
the sagger itself, and there is then no doubt as to how- 
many pieces can be placed on it. It is also necessary to 
know the number of saggers destroyed in every firing, and 
this again must be obtained by actual experience, as ovens 
vary so. The foreman of the placers should give in a 
return after every firing of the number of saggers which 
have been destroyed, and these should be entered up in the 
oven book, so that at the end of the year the average 
saggers destroyed per oven may be checked. 

In firing an oven the following items must be taken into 
consideration : — 

Interest or rent of ovens and plant, such as barrowa, 
baskets, ladders, pokers, drawing-rods, buckets, boards, 
fire-bars, &c. Eepairs to brickwork. 

" Ridding " (a new bottom) once every three years, and 
a new oven every twenty years. 

Saggers, placing sand, or wad clay, if used. Coal. 

Wages for placers for setting in and drawing, firemen and 
sitters up. 

When all these charges and other expenses in connection 
with the biscuit firing have been obtained, they must be 
divided by the number of " common height '* saggers that 
can be placed in the oven, which gives the cost of firing one 
common height sagger. Therefore, to obtain the cost of 
firing in biscuit, the cost of firing a common height sagger 
must be divided amongst the number of pieces that can be 
placed in it. If a taller or wider sagger is required for 
certain pieces, it is reckoned as one and a-half, or one and a- 
quarter, common height saggers ; if a lower sagger is re- 
quired, then it is reckoned as a one-half or two-thirds of a 
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common height sagger. By this means a different price for 
every sized sagger is avoided, and calculation is facilitated. 

If the piece is to be sold in white the next process vnll 
be to glaze it, and for this purpose the cost of the glaze 
must be worked out. First, interest and repairs of fritt 
kiln (the latter being an item usually considerably under- 
estimated). Utensils and plant must also be taken into 
consideration. Then the cost of the various ingredients — 
borax, boracic acid, soda ash, flint, whiting, china clay, lead, 
stain, 4&c., &c., water for cooling, coal and labour. The 
yield of fritt will be some 25 per cent, to 33 per cent, 
less than the quantity of the original materials ; this will, 
of course, vary with the mixture used, but must be taken 
into account before the cost of the fritt per lb. can be 
arrived at. 

The cost of the mill mixing must then be ascertained by 
taking the value of the fritt, stone, flint, lead, &c., added 
to the cost of grinding, if this is done on the works ; interest 
on mills, depreciation and repairs, oil, re-picking stones, 
wages, &c., must be taken account of, and there must also 
be a small deduction made, both in fritting and grinding, 
for losses and leakages during the various operations. The 
quantity of glaze used in the actual operation of dipping 
each piece can again only be obtained by actual experiment. 
The dipper will generally dip the greater part of the ware 
in the same strength of glaze, so that a pint should be taken 
from the tub and weighed and then dried, in order to obtain 
the value of the material in a pint of glaze at the weight 
the dipper is using it. The number of inches in the 
dipper's tul>— which must be an upright one and not conical 
shape, or the quantity contained in each inch of the tub 
would vary — should be measured. Or if this is not feasible 
on account of the shape of the tub, the glaze can be 
measured in, gallon by gallon. So many dozens of any 
article can then be seiit, m \*o \)sv^ ^\Y^^x^^\id when he has 
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dipped them the glaze is again measured, either by inches 
or by gallons, care being taken before measuring it that the 
glaze has been brought back to the same weight per pint as 
at the commencement, by adding some water to compensate 
for the excess that has been extracted in the operation of 
dipping. The result will then be that it has taken so many 
pints, containing so much dry material, worth so much, to 
dip a given quantity of ware ; to which again must be 
added labour for dipping and cleaning off, and interest and 
repairs on utensils and tools, &c., in the dipping shop. 

K white ware is the article to be priced, glost firing will 
be the next process, and the cost must be treated in the 
same way as in biscuit firing, the common height sagger 
again being the unit. Sagger wash, wadding and stilts, 
thumbles and bitstone must be included, but no sand will 
be required as in biscuit placing. 

If the ware is printed, then the cost of printing must be 
gone into, which would include steam, interest and repairs 
on presses, stoves and plant, wear and tear to copper plates, 
and cost of engraving, paper, colour, oil, flannel, string, 
turpentine, &c., tools, if supplied, water for washing off, 
and then the labour must be added. The consumption of 
paper and colours will vafy with different patterns, and 
the cost can only be arrived at by practical trials — in fact, 
by giving out fixed quantities of materials and having a 
return of all work done with them — and a note should be 
kept of the duration of a set of flannels, and the quantity 
used during the year will also act as a guide. The same 
remarks apply to painting underglaze, the cost of which 
must be gone into, pattern by pattern. To these expenses 
must then be added on the cost of hardening-on kiln, 
including interest and repairs of kiln, labour, tools, and 
coal, and by counting the contents of a kiln a time or two, 
the average number of dozens can be ascertained and the 
cost per dozen calculated. For overglaze work tVv^ ^'s^xsa 
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system must be adhered to, but even greater care must be 
observed, as the colours, &c., are considerably more ex- 
pensive, and the contents of every kiln will be counted and 
vahieii, and entered in the kiln book. 

Interest and repairs on kiln will again be the first charge, 
and the repairs are no small item, as an enamel kiln should 
be looked over every firing ; then labour, utensils, colours, 
goM, &c. A return should be kept of all work done with 
gold, and it should be weighed out with the utmost care to 
check any waste. 

Having gone into all the expenses of the actual produc- 
tion of the pieces, it will be necessary to put on a per- 
centage to cover all other expenses that have not been 
taken into account, such as management, all work in ware- 
houses, clay, biscuit, and glost, looking over and sorting, 
&c., oflSce work, travellers, special discounts, bad debts, 
rent, taxes, insurance, &c. ; in fact, all expenses and general 
charges of every kind which have not been already in- 
cluded, except such charges as are i)aid in full by customers, 
such as packing ; though should a loss be incurred on this 
department, that loss would also have to be included. 
Many of these charges may vary from year to year, and it 
is clearly necessary to analyse the accounts every year in 
order to ascertain what percentage on the production the 
cost of these different departments really are, as apart from 
it enabling one to form a more accurate calculation of cost, 
it draws attention to the increase of expense in any one 
department, or to the economy effected in another. It 
seems a rather complicated system to embark on, but once 
in working order the difficulties vanish, and every detail 
collected serves as a check on some part of the calculations 
— till, eventually, one can establish certain rules of com- 
parison between the consumption of materials, labour, 
cost of firing, &c., which serve as wonderful guides in 
calculating cost, and oiWiv ^xvviXiV qw^ Iq arrive at a very 
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near guess at the cost of production of an article before 
any calculations have been gone into; and the more 
accounts can be analysed at the end of the year, and the 
more percentages of various expenditure that are taken 
out, the more accurate will the calculations of cost become,' 
and the more intimate will the knowledge of the working 
of the business be. 

A book may be kept in which all articles may be tabu- 
lated in alphabetical order for facility of reference, and 
something like the following system may be adopted : — 
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Each column explains itself ; the most difficult amount to 
arrive at is the percentage for management and all other 
charges ; but each year, as the accounts are studied, this 
may be checked so that the expenses are fully covered. 
• In making out the cost of printed or decorated ware, the 
cost of printing or decorating must be added to the cost of 
the white ware, without any charge for management or 
profit, and then the amount of these two charges must he 
calculated on the whole. A column or two may be used 
for any special decorations, and if all decorations are num- 
bered, the number may be placed in the column, which at 
once shows what decoration is referred to. 

There is one very important matter which must be kept 
in mind through all these calculations, and that is, that a 
"dozen" varies in the number of pieces it contains in 
different factories, and in the different processes in the 
same factory ; and the same article may count six to the 
dozen in one department, nine in another, and twelve in 
another ; or again, twenty-four to the dozen in one depart- 
ment and thirty-six in another. In fact, the safest basis to 
go on is to start with the supposition that a dozen is any- 
thing but twelve. The object of these different counts is 
to facilitate payment for work done, and a man is often 
paid the same amount for dozens of articles of quite different 
size, and therefore necessitating a longer or shorter time 
to make them. The price remains the same , but the 
quantity of pieces in each dozen alters in accordance with 
the work and time required to produce them. Great care 
is therefore necessary in calculating cost to be sure of the 
number of pieces that correspond to the amount paid per 
dozen. 

There ought also to be a certain allowance made for 
seconds ; this can only be learnt by experience, and prob- 
ably the easiest way of dealing with it is to allow for it in 
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the firing in the different departments, should it be con- 
sidered undesirable to increase the number of columns. 

Other special books may be kept with advantage to guide 
in the calculation of cost, such as oven and kiln books, with 
details and results of every firing ; materials book, showing 
the exact cost on the works, including all charges for 
cartage, loading, &c., of every material used in the manu- 
facture, so that the cost of any article may be seen at a 
glance. In every branch of the trade, in fact, certain 
details will be required to be kept apart, so that each one 
must decide what special books will be required for his 
special circumstances, and what may be judiciously sup- 
pressed. It is evident that a cost book as above described 
will be of [the greatest use in deciding whether certain 
orders should be accepted at special prices, or whether it 
would be better to leave them alone ; and if a manufacturer 
does not know what it costs him to produce an article, how 
can he possibly know at what price he can sell it ? 
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